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CHAPTER 1 


GENERAL INFORMATION 


1.1 OVERVIEW - INTRODUCTION TO VERSAdos 

The VERSAdos operating system presents two faces to the environment. Seen from 
within the environment, VERSAdos can buffer an application program from the 
demanding direct interface with peripherals, yet does not deny such contact. 
Seen from without, it frees the user from the exacting requirements of direct 
interface with the machine and other system resources. 

VERSAdos achieves its purpose by means of a modular design. Two of the major 
modules are: 

a. A real-time multitasking executive kernel which includes a task 
controller, an inter-task communications facility, an optional memory 
management facility, and an initialization facility. A full description 
of this software is provided in the M68000 Family Real-Time Multitasking 
Software User's Manual, M68KRMS68K. 

b. An Input/Output (I/O) module comprised of two facilities: Input/Output 
Services (IOS) and File Handling Services (FHS) which between them offer 
file and device access, file and device protection, and file management. 
A full description of this software is provided in the VERSAdos Data 
Management Services and Program Loader User's Manual, RMS68KIO. 


A third major module, Session Control, supplies the means by which the user can 
interactively communicate his processing needs to the system. It is the purpose 
of this manual to describe these means and the VERSAdos command format, the disk 
and file structure, the system utilities, and various other functions provided 
by the VERSAdos operating system. 

As used above and, unless otherwise specified, as used in the rest of this 
manual, the term "VERSAdos” refers to the VERSAdos operating system supplied for 
use on one of the following M68000 family-based systems: 

. EXOftnacs Development System 

. VMC 68/2 Microcomputer System 

. VME/10 Microcomputer System 

. VERSAmodule 01 or 02 Monoboard Microcomputer (hereafter referred to as the 
VM01/VM02) 

. VMBnodule Monoboard Microcomputer (hereafter referred to as the MVME110) 


The standard utilities described in this manual are available to all the above 
systems, with the following exceptions. The MBLM utility is functional only 
with SCOftnacs and VME/1Q systems, and the SNAPSHOT utility can be used only with 
EXORterm 155 terminals. The DISMOUNT and MOUNT utilities are not functional on 
EXOftnacs. 
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Most of the preceding systems use the firmware-resident detag monitor to boot 
fete furnished initial program load file, IPL.SY, which in turn boots VERSMos. 
VMOl-based systems are initialized differently, because no IPL.SY file is 
supplied. Paragraph 7.3.1 describes modifications required for VMOl-based 
systems to boot VERSMos without the IPL.SY program. 


The following lists the debug monitor provided with each system. 


System Type 

EXOftnacs 

VMC 68/2 

VME/10 

VMOl-based 

VM02~based 

MVMEllO-based 


Debug Monitor 

MACSbug 

VHOug 

TMbug 

VERSAtag 

VERSAtag 2.n 

VMEtag 


The SYMbug symbolic debugger and the debugging software DSaug are furnished with 
all VERSMos systems. 

1.2 OONVMTIONS USID IN THIS MANUAL 

In addition to the use of the term VERSMos just described, several other 
conventions are utilized in the following material. These include: 

a. Unless otherwise noted, numbers are given in decimal representation. 

b. Hexadecimal numbers are preceded by a dollar sign or denoted as 
hexadecimal. 

c. Descriptions of command syntax are given in a modified version of the 
Backus Naur Form (BNF), a brief description of which is provided below: 

< > Angular brackets enclose a symbol, known as a syntactic 

variable, that is replaced in a eonroand line by one of a 
class of symbols it represents. 

| This symbol indicates that a choice is to be made. One 

of several symbols separated by this symbol should be 
selected. 

[ ] Square brackets enclose a symbol that is optional. The 

enclosed symbol may occur zero or one time. 

[ ]... Square brackets followed by periods enclose a symbol that 

is optional/repetitive. It may appear zero or more 
times. 

d. A carriage return is required after all operator entries. It is shown, 
as (CR), only where necessary for clarity. In some examples, operator 
inputs are shown underscored; the underscore is not to be typed. 

Much of the information in this manual is summarized in the VERSMos Reference 
n ird (MVDOSCARD), which provides a quick reference guide for users familiar with 
VERSMos. 
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1.3 VERSAdos FILE ORGANIZATION 


Three types of files are created on a disk: 

Contiguous These are files within which records are adjacent and 

all records are 256 bytes long. They are mainly manory 
loadable modules. 

Sequential These are files within which records need not be 

adjacent or of the same length. They are mainly object 
or listing files created by the assembler. 

Indexed Sequential These are files of records to which keys cin be attached 

allowing VERSAdos to access records within a file by key 
for quick retrieval and greater selectivity. They are 
usually text files created by the editor. 

The type is, in general, transparent to the user — i.e., he cannot choose the 
file type. Under some circumstances, however, sequential or indexed sequential 
file types can be selected when editing. 

The VERSAdos I/O Services (IOS) accesses a sector within a file by converting 
the file's Logical Sector Natter (LSN) to a Physical Sector Number (PSN), which 
gives the actual location of the sector on the disk. Logical sector numbers are 
assigned sequentially even though the sectors may not be physically contiguous. 
Thus, although segmented into randomly located blocks of sectors, a file is 
treated as a unit of logically contiguous sectors. The actual physical 
accessing of a particular sector is done by the disk controller. 

At disk initialization, a Volume Identification Directory (VID) is created which 
contains volume ID, version and revision of the resident operating system, date 
of disk generation, user name identification area and user number, pointers to 
the start of the Sector Allocation Table (SAT) and the first Secondary Directory 
Block (SDB), and the length of the SAT. The VID must always reside at P&J 0. 
(See the REPAIR utility description for information on the VID.) The SAT 
contains a bit map in which cleared bits provide a one-to-one correspondence 
with sectors available for allocation. 

A directory is maintained on each volume which, for each file on the volume, 
contains: the filename, extension, file start, file length, file type, write 
and read access codes, and the number and size of records in the file. _ A 
secondary directory contains an entry for each unique user number and catalog 
name on the volume. 

So that the entire file space need not be contiguous, the disk sectors for a 
file are allocated in available groups of physically contiguous sectors called 
data blocks. This permits th dynamic allocation and deallocation of space 
without affecting the location of existing files. The File Access Block (FAB) 
describes the location of data blocks allocated to a file. A FAB can be from 
one to 20 sectors in length. The length of each data block for a given file is 
the same, although different files can have different data block sizes. The 
minimum data block length is currently four sectors. 
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1.4 COMMAND FORMAT 


A VERSMos command line can contain five fields: command mnemonic, input, 
output, listing, and options. The input and output fields are supported by all 
utilities; the listing and options fields are supported by particular utilities. 
Maximum comnand lire length is 160 characters. Multiple conmands on the sane 
line are not permitted. 1he command line is terminated with a (CR). The 
standard format for a conmand line is: 

<conmand imemonic> [<input field>][,<output field>][,<listing field>] 
[;<options>] 


1.4.1 User Session Default Values 

When a user first logs on the system, the session control module initiates a 
session for the user on that terminal which continues until the user logs off. 
At the time of logon, default values for the volvane ID, user number, and catalog 
name fields within the VERSAdos file descriptor are established to perait 
abbreviation of command entry. A particular command may not require an explicit 
entry in one or more of these fields. In this case, the appropriate session 
default value(s) is used as the value for the omitted entry. 

The nature of the functions provided by some commands also permit command entry 
abbreviation to include fields for which session defaults do not exist i.e., 
filename, extension, listing, and options. In such cases, the appropriate 
values are known to the conmand and are supplied as required. 


1.4.2 Input Field 

The input or source field may contain device names or file descriptors which are 
appropriate for the conmarkl. File descriptors may be fully specified or 
abbreviated, in which case default values are assumed as required by the 
particular command. Concatenation of inputs is done by using the slash (/) 
character; e.g., filel/file2 or volume ID/file. Space characters are not 
allowed in the input field, which is terminated by one of the following: 

a. The first conma (output field follows), or space. 

b. Semicolon (no output field, but options present). 

c. (CR) (no output or options field). 


1.4.3 Output Field 

The output or destination field may contain device naues or file descriptors 
which are appropriate for the conmand. File descriptors may be fully specified 
or abbreviated, in which case default values are assaned as . required by the 
particular cxxtroancf. Spaces are not allowed. The output field is terminated by. 

a. Comma (listing field follows) or space. 

b. Semicolon (options follow). 

c. (CR) (no listing field or options). 
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1.4.4 Listing Field 


Where a program or utility has the capability of creating a listing, the listing 
field may contain device names or file descriptors as appropriate. File 
descriptors may be fully specified or abbreviated, in which case default values 
are assumed as required by the particular command. The listing field is 
terminated by: 

a. Semicolon (options follow). 

b. (CR) (no options). 


1.4.5 Options Field 

The options field is opened by a semicolon, consists of alphanumeric and/or 
special characters, and is terminated with a carriage return. Specific forms of 
options are found in the descriptions of session control commands, system 
utility commands, and system languages. 


1.4.6 Additional Options 

the following three special options provide additional variations in command 
execution. 


1.4.6.1 Compand Mnemonic Field Option - At Sign (§) . The symbol may 
optionally be entered preceding a session control comnand or a system utility 
call to obtain a variation in the usual processing. If used before a command 
for which no variation exists, it is ignored. Specific uses and the variation 
obtained are shown below: 

[@]<utility name> 

[@]STAR [<task narae>] Obtains prompt at start of execution (without @, 

[@]CONT [<task name>] task must be completed). 

EijBYE MJ SESSION message printed (same as OFF). 


EiJOmi <filename> Inhibits clearing of conditional processing of 

E@]<filename>.CF pseudo registers (RX, RA, RD). 


[@]ASSI Passes assignment to all successive user tasks 

loaded or started until a CLOSE is issued. (ASSI 
without @ passes assiepraents to next user task 
only). 

E@JH© Terminates chain processing, regardless of nesting 

depth. 
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1.4.6.2 Input File Descriptor Fields Option - Asterisk (*) . The often 

railed "wildcard", represents AN? character or name. Wien the * is the last 
character in a field, it means that the remainder of the field is any (or all) 
characters. An * in one or more character positions in a field means any 
characters in that/those positions. A field comprised of a single * means all 
characters. The following examples asscsne explicit or implicit entries in the 
preceding volume and user fields and a blank catalog field. 

filename.* All files with the specified filename having any extension. 

*.extension All files with any filename having the specified extension. 

*.* All files; i.e., those having any filename and extension. 

TOM*.SA All files beginning with TOM and having extension .SA. 


1.4.6.3 Output Catalog Field Option - Ampersand (&) . An explicit (non-space) 
catalog name field default value which was established at session 0001 or 
through subsequent invocation of the USE session control coranand ran be blanked 
by entering the symbol in the output catalog field of a utility command line 
— for example: 

USE <user>„& 

Execution of the above command line changes the existing catalog name to eight 
spcce characters in the command line buffer which are displayed as a blank 
catalog field. 


1.5 DEVICE NAME FORMAT 

A device name can be specified in the input and/or output fields within the 
VERSAdos command line. Device name is a single field of one to five 
alphanumeric characters and the pound sign (#). Specific device names for a 
particular system configuration are established then the operating system is 
generated. Refer to the System Generation Facility User's Guide, M68KSYSGEM. 
Device names begin with a pound sign (#), usually have a 2-alphabetic character 
mnemonic, and usually have a 2-digit rasher. The "#" used without a descriptor 
refers to the terminal on which the user logged on to the system. Following : sre 
examples: 


#FD00 

® 

Sloppy disk drive 00 

#HD0O Hard disk drive 00 

9 

© 

#FD03 

Floppy disk drive 03 

© 

#H3on Hard disk drive nn 

#OfOQ 

Debug board port 00 


torn 

Debug board port 01 


#PR 

Printer 


#PRn 

Printer n 


# 

The logon terminal 



I 
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1.6 FILS DESCRIPTOR FORMAT 

A file descriptor can be specified in the input and/or output fields within the 
VERSAdos command line. A fully specified file descriptor consists of six 
fields. The volume ID and user number fields establish location and ownership 
of the file. The catalog, filename, and extension fields identify the file. 
The protect key field provides the desired read/write access. The standard 
format of a fully qualified file descriptor is: 

<volume ID>:<user number>.<catalog>.<filename>.<extension>(<protect key>) 
where: 

volume ID A 1- to 4-alphanumeric character string with a leading 

alphabetic character. Must be terminated with a colon (:). 

user number One to four decimal numeric digits. Terminated with a period 

if any field follows. Must be preceded by a colon (:) if the 

file extension is not specified. 

catalog A blank field or a 1- to 8-alphanumeric character string with 

a leading alphabetic character and terminated by a period. If 
the catalog field is not preceded by a user number field, the 
file name and extension must be specified. 

filename A 1- to 8-alpfeanumeric character string with a leading 

alphabetic character (except temporary files beginning with 
and spooling files beginning with "@ n .) 

extension One or two alphanumeric characters with a leading alphabetic 
character and preceded by a delimiting period (.). 

protect key A string of two or four alphabetic characters from A through P 
only; mist be enclosed in parentheses. 

Brief descriptions of each of the six file descriptor fields follow. 

Vbliane ID 

This 4-byte ASCII field specifies the ID of the disk or diskette where a file 
exists or is to be allocated. The field identifies an online, direct-access 
volume. 

User Number 

This field is the number from 0 through 9999 that is altered to represent file 
ownership. 

The values are: 

1-9999 Indicates a private user or owner file. 

0 Indicates a system file for the administrator, user 0. 

* Asterisk is the user ouster "wildcard" that transfers a -2 default 

value to the File Handling System (FHS). Can represent any user 

number, 0 throu^i 9999. 
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Catalog 


This 8-byte ASCII field is used for a more general level of file identification 
than that provided by the filename. 

Filename 

Ibis 8-byte ASCII field is the main identifier for a file. 

Extension 

This 2-byte ASCII field provides further file identification according to data 
type. The extension name can be user-specified except for default extensions 
reserved for use by VERSAdos and its utilities. These extensions are: 

AF Assembly file 

AG Source file assembled at SYSGEN time 

AI Assembly include file 

CD Comnand code fragments used to build other files 

CF ASCII command file (chain file) 

DB Symbolic debug format 

IN Initialization file 

LF Link file 

LG Link file used at SYSGBI time 

LL Link edit memory map 

LO Load image format 

LS Assembler or Pascal (Phase 2) listing 

MX S-record format 

NW Session management or news file 

OV Overlay image format 

CW Session management 

PC Pascal intermediate code 

PF User profile file (SYMbug) 

PL Pascal (Phase 1) listing 

PO Optimized Pascal code 

RD Relocatable object format 

RS Symbolic debug format 

SA ASCII source 

SY System files; e.g., VERSftDOS.SY, ERROBMSG.SY 

TF Tenporary file 

XX General instruction file 

These extensions may be used for other purposes as long as the user is aware of 
the meanings VERSAdos assigns to than. 

Protect fey 

Ibis 2-byte binary field holds a fixed code which limits read and/or write 
access to a file. Combinations of the characters A through P specified when a 
file is created are translated to corresponding binary values which are used by 
the FHS subsystem to control access to the file. A non-owner must then match 
the assigned protect key to obtain the permitted access. 

A key is comprised of two or four characters. Two characters control read 
access. Four characters control read/write access. Of the possible 
combinations of the allowed key characters a file creator could specify for 
conditional access, four are reserved. These provide the access control shown 
in the following table, and are non-conditional — that is, a user need not 
match a key to obtain the assigned access. 
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RESEWED 

PERMITTED 

REMITTED 

KEY 

WRITE ACCESS 

READ ACCESS 

W 

R 



CD 

00 

Owner 

Owner, Administrator 

“00 

PP 

Owner 

Public 

PP 

00 

Owner, Administrator 

Owner, Administrator 

PP 

PP 

Owner, Administrator 

Public 

(If unspecified. 

default protect key is PPPP.) 


If desired. 

the 

RENAME utility can be used 

by a file owner or the 

ackninistrator to 

change the protect key field of the file descriptor. 


system 


1.7 SYSTEM DISK DESCRIPTIONS 

This section describes the contents of the system disks or diskettes supplied 
for use with hard-disk-based or diskette-based systems. Table 1-1 lists the 
initialization procedure require! by each VERSAdos-ccenpatible system and the 
documentation in which the procedure is described. Modifications to the 
initialization procedure required for Winchester/SASI drivers and VMOl-based 
systems are described in paragraph 7.3 of this manual. 


TABLE 1-1. System Initialization Procedures 


SYSTEM, TYPE 

INITIALIZATION MQCWOrn 

REFERENCE DOOMOIT 

EXORmacs 

via VERSAdos operating system 

or 

ESCOftnacs Development System 
Operations Manual, M68KMACS 


with MACSbug BO command 

MACSbug Monitor Reference 
Manual, M68KMACSBG 

VMC 68/2 

via VERSAdos operating system 

WC 68/2-Series Microcomputer 


or 

System Manual, MVMCSM 


with VMCtsug BO command 

VMCbug Debugging Package 

User's Manual, MVMCBOG 

VME/10 

via VERSAdos operating system 

or 

VME/10 Microcomputer System 
Overview Manual, M68KVSCM 


with TBtoog BO canaand 

TENbug Deluging Package 

User's Manual, M68KTENBG 

VMOl-based 

with VERSAbug TO ccnand 

VERSAbug Debugging Package 
User's Manual, M68KVBUG 
VERSAdos 4.2 Custcnmer Letter, 
M68KS1SLET 

VW02-bas@d 

with VERSAbug 2.n BO command 

VERSAbug 2.n Drugging 

Package, M68KyBOG2 

IWffiliO-basea 

with VMBxtg BO ceoraaoct 

VMEbug Drugging Package 

User’s Manual, MVMEBUG 
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1.7.1 Diskette-Based System 

Diskette-based EXORmacs systems are provided with diskettes having part numbers 
identified in a letter supplied with VERSAdos. Each diskette initialized for 
VERSMos contains a Volume Information Directory (VID). The complement of files 
on a diskette can be obtained by logging on the system as user 0 and 
interrogating the VID on that diskette through use of the DIR utility (see 
Chapter 4). 

The diskette inserted in drive 0 is called the system diskette. Because the 
system is booted and initialized from it, thi:? diskette must contain the initial 
program loader file, IPL.SY, and the operating system file, VERSADOS.SY. Once 
the system is brought in, this diskette may be replaced with another containing 
the files required for a particular activity. Files are grouped on a diskette 
according to general function. On the diskette with VERSADOS.SY, for example, 
are the most often-used utilities. 

A volume ID is associated with each diskette that has been initialized for 
VERSMos. It is essential that at any one time, no two diskettes in the system 
have the same volume ID if files are to be referenced on both. In the same name 
case, only files on the first volume installed in a drive could be referenced. 
The only communication allowed with the second volume would be the physical 
sector I/O performed by such utilities as BACKUP and DUMP. In spite of this 
warning, the volume ID of a backup diskette need not be changed from that of the 
roaster, since these two are together in the system only at BACKUP time. It is 
useful to include the file BACKUP.LO on user diskettes so that the BACKUP 
command can be invoked and the diskette copied to a scratch diskette in another 
drive. Such minimum system diskettes might be created to provide space on the 
system diskette for temporary files or for editing, compiling, and assembling 
with single-sided diskettes. 

User diskettes are those that normally reside in drive 1 in a dual-drive system, 
or in drive 1, 2, or 3 in a four-drive system. Dual-drive system user diskettes 
should contain, as a minimum, the files VERSMOS.SY and BACKUP.LO for the above 
reasons. With a four-drive system, it is not necessary to maintain any 
operating system files on the user diskettes, because the system diskette can be 
kept in drive 0 while backup is taking place between diskettes in drive 1, 2, 
or 3. 


1.7.2 Hard-Disk Based System 

An EXOitaacs or VMC 68/2 system based on a hard disk is supplied with a blank 
fixed disk and a disk in a removable cartridge which contains all required 
system files. As shipped, the cartridge volume ID and user number are SYST:0. 
Hie initial start-up process initializes the fixed disk as SYS:0 and copies 
files from SYST:Q. Included are the chain files STARTUP and RESTORE, the 
execution of which initializes the fixed disk and performs the file copying. 

A VME/10 is supplied with system files on a fixed Winchester disk that has a 
default volume name of SYS. 

Copies of the fixed disk and, when applicable, of the removable disk should be 
made and held in reserve. The duplicating process is described in the EXORmacs 
Development System Operations Manual, the VMC 68/2-Series Microcomputer System 
Manual, and the VM£/10 Microcomputer System Overview Manual. For VM01/VM02- and 
MUMELlO-based systems, refer to the BACKUP utility, paragraph 4.2.1 of this 
manual. 
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1.7.3 System Diagnostics 

On diskette-based EXOftnacs systems, one diskette (Volume ID = DIftG) contains the 
diagnostic programs for the system resources. On hard-disk based systems, the 
diagnostics are included on the system disk. 

More information on these files and their use can be found in the EXORmacs 
Development System Maintenance Manual (M68KKM4). Diagnostics for the VMC 68/2 
system are described in the VMC 68/2-Series Microcomputer System Manual. 
Diagnostics for the VME/10 system are described in the VME/10 Microcomputer 
System Diagnostics Manual, M68KVSDM. 
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CHAPTER 2 


THE FIRST SESSIONS 


2.1 BASIC CONSIDERATIONS 

The purpose of this chapter is to assist the inexperienced user in developing 
application programs. The facilities most generally used are discussed briefly, 
leaving many of the less consequential details to be treated in later chapters. 
It is assumed that the user has access to VERSMos, including the data 
management services and utilities options, on one of the systems listed in 
paragraph 1.1. 


2.1.1 Software Development 


NOTE 

Unless otherwise specified, the designations "M6800Q" 
and "MC68000" will refer to the entire M68000 family 
of microprocessors. 


Source programs are created for assembly or compil?'-ic .id subsequent debugging 
using the M68000 Family CRT Text Editor because of facility it offers for 
the entry and modification of program text. Program text is comprised of source 
statements written in assembly language or another high-level language — such 
as Pascal, FORTRAN, or COBOL — for which the user has a compiler that will run 
on the MC68000-based system. Qiaracters are entered from the EXORterm keyboard 
or other system console. 

The edited source program is assembled or compiled into a relocatable object 
file. The M68000 Family Linkage Editor is then called to join that file with 
selected files from the user's library of relocatable object modules to create 
an absolute load module which can be loaded into memory for execution and/or 
debugging. These early steps nay be repeated many times to form the libraries 
from which files are drawn for the final linking into the application program. 
An overall software development scheme is shown in Figure 2-1. 

Programs can be developed on a host MC68000 system for use in systems based on 
MC6800 family microprocessors including the MC6800, MC6801, MC6805 and MG6809. 
Such development requires a cross assembler or cross compiler program and a 
cross linkage editor program. To facilitate the transfer of this code, the 
cross linkage editor transforms relocatable object modules into an output file 
of easily transportable S-records. Once downloaded into memory, the facilities 
of the target system are used to transform the code from the output file into a 
loadable, executable module. 

Programs could also be developed on a non-MC68000-based computer system for 
MC68000 execution. This development would utilize a cross assembler or cross 
compiler and (on an IBM 370 system) a cross linkage editor which would execute 
on the tost system but produce object code for the MC68000 machine. The 
resulting program would be downloaded into the MC68000-based system for the 
final linking and/or debugging. 
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FIGURE 2-1. Software Developaent Process 








Details of the resident and cross assemblers and compilers are provided in the 
respective manuals for the programs. Descriptions of the debugging programs 
supplied with VERSAdos — DEbug and SfKbug — are provided in the M68000 Family 
SttOjug/DEbug Monitors Reference Manual* M68KS2MBG. A firmware-resident 
debugging program is also provided with each VERSAdos system. Table 1-1 lists 
the appropriate reference i»auals for these programs. 


2.2 PROCESSING MODES 

Several operating modes are provided to support program development from a 
single terminal or multiple terminals in the interactive online mode and in the 
batch mode. A user is permitted to initiate multiple* concurrent batch mode 
tasks* yet remain in the interactive online wade of another task if he chooses. 


2.2.1 Batch Processing 

In the VERSAdos environment, the user not only can start his own job but can 
continue operating in the foreground mode while his job is being processed in 
the background mode. Batch submissions are made possible through a structure of 
commands* the decision of which batch job to process is handled by a circular 
job queue. This processing mode is described sere fully in paragraph 3.2.1. 


2.2.2 Online Processing 

Online processing, rou#ily comparable to foreground processing, includes 
execution of ccwmands entered from the console and execution of eoumands read 
from a chain file. The latter is called chain mode processing and is useful to 
the application program developer since it ran remove the rs@©d to reenter every 
command in an often—used sequence. Chain node also offers argument 
substitution, which further reduces the programmer’s work since it can eliminate 
the need for repeatedly typing in a long argument, such as a complete file 
descriptor, when an argument must be changed. Chain »de processing is 
described more fully in paragraph 3.2.2. 


2.3 OFTEM-USED FACILITIES 

The process of developing an application program on a new development system can 
be broken down into general steps, naif of which are the same as would be taken 
on another system. This section outlines some of the more common steps. It is 
asamed that a version of VERSAdos is running cm tie system for tie purposes of 
the Ax«mpi«=»st which follow. Unless otherwise stated, it is also assumed that the 
user has logged on the systau under his cwn user rasher (not 0). 



2.3.1 Verifying or Setting System Default Values 

Before beginning work and until the user is familiar with the system,- it is a 
good idea to review and change, ii necessary, the user default values. Hie DBF 
and USE session control commands are used to da this. Wien the user becomes 
more proficient with the system, the OPT session control command can be used to 
adjust the control of user session management over the particular session. As 
one example, the user can have the processor stop execution of his task on 
receipt of a break cods. 

When the DBF command is input, a message similar to the following is displayed: 
DEF 

1) SYSTEM VOLUME * SYS: (hard disk-based system} 

2) USE DEFAULT VOLK = SYS:213.MEW. 

3) USER t«®ER * 213 
USER TASK - 
SESSION = 003A 
TEMIN&L * CN22 
OPTION(S) SET 

Line 1 shows that the system was initialized from volume SYS: — line 2 shows 
that the user's default volume is the sane with a default catalog name of NEW. 
The user nwsber in line 2 should be the sane ®s the user number in line 3 (the 
log on user number); otherwise, access to files on the default volume may be 
prevented and other difficulties may be encountered. It the user is working with 
a program on a diskette, tor example, the length of entered commands can be 
shortened by making the diskette his default volume and blanking the default 
catalog nine (eight blanks using the ampersand as the blanking character.) Hie 
user would do this by invoking the USB command as follows: 

USE VQL1: .& 

The resulting display would be identical to that shown tor DEF but tor line 2) 
which would now be: 

2) USE DEFAULT VOLK * V0L1:213.. 

Henceforth, user 213 can access files by name on the specified volume without 
entering the fully specified file descriptor. The same technicpe can be used 
when the user has tiles within different catalogs on the same volume. 


2.3.2 Creating or Modifying Files 

As stated earlier, the CRT Editor is a facility used for creating a source file. 
Vtien called from a console to create a new file, the editor comes up in the CRT 
Mode, Page Level, as indicated by the editor prompt (>} in the home position on 
the screen. A typical call is: 

E TESTPROG 


Source lines can now be entered into the new file TBSTPIffiG.SA. The extension 
.SA is assumd it another is not specififed. At least one line must be entered 
before quitting the editor, or the file is discarded. Tb exit the editor, | 

depress the FI key (the > prompt goes to lower left of the screen, indicating 
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that the editor has entered the coonand node ), and enter QUIT. There now exists 
an indexed sequential tile massed fESTPROG.Sft with the volume ID, user number, 
arsd catalog nans previously shown when the DBF or USE eoaiaarel was executed. _ The 
process tor altering an existing file through use of the editor is similar. 
Figure 2-2 is the listing of the example assembler source program, TESTPROG.SA. 


MAINMOD IDNT 1,1 *MAIN TEST PROGRAM 

* *THIS PROGRAM TESTS THE FEASIBILITY 

* *0F CALLING ASSEMBLER ROUTINE 

* *PRNTLIN2 FROM A PASCAL PROGRAM 



XDEF 

START 

♦PROGRAM ENTRY POINT 


XREF 

PRNTLIN2 

♦ROUTINE TO BE TESTED 


SECTION 

1 



DS.B 

128 

♦RESERVE STACK SPACE 

STACK 

DS.W 

0 

* 

IOSBLK 

DC.B 

0 

♦PARAMETER BLOCK START 


DC.B 

2 



DC.W 

8 



DC.B 

0 



DC.B 

6 



DC.W 

0 



DC.L 

0 



DC.L 

BEGMSG 



DC.L 

ENDMSG 



DC.L 

0 



DC.L 

0 

♦PARAMETER BLOCK END 

BEGMSG 

DC.B 

■THIS ASSEMBLER PROGRAM PRINTS LINE ONE* 


DC.W 

$0D0A 



DC.B 

‘THEN CALLS 

PRNTLIN2 TO PRINT LINE TWO.' 


DC.W 

JODOA 


ENDMSG 

EQU 

♦-1 



SECTION 

0 


START 

LEA.L 

STACK.A7 

♦INITIALIZE USER STACK PTR 


LEA.L 

IOSBLK,AO 

♦LOAD IOS PARAH BLK ADDRESS 

FRSTLIN 

TRAP 

#2 

♦EXECUTE 

NEXTLIN 

BSR 

PRNTLIN2 

♦CALL EXTERNAL MODULE 


SUB.L 

AO,AO 

* 


MOVEQ 

#15,DO 

♦TERMINATE TASK 


TRAP 

#1 

* 


END 

START 



FIGURE 2-2. Assembler Source Prograt TESTPROG.SA 
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CREATING A 

LOAD 

MODULE 


2.3.3 Creating a Load Module 


After a source file has been prepared by means of the COT Editor* the next step 
is to assemble the source file if written in M68000 family assembler, or to 
caipile the source file if written in a high-level language. After the 
relocatable object file is obtained* the linkage editor is called to transform 
the file into a load module. These processes are discussed briefly in the next 
three paragraphs. 


2.3.3.1 ASM - Transforming an Assenbler Sour ce Program into a Relocatable 
Module. If called and passed the name of a source file, the resident assembler 
will produce, by default, a relocatable object code file and a listing file 
having the source file name but another extension — i.e., relocatable object 
.RO, listing file .LS. Also by default, the assembler will display warning 
messages. Any of these default activities and other assetfoler features can be 
disabled or enabled by specifying the appropriate characters in the command line 
options field. These are fully described in the respective manuals for tie 
programs. Figure 2-3 is the listing obtained from assembly of the sample 
program of Figure 2-2 by executing the conmand lines 

ASM TESTPBOGfMRD 

A later example will demonstrate that a Pascal program can be linked to an 
assembler subroutine as well as to a Pascal subroutine. Tie example subroutine 
ASMRTN.SA is shown in Figure 2-4 and the listing obtained from its assembly in 
Figure 2-5. 


i 
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212 


MOTOROLA *8000 ASM VERSION x.x FIX : 


.TESTPROG.SA 05/23/83 11:40:14 


1 



mi mm 

IDNT 

1.1 

♦MAIN TEST PROGRAM 

2 



* 



♦THIS PROGRAM TESTS THE FEASIBILITY 

3 



★ 



♦OF CALLING ASSEMBLER ROUTINE 

4 



•k 



♦PRNTLIN2 FROM A PASCAL PROGRAM 

5 

6 




XDEF 

START 

♦PROGRAM ENTRY POINT 

7 

Q 




XREF 

PRNTLIN2 

♦ROUTINE TO BE TESTED 

O 

9 


00000001 


SECTION 

1 


10 1 

00000000 

00000080 


DS.B 

128 

♦RESERVE STACK SPACE 

11 1 

00000080 

00000000 

STACK 

DS.W 

0 

* 

12 1 

00000080 

00 

I0SBLK 

DC.B 

0 

♦PARAMETER BLOCK START 

13 1 

00000081 

02 


DC.B 

2 


14 1 

00000082 

0008 


DC.W 

8 


15 1 

00000084 

00 


DC.B 

0 


IS 1 

00000085 

06 


DC.B 

6 


17 1 

00000066 

0000 


DC.W 

0 


18 1 

00000088 

00000000 


DC.L 

0 


19 1 

0000008C 

0000009C 


DC.L 

BEGMSG 


20 1 

00000090 

000000EB 


DC.L 

ENDMSG 


21 1 

00000094 

00000000 


DC.L 

0 


22 1 

00000098 

00000000 


DC.L 

0 

♦PARAMETER BLOCK END 

23 1 

0000Q09C 

544849532041 

BEGMSG 

DC.B 

•THIS ASSEMBLER PROGRAM PRINTS LINE ONE' 

24 1 

000000C2 

ODOA 


DC.W 

$QDOA 


25 1 

000000C4 

5448454E2043 


DC.B 

'THEN CALLS 

PRNTLIN2 TO PRINT LINE TWO.’ 

26 1 

OOOOOOEA 

ODOA 


DC.W 

$ODOA 


27 1 

inn 


000OOOEB 

ENDMSG 

EQU 

*-l 


l&O 

29 


00000000 


SECTION 

0 


30 0 

00000000 

4FF900000080 START 

LEA.L 

STACK,A7 

♦INITIALIZE USER STACK PTR 

31 0 

00000006 

41F900000080 


LEA.L 

IOSBLK.A0 

♦LOAD IOS PARAM BLK ADDRESS 

32 0 

oooooooc 

4E42 

FRSTLIN 

TRAP 

#2 

♦EXECUTE 

33 0 

OOOOOOOE 

61OOFFF0 

NEXTLIN 

BSR 

PRMTLIN2 

♦CALL EXTERNAL MODULE 

34 0 

00000012 

91C8 


SUB.L 

AO,AO 


35 0 

§0000014 

700F 


MOVEQ 

#15,DO 

♦TERMINATE TASK 

36 0 

00000016 

4E41 


TRAP 

#1 

* 

37 0 


00000000 


END 

START 



**** TOTAL ERRORS 0— 
**** TOTAL MARK I IBS 0— 
SYMBOL TABLE LISTING 


SYMBOL NAME 


SECT 

VALUE 

CROSS 

REF 

(LINE NUMERS) 

BEGMSG 


1 

0000009C 

-23 

19 


ENDMSG 


1 

OOOO0OEB 

-27 

20 


FRSTLIN 


0 

OOOOOOOC 

-32 



I0S8LK 


1 

00000060 

-12 

31 


NEXTLIN 


0 

OOOOOOOE 

-33 



PRKTLIN2 

XREF 

* 

00000000 

-7 

33 


STACK 


1 

00000080 

-11 

30 


START 

XBEf 

0 

00000000 

-30 

-6 

37 


FIGURE 2-3. Listing fro® Assembly of TESTPROG.SA 
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♦SUBROUTINE FOR PASCAL CALL 


CAILMQO I MI 0,0 

XDEF PRNTLIN2 

SECTION 9 *PASCAL REQUIRES ASSEMBLY INTO 9 

PRNTLIN2 MOVE.L (A7)+,A4 

LEA IOSBLK.AO *LOAD IDS PARAMETER BLXfC 

TRAP #2 ‘EXECUTE TRAP #2 

JMP (A4) 

IOSBLK DC.B 0 ‘PARAMETER BLOCK START 

DC.B 2 

DC.W 8 

dc.b o 

DC.B 6 

DC.W 0 

DC.L 0 

DC.I MSCBEG 

DC.L MSGEND 

DC.L 0 

DC.L 0 ‘PARAMETER BLOCK END 

MS6BE6 DC.B ‘THIS ASSEMBLER ROUTINE * 

DC.W SODOA 

DC.B 'PRINTS LINE TWO.* 

DC.W $ODOA 

MSGEND EQU *-l 

END 


FIGURE 2-4. Asseabler Source Routine ASMRXN.SA 
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MOTOROLA M68OOO ASM VERSION x.xx FIX $ 212. .ASMRTN .SA 05/23/83 11:Sis21 


l 

CALLKOD 

IDNT 

0,0 

♦SUBROUTINE FOR PASCAL CALL 

2 


XDEF 

PRNTLIN2 


3 00000009 


SECTION 

9 

♦PASCAL REQUIRES ASSEMBLY INTO 

4 9 00000000 285F 

PRNTLIN2 MOVE.L 

(A7)+,A4 


5 9 00000002 41F90000000C 


LEA 

IOSBLK,AO 

♦LOAD IOS PARAMETER BLOCK 

6 9 00000008 4E42 


TRAP 

#2 

♦EXECUTE TRAP #2 

7 9 OOOOOOQA 4ED4 


JMP 

(A4) 


8 9 OOOOOOOC 00 

IOSBLK 

DC.B 

0 

♦PARAMETER BLOCK START 

9 9 00000000 02 


DC.B 

2 


10 9 OOOOOOOC 0008 


DC.W 

8 


11 9 00000010 00 


DC.B 

0 


12 9 00000011 06 


DC.B 

6 


13 9 00000012 0000 


DC.W 

0 


14 9 00000014 00000000 


DC.L 

0 


15 9 00000018 00000028 


DC.L 

MSGBEG 


16 9 0000001C 00000053 


DC.L 

MSGEND 


17 9 00000020 00000000 


DC.L 

0 


18 9 00000024 00000000 


DC.L 

0 

♦PARAMETER BLOCK END 

19 9 00000028 544849532041 

MSGBEG 

DC.B 

'THIS ASSEMBLER 

ROUTINE * 

20 9 00000040 ODGA 


DC.W 

$ODOA 


21 9 00000042 5052494E5453 


DC.B 

•PRINTS LIfC TWO.* 

22 9 00000052 OBOA 


DC.W 

$ODOA 


23 9 00000053 

HSGEND 

EQU 

*-l 


24 


END 




****** TOTAL ERRORS 0~ 

••****♦ TOTAL WARNINGS 0— 

SYMBOL TABLE LISTING 

SYMBOL NAME SECT VALUE CROSS-REF {LIFE NUMBERS) 

IOSBLK 9 OOOOOOOC -8 5 

MSGBEG 9 00000028 -19 15 

MSGEf® 9 00000053 -23 16 

PRNTLIN2 XDEf 9 00000000 -4 -2 


FIGTOE 2-5. lasting £ron Assembly of ASKRTN.SA 
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2.3.3.2 PASCAL - Transforming a Pascal Source Program into a Relocatable 
Module. The output of any of the high-level language 'carpilers available for 
VERSftctos systems can be a relocatable object code file of the same format as a 
relocatable object file produced by the assembler• This permits modules to be 
independently developed by programmers working in various source languages. 
Libraries can then be created front the debugged modules for use at linkage time, 
as shewn in the software development process diagram. 

Although ASM and LINK are supplied with VERSAdos, the Pascal compiler is an 
optional product which must be purchased separately. 

Figure 2-6 is an example Pascal source program; Figure 2-7 is the listing 
obtained from executing the command lines: 

a. PASCAL PASCPROG (first compiler pass) 

b. PASCAL2 PASCPROG (final compiler pass) 

The optional command POPTIM PASCPROG might have been given after the first 
compiler pass to generate the most efficient code in the final linked program. 


PROGRAM PASCPROG (INPUT,OUTPUT); 

PROCEDURE PRNTLIN2; OTftTO; 

BEGIN; 

WRITELNCTHIS PASCAL PROGRAM PRINTS LINE ONE'); 

WOTELN('THEN CALLS PRNTLIN2 TO PRINT LINE TWO.'); 

PRNTLIN2; 

EM). 

FIGURE 2-6. Pascal Source Program PASCPROG»SA 


Line Loc Lev BE Motorola Pascal x.xx PASCPROG.SA 08/23/83 14:37:09 

1( -16) 0)— PROGRAM PASCPROG (INPUT,OUTPUT); 

2( 0) 1)— PROCEDURE PRNTLIN2; FORWARD; 

**** PRNTLIN2 Assorted external 

3 1 0)A- BEGIN; 

4 2 0)— WRITELNCTHIS PASCAL PROGRAM PRINTS LINE ONE’); 

5 3 0)— WRITELNCTHEN CALLS PRNTLIN2 TO PRINT LINE TWO.’) ; 

6 4 0)— PRNTLIN2; 

7 0) -A END. 

**** No Error(s) and No Warning(s) detected 
**** 7 Lines 1 Procedures 
**** 73 Fcode instructions 


FIGURE 2-7. Listing from Compilation of PASCPROG.SA 
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LINK 


2.3.3.3 LINK - Binding Relocatable Modules to Memory . After the relocatable 
nodules required for a function have teen wri ten, it is necessary to collect 
than together into a single relocatable module. All references between modules 
must be resolved and logical addresses assigned. This is the task of the 
linkage editor. 

Relocatable modules for linking can be drawn from those created by assembly or 
compilation, or they can be drawn from a library. Libraries of relocatable 
modules are built through use of the Library utility (LIB). Relocatable modules 
can also be created by the linkage editor. These are usually large modules 
built from several smaller modules. 

Figure 2-8 is a listing that was obtained by linking the relocatable module 
TESTPROG.RO (derived from the assembler source program TESTPROG.SA) with the 
relocatable module ASMRTN.RO (derived from the assembler source subroutine 
ASMRTN.SA). The listing shows that a load module PRINT2.IX), comprising two 
memory management unit (MMU) segments, was created. In its default mode (no 
user commands are issued following invocation), the linkage editor places 
sections having numbers 0 through 7 in the first segment, SEGO. Other numbered 
sections, if any, are placed in the second segment, SEG1. In this case, the 
called module CALLMDD was assembled into section 9, as the Pascal compiler 
requires, so that the same module can be called from both an assembler and, in 
the next example, a Pascal program. Consequently, the linkage editor placed 
section 9 in SEG1. 

Figure 2-9 is a listing that was obtained by linking the relocatable module 
ASMRTN.RO (from the previous example) with the relocatable module PASCPROG.RO 
(derived from the Pascal source program PASCPR0G.3A). Here the load module 
PHNTLINS.LO also comprises two segments. Now, however, since no sections 
numbered 7 or below exist, the first segment is SEG1, which the linkage editor 
identifies as a read-only segment (as it did in the example of Figure 2-8). 
Note that section 8 contains the Pascal runtime package. Section 8 is not 
written to and was therefore included in the read-only segment SEG1. Section 
15, however, contains the Pascal stack area and was consequently placed in a 
read/write segment, SBG2. 

Figure 2-10 shows the display obtained when PRNTLINS.LO is executed. This 
simple program demonstrates an assembler routine being called from a Pascal 
program. A Pascal routine or program could be called from an assembler program; 
however, the assembler program would have to supply the necessary portions of 
the Pascal runtime package and initialization procedures. 
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COMMAND LINE 

LINK TESTPROG/ASMRTN,PRINT2,PRINT2;HIMDS 

Options in Effect: -A r -B,D,H,I,-L,M,0,P,-Q,-R,S,-U,-W,-X 

User Commands: None 

Object Module Header Information: 

Module Ver Rev Language Date Time Creation File Name 

MAINMOD 1 1 Assembly 02/23/82 13:28:47 FIX:212..TESTPROG.SA 

'►MAIN TEST PROGRAM 

CALLMOD 0 0 Assembly 02/23/82 13:29:12 FIX:212-.ASMRTN.SA 

♦SUBROUTINE FOR PASCAL CALL 

Load Map: 

Segment SEGO: 00000000 000001FF 0,1,2,3,4,5,6,7 

Module S T Start End Externally Defined Synfcols 

MAI MOD 0 00000000 00000017 START 00000000 

MAINMOD 1 00000018 00000103 

Segment SEG1(R): 00000200 000002FF 8,9,10,11,12,13,14 

Module S T Start End Externally Defined Symbols 

CALLMOD 9 00000200 00000253 PRNTLIN2 00000200 

Unresolved References: None 
Multiply Defined Symbols: None 

Lengths (in bytes): 


Segment 

Hex 

Decimal 

SEGO 

00000200 

512 

SEG1 

00000100 

256 

Total Length 

00000300 

768 


No Errors 
No Warnings 

Load module has been created 


FIGURE 2-8. ■ Listing Obtained by Unking TESTPRQG.RO with ASMRTO.RO 
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Command Line: 

LINK PASCPROG/ASMRTN,PRNTLINS.PRNTLINS;IMD 

Options in Effect: -A,-B,D,-H„I,-L,M,0,P»-Q,-R,-S»-U,-W,-X 

User Commands: None 

Load Map: 


Segment SEG1(R): 00000000 000010FF 8,9,10,11,12,13,14 


Module 

S 

T 

Start 

End 

Externally Defined Symbols 


INIT 

8 


00000000 

00000379 

.PLJSR 

00000372 



TRAPS 

8 


0000037A 

00000459 

.PADDRER 

00000442 

.PVBUSER 

0000042A 






.PVCHKI 

00000412 

.PVTRAPD 

00000412 






.PVTRAPE 

Q00Q037A 

.PVTRAPV 

000003FA 






•PVZDIV 

000003E2 



OPTION 

8 


0000045A 

0000053F 

•POPTION 

0000045A 



CLSCOD 

8 


00000540 

00G0Q5BF 

.PCLSCOD 

00000540 



ALSTS 

8 


000005C0 

000005E5 

.PALSTS 

00000SCO 



CLO 

8 


QQ0005E6 

00000601 

.PCLO 

000005E6 



IFD 

8 


00000602 

000007F3 

.PIFD 

00000602 



RST 

8 


Q00007F4 

000008A5 

.PRST 

000007F4 



RWT 

8 


000008A6 

00000925 

.PRUT 

000008A6 



ACCPER 

8 


00000926 

00000947 

.PACCPER 

00000926 



CALCLU 

8 


00000948 

00000979 

.PCALCLU 

00000948 



EDTFIL 

8 


0000097A 

OOOOOCFB 

.PEDTFIL 

0000097A 



PRGBUF 

8 


00000CFC 

00000D15 

.PPRGBUF 

OOOOQCFC 



STDFLT 

8 


OOOOOD16 

00Q00D73 

•PSTDFLT 

00000016 



DFLT 

8 


00000074 

OOOOODCF 

.PDFLT 

00000D74 



WLN 

8 


OOOOODDO 

OOOOODOF 

.WLN 

OOOOODDO 



WRSWRV 

8 


00000DE0 

00000E29 

.PURS 

OOOGODEA 

.PURV 

OOOOODEO 

WRTBUF 

8 


00000E2A 

00000E8D 

.PWTBUF 

00000E2A 



LBLKS 

8 


00000E8E 

00000E9F 

.PLBLKS 

00000E8E 



IWPTR 

8 


OOOOOEAO 

00000EB3 

.PIHPTR 

OOOOOEAO 



ASGNF 

8 


00000EB4 

OOOOOED7 

.PASGJF 

00000EB4 



BUFSZ 

8 


OOOOOED8 

OOOOOEE7 

.PBUFSZ 

0000QED8 



CLOSE 

8 


00000EE8 

00000F19 

.PCLOSE 

OOOOCKE8 

.PCLOSPL 

OOOOOFO 8 

CFLDAD 

8 


OOOOOF1A 

OOOOOF41 

.PCFLDAD 

OOOQ0F1A 



FLSCN 

8 


00000F42 

OOOOOF6B 

.PFLSCN 

OOOOOF42 



LDC 

8 


00000F6C 

OOOOOF95 

.PLDCS 

OOOOOF6C 

•PLDCV 

00G00F70 

FIN IT 

8 

C 

OOOOOF96 

00000F97 





PASCPROG 

9 


OOOOOF98 

00001057 

•PMAIN 

OOOOOF98 



CALLMOD 

9 


00001058 

000010AB 

PRNTLIN2 

00001058 




Segment SEG2: 00001100 QQ0024rF 15 

Module S T Start End Externally Defined Symbols 


FIGURE 2-9. Listing Obtained by Linking PASCPROG.RO with ASMRSN.RO 

(Sheet 1 of 2} 
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PASCPRQG 15 00001100 000024FF .PZMAIN 000024FE 

Unresolved References: None 
Multiply Defined Symbols: None 
Lengths (in bytes): 


Segment Hex Decimal 

SEG1 00001100 4352 

SEG2 00001400 5120 

Total Length 00002500 5472 


No Errors 
2 Warnings 

** Warning 709 - Unable to include in debug file: FIX:0212.&.PASCPR0G.RS 
** Warning 709 - Unable to include in debug file: FIX:0000.«.PASCALIB.RS 


Load module has been created. 


MOTE 

Pascal symbols (i.e. f variables, procedure or function names) can 
not be accessed by SWtxgj hence, the linkage editor supplies a 
warning when the D option is specified on the LB8C command line. 


FIGURE 2-9. Listing Obtained by Linking PISCHOS.iO with ASMRTN.RO 

(Sheet 2 of 2) 


tins PASCAL PROGRAM PRINTS LIME CUE 
THEN CALLS PRNTUM2 TO PRINT LIME THD. 
THIS ftSSWLEft ROUTINE HUNTS LIME TWO. 


wmm 2-10. Display Resulting from Execution of PRHTLINS.LO 
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2.3.4 Debugging a Load Module 

A load nodule often requires debugging to overcome deficiencies which come to 
light when the program runs in an actual application. Supplied with VEKSMos 
ace two debug monitor programs — DEbug and SYMbug. In addition to these# a 
firmware-resident debug monitor program is supplied with each system as 

follows: Mdtaaes systems come with MACStwg, K 68/2 systems with VMOwg, and 
VHE/1G sys tems with TBfaug. VMEbug arc VHSAbug are available for MWEllQ-based 
and gM01/VM02-based systems, respectively, in ROM or as source and object code 
on disk. 

DEbug - The monitor DEbug is a multiuser, multitasking program running 
under VERSMos that requires references to the actual memory 
locations assigned by the liiisage editor (for EXQUtaacs and the 
ym/lQ, the absolute locations of module segments are determined by 
the Memory Management Unit (MfU)). 

SYMbug - The SYMbug program is also a multiuser, multitasking program 

running under VERSftdos, but it permits symbolic references to 
memory locations. This powerful capability relieves the user from 
the difficult chore of calculating offsets from a current linkage 
editor load map, such as that in Figure 2-8. 

To utilize the symbolic referencing capability of SYMbug, a relocatable symbol 
file C.RS extension) is created Airing assembly by specifying the D option. The 
.RS file is then changed into a debug file (.OB extension) Airing linking by 
specifying the D option. This debug file is in optimized form to increase the 
symbolic referencing speed of SYMbug. 

At present, the Pascal compiler does not provide the option of creating a 

relocatable symbol (.RS) file for input to the linkage editor. Therefore, the 

symbolic referencing capabilities of SWbug cannot be used to access a point in 
a cotrpiled module represented by a label in the source file. However, provided 
the D option was set during assembly and linkage, symbolic referencing can be 
used to access symbolic locations within assertaled Kxtoles of. a load module. 
Access to relative offsets within compiled modules is also provided. 

Referencing the previous assatf>ly and linkage er^mples, if SYMbug were new 
called with the coomand line 

SB©UG PRUTLIMS 

the symbols within ASMRTN.RO (see Figure 2-3) could be referenced by name. 
Refer to the M68000 Family SYMbog/DBwg Monitors Reference Manual, M68KSYMBUG, 
for more information on SYMbug's symbolic referencing and other capabilities. 

MRCSbug - The monitor MftCS»g does not run under VERSAdos, but runs only in 
the single-user mode and requires references to absolute memory 
locations. MACSbug is used for debugging a new or inoperative 
operating system. 

VMCbug - The VMC 68/2 monitor, VMCbug, like MAC&xig for EXORaacs, does not 
run under VBSMos. It is used for debugging a new or 
imperative operating system. It runs in single-user mode and 
requires references to absolute mes»ry locations. 
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TDSajg - f f3toig is a firmware-resident debug monitor for the VJ^/10 system 
whitii, like MCSxq VHCbug, dam not run outer VEKMos. It 
rune in single-user mode only and retail res references to absolute 
BBWBan ry loctions. It also includes a self-test capability which 
verifies the integrity of the Vt^lO. 

^a®»g - V MEbug is a firaware-resident debug monitor for MVMEllO-based 

systems which, like the monitors described above, does not run 
u nd er VPSMos- It is also available on disk as a package of 

source and object modules that will run as a stand-alone monitor 
for specific abdications. It includes am up/dcwoline load 
ecBHand for losing programs from a host, an 
asseobler/disassefcider for use in scanning and patching the code 
being debugged, and a self-test capability which verifies the 
integrity of the MVME110. 

VERSAbug - VE R Sflbu g is a minimum function firmware-resident debugging 
monitor for VMQl/VM02-based systems. It does not run under 
VERSAdos but, like VJCbug, VEKSAbug is also available in source 
and object code on disk so that it can be run as a stand-alone 
monitor. 


Documentation for these monitors is listed in paragraph 2.1.1 of this manual. 


2.4 Qsrm-asm utilities 

This section offers a shorthand look at utilities often used during. program 
development. A brief description is provided and an exaaple shown in 'which 
default values are taken for some command line fields. Full descriptions of all 
utilities are provided in Chapter 4. The following exmaples assoae the session 
was initiated by a user other than user 0. 


2.4.1 1MIT - Initializing a Disk 

A disk or a diskette must be initialized by means of the INIT utility. 

Hard disks and double-sided diskettes must also be formatted, using INIT, to 
provide magnetic sector locating marks for use by the disk drive interface 
electronics. Single-sided dirtcettas usually do not recpire formatting. 

Him called, INIT enters the interactive mode and, requests approval to 
initialize and format. HIT requests a volume ID, a user ouster, and a 
20-character description which will be given to the disk Airing execution. The 
latter capability permits INIT to be used to change ownership of a disk. INIT 
also writes the configuration information on the disk. 

if the initializer is nsec 0, otter information is r«3P®sted according to 
whether the disk to be initialized is a hard disk or a floppy diskette. 

The following oomaand lines will start initialization of a floppy diskette and a 
hard disk, respectively: 

HIT #FD01 Cdirtcette) INIT §18301 {hard disk) 

In the above, #9001 and #18301 are the device names of the drives on which the 
dirts ace mounted. 
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R 

LIST 

COPY 





2.4.2 DIE - Directory Display 

The DIR utility offers a quick means of displaying the volume ID, user number, 
catalog name, file name, and extension fields for each user-owned file which is 
stored on the specified volume. The utility uses the default value for each 
empty file descriptor field on the cotoDand line. Thus, specifying DIR alone 
results in the least selectivity. Increasing selectivity comes with each field 
entry. Entries in all fields would return a single file descriptor. 

When volume ID, catalog name, and user number are not specified on the comnand 
line, the utility assumes the user default volume ID, user number, and catalog 
name, making it possible to obtain directory information with abbreviated 
entries on the command line. Thus, the amid lines 

DIR FILNMi.* and DIR *.SA 

will show all extensions of FILNAM and all files of .SA extension, respectively, 
on the user default volume and within the default catalog. 

The DIR utility can also be used to display the volume name, user number, and 
description of a disk or diskette in a drive. 


2.4.3 LIST - ASCII File Display 

The LIST utility is used to view the contents of an ASCII file. Scroll of the 
display can be stopped by simultaneous use of the CTRL and W keys, and can be 
restarted by pressing any key. Since the function mist always find a single 
file, values are required for all five file descriptor fields. If values are 
not specified for any of the volume ID, user number, r catalog name fields, 
user default values are assumed by the utility. If the extension field is 
emitted, .SA is assused. Output of the LIST utility can be formatted and can be 
directed to the system printer; otherwise, the contents of the file will be 
displayed on the terminal. 

Execution; of the command line 

LIST FILENAM 

will cause display of the specified file (extension .SA is assumed) if the file 
belongs to the default user and it exists within the user default catalog on the 
user default volune. 

The DIM? utility must be used to display files of object code such as ,RD and 
.LO files since these are not ASCII files. 


2.4.4 COPT - Copying Files 

The COPT utility permits files of any extension to be reproduced on the same or 
another volume. toy of the five file descriptor fields can be changed by 
specifying the desired form of that field in the consiend line output field. The 
am utility also allows the asterisk ("wildcard") to be specified to represent 
a field(s) or a character(s) in the input field and/or the output field. 
Variations in COPT execution are provided by options which allow verification of 
the requested copy or permit one file to be appended to another. 

COPY OLDtOK.SA,tSBWiaM.SA;B 
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DEL 


backup 


If OLDtnM.SA in the above command line belongs to the default user, execution of 
fete command will cause the file to be copied into the user default catalog and 
volume and given the sane user mater tat the name and extension NQtfflM.SA. The 
B option causes Casparison of the copied file with the original, and display of 
differences, if any. 


2.4.5 DEL - Deleting Files 

The deleting of unwanted files is handled by the DEL utility. DEL removes file 
entries from a disk directory and frees any space allocated to the corresponding 
files. Deletion of grotps of files having common file descriptor attributes is 
accosplished by using the asterisk ("wildcard") in the catalog name, file name, 
or extension fields. Group deletion can proceed file-by-file in response to a 
prompt, or automatically by specifying the Y option. 

DEL CATl.*.LO;Y 

The above command will automatically delete all files of .LG extension belonging 
to the default user, within catalog CATl, and on the user default volume. 

As a precaution, a DIR should be performed on a group of files before a 
"wildcard" delete is requested. 


2.4.6 BACKUP - Creating Working Disks 

The BACKUP utility is used to create working copies of system disks, as a 
periodic data preservation tool for system administration, and to create or 
modify disks of development programs. BACKUP permits files to be transferred 
between source and destination disks whether the disks are hard or floppies and 
of the same or different capacities. Information in the descriptors of 
transferred files can be changed, and disk Volume Information Block (VID) data 
can be altered. BACKUP also permits traek-to-track data transfer and will 
perform verification and disk data cooparison and reporting in the latter node. 

Unused intra-file and inter-file space can be regained cm the destination disk, 
and selection of files from the source disk can range from the entire disk down 
to a single file. The selection process can proceed automatically or 
interactively through dialog with the utility. 

To properly utilize the variation in the two operating modes and fake advantage 
of the many file selection provisions of BACKUP, the user should familiarize 
himself with the Chapter 4 description of this utility. 

The raininun command line is: 

BACKUP 

Execution of this line selects the two lowest msufeted disk drive device nates 
in the system tables — usually #f£X)0 and ffDOl for a hard disk system, #FDQQ 
and #ED01 for a system with an FDC and no hard disks, or #ED04 and #FD05 for a 
system with a UDC and no hard disks. The default operating mode is entered 
(file transfer, A option if hard disks or track-by-track, U option if floppy 
disks). In a floppy disk system, the utility prompts the user for a new volume 
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ID and description, after which the source data is transferred track-by-track to 
the destination. In a hard disk system, the user is prompted to choose transfer 
of all or selected files. If "all files" is chosen, transfer proceeds 
automatically unless a duplicate name is encountered on the destination, in 
which case a prompt then asks for an OK to overwrite before proceeding. If 
"selected files" is chosen, the user may select categories of files to be 
copied. 
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CHAPTER 3 


VERSAdos SESSION CONTROL 


3.1 INTRODUCTION 


Session control eetmands are commands made directly to VERSAdos, rather than 
being loaded as separate programs. They modify the operation of VERSMos or of 
a user command, and are made available to the user when the session control task 
is established at session initiation (logon). The following commands are 
included in the universal session control category. 

Command characters to the left of the line are required; these to the right are 
allowed, but are not required. Lowercase letters are allowed. All commands 
must terminate with one or more spaces or a carriage return if no arguments are 
required for the command. Therefore, a space or carriage return can be entered 
in lieu of any allowable character shown on the right-hand side of the line. 
Entry of any other character in that position causes session control to assume a 
file name is being entered. For example: 


ASSl<space> 

ASSI. 

ASSIS 

ASS1G 


*> session control command 
*> file name (.LO extent assumed) 
*> file name (.LO extent assumed) 
*> session control command 


Command 


Description 


OFF 


LOG OF 

F 

LOGOF 

F 

BYE 


BATC 

H 

CANC 

EL 

ELIM 

I NATE 

GOER 

Y 

■ CHAI 

N 

RETR 

Y 

PMC 

EED 

OPT 

ION 

R? 

EH> 

torn 


OTAR 

T 

GONT 

I NOE 

STOP 


TERM 

INATE 

B8T0 

P 

BTSl 

M 

USE 


DEF 

AULTS 

ARG 

CfffiMS 

MQARG 

UMTS 

DATE 

TIME 



Terminate session. i 

Terminate session. [ IDENTICAL SESSION TERMINATION 
Terminate session. J 
Terminate session. 

Submit batch job. 

Cancel selected or all batch jobs. 

Cancel all batch jobs (privileged). 

Request status of batch job. 

Execute chain file. 

Restart execution of aborted chain file at current record. 
Restart execution of aborted chain file at next record. 
Set chain conditional processing option. 

Display contents of chain conditional processing pseudo 
registers. 

Terminate chain processing. 

Call the loader. 

Begin execution of user task. 

Restart execution of user task. 

Stop execution of user task. 

Terminate execution of user task. 

Stop all tasks on Break. 

Terminate all tasks on Break. 

Biter file descriptor defaults. 

Display default values. 

Enter/display new arguments. 

Clear argument list. 

Display time and date or (privileged) change date. 

Display time and date or (privileged) change time. 

Place the session control task in the dormant state. 
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b h ' r t m 

PRCCE 



PASS 

WO© 

SECURE 


WORD 


Specify or change user password. 

Specify or change system security word (privileged). 
Specify level of system security (privileged). 


In the preceding commands, the character corresponds to the ASCII 

hexadecimal code 5E, and "?" corresponds to ASCII hexadecimal code 3F. 
"Privileged" means that only the system administrator, user 0, my use this 
contand. 


3.2 SESSION CONTROL COMMANDS 
3.2.1 Batch Mode Processing 

The facility which allows a user to operate in the online or foreground mode 
while his job is being processed in the background node is called batch mode 
processing. Although the batch job is processed concurrently with foreground, 
it operates under a lower priority of access to system resources. A structure 
comprised of several session control commands offers the mans by which a user 
interfaces with the subsystem. This structure can be excluded from or included 
into the system at SYSSEN time. The ooresands are: 

a. BATCH (submit) 

b. QUERY (status) 

c. CANCEL (job in queue or process) 

d. ELIMINATE (all jobs in queue or process for specified user) 

Argument substitution is in effect during batch processing. 

Job Queueing 

The batch facility allows multiple users to request execution of multiple jobs, 
thus placing the decision of which to do first on the operating system. A 
circular queue established in RAM is used to allow the dispatch of jobs in entry 
order. 

Job queue length may be increased by a multiple of 32, chosen when the user 
initially generates his application operating system. As supplied, VERSAdos 
allows 25 batch jobs to be queued without regard to the mater of online users. 
Because jobs are queued with reference to user mxriber and remain queued when the 
user signs off, he can later initiate a new session and determine the status of 
and/or terminate any previously entered batch jobs through use of the QUERY and 
CANCEL functions of the subsystem, tfeere several users are sharing the same 
user number, the status of ary job queued under that raster is accessible. In 
addition, any queued job can be cancelled by any user with the same user raster 
or by the system administrator (user 0). 

Job Dispatching 

As stated, jobs are dispatched in the order queued. The maximum raster that can 
be processed concurrently is established by the user at system generation time 
(i.e., when the user initially implements his operating system) or dynamically 
with the DISPATCH utility. 

Execution of the dispatch cycle takes place upon the queueing or termination of 
a batch job. 
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BATCH 




the system administrator has the capability of putting a hold on the dispatching 
of any new jobs* and of releasing the hold. 


Online/Batch Processing Differences 

1h@ basic differences between online and batch processing are charted as 
follows: 


Circumstance 


Online Processing Mode 


fetch Processing Mode 


Command input 
method. 


Manual via terminal or Command file via BATCH 

command file via CHAIM command. 

command. 


Insufficient memory 1. Message displayed, 

space to load 

program. 2. PSOMPT (=) returned. 

(User may issue QUERY 
and CMS commands.) 


1. Message displayed. 

2. A 16-secood delay 
begun*. 

3. Time-out initiates new 
attempt to load (256 
attempts). 


*As supplied. Period may be changed by user at system generation time. 


3.2.1.1 Batch Command Syntax (BATCH) 

BATC[H] <cdf>,[<ldf>][ <arg l>,...<arg n>] 


BATC 


where: 

cdf Is the descriptor of a command (chain) file (minimum of 

file name field required; if an extension is not specified, 
.CP will be supplied). A device is not allowed. <cdf> is 
assigned as public read only. 

Idf is a file descriptor or device name. The file name 

specified need not exist but will be allocated and assigned 
as <ldf>.SA. <ldf> is assigned as write. The system 
printer (fPR), tNOLL (no message printed), or #Qto (where 
xx is another terminal) may be specified. If the <ldf> 
field is omitted, #PR is assuned. 

arg l,...arg n Is the argument list for substitution in the chain file. 
May be preceded by one or more spaces. 


BATCH Command Example 

■BATCH DMO.qP,»PR 
ssss: QUEUES (or BATCH Q POLL) 

3S 

where ssss represents the session ranter. 
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3.2.1.2 Batch Job Status (QUERY). After being input to the system through use 
of the BMCT~^*Mi37 - ®~3'o&~c5n”^ist in wily one of three states: ^ waiting for 
execution (queued) ? executing (running); or completed (done), which includes 
terminated, aborted, or cancelled. The status of any job can be determined 
through use of the QUER? command — in particular, the status of the last job 
submitted, a specific job (by session number), or all jobs submitted by one user 
(by marke r of the current session user). The system administrator, user number 
k o, can request the status of the total batch queue. The status of a job is 
retained until the circular queue is filled and it, as the oldest status, is 
overwritten wben an additional job is submitted • Following are the query 
command forms. 


QUERY Qamaand ibrros 
QUER[¥] 


QUER[Y] <ssss> 
QUER[Y] ALL 


Obtains the status of the last job submitted. If no 
batch jobs have been submitted during the current 
session, the cQBnartd defaults to all batch jobs for the 
user number of the current session. 

Obtains the status of the job with session number 
<ssss>. 

Obtains the status of all jobs submitted by the user 
nunber of the current session. If the user nuHiser of 
the current session is 0, the status of all jobs is 
returned. 


CMC 

3.2.1.3 Discontinuation of Batch Job (CANCEL). After submission to the system, 
a job can'l^'TSrEelia^Tunless already completed) through use of the CANCEL 
command. Therefore, it is the usual practice to obtain the status of the job or 
jobs by using the QUERY command prior to the termination of a session. In 
particular, the user can cancel the last job submitted during the current 
session, a specific job (by session number), or all jobs submitted by one user 
(by current session user number). The system a<teiinistrator, user nunber = 0, 
can cancel all batch jobs; therefore, he siiould cancel with care. The status of 
the cancelled job is returned. 


CANCEL Command Bonus 

CKNC[EL} Cancels the job last submitted. 

CMC[EL] < ss ss> Cancels the job with session number <ssss>. 

Q«C [EL] ALL Cancels all jobs submitted by the user number of the 

current session. If the user nunber of the current 
session is 0, all jobs are cancelled. 
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3.2.1.4 Cancel Batch Jobs (H.IMINATE) . The ELIMINATE onml is used by the 
system administrator (logon user 6 only) to cancel all the jobs ©f a particular 
user for the current session. 

ELIMINATE Oomtaod Form 

ELIMINATE] Cuser no.> Cancels all jobs belonging to user ranter specified. 


3.2.1.5 Messages - Batch Mode Qaaaands . Ose of any of the four batch mode 
c ommands BOTCH, QUEST, CANCEL, or ELIMINATE can result in display of one of the 
following messages: 

ssss: QUEUED 
ssss: MJWING 

ssss: DONE STAT0S3:$xxxx:<teessage> 


In these displays, ssss is the session ranter and xxxx is a description of the 
status. For exairple, $xxxx:<taessage> micpit be: 


EXAMPLES: 


$0001: N01WM. TERMINATION FROM RUNNING 
$0006: CMCHXHJ WHILE HOMING 
$A006: CANCELED WRITING IN QUEUE 
$0X36: CAMCSLLB3 DUE TO BREAK 
$C010: ABORTED DOE TO HIS HtBDR 
$C011: TQWINAT1D DOE TO ERROR (ADDRESS) 


Example - Typical Session with Both Online and Batch Job Processing 

(ALL CAPS) (key illuminated) 

(BREAK) (session requested) 

VERSAdos VERSION: rr.w x/xx/xx 

OfTER USER NO. *D0K>:1 

x:xx:xx x/xx/xx START SESSION 0002 USER=1 

*BATC GCD,#PR (GCD is the name of a chain file. Default 

extension .CF is assented. Error messages will be 
printed.) 

0003: QUE0H> 

»BA,TC QUEENS,tNULL (#NULL causes no messages to be printed.) 

0004: QUEUED 

■E OLOFILE,NEWFILE;S (Online operations may he performed as desired 

while waiting for execution of batch jobs) 
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Ffrgffnple - Typical Session with Both Online and Batch Job Processing (contSg) 


ELIM 


=QI3ER 0003 

0003: DONE STATUS $0001: NORMAL TEEMINATION FROM RUNNING 

(Code $0001 indicates a normal termination 
following successful completion of the job.) 

«Q0ER 0004 
0004: QUEUED 
«CANC 0004 

0004: DOE STATUS $A006: CANCELLED miTING IN QUEUE 
= ((Me $M06 indicates that the job was cancelled 

before execution.) 


NOTE 

In the QUERY commandi, leading zeros do not have to be entered. 


DISPATCH 

3.2.1.6 Hold or Release New Batch Jobs (DISPATCH) . DISPATCHES not a session 
control command* but a utility program. It is included in this section due to 
its related function. The DISPATCH utility allows the system administrator 
(only) to change dynamically the rawfoer of batch jobs that are able to execute. 
With this caaraand, a hold can be put on the dispatching of any new jobs, and it 
can then be used to resume dispatching. (Jobs already running are not affected 
by this command.) 

DISPATCH Command Pom 

DISPATCH [{number of jobs>] 

where {number of jobs> is the number of jobs concurrently executing/waiting 
(jmximm * 8, a greater than practical limit). Specifying a 0 as <ni»ber of 
jofag> prevents any jobs in the «jueij© £ecib executing until restarted with another 
DISPATCH command. Specifying DISPATCH without the argument {number of jobs> 
sets its value to the {number of jobs^ established when the syston was SXSGQted. 
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3.2.2 Chain Mode Processing (CHAIN) 


CHAI 


Chain mode processing allows predefined procedures to be automatically executed. 
A procedure consists of any sequence of VERSAdos command lines and subcommands 
or task entries as required by the command and which are stored in a file. Such 
a procedure or chain file is normally given the file extension .CP. The CHAIN 
mode commands can be excluded from or included into the system at SYSGEN time. 

When a chain file is invoked, the connection between logical unit 5 and the 
terminal is closed. The chain file is then assigned to logical unit 5. 
Subsequent commands are read from logical unit 5 (chain file). For a brief 
description of logical unit usage, see the description of the ASSIGN session 
control command in this manual. 

Leading spaces are permitted and are ignored for command decode purposes. This 
allows indenting to indicate levels of nested conditional commands. Oily those 
commands preceded by an M =" as the first character following the permissible 
leading spaces are treated as conroands. Those without an "=" are assumed to be 
subcommands following a command, and are ignored. 

Argument (parameter) substitution is in effect during chain file processing. A 
new argument list may be entered at the time the chain processing is initiated, 
or an existing argument list will be used. Refer to paragraph 3.2.3 for further 
discussion of argument substitution. 

Three pseudo registers are provided to test and manipulate data during chain 
tile processing, thus providing conditional processing capability. Each of the 
pseudo registers is a 16-bit data item in the data segment of the session 
control task. These pseudo registers are updated or changed only during chain 
file processing. Normally, all three are cleared to zero when chain file 
processing is initiated; optionally, however, they may be left with the previous 
contents. 

The RA, or abort code pseudo register, receives the lower halt of the AO 
register when a user task terminates or aborts. When a user task terminates 
normally, the AO register should be zero; hence, the RA pseudo register will 
normally be zero if the user task terminates. Mien a user task aborts, the 
abort code is in the lower half of the AO register and will be transferred to 
the RA pseudo register. The RA register may be used as a general purpose 
register tor data manipulation between user task invocations. 

The RD, or diagnostic pseudo register, is used to retain status of the progress 
of the chain file processing. When a user task terminates or aborts, the 
terminate or abort TRAP #1 directive number is in the lower half of the DO 
register. The upper half of the DO register is used to convey diagnostic 
information which is used in chain file processing to determine whether to 
proceed. The upper half of the DO register is inclusively OR'ed with the RD 
pseudo register. If the RD bit 15 is set, a flag is set to cause aborting the 
chain file processing. Current implementation of the Pascal system (compiler, 
assembler, linkage editor) puts zero (no errors), $C000+no. of errors, or 
$10G0+no. of warnings in the upper half of DO on termination or abort; hence, 
errors will cause an abort of chain file processing. When a user task is loaded 
and started during chain tile processing, bits 15 and 0-11 of the RD register 
are reset to zero; thus, bits 14-12 reflect the retained severity of faults 
during the chain tile processing. 
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The RX pseudo register is a general purpose register completely at the user's 
discretion. "FOR" loops normally use the RX pseudo register for maintaining the 
loop count but, optionally, an internal counter may be used instead of the RX 
pseudo register. A powerful use of the RX pseudo register is to use the 
indirect form of argument addressing, \(RX), especially in "FOR" loops. 

Several of the OPTION utility letters (paragraph 3.2.11) are used in chain file 
processing, as follows? 


A 

L 

M 

N 

0 


Abort chain file processing if a user task terminates or aborts with 
the lower half of AO <> 0. 

List chain file commands which are executed (not conditionally 
skipped). 

List chain file commands conditionally skipped (with a "\" substituted 
for the "="). 


No echo of chain file commands (overrides L & M). 

Override errors; i.e., continue chain file processing under the 
following error conditions: 

Override? Error condition 


yes "ER: xxxx" error messages 

yes User task terminates/aborts with DO bit 31 set (RD bit 15) 

yes OPT A and lower AO <> 0 

no =/ABT command 

no Chain file return nesting errors 

no Argument substitution table overflow 

no Command syntax errors 


When chain file processing is interrupted due to one of the above errors, the 
chain file remains assigned to logical unit 5. Interactive dialog with the 
terminal is continued through logical unit 0 (privileged connection for session 
management). The CHAIN ABORTED notice is output, as well as the contents of the 
pseudo registers. Interactive dialog prompt in the chain aborted mode is 
"(CHAIN)®". If the cause of the error can be remedied, chain file processing 
may be resumed with a PROCEED or RETRY command. Other possible actions include: 


a. [@] END or CLOSE 5 

b. [@]CHAIN xxx or [@]xxx.CF 

c. <session control commands> 

d. <utility commands> 


(Terminal input to terminate chain mode.) 
(Start new or same processing.) 

(Except an edit to the chain file, because 
of access permission restrictions.) 


NOTE 


RETRY and PROCEED are not applicable if chain processing was 
aborted as the result of opening the door of the diskette drive 
containing the chain file. In this case, the error message 
"$1Q0000EB FROM USR ** DEVICE STATUS CHANGED" appears. 


A chain file may be terminated in the following ways: 

a. statement in the chain file. 

b. [@]END or CLGS 5 terminal input to a "(CHAIN)=" prompt. 

c. An "end of file" return when attempting to read a command. 

d. A new chain file is invoked with "CHAIN xxx" or "xxx.CF". 
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3.2.2.1 Invoking Chain Mode Processing 
CHAIN Command Syntax 


CHM 


[@]CHAI[N] <cdf> [<argl>[,...,<argn>]] 

or 

[@]<cdf>.CF [<argl>[,...,<argn>]] 
where: 

cdf Is the file descriptor of the chain file. If the extension 

.CF is explicitly included, the command mnemonic (CHAIN or 
CHAI) is superfluous and may be omitted. 

[8] Inhibits the clearing of the three pseudo registers RA, RD, 

and RX to zero before initiating the chain file processing. 
Default is to zero the pseudo registers before initiating 
chain file processing. 

NOTES : a. An implied ARGUMQJTS command may be included on 
the command line. Che or more spaces must delimit 
the file descriptor and the argument list. 

b. When the chain file specified cannot be assigned, 
an END command is automatically executed and the 
chain mode is terminated. 


CHAIN Command Example (without argument substitution) 

*CHM DEMOCHN.CF 
=ASM DRIVER,,#PR 

=*LINK DRIVER,MATHIS, #PR? IXHML=ARITH,A 
LISTH (Subcommand) 

END (Subcomrtetri) 

=EMD 


In this example, when execution of the command line is initiated, the system 
gets the ASCII record file DEMOCHN from the default volume. Commands in . 10CHN 
are then sequentially executed. A command line in the file preceded by i >qual 
sicp (*) requires that a task be initiated to execute that line. Sub-command 
lines are executed by the task set up by the previous command. 
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CHAIN Qxnmard Example (with argument substitution) 
“CHAI ARGDEMQ.CF GCD, #PR,#NULL, IXMH 

-list argdmo.cf 

PAGE 1 LISTING OF ARGDEMO.CF 

“LIST ARGDEMQ.CF 
*ARG 

“PASCAL \1,,\2 
“PASCAL2 \1,,\3 
“LINK \1,,\2;\4 
“END 

END OF FILE 

“ARC 
\1:GCD 
\2:#PR 
\3:#NULL 
\4:IXMH 

“PASCAL GCD,,#PR 

Motorola Pascal Compiler Phase 1 Version 
Copyrighted 1982 by Motorola, Inc. 

Source Lines Intermediate Code Errors 

145 828 0 

“PASCAL2 GCD, ,#NULL 
M68000 Pascal Compiler Phase 2 Version x.xx 
Copyrighted 1982 by Motorola, Inc. 

Source Lines Intermediate Code Bytes Generated 

145 828 2026 

No Errors detected. 

“LINK GCD,,#PR;IXMH 

M68000 Linkage Editor Version x.xx 

Copyrighted 1982 by Motorola, Inc. 

“END 

END CHAIN 


X.XX 

warnings 

0 
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3.2.2.2 Unconditional Chain Commands . 

CHMH Mode Comnand (END) 

The a© command is used to temirate chain mode processing. The END cooraand may 
be included in the chain file, preceded by an equal sign, or entered from the 
terminal while the system is in the CHAIN ABORTED state. 

£@] END(CR) (Terminal entry) 

= [@]EM) (Within chain file) 

The @ option causes the closing of all intermediate LUN's used for subroutine 
chain file calls, and for FOR loops. It may be used to abort chain file 
processing during execution of a nested chain file or inside a FOR loop. 

TOTE 

If processing is aborted inside a FOR loop or a chain file sub¬ 
routine call, the ” (CHAIN ABORTED) =" prompt is issued. If END 
is input, only one level of nesting is terminated and several 
QO inputs may be required to receive the END CHAIN message. 

If @END is input, all levels of nesting are terminated, and the 
IM3 CHAIM message is output. 


Display Pseudo Registers 

The pseudo registers may be displayed with this command (and they are 
automatically displayed if chain file processing is aborted). The response to 
this command is output to LU=6. 

~/R? 

Set Pseudo Register to a Specified Value 
=/RA[RD[RX = <value> 

where <value> is an integer which may be expressed in 16 bits; is assumed to be 
a decimal string; and may be a hex string if preceded by "$". 

EXAMPLESJ 

=/RA = 0 (Clear abort code register) 

=/RX - \0 (Set RX equal to the current ranter of arguments) 

-/m * $00FF (Set to a hex value) 
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Sat/Reset Specified Bit in a Pseudo Register 
=/HA|SD|RX (<bit number>) * 1[0 
where <bit nutnber> mist be enclosed in parentheses. 
EXAMPLES: 

=/RX(0) - 1 (Set bit 0 to a 1) 

*/RX (\2) = 0 (Argument positional notation) 

=/RX (/BITNO=) = 1 (Argument tag notation) 

Operation on Pseudo Registers with Literal Values 

=/RA|K5|KC = RA|RD|RX <operator> <value> 


where: 

value Is an integer which may be expressed in 16 bits; is assumed 

to be a decimal string; and may be a hex string if preceded 
by $. 

operator May be one of the following: 


5 * inclusive OR 

6 = logical AND 

+ = arithmetic add 
- = arithmetic subtract 


EXAMPLES: 


=/RX = RX & $FF0Q 
=/RA = RX & $FF 
=/RX = RX + 1 
=/RX = RX S /BITMASK= 


(Mask low order byte) 

(Transfer low order byte RX to RA) 
(Increment RX by 1) 

(Inclusive OR tag notation argument) 


Chain File Oooment 


This command allows the user to document the execution of a chain file. The use 
of conments shows both the progress and the direction of conditional statements 
executed. 


*/* [<comment>] 


EXAMPLES: 


a. =/* EXECUTING FOR \0 ARGUMENTS 
V* ARGOMMT 1 - \1 

V* ASSEMBLING THE MODULE \(RX) 

b. »/IF EX(14) - 0 

V* NO ERRORS ASSEMBLING \(RX) MODULE 
*/ENDIF 

»/IF RX(12) » 1 

=/* t®RNINGS ASSEMBLING \(RX) MODULE 
a/ENDIF 
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Chain File Subroutine Call 


ami 


~/@ <filenarae> 

The effect of this command is to treat a chain file as a subroutine; i.e., the 
named <filename> (.CF extension assumed) is executed and then control is 
returned to the original chain file at the next command. Nesting of chain file 
subroutines is subject to the restrictions of FOR loops. 

The subroutine chain file is not initialized upon entry; i.e., the pseudo 
registers are not cleared. The present state of the conditional IF level is 
preserved. Upon return to the calling chain file, the IF level must be the same 
as when the call was made. 

EXAMPLE: 

=/@ ASMUTIL (A chain file to assemble a program) 

=/@ USMUTLNK (Followed by a chain file to link edit the result) 

-END 

Note that if arguments are passed in a chain file subroutine, they override 
those currently in effect. Therefore, existing arguments should be reentered 
with those of the subroutine. 

Chain File Pause Command 
=A [<comment>] 

The effect of this command is to provide a pause until input is received from 
the terminal. The command line is printed, an * prompt is printed at the left 
margin, and input from the keyboard is required to proceed. 

NOTES: a. In batch node, the command line is printed as a comment, but input 

is not solicited. 

b. A non-interactive command may be input if preceded by another = 
prompt. Interactive commands may produce unpredictable results 
since LUN=5 is assigned to the chain file. A command not preceded 
by an = prompt is ignored. 

c. The chain file processing will proceed on a RETURN. 

d. The pause for input is subject to input time-out values as 
determined by SYSGEN parameters (refer to the System Generation 
Facility User's Guide). 


Abort Chain File Processing (AST) 

The Abort command (ABT) interrupts chain file processing to allow the user to 
enter commands from the terminal or terminate a batch session. The CHAIN 
ABORTED message, the pseudo registers, and (CHAIN) prompt are output. The OPT 0 
does not override this command. 

-/ABT [<comment>] fTo continue chain file execution, the subcommand 

PRGC must then be entered.) 


EXAMPLE: 

VAST ENTER CORRECT ARGUMENTS AND "PROC" 

NOTE 

RETRY is not applicable following this command. 
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3.2.2.3 FOR Loop Processing . 

Command Syntax 
*[@]/FOR a,b 

m 

. (User tasks# utilities, other chain file comnnands, etc.) 

© 

“/ENDFOR 

The effect of this pair of commands is to process the commands between the /FOR 
and /ENDFOR beginning with the value "a". If the @ option is not used, the "a” 
value is put into the KX register. The @ cation causes the current value to be 
maintained internally; thus, the RX register is available for other user use. 
If a<=b, the processing is initiated; otherwise, a "skip” is initiated (next 
oonraand executed is that lollowing ETOFOR). Mien the /ENDEOR is reacted, the 
"a" value is compared to the "b" value. If a>=b, the processing continues 
following the /ENDFOR. Otherwise, "a" is incremented by 1 and the loop is 
executed again. 

Nesting of FOR loops and chain subroutines are permitted to the extent that 
LUN's >=7 are SYSGENed into the operating system and, space permitting, in the 
conditional return stack. (The return stack and the argument substitution 
pointer table have a floating boundary; the number of levels of nesting possible 
decreases inversely proportional to the number of arguments). The following 
table shows possible combinations achievable: 

MAXLU No. Arguments Nesting Returns 

79 (all null) 0 

8 67 2 (Standard VERSMos as delivered) 

10 55 4 

19 - 13 


If an ARGUMENTS command is processed when the nesting level does not permit the 
number of arguments to be entered, a "No. ARGUMENTS" error is output and the 
number of arguments allowable are entered. If the current number of arguments 
does not leave room for nesting, an attempt to nest will result in the error 
message RETURN STACK SPACE. If an insufficient number of logical units is 
SYSGQied, an attempt to nest another level results in the error message NESTING 
LEVEL. All of these errors cause the chain processing to abort in the fashion 
equivalent to a /ABT (which can not be overridden by option 0). 

EXAMPLE: 

a. “/FOR 1,\0 (For all arguments) 


“/ENDFOR 

b. “/FOR 1,4 (Loop executed 4 times) 


e 

-/ENDFOR 
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3.2.2.4 Conditional Chain File Qoroands . The conditional chain file commands 
provide the capability to test pseudo registers, arguments, and data. Various 
portions of the chain file may be executed or skipped, based on the results of 
the test. Hie basic structure consists of: 

-/IF <condition> 

. (Statements executed if condition is met or true) 

@ 

=/ENDIF 

or the alternative form: 

-/IF <condition> 

. (Statements executed if condition met) 

& 

-/ELSE 

. (Statements executed if condition rot met) 

e 

=/ENDIF 

Nesting of up to seven levels of IF's is permitted. Note that failure to 
provide an =/ENDlF for each level of -/IF will provide erroneous results. For 
debugging of complex chain files, it is suggested that OPT LM be set in order to 
verify the path taken. 

EXAMPLE: (3 levels of IF's) 

=/IF RA = 0 

~/IF RD « 0 

“/IF RX - 0 

=/* all PSEUDO roisters = 0 
—/ELSE 

=/* RA & RD = 0, RXOO 
=/ENDIF 
“/ELSE 

=/IF RX ■ 0 

=/* RA & RX « 0, RD <> 0 
-/ELSE 

=/* RA « 0, RD & RX <> 0 
-/ENBIP 
=/WDlF 

-/ELSE 

=/IF RD - 0 

-/IF RX - 0 

*/* RD & RX * 0, RAO 0 
-/ELSE 

■/* RA & RX <> 0, RD = 0 
“ENDIF 
“/ELSE 

»/IF RX * 0 

-/* RA&RDOQ, RX=0 
“/ELSE 

V* ALL PSEUDO REGISTERS <> 0 
=/MDIF 
*/ENDIF 

VENDIF 
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Conditional Ttesting/Bxeeution with Literal Values 
VIP RA[ro|lK < j <= j >|>=|=j O <value> 

EXAMPLE: 


*/IF RA <> 0 

« 

=/ENDIF 

Alternative form: 
V RA <> 0 
« 

“/ELSE 


(RA not equal to zero) 

(Statements performed if condition met/true) 
(End of condition) 


(Statements executed if RA not zero) 


(Statements performed if RA zero) 


VO© IF 


Conditional Testing/Execution Based on Pseudo Register Bits 


-/IF RX (15) = 1 


(Bit 15 of RX set) 

(Statements executed if condition ret) 


VBNDIP 

or 

“/IF RX (12) 


(Bit 12 of RX reset) 

(Statements executed if bit 12 reset) 


“/ELSE 

“/ENDIF 


(Statements executed if bit 12 set) 
(End of condition) 
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Conditional Testing/Execution Based on Expression Consisting of 
Logical Operators or Substitution Arguments 

Conditional execution may be based on the combination of existing or mill 
arguments using the logical operators ! (inclusive OR) and & (logical AND). 


=/IPCjIFS <expression> 
EXAMPLES: 


/IFC = clear if argument is undefined (null)» 
/IFS * set if argument is defined) 


=/IFS \1I\2 
=/IPC \1&\3 

=/lFC \INPOT= ! \OUTPUT= 
VIES \li\2&\3 


(If either argument 1 or 2 is not null) 

(If both arguments 1 and 3 are mill) 

(If either tag notation arguments null) 

(3 required not mill and either 1 or 2 must be 
present) 


Execution if a Specified Argument Matches a Literal String 
=/IFEQ "Cliteral ASCII string>"<argument> 

EXAMPLES: 


=/IFEQ "#PR"\3 
=/IFEQ "LIST.LS"\LISTING= 
=/IFEQ ”04"\0 
=/IFEQ "XXXX !, \(RX) 


(Argument position notation) 
(Argument tag notation) 

(Two digit number of arguments) 
(Argument indirectly addressed) 


NOTES: a. An exact match of the string between the double quotes and the 

argument specified is required. 

b. No punctuation between the second quote and the argument is allowed. 

c. Double quotes within the literal string is not allowed. 


NOTE 

"Tag notation arguments" and the use of \(RX) 
are described in paragraph 3.2.3. 
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3.2.2.5 aborted Gain File Restart Commands . 

Pain Mode Command (PROCEED) 

The PROCEED command allows restart of the aborted execution of a chain file 
beginning with the command following the one being executed at the tine the 
CHAIN ABORTED message was sent. The values of the pseudo registers are not 
changed by the PROCEED command. 

PROCEED Command syntax ; 

PRQC[EED] 


Chain Mode Command (RETRY) 

The RETRY command allows restart of the aborted execution of a chain file at the 
beginning of the command which was being executed when the CHAIN ABORTED message 
was generated. 

RETRY Command syntax : 

RETR[Y] 


3.2.2.6 Composite Chain File Examples . 


Chain File Example 1 : 

The following chain file will assemble and link a list of files whose file names 
are arguments 1-n. A composite listing of the assemblies is generated, as well 
as a separate composite listing of the link maps. Wien all of the assemblies 
and link edits are complete, the composite listings are output to the link 
printer and all listing files are deleted. The use of subroutine chain file 
calls is demonstrated. The ASMTSK.CF performs all of the assemblies before 
returning, and then LNKTSK.CF performs all of the link edits before returning. 


=/* PERFORM ALL OF TOE ASSEMBLIES 
=/@ ASMTSK 

“/* PERFORM ALL OF TOE LINK EDITS 
*/@ LWTSK 
~/IFS \1 


(Message) 

(Chain file subroutine call) 
(Message) 

(Chain file subroutine call) 
(Conditional test for argument) 


=/* CREATE COMPOSITE LISTINGS OF ASSEMBLIES AMD LINK EDITS (Message) 

-/FOR 1,\0 (FOR loop processing, to the number of arguments) 

=OOPY \(RX) .LS,ASMLXST.LS;A (Append argument file to ASMLIST.LS) 

“COPY \(RX) .LL,LINKMAP.LL;A (Append argument file to LINKMAP.LL) 

“/ENDFOR (End of FOR loop processing) 

•/* OUTPUT COMPOSITE LISTINGS TO LINE PRINTER (Message) 


“COPY A£MLIST.LL,#PR 
“CC m LINKMAP.LL,#PR 
“/* DELETE ALL OF THE LISTING FILES 
“DEL *.LS;Y 
*Dtt *.LL;Y 
a/ENDIF 

•/* TOTAL M) OF CHAIMFILE 
«#END 


(Copy file to printer) 

(Copy file to printer) 

(Message) 

(Delete all files with extension .LS) 
(Delete all files with extension .LL) 
(Ehd of conditional test) 

(Message) 

(End, regardless of nesting depth) 
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ASMTSK.CF contains the following: 

=/* ASSHOLES THE FILE NAMES IN THE MOMENT SUBSTITUTION TABLE (Message) 
=/* CAN BE EXECUTED DIRECTLY, OR AS A CHAINFILE SUBROUTINE (Message) 

=/FOR 1,\0 (FOR loop processing all arguments) 

“ASM \(RX) ,\(RX) ,\(RX) ;RZ=80 (Assemble file) 

=\ENDPOR (End FOR loop processing) 

“END (End chain file subroutine) 


LNRTSK.CF contains the following: 

=/* LINKS THE FILE NAMES IN THE ARGUMENT SUBSTITUTION TABLE (Message) 

=/* CAN BE EXECUTED DIRECTLY, OR AS A CHAINFILE SUBROUTINE (Message) 
=/FOR 1,\0 (FOR loop processing all arguments) 

=LINK \(RX) ,\(RX) ,\(RX) ;HIMSXL=0..UTILIB.RO (Link files) 
s /BDFOR (Bid for loop processing) 

“END (End chain file subroutine) 
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Chain File Example 2 ; 


The following example illustrates parameter checking, conditional processing, 
the PAUSE command, and FOR loops. Arguments 1-3 are default values {volume, 
user, and catalog), and arguments 4-n are file names to be transferred. 
Argument 1 is the source, while 2 and 3 are destinations. Note that if 
arguments 2 and 3 are different user numbers, the chain file can only be 
executed by user = 0. Also note that if both arguments 2 and 3 are null, no 
files are transferred. First a check is performed for the presence cf an 
argument 4 and, if none, a pause is executed to allow the user to enter from the 
keyboard. Although an = prompt is displayed, the user must enter an =ARG 
followed by the arguments. Failure to precede the input with an = prompt will 
cause the input to be ignored; however, the chain file processing will proceed. 
Failure to input the arguments will cause the termination of the processing. 
Note that the nested IF's require the two ESWIF's. In the FOR loop, processing 
begins with the fourth argument (not necessarily the first). Note that the 
conditional processing is properly terminated inside the FOR loop, as required. 
Note that the first @END totally terminates the processing, although it is in a 
nested IF. The second END does not require the @, although it is permissible. 


=/IFC \4 (Test for argument 4) 

=/* ARG 1 = FRCM <vol>:<user>.. (Message) 

=/* ARG 2 = TO <vol>:<user>.. FOR .SA & .SO (Message) 

-/* ARG 3 = TO <vol>:<user>.. FOR .RO ONLY (Message) 

=/* ARG 4 = FILENAMES TO BE TRANSFERRED (Message) 

=/& ENTER "=ARG <argl>,<arg2>,<arg3>,<arg4>...." AND RETURN (Pause and message) 
=/IPC \4 (Test for argument 4) 

-/* YOUR ARGUMENTS WERE SWT ENTERED BECAUSE YOU DID SWT USE "=" FIRST 


=@ESC 
=/ENDIF 
=/ENDIF 
-/FOR 4,\0 
=/IFS \2 

=G0PY \1\(RX) .SA,\2\(RX) .SA;Y 
=C0PY \1\(RX) .RO,\2\(RX) .RO;Y 
-/ESWIF 
*/IFS \3 

“COPY \1\(RX).RO,\3\(RX).R0;Y 
=/ENDIF 
=/EM3F0R 
-END 


(Message if argument not entered) 
(Ehd all levels of nesting) 

(End second level of test for argument 4) 
(End first level of test for argument 4) 
(FOR loop processing) 

(Test for argument 2) 

(Perform copy of .SA file) 

(Perform copy of .RO file) 

(Eftd test for argument 2 processing) 

(Test for argument 3) 

(Perform copy of .RO file only) 

(End IF argument 3 processing) 

(End FOR loop processing) 

(End chain file) 
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3.2.3 Arguments Session Control Command (ARGUMENTS) ARG 

The AM3LMENTS command offers argument (parameter) substitution capability. 
Arguments to be substituted are specified on an ARGUMENTS command line, and 
their entry sequence directly determines the position of each in the current 
argument list. An argument's ordinal position in the current list (first, 
second, ... nth) is used as a concise means of referencing the argument to 
obtain an abbreviated notation. The notation permits concatenation of simple 
arguments into compound arguments so that general procedures or chain files can 
be implemented easily. Argument substitution is in effect for all modes of 
command processing: online, chain, and batch. The current argument list 

remains in effect until one of the following events occurs: 

a. A NOARG (clear arguments) is executed. 

b. A new argument list is entered. 

c. The session ends. 

Common space is shared between the argument substitution pointer table and chain 
file nesting (subroutine calls and FOR loops). A floating boundary exists 
between the pointer "heap" and the nesting "stack". An appropriate error 
message is displayed if an attempt is made to exceed the boundary. Thus, if a 
system is generated with a large number of logical units per task, and nesting 
is in effect, the number of arguments may be limited. 

Argument substitution must comply with the following rules: 

Maximum length of argument list = 156 characters 

Argument 00 is the current number of arguments (number of the last argument) 

Argument numbering = 01-79 (single digits permitted when no ambiguity exists) 

Argument delimiter = (spaces are data, not delimiters). 

String delimiter = < > (thus, <,> is taken to be a data comma rather than a 

delimiter). 


Reference to arguments \<argument number>: 

\00 is replaced with a 2-character string repre¬ 
senting the number of arguments (or the number 
of the last argument). 

\12 refers to argument 12 (not \1 concatenated with 
a 2). 

\1\2 refers to a compound argument comprised of 
argument 2 concatenated to argument 1. 

\(RX) is replaced with the argument whose number is 
in the RX pseudo register; i.e., indirectly 
addressed. 
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MOMENTS Command Syntax 


MO 


ARG[UMENTS] (Display argument list, regardless of OPT N) 

MONUMENTS] <argl>,...<argn> (Enter new list and display unless OPT N is 

set) 

where <argn> is an expression and can be a tag with an argument in the following 
syntax? 

\<tag>=<string> 


where: 

tag May be a string of any length beginning with an alphabetic 

character. The string may contain any character except an equal 
sign (*) or a comma (,) unless the tag is enclosed in angle 
brackets (< and >). In addition, since these string delimiting 
symbols (< and >) are stripped, double entry is required for their 
use within a string. 

string Is the argument to be substituted. 


A tag argument can be referenced by: 

a. \<argument number> - i.e., first argument (\1), second argument (\2), 

etc. in the current argument list, 
or 


b. \<tag>= 


EXAMPLES: 

*ARG GCD„#PR,#NULL,IXMH,,<BATCH GC»,#PR> (Argument list defined) 

\1:GCD 

\2:#PR 

\3:#NCJLL (Message resulting from execution of 

\4: IXMH above ARG coranand line) 

\5: (Null entry) 

\6:BATCH GCD,#PR 

“ARG <PASCAL \1,,\2>,PASCAL \1<,,>\2 

\1:PASCAL GCD, ,#PR (Substitution made from previous list 

\2:PASCAL GCD,,#PR to create current list) 


NOTE 


Equivalent forms of <BATCH GCD,#PR> are: 

BATCH <GCD,#PR> 

BATCH GOX ,>#PR 
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=ARG A,B,C f D f E f F,G»H,I,J,K,L,M,N,0,P (Argument list defined) 

\1:A 

\2:B 

\3:C 

\4:D 

\5:E 

\6:F 

\7:G 

\8:H 

\9:I 

\10:J 

\11:K 

\12:L 

\13:M 

\14:N 

\15sO 

\16:P 

-\03\08\01\09\14 \04\05\13\15 (Concatenate parameter 3 before 8 before 1 ... 

before 15) 

CHAIN DEMO (Result of last line) 

“AHG ABC,DEF,GHI (Argument list defined) 

\1:ABC 

\2:DEF 

\3:GHI 

*ARG \1,PQR,\3 (To change one or more arguments specified 

\1:ABC in the previous ARG list, the entire list 

\2?PQR must be reexpressed in the desired form) 

\3sGHI 

*ARG CHAIN ,DEMO:,1,.,DEMOCHN,CF 

\1 JOIAIN 

\2:DEM0: 

\3:1 

\4:. 

\5:DEM0CHN.CF 

\6:CF 

“\1\2\3\4\4\5\4\6 

CHAIN DEM0:1..DEM0CHN.CF (Chain processing initiated) 

END CHAIN 

*ARG 1«2,3»2, <1,2,3> 

\ 1 : 1 < 2 , 3>2 
\ 2 : 1 , 2,3 
*ARG 1«2> 

WARNING: NO. NOT EQUAL TO NO. ">" 

\ 1 : 1 < 2 > 
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\0 contains the number of arguments in the list. Rx contains, by default, the 
argument being processed in a FOR loop construct. 


Example of the Use of \Q and \(KX) 

A chain file consisting of the following statements: 

=/FOR jl,\ 0 (For all of the arguments consisting of file names) 

“ASM \(RX),\(RX),\(RX);RZ=80 
“LINK \(RX) ,\(RX) ,\(RX) ;HIMX 
“SPOOL P \(RX)„LS,#PR 
“SPOOL P \(RX).LL,#PR 
~/0®FOR 
“END 


Example of the Use of Tag Notation 

Existing arguments are displayed: 

“AEG FILE“X¥Z,DRIVE=#FD03,#PR 
\1:FILE=XYZ 
\2:DRIVE* #FD0 3 
\3:#PR 

Now, if the tag \FILE= is specified, XYZ is substituted. 

if \1 is specified, FILE=XYZ is substituted. 

Thus, following the above, the argument sequence can be changed: 

“AR(! \3,\2,\1 

\1:#PR 

\2 :DRIVE=#FD03 
\3:FILE*XYZ 

and the tag argument can be changed: 

“ARG \1,\2,FILE*ABC 
\ls#PR 

\2:DRIVE“#FD03 

\3:FILE*ABC 

permitting the following: 

“PASCAL \FILE“,\FILE*,\FILE“ 

PASCAL ABC, ABC, ABC 


(ASM file) 

(LINK file) 

(Print .LS file through spooler to #PR) 
(Print .LL file through spooler to #PR) 
(End FOR loop processing) 




3.2.4 No Arguments Session Control Comnand (NOARGUMENTS) NOARG 

The No Arguments comnand clears the argument substitution list. 

No Arguments Command Syntax 
NOARG [ UMEJJTS] 


EXAMPLE: 


«ARG 

(Display argument list; arguments previously set) 

\1SPAR1 


\2sPAR2 


“NOARG 

(Clear argixnent list) 

“AMI 

(Display of cleared argument list requested) 

S 

(List contains no argument) 


3.2.5 Break Stop Session Control Comnand (BSTOP) BSTO 

The Break Stop command is used to specify the option to issue a "STOP" to 
task(s) when break notification is received by the session control task. 
(Default is to terminate all tasks on break.) This command is identical to 
OPT H. 

NOTES 

a. Break notification is sent if there is no I/O in progress with 
the terminal. If the I/O request in progress specifies break 
notification, the requestor receives the notification (rather 
than the session control task). 

b. The session control task requests break notification during I/O 
requests. If a prompt has been issued and input is not complete, 
a break will terminate the input with break error indication. 

If any user tasks in the same session are executing or are 
executable, they are neither terminated nor stopped as the 
result of terminating the input with the BREAK key. 

c. This works in conjunction with OPT D. If -D is in effect 
(default), user tasks in the current session are terminated (-H) 
or stopped (H). if D is in effect, only the default user task 
(i.e., the last task started) is terminated (-H) or stopped (H). 


Break Stop Comnand Syntax 
BSTO[P] 
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3.2.6 Break Terminate Session Control Command (BTER) BTER 

The Break Terminate cannand restores the default action to "TERM" tasks when 
break notification is received by the session control task. (See Break Stop 
"notes" in paragraph 3.2.5.) This command is identical to OPT -H. 


Break Terminate Command Syntax 
BTER[M] 


3.2.7 Continue Session Control Command (CONTINUE) COOT 

The Continue command allows a task to resume execution following a STOP (from 
either an operator command or from a Break Stop action). The executive 
directive, START, is issued to task(s) specified (without registers supplied 
option). 

Oontinue Command Syntax 

OONTIINUE] (Default user task assumed) 

CONTINUE] <tttt> <ssss> (Continue specified task) 

CONTEINUE) ALL <ssss> (Continue all tasks in specified session) 

where default <ssss> is the current session. If <ssss> is specified, it must be 
the current session unless the user number at logon * 0. 


3.2.8 Date Session Control Command (DATE) DATE 

The DATE cuisnarri may be used to provide a time and date logging function, or to 
set the current date if the user number at logon time * 0 and if the system is 
not operating in the chain or batch mode. The current, date may not be set in 
the chain or batch mod®. (If user number is not 0, DATE displays the current 
date and time.) If user number * 0, a prompt is issued to "ENTER DATE 
(tm/DD/YY )»", where year must be 80 or greater. Each of the entries is 
validated and an error results in another prompt. To exit without changing the 
date, depress the BREAT key. 

DATE Oonmand Syntax 

DATE 


KiTE, Command Exanple (User 0) 


“DATE 

08:17:52 6/2/80 

ENTER DATE (MH/DD/YR) *13/26/80 
ENTER DATE (MVDD/YR)*1/32/80 
ENTER DATE (MW/DD/YR)*1.1.80 
ENTER DATE (tfVDD/YR) *1/1/79 
ENTER DATE (MM/DD/YR) “<BREAK> 
-DATE 

08:21:39 6/2/80 
ENTER DATE (MW/DD/YR) *<BREAK> 


(Illegal fM) 

(Illegal DD) 

(Illegal separator) 

(Illegal YR; year tested to ensure 80-99) 
(Exit, no change) 


(Exit, no change) 
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3.2.9 Defaults Session Control Command (DEFAULTS) 


DEI' 


The Defaults command displays the current default values assumed by the session 
control task, and also displays set options. The USE command terminates with an 
implied DEF unless OPT N; i.e., the result of the USE command is displayed as if 
a DEF were entered unless option N is set. 

DEFAULTS Ooronand Syntax 

DEF[AULTS] 


DEFAULTS Cansnand Example 

after initial logon, SESSION 0001 

®DEF 

SYSTM VOUME - SYSQs 
USE DEFAULT VOLUME = SYSOsO.. 
USER NUMBER » 0 
USER TASK = 

SESSION * 0001 
TEBMINAL * CNQ0 
OPTION(S) SET - 


after logon as "DEMOsl" - 
®DEF 

SYSTEM VOLUME * SYSQ: 

USE DEFAULT VOLUME * DEMOsl.. 
USER NUMBER ■ 1 
USER TASK * 

SESSION * 0002 
TERMINAL * CNOO 
OPTION(S) SET - 
DIR 

DIR 0002: LOADED 
sDBF 

SYSTEM VOLUME « SYS0: 

USE DEFAULT VOLWffi * DEMOsl.. 

UffiR NUWER * 1 

USER TASK ■ DIR 

SESSION - 0002 

TERMINAL » Q»0 

CATION(S) SET « 


(null catalog) 

(logon user number) 

(no task name; i.e., no tasks loaded) 


(no options set) 


(null catalog) 

(logon user number) 

(no default user task) 


(null catalog) 


NOTE 


User number entered with USE DEFAULT should be the 
same as the logon user number, unless logon 
user muter * 0. 
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3.2.ID Load Session Control Gommand (LOAD) 


LOAD 


The LOAD command creates a task and performs the load function for a program, 
but does not initiate execution of the program. For example, the user can load 
a program from a diskette and then change the diskette before initiating the 
progr am . Multiple loads are allowed, with the last one becoming the assumed 
default user task. 


LOAD Command Syntax 

LOAD <task descriptor [<task arguments>] 
where: 

task descriptor Is the file name field of the file descriptor of a load 
module — i.e., a file of .LO extension. 

task arguments Is comprised of those arguments required by the task to 
be loaded. 

LOAD Command Example 
**LQAD BACKUP #FD00,#FD01 

BACK xxxx: LOADED (response indicating normal completion; xxxx is session no.) 


In this example, the program in file name "BACKUP" is loaded. Hie response 
message indicates the task name is "BMC" (which is used in subsequent system 
control commands to refer to this task.) 

NOTES 

Hie argument "§H»0,#FD01" is passed to the task "BACK" 
during the loading process. 

BACK becomes the default user task which may be assumed 
by subsequent system control commands until: (a) another 
user task is loaded, or (b) BACK is started and either 
terminates or aborts. 


I 
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3.2.11 Option Session Control Command (OPTION) 


OPT 


The OPTION command allows any of fifteen alphabetic letter options, A through 0, 

to be set (or cleared) for use, either singly or in the desired combinations. 

The resulting combination of options set is displayed unless OPT N is set. 

OPTION Command Syntax 
OPT[ION][;<options>] 

where Coptions> may be one or more of the following: 

A - Aborts chain file processing when a task terminates/aborts with 
AO / 0. 

B - Ring terminal bell when command prompt is issued. 

C - Reserved. 

D - User default task only is terminated or stopped on break (default 
is all user tasks). 

E - Reserved. 

F - Reserved. 

G - Reserved. 

H - Stop task(s) on break. (Also set by BSTOP command.) (Default is 
terminate; also reset by BTERM command.) 

I - Perform task dump if task aborts. 

J - Inhibit echo in SBARG subroutine (argument substitution subroutine 
for processing inputs to user tasks). 

K - Inhibit translation of lowercase alphabetic letters to uppercase 
(also used by SBARG). 

L - List =/J«x commands executed. 

M - List =*/xxx commands skipped as a result of a false condition. 

N - No echo. Chain file commands are not displayed. This overrides 
options L and M. Also inhibits displaying the results of 
ARGUMENTS, OPTION, and USE commands. 

0 - Override error or abort and continue processing. 

The default values for all options are the reset condition; i.e., -A through -0. 


OPT 


OPTION Gottroarri Examples 

-OPT ;L List -/XXX ccmands. 

-OPT ;-L (default) NO list. 


NOTES */ and -/ABT are printed if not in skip mode (skip mode is 
the action taken when IF test conditions are not net). 

-OPT ;M List */XXX commands which are not executed during skip mode — 

i.e.f the condition was not met. The "=" is altered to a "/" and 
the resulting //XXX is printed. 

NOTE: The "ENDIF" is printed //ENDIF. 

=OPT ;0 Override error ©r abort - continue processing. 

NOTES: a. Does not override =/ABT. 

b. Does not override syntax errors in =/XXX commands. 

-OPT ;-0 (default) Abort chain processing on error or command abort. 


Bcaoples of Chain Processing Cations L, M, N 

LISTING OF INPUT CHAIN FILE 

PAGE 1 LISTING OF ELSE.CP 

S (X?T 

A 

-/IFS \1 
-/♦TEST 1 SET 
-/ELSE 

./★test i am 
-/EMDIF 
-/IFC \1 
-♦TEST 2 CLEAR 
-/ELSE 

-/♦TEST 2 SET 
“/ENDIF 
=NOftRG 
«/IFS \1 
./★TEST 3 SET 
*/asE 

-/♦TEST 3 CLEM. 

“/ENDIF 
-/IFC \1 
-/♦TEST 4 CLEAR 
-/ELSE 

-/♦TEST 4 SET 
»/®DIF 
■END 
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PRINTOUT DURING EXECUTION 


OPT 


DEFAULT/NORMAL (NO OPTIONS SET) 
“OPT 

OPTION(S) SET = 

“ARG A 
\1:A 

“/♦TEST 1 SET 
“/♦TEST 2 SET 
“NQftRG 

“/♦TEST 3 CLEAR 
“/♦TEST 4 CLEAR 
“END 

EH) CHAIN 


VARIATIONS OF PRINTCXIT DURING EXECUTION 
-OPT 

OPTION(S) SET * L 
“AHG A 
\1:A 
=/IFS A 
“/♦TEST 1 SET 
“/ELSE 
~/IFC A 
“/♦TEST 2 SET 
“/ENDIF 

=/IFS ~ 

“/♦TEST 3 CLEAR 
=/EmiF 
“/IFC ~ 

“/♦TEST 4 CLEAR 
~/K£E 
“END 

M3 CHAIN 


“OPT 

OPTION(S) SET * M 
“ARG A 
\1:A 

“/♦TEST I SET 
//* TEST 1 CLEAR 
//EH) IF 
//ELSE 

“/♦TEST 2 SET 
“NQARG 

//♦TEST 3 SET 
//ELSE 

“/♦TEST 3 CLEAR 
“/♦TEST 4 CLEAR 
//♦TEST 4 SET 
//ENDIF 
“QD 

END CHAIN 
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-OPT 

OPTION (S) SET * LM 
■ABG A 
\1:A 
*/IFS A 
«/*TEST I SET 
«/a>SE 

//* TEST 1 CLEAR 
//ENDIF 

-/ire a 

//ELSE 

=/*TEST 2 SET 
“/ENDIF 
»NQMG 
»/IES " 

//*TEST 3 SET 
//ELSE 

*/*TEST 3 CLEAR 
“/ENDIF 
“/IFC ~ 

“/*TEST 4 CLEAR 
-/ELSE 

//*TEST 4 SET 
//ENDIF 
-OD 

END OWN 


OPTION(S) SET - LMN (N overrides LM) 
M3 OIAIN 


OPTION(S) SET - N 
B© CHAIN 


Tilde (“) represents a null argument 



T1 ART 



3.2.12 Start Session Control Conmand (START) 


STAR 


The START command allows a previously loaded task to be initiated. If the task 
was not initiated when loaded, the START command passes register values to the 
task being started. In the event the task was initiated and stopped, it is 
treated as if a CONTINUE command were issued (the registers are not altered and 
the task resumes execution). The task started becomes the default task. 

When a task is initiated (either as a result of STAR or load and go), the 
registers of the user task are initialized by VERSAdos as follows: 

DO Task name that loaded/started user task (monitor task). 

D1 Session number that loaded/started user task (monitor task). 

D2 User default volume name. 

D3 Default user number. 

D4 

Pj. User default catalog name. 

D6 Length of comnand line passed (not including file name/command 
and terminating spaces). 

D7 Bit mask of logical units assigned to user task where 
bit number = logical unit number. 

AO Task name of the user task (as read from loader information block). 

A1 Terminal identification at logon time. 

A2 Actual user number at logon time. 

A3 Actual session number of user task. 

A4-A7 Reserved for future use. 


D7 MOTES 

a. LUN=0 is not available to user tasks. Therefore, if set 
to 1, bit 0 indicates LUN 5 is the terminal device; if 
set to 0, bit 0 indicates LUN 5 is a file (Chain or 
Batch mode). 

b. The command device or file (LUN=5) is assigned as public 
read and write when bit 0 is set to 1 (interactive mode) 
and public read only (chain or batch mode) when bit 0 is 
set to 0. 

c. The log/list device or file (LUN=6) is assigned as public 
write only. 

d. LUN's 5 and 6 are passed with keep option; all others are 
passed with/without keep, depending whether @ASSIGN'ed/ 
ASSIGN'ed from the terminal (paragraph 3.3.1). 

e. In the interactive mode, including the "chain aborted" 
mode, LUN 0 is transferred to the user task LUN 5. Thus, 
utility tasks using interactive mode may be executed 
during chain abort. During this time, LUN 5 remains 
assigned to the chain file; hence, the chain file can 
not be edited in the "chain abort" mode, but other files 
may be edited (unless assigned to a stopped user task). 
During chain file processing or batch mode, LUN 5 of the 
session control task is transferred to LUN 5 of the user 
task. 
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START Command Syntax 

[@]STAR[T] (start default user task) 
or 

[@]STAR[T] [<task name> [<task session nusnber>]] (start specified task) 
where: 

task nae Is the 4-character name of the last task loaded. 

task session number Is the nutter of the session in which the task was 

created. 


NOTES 

a. if the task name and session number are not known, they may be 
found by means of the DBF coumand. 

b. The optional "@" causes a prompt for another command following 
initiation of the task. Normally, a "wait for event" executive 
directive is executed following initiation. Mien the user task 
terminates or aborts, the session control task is awakened and 
a prompt for a new command is issued. 

c. If a task name is not specified, the last task loaded (but not 
terminated or aborted) is assumed. If session number is 
specified, it must match the current session number, or the 
actual user number at logon must be 0. If a session ranter is 
specified, a task name must also be specified before the 
session number. 




3.2.13 Stop Session Control Comma (STOP) 


STOP 


The STOP command causes a task to discontinue execution. Hie executive 
directive, STOP, is issued to the task(s) specified. Task(s) which have been 
stopped may be continued or terminated by subsequent conmands. (Ml user tasks 
in the same session which were stopped are terminated automatically when the 
session is terminated by LOGOFF or BYE commands.) 

STOP Command Syntax 

STOP (Default user task assumed) 

STOP <tttt> [<ssss>] (Stop specified task) 

where: 

tttt Is a 4-character task name (valid for the specified session). 

ssss Default <ssss> is current session and, if <ssss> is specified, it 
must be the current session unless the user number at logon * 0. 


See notes for TERMINATE command. 
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3.2.14 Terminate Session Control Command (TERMINATE) 


TERM 


The TERMINATE command causes the specified task(s) to be discontinued and 
removed from the system. All 3/0 is halted, all files and devices are closed 
and released, and all allocated memory is deallocated. default, a TERM ALL 

command is issued when the BREAK key is pressed. This command issues the 
executive directive, TERMT, to the specified tasks. 

TTOMINATB Command Sj^ntax 

TERMINATE] 

TERMINATE) <tttt> <SSSS> 

TERMINATE | ALL <SSSS> 

where: 

tttt Is a 4-character task name (valid tor the specified session). 

ssss Default <ssss> is current session and, if <ssss> is specified, it 
must be the current session unless the user number at logon * 0. 


(Default user task assumed) 

(Terminate specified task) 

(Terminate all tasks in specified session) 


NOTES 

a. The first character of a task name must begin with either 

Ar*Z or Session control tasks begin with and 

they may not be directly terminated. An entire session 
may be terminated by user 0 with "TERM ALL xxxx", where 
xxxx * session number. A test is performed to determine 
whether or not terminating a task will cause the operating 
system to crash. Such tasks may not be terminated. 

b. User session tasks have session numbers consisting of ASCII 

characters. Server system tasks (beginning with ".") have 
binary session numbers; e.g., the spooling task. Binary 
session numbers must be preceded by Examples: 

TERM .SPL &1 (spooling task) 

TERM PR &1 (printer task) 


I 
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3.2.15 Time Session Control Coranand (TIME) 


TIME 


The TIME command may be used to provide a time and date logging function, or to 
set the current tine if the user renter at logon tin® » 0 and if the system is 
not operating in the chain or batch mode. The current time may not be set in 
the chain or batch mode. If user resaber = 0, a prompt is issued to "ENTER TIME 
(HR:MIN)Each of the entries is validated and an error results in another 
proqpt. To exit without changing the time, depress the BREAK key. If the TIME 
command is entered by a user other than 0, only the current time and date are 
displayed. 


TIME Qroand Syntax 
TIME 


TIME Coroaand Example (User 0) 

(Time changed) 
(Exit, no change) 

TIME Command Example (Other Users) 

•TIME 

09:10:42 4/6/82 


“TIME 

09:22:37 4/2/82 
ENTER TIME (HR:MIN)*13:9 
“TIME 

13:9:12 4/2/82 
ENTER TIME (HR:MIN) «<BREAK> 
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3.2.16 Use Session Control Command (USE) 


USE 


The USE command establishes default values to be used when abbreviate! file 
names are specified. Default values for volume name, user number, and catalog 
may be specified for use until a subsequent USE command is issued or the user 
logs off. Only the fields entered are changed; the fields not supplied remain 
unchanged -- e.g., if only the user number is entered, the previous defaults for 
volume and catalog remain in effect. If a volume is specified, the volume is 
established as a user default volume for the duration of the session (or until a 
new default volume is specified). 

When a user or system utility task is started, the most current user default 
volume is passed to the user task in register D2. The default user number is 
passed in register D3 (the actual user number at logon time is passed in A2). 
Default catalog is passed in D4 and D5. (See description of START, paragraph 
3.2.12.) 


USE Cbroand Syntax 

USE [<volume narce>:][Cuser number>][.<catalog>] 


where: 


volute name 


user number 


catalog 


Is the optional 1- to 4-alphanumeric character volume ID 
field of a file descriptor. 

Is the optional 1- to 4-decimal digit user number field 
of a file descriptor. 

Is the optional 1- to 8-alphanumeric character catalog 
field of a file descriptor. 


NOTE 

The changed result is displayed as if a DEF 
caiman! had been entered. The resulting 
display may be inhibited by setting OPT N. 


1 
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Supplying Use Values at logon Tiro 

At logon time, the initial entry is processed as if a USE command were 
specified. Prior to processing the initial logon entry, the assumed default 
values are: 

Volume - Previously specified system volume 
User - (Must be entered at logon time) 

Catalog * All spaces (null or none) 

To log on, the user must supply a user number, even if 0; volume and catalog may 
or may not be supplied. (Session 0001 requires specification of the system 
default volume, which also becomes the user default volume until changed by a 
subsequent USE command or the user logs off.) 


MOTE: changing the default catalog requires user number and/or volume — e.g., 

Cuser number>.<catalog> 

<volume name>: cuser nunber>. <catalog> 

:.<catalog> (default volume and user number) 

To reset a default catalog to all spaces from any non-space value requires a 
special entry (because omitting a catalog preserves the previous entry). 

<<atalog>*& resets default catalog to all spaces 

Examples: 

Cuser nuober>.& 

Cvolume name>:Cuser mmber>.fit 

:.& 


Session 0001 Logon 

Session 0001 may be initiated by any user numbers. Session 0001 requires entry 
of the system default volume, even if only confirming the assumed default by 
antry of followed by the user number. (Default system volume is specified 
at system generation. As supplied, the volume is SYS: for hard-disk-based 
systems, SYS0: for floppy-disk-faased systems.) Time and date mist also be 
entered, which is normally reserved for user 0, but is permissible for any user 
Airing this session. Upon completion of logon, a cSuain file, Cdefault systass 
volurae> :0 .PRIV.UPSYSTS* .CF is executed on behalf of user 0. The contents of 
this chain file can be changed by the system administrator by using the CRT 
editor. Suggested commands include start of spooling, SH0PD, SECURE, and output 
of a message indicating the systan has been started. 
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3.2.17 ~ Session Control Command 

The “ session control sognsni is used to cause the session control task to go 
into the dormant state. This command removes the conflict which arises when the 
session control task is prompting for input at the time a user task has 
outstanding I/O to the terminal. Then, at completion of user task I/O, the 
session control task is automatically reactivated. Should the ~ command be 
entered when no conflict exists, the user task may be restarted by depressing 
the BREAK key. 


" Command Syntax 


2 Command Examples 

®§DIR The § option entered ahead of DIR causes an immediate prompt for 

another comnand while the DIR.LO file is loaded and started, but 
prevented from using the terminal. This prompt inhibits output to 
the terminal from the DIR command. (Session control gives 
priority of terminal access to any task in the foreground over a 
task running in batch.) 

Entry of the “ command puts session control into the dormant 
state, allowing DIR (the batch task) to output the default volune 
directory entries. The session control task is restarted and a 
new prompt issued when DIR activities are completed. 

*@STAR (or §CQHT) 

** toy task started or continued can have conflicting 1/0 to the 

terminal and additional tasks may need to be started or continued 
in a particular sequence. Thus, the “ eoimand may be use! to 
cause the session control task to go dormant at the appropriate 
time. 


3.3 VERSAdos HARD DISK SYSTEM SESSION CONTROL 

In addition to the universal session control commands described in 
paragraph 3.2, versions of VERSAdos supplied with the multiuser hard-disk-based 
systems provide the following capabilities. Ih^e cc®marK;s can be added to or 
excluded from the single-user version when performing a system generation. 
These comma nds are also executed as part of the session control task established 
at session initialization. In the coBsaand descriptions below, characters within 
square brackets are optional. 

DESCRIPTION 


Assign device/file to logical unit. 

Dissolve logical unit number assigned to device/file. 

Display available session control commands. I 

Display contents of O.PRIV.NEWS.NW 


CdfUttP 
ASSI [GN] 
CL06EE1 
HELP 

ns 
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3.3.1 Assign Session Control Conmand (ASSIGN) 


ASSI 


The ASSIGN ccranand allows a user to assign a logical unit number (LUN) to a 
device or file. The assignment is made for the session control task with the 
access permission specified, and is passed to user task(s) that are subsequently 
started by the session control task. When the command is preceded by an 
the session control task keeps the assignment and passes the assignment to user 
tasks with the FHS KEEP option. When not preceded by an the assignment is 
passed only to the next task started without the MS KEEP option. 


ASSIGN Command Syntax 

[@] ASSI [GN] <lun> ,<file/deviceXspaceXaccess permission 
or 

[@]ASSI[GN] <lun>,<file/device>;0=[$]nnnn 
where: 

@ Causes the control task to "keep" the assignment and 

pass to all subsequent tasks (refer to design 
specification regarding FHS function of change lu 
assignment). 

NOTE: May not be used with an exclusive access 
permission. 

lun Is a logical unit number. As supplied, VERSAdos 

supports nine LON's and normally uses the following 
convention: 

0 - reserved for session management 

1 - input function 

2 - output function 

3 - listing function (when distinguished from 

system output) 

4 - load or second input (as in a merge) 

5 - system irput from a awmand device or file 

6 - system output to a log/list device or file 

7 | used for chain file subroutine returns and FOR 

8 j processing 

NOTE 

To ascertain conditions under which the preceding con¬ 
ventions may not be followed, refer to the description 
of the ASSI® earaaand in the VERSAdos Data Management 
Services and Program Loader User's Manual, RMS68KIO. 

file/device Is a device name or the file name field of a file 

descriptor. 
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access permission Is one of the following valid access permission codes; 


EREW 

ERPW 

PREW 

PRPW 

EW 

PW 

ER 

PR 


Exclusive read and exclusive write 
Exclusive read and public write 
Public read and exclusive write 
Public read and public write 
Exclusive write 
Public write 
Exclusive read 
Public read 


In the alternate form of the ASSIGN command syntax shown above, the letter 0 is 
the only option allowed, and nnnn is the value used in the options field of the 
trap #3 parameter block; 


nnrm= 0 PR 
2 PW 

$ A PW with overwrite existing file 
$ 40 PR, position record pointer at end of file 


ASSIGN Command Example 

ASSI 3,#PR PW Assign LUN=3 to fPR (line printer) with public write 

or access. 

ASSI 3,#PR;02 


NOTE 

If the access permission includes write capability, 
option bit 6 is set to position the current record 
pointer to the end of file (previously, it was by 
default always set to the beginning of the file, 
which had the effect of only allowing sequential 
tiles to be assigned for write purposes). 
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3.3.2 Close Session Control Cotnnand (CLOSE) 


CLOS 


the CLOSE command is used to dissolve a logical unit assignment. Since terminal 
assignments a>ade without the KEEP option are dissolved by the start of the first 
using task, the main use of the CLOSE command is dissolution of assignments 
which specified the keep option — the CLOSE coumand can be used to release 
an assignment to LUN 5 or LON 6; however, a user task will not be started unless 
both LUSTs 5 and 6 are assigned (on-line dialog is through LUN 0, which cannot 
be closed). In the chain mode (on line), closing LUN 5 has the effect of both 
aborting the chain mode processing and issuing an ES© command. 

In the batch mode, closing LUN 5 or LUN 6 will abort the batch job. 


CLOSE Ooroand Syntax 
CL0S[E] <lun> 
where: 

lun Is a logical unit norther. 

CLOSE Command Bscample 

CLOS 3 Dissolves assignment to LUN 3. 


3.3.3 Help Session Control Command (HELP) HELP 

The HELP command causes output of a display of the session control tasks. 
Required characters and allowable characters for each command are shown — the 
latter in lowercase. 


HELP Command Syntax 
iffif 


HELP Command Example 
“HELP 

SESSION CONTROL COMANDS: 


LOG OK 

LQGOFf 

OFF 

ME 

LOAD 

STMt 

STOP 

OONTioue 

TEFMinate 

A 

DATE 

TIME 

USE 

DEFaults 

AKStments 

NQMGoients 

BSTOp 

BTERa 

OPTioos 

IK 

HELP 

ASSIgn 

CLOSe 

CHAIn 

BO 

rbh^ 

PfOCeed 

R? 

BMCh 

awc&i 

OUHiy 

ILDfinate 

PftSSword 

SW» 

SECURE 



{MOT Of LOWER CASE LETTER OPTIONAL) 
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3.3.4 Mews Session Control Command (NEKS) 


NEWS 


Execution of the MENS command causes an attempt to assign the file FRIV.NEWS.NW 
on the system default voltsne, user 0, to the LUN 1 communication channel. If 
successful, tiie file contents are directed to LUN 6, the system console. Thus, 
the file can be used to provide information to users. 

Hie file belongs to the system administrator (user = 0); therefore, its contents 
can only be altered by user 0 through use of the CRT editor. Any user, however, 
can invoke the NESS command. 

Information of a general nature is contained in the file, as supplied. 


NEWS Command Syntax 
NESS 


3.3.5 Dissemination of News and System Information 

Provision (in addition to that afforded by the NEWS session control coirmand) has 
been made for the system administrator (user * 0) to disseminate information to 
users. Immediately following the logon message and prior to display of the 
first prompt, an attempt is made to assign the file O.PRIV.BULLETIN.NW on the 
system default volume, user 0. If successful, the contents of the file are sent 
to LUN 6 (the logon terminal). 

Should an attempt to log on be rejected, the file O.PRIV.REJECT.NW is similarly 
output. 

These files belong to the system administrator. Therefore, only user 0 can 
alter their contents. 

Data in these files is changed, as desired, through use of the CRT editor. Some 
information of a general nature is contained in the files, as supplied. 


I 
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UTILITIES 


COMMON 

UTILITIES 


CHAPTER 4 


VERSftdos UTILITIES 


4.1 INTRODUCTION 

This chapter describes utilitarian functions of VERSAdos. Paragraph 4.2 
describes those utilities which are supplied for use with both floppy disk and 
hard disk-based systems. Utilities for hard disk systems only are described in 
paragraph 4.3. 

VERSAdos utilities are invoked by simply entering the name of the load image 
file (LO) which performs the function. The session control task calls the 
loader to create a task and load the file, and then starts the function. Since 
user-created files ot type LO can also be loaded and started by simply 
specifying their name, any which perform a useful function may also be 
considered utility commands. These are created through use of the LINK command 
(linkage editor). 

It is suuietlmes useful to load a utility but, rather than have execution begin 
automatically, start execution manually at the desired time. For example, this 
two-step operation will allow a diskette to be changed between loading and 
execution, which can be helpful in a two-drive system. The session control 
command LOAD, used in conjunction with the session control command START, allows 
this to be done. If the utility to be loaded requires arguments, these must be 
specified on the LOAD command line. 

Error messages which may occur during execution of a utility progress are 
described in the VERSA3os Messages Reference Manual, M68KVMSG. 


4.2 COIMON UTILITIES 

The utilities described in the following paragraphs may be used by all systems, 
regardless of disk storage type. 



4.2.1 BACKUP Utility (BACKUP) 


BACKUP 


The BACKUP utility transfers data from one disk to another. Two major operating 
inodes are provided by BACKUP: "track-to-track data transfer" and "file 

transfer". Before using BACKUP, new disks mast have been formatted for 
VERSAdos, using the MIT utility. 

Track-to-track mode is faster, but both the source and the destination disk must 
be of the same kind (hard or diskette) and capacity (except in single-to-double 
sided diskette backup). Information transferred in this mode cannot be selected 
or modified. Variations of the mode allow unverified transfer of data, transfer 
with verification, and single byte-to-byte comparison of two disks. Reporting 
of source destination disk differences is provided. 

The file transfer mode provides more latitude. Source and destination disks can 
be of different kind and size. Individual files or families of files can be 
selected for transfer. File descriptor fields information can be specified on 
the destination disk. Indexed sequential files can be packed to reclaim 
internal file space. Files can be packed together to reclaim disk space. A 
starting point at which file transfer should begin can be specified on the 
source disk. Files can be selected by date range and/or file/family, or can be 
selected one at a time. When source data exceeds capacity of the destination 
disk, the file transfer mode permits insertion of additional destination 
disk(s). The additional disk(s) must have been initialized previously with the 
IHIT utility. 

The description and ownership of the destination disk may be specified in either 
mode. 

If, during the backup procedure, the user tries to change the status of the disk 
being backed up from 'not write protected' to 'write protected', BACKUP will 
abort with a Device Status Change Error. 

The desired BACKUP nude is selected by specifying one or more options in the 
command line options field. 

BACKUP Command Syntax 

BACKUP [<input field>,<output field>][,<list field>][;<options>] 
or 

BACKUP [,,<list fieid>][;<options>] 
where: 

input field Source ; may be ary <volone>:[<user>][.<catalog>] or device 

name (no file name or extension allowed). If not specified, 
defaults to lowest numbered hard disk device (if present; 
usually #11300) or the lowest numbered floppy disk device. 
Refer also to Tables 4-1 through 4-3. 

output field Destination; may be any <volume>: [<user>] [.<catalog>) or 
device name (no file name or extension allowed). If not 
specified, defaults to second lowest hard disk device (if 
present; usually #HD01) or second lowest floppy device. 
Refer also to Tables 4-1 through 4-3. 
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BACKUP 


list field 


options 


Is a file name or device name. If option A or S is 
specified, the names of those files created cm backup volumes 
are put in the list file. If option V or B is specified, any 
discrepancies found in the verify process are sent to the 
list file. The list file is not used for option U. If input 
and output fields are not specified, list field must be 
preceded by two comnas. The default value for this field is 
the logon terminal. 

(File transfer mode): Entering one of the main options A or 
R selects this mode. A variation is obtained by entering one 
or more of the sub-options — Y, N, S, or P. Refer also to 
Table 4-3. 

A - Append option. Files are transferred from the source 
disk to the destination disk. This is the default option 
when the backtp involves a hard disk, or when Y, N, S, or 
P is entered without entering A or R. Source and 
destination disks may be of different types. 

Y - When a file to be backed up already exists on the 
destination disk, the Y modifier causes the file to 
be overwritten. 

N - When a file to be backed up already exists on the 
destination disk, the N modifier prevents the file 
from being overwritten (the new version is not 
copied). 

S - The S modifier allows the user to enter a starting 
point in the input volume directory for the backup. 
This is especially useful if a backup is aborted, 
since it prevents one from having to start over from 
the beginning. 

P - Hie P modifier specifies that all unused space within 
an indexed sequential file is to be reclaimed, 
thereby generating tightly packed files on the output 
disk and mire free space, although the backup will 
proceed more slowly. 

Hie A option also allows selection of files by date range 
and/or by file/family (when "S" for "SELECT FILES" is 
entered when prompted) j if neither date range nor 
file/family is requested, files may be selected one at a 
time. 
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options 

* 


R - Reorganize option (destination disk roast be a floppy). 
The destination floppy is first initialized, followed by 
an option "A" copy. The effect of this is to consolidate 
available disk ^oace which exists between files into one 
large block at the end of the disk. The initialization 
that takes place does not do any formatting or 
validation, so the floppy mast have been initialized 
previously using the INIT utility. 

P - The P modifier specifies that all unused space within 
an indexed sequential file is to be reclaimed, 
thereby generating tightly packed, files on the output 
disk and sore free space, although the backup will 
proceed more slowly. 

(Track-to-traek mode): altering one of the main options U, 
V f or B selects this mode. A variation is obtained by 
entering one or more of the sub-options C or T. Source disk 
and destination disk must be of equal capacity (except in 
single-to-double sided diskette backup). Refer also to 
■feble 4-3. 

U - Traek-by-feraek option. The input, disk will be copied 
track-by-track to the output disk. This us the default 
option when both disks are floppies or if the C 
sub-option is specified without the V or B option. 
Destination disk oust have 0 bad sectors, as ascertained 
during formatting with INIT. 

C - The C modifier specifies that if read or write errors 
occur during the transfer, BACKUP should continue 
from the point beyond the error (rather than 
terminating). 

V - Verify option. The input and output disks will be 
compared, byte for byte, and any discrepancies will be 
listed to the list field. 

T - The T modifier truncates the verify listing so that 
if more than one discrepancy is found in a given 
sector, only the first discrepancy will be printed. 
May not be specified without V or B. 
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B - Backup option. An option 0 backup is performed? followed 
by an option ¥ backup to verify the data. Recommended 
when destination disk is suspected of having bad sectors. 
If bad sectors are found, lode them out using the INIT 
utility and run the backup again with a file-by-file 
option. 

€ - The C modifier specifies that if read or write errors 
occur during the transfer, BACKUP should continue 
from the point beyond the error (rather than 
terminating). 

T - The T modifier truncates the verify listing so that 
if more than one discrepancy is found in a given 
sector, only the first discrepancy will be printed. 
May not be specified without V or B. 


MOTE 

The track-to-track options (U, V, B) should be used 
only when the source and destination disks are of 
identical media formats (i.e., media configuration 
attributes and parameters in the configuration areas 
on both disks are identical). The BACKUP utility 
will net produce an error if disks of different 
formats are used, tat the output disk will be 
unusable. 
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TABLE 4-1. Destination Usee Number Field Values 


input field 


QOTPOT FIELD 


HULL 

SPECIFIED VALUE 

* 

NULL 

Current default 

Output value 

Current default 

SPECIFIED VALUE 

Current default 

Output value 

Input value 

* 

Source values 

Invalid 

Source values 


NOTE: This table depicts the user number that will be assigned to files 

created, cm the destina.ti.ors volume* depending on how the user number 
was specified in the input and output fields of the command line. 
Null obtains current user number default value. * represents all 
(or any) valid values for that field ("wildcard"). Multiple user 
numbers cannot be backed up to a single user number in one operation. 


TABLE 4-2. Destination Catalog Field Values 


OUTPUT FIHD 


rarer field 

MULL 

SPECIFIED 

VALUE 

* (FIELD) 

* (CHARACTER) 

hull 

Current default 

Output value 

Current default 

Invalid 

SPECIFIED 

VALUE 

Current default 

Output value 

Input value 

Invalid 

* (FIELD) 

Source values 

Invalid 

Source values 

Invalid 

* (CHARACTER) 

Soiree values 

Invalid 

Soiree values 

Invalid 


NOTE: This table depicts the catalog rw that will be assigned to files 

created on the destination volume* depending cm how tie catalog name 
was specified in the input and output fields of the command line. 
Null obtains current catalog field default wise. * represents all 
(or any) valid values for that field or character position in the 
field ("wildcard"). Multiple catalogs cannot be backed up to a 
single catalog in one operation. 


NOTE 

See also the "Use of the * Character" paragraph in 
the COPY utility description* paragraph 4.2.3. 
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TABLE 4-3. Destination Disk Volute ID Field Values 


LOGON 

USER NUMBER 

BACKUP 

OPTION 

DESTINATION VID FIELD 


VOLUME ID 

USER 

DESCRIPTION 

» 0 

R 

Note (a) 

Note (b) 

Note (e) 

f 0 

R 

Note (a) 

Current default 

Note (c) 

Any 

0 or B 

Note (d) 

Source value 

Note (d) 


NOTES; 


(a) User is prompted for input. Input is required. Default not allowed. 

(b) User is prompted. No input obtains current default user nutter. 

(c) User is prompted. No input obtains source description (if logon user 
nutter is zero or the same as the source user renter) or a blank field 
(if logon user renter is non-zero and not the same as the source user 
renter). 

(d) If source disk was loaded before destination disk; user is prompted; 
no input obtains corresponding source field value. If source disk was 
loaded after destination didc or is a non-VERSAdos disk, no prompt is 
issued. Source sector 0 is transferred as is. 

(e) No input obtains sane description as source disk. 


Examples 

In the following examples, operator inputs are shown underscored for clarity and 
are followed by a carriage return. The underscore is rest typed. Note that in 
some examples, more operator inputs will be requested if the user is user 0. 


Example 1 - Disk backup, minimum canaand line, on a system with no hard disks 
“BACKUP 

device edxx to device fdxx (y/n) ? i 
starting track-m-tracic backup process 

MBS HEW woum MB 

ENTER DESCRIPTION (MAX 20 Q»RACTBRS1 

Use system selects the first two drive rasters (normally zero and one) for xx. 
Using the default option U, all files on the source are copied (trade by track) 
onto the destination disk. If specified, a new volume ID and user description 
are created on the destination disk. 
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Sample 2 - Disk backup with verify 

■BACKUP #FP0i f #Fl>32;B 
STARTING TBftCK~BY~TRftCK BMXOP PROCESS 
wrm MB? VOLUiffi NAME 

mmt description (max 20 characters) 

THE OUTPUT IS ... 

STARTING VEUR PROCESS 

fee disk in #ED01 is copied to the disk in #FD02, and then they are compared. 
If specified, a net# volume ID and user description are create on the 
destination disk. 


Example 3 - Volume backup, floppy disks 
* *BftCKUP VOLLi,M2: 

STARTING 'Haat-M-TRMX BACKUP PROCESS 

QITBR MEN VOLME SH 

ENTER DESCRIPTION (MM 20 OBIIlftCTHIS) 

Ml files on VOLl are copied onto V0L2. If specific, a new volume ID and 
description are created on VCX2; otherwise, the volute ID on the destination is 
changed to VOLl and the description is also changed. If using hard disks rather 
than floppies, option A will go into effect. 


Example 4 - Append files 

■BACKUP VOL2:*.*,VOL3:;A 
STARTING FILE-BY-FILE BACKUP PROCESS 
COPY ALL FILES, SELECT FILES, OR QUIT (A/S/Q)? A 

Files on V0L2 are copied onto the remaining space on the drive 1 disk (or VOL3) 
until an identical file descriptor is encountered on the destination volume, 
fee following message is then displayed: 

DUPLICATE FILE - CK TO COPY (WWQ}? (full file descriptor of output file 

displayed here) 

A Y response causes the destination file to be overwritten with fee source file. 
An N response or just a carriage return causes fee source file to be bypassed 
and execution continued until another identical file descriptor is found or all 
files are copied. fee volume ID field in fee file descriptor of each 
transferred file is change! to VGL3. A Q response causes BAOOIP to terminate at 
that point. 



BACKUP 


Example 5 - Append files automatically 
-BACKUP VOLl;,VOL2:;AY 

starting filb-by-file backup process 

OOP! ALL FILES, SELBCT FILES, OR QUIT (A/S/Q)? A 

The unprotected files in the default user raxter and catalog on ¥QL1 are added 
to VOL2. Any file on WO having the sane user renter, catalog name, file name, 
and extension as tie file to be copied from V0L1 is replaced by the file from 
VOL1. 


NOTE 

When the Y option is used, ary destination volume file 
which has file name and extension fields identical to 
the file name and extension fields of a file on the 
source volume, is deleted and replaced by the source 
volume file, which could have different content. If a 
choice of deleting or not is desired, the BACKUP corasand 
using the A option alone should be used. 


Bcample 6 - Traek-by-track backup with continue 

-BACKUP ffDOl,fFD02;UC 
STARTING TRACK-BY-TRACK BftGKOP FK3CESS 


Use backup will go to completion even theugh bad sectors exist on one of the 
disks. This option is useful when dealing with disks that have known bad 
sectors which are not being used or the user is attempting to salvage as much 
data as possible. Anytime a bad sector is encountered, the data for that sector 
on the receiving disk must be considered useless. 

Each time a bad sector is encountered, the error message handler will report the 
error. The record raster field represents the sector that caused the problem. 
If the command field says READ, the bad sector is on the input disk; a oonmand 
field of WRITE indicates the error was on the output disk. 


Example 7 - Append files starting with a specific file 

-BACKUP SYS:99,V0L1: ;AS 
STARTING FILE-BY-FILE BACKUP PROCESS 
COPY ALL FILES,SELECT FILES, OR QUIT (A/S/Q)? A 
ENTER RESTART FILENAME (HOODING USER NUMBER) 

93..TEST.SA 

A file-by-file backup of files under user raster 99 with current default catalog 
name will take place, starting with file SYS:99..TEST.SA and continuing to the 
end of the directory. This nocks with select files as well. 
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temple 8 - Append files (disk capacity exceeded) 

^BACKUP V0L1:*.*,V0L2:*.*;A 
STARTING FILE-BY-FILE BACKUP PROCESS 
OOP? ALL FILES, SELECT FILES, OR QUIT (A/S/Q)? A 
**QUTPUT DISK BOLL** CONTINUE (Y/N)? ¥ 

REIMS OUTPUT DISC WITH Ml INITIALIZED DISC 
ENTER THE « VOUME NAME WHEN READY TO PHOCBID ¥OL3 

The file-by-file backup filled the first disk, and the user is given the chance 
to mount another volune and enter its existing volume name. The new disk must 
also have been initialized with INIT. (NOTES The volar® name cannot be changed 
at this point, even if option R was originally selected. Also, the disk need 
not be in the sa®e drive). If the hard disk drive needs to be spun down to swap 
cartridges, this must be done after answering Y to ...CONTINUE (Y/N)? and 
prior to entering the new volaoe name. 


temple 9 - Selective backup by criterion 

“BACKUP VOL1:*.*,VOL2:;A 
STARTING FILE-BY-FILE BACKUP PROCESS 
COPY ALL FILES,SELECT FILES,OR QUIT (A/S/Q)? S 
DO YOU WttfP A DATE RANGE (Y/N)? Y 

ENTER DATE RANGE ER0H-7Q {m/DD/YI-tm/OD/YI} 5/20/80-3/15/81 
or, if only one date is desired, enter 6/23/80 

Files with a date before May 20, 1980 or after February 15, 1981 are not 
considered for selection if other selection criteria exist, or are not copied if 
date range is the only selection criterion. Only files on the source disk are 
used for selection. 

DO YOU mm file/family sh^ction {Y/N}? y 

Mffi FILE/PAMILY SECTIONS ONE AT A TIME (UP TO 10) . 

HIT RETURN ON EMPTY LINE TO TERMINATE SELECTIONS. 

ENTER NAME *.S& 

ENTER NAME PAY.* 

ENTER NAME 22..SYST1M.SY 
BITER NAME CATS.*.* 

MER MAME(CR) 


mote 

If volume, user number, or catalog is omitted from a descriptor, the 
usual default is not used. Instead, the corresponding entry from the 
input field of the command line is used for *, for user nuatoer and 
catalog, if a device was specified). 

The following files are selected: All files with the extension SA; all files 
with the file name PAY; all files with a user number of 22, the file name of 
SYSTB4, and an extension of SY; and all files with a catalog name CATB. 


BACKUP 


A maximum of to selections by family category can be specified. A file will be 
accepted if it passes ary of the ten selection-by-category tests. If the Date 
Selection, feature is active, the file must pass the date criterion before being 
considered for selection according to the family categories. Note that criteria 
expressed on the command line must also be satisfied. For example, had user #15 
teen specified on the command line, the entry CAIB.*.* would not have obtained 
the descriptor VOLl:*.CATB.*„* as it does in the example as given, but the 
descriptor V0L1:0015.CATB.*.*. 


Bxaiple 10 - Selective backup by file descriptor 

^BACK UP VOLl:».can,VOL2:.CAT2;& 

STARTING FILE-BY-FILE BACKUP PROCESS 

COPY ALL FILES, SELECT FILES, OR QUIT (A/S/Q) ? S 

DO YOU WANT A DATE RANGE (Y/N)? N 

DO YOU mNT FILE/FSMILY SELECTION (Y/N>? N 

OK TO COPY (Y/N/Q)? VOL2:0915.CAT2.FILEl.SA Y 

OK TO COPY (Y/H/Q)?-.. 


All unprotected files of ary user on ¥OLl having a catalog name of CATl are made 
available for copying. Each file descriptor is displayed as modified for the 
destination by the entries in the output field. 


Exaiple 11 - Reorganized backup, hard disk to diskette 

« »BACKUP SYS:915,SAVB:;R 
WARNING—INPUT DISK IS LARGER THAN OUTPUT DISK 
STARTING FILE-BY-FILE BACKUP PMCESS 
COPY ALL FILES, SELECT FILES, OR QUIT (A/S/Q)? A 
MTSR NEW TOUffi H a»2 

HfTER DESCRIPTION (MAX 20 OllffiliCTBS) PASCAL STUFF 

THE OUTPUT IS VOL « S&V2 USER# = 0317 DESC * PASCAL STUFF 


Volume SAVE is initialized (all files on it are lost). Its volume ID becomes 
SAV2, its user master becomes the user's current default (317), and its 
description becones PASCAL STUFF. Ml user master 915 files on SYS: under the 
user's default catalog are then copied to SAV2 under the user's default user no. 
(317) and catalog. 
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4.2.2 Mild S-Record Utility (BUILDS) 


BUILDS 


The BUILDS utility transforms a binary load module into a file of ASCII-encoded 
information which may then be transported to another system for further use. 
We format of tie records in the file is Motorola S-record, so called because 
each record begins with a byte containing the code for an ASCII "S" — for start 
of record. 

the ASCII (American Standard Code for Information Interchange) code is commonly 
used to represent information being transported between systems or contained in 
the various storage media. The alphabetical character "H", for example, is 
represented by the hexadecimal muter 48 in ASCII. Any means of representing 
"48" which suits the particular nature of a transmission or storage medium can 
now be used, and the information inherent in the original "H" will be preserved. 

The types of S-records generated by BUILDS are: 

50 Starting record. Contains task name. 

51 Data record for block starting at address that fits in 16 bits. 

52 Data record for block starting at address that requires 24 bits. 

58 Biding record if program start address requires 24 bits. 

59 Ending record if program start address fits in 16 bits. 

Refer to Appendix A for additional information on the makeup and function of 
S-records. 


BUILDS Comnand Syntax 

BUILDS Cinput field>[,<output field>] 
where: 

input field Is the descriptor of the load module file. A minimum of the 

file nane field is required. .LO is the default extension. 
Beginning with version 4.0 of VERSAdos, BUILDS accepts .SY 
files. .LO was the only allowable extension for previous 
versions. 

output field Is the descriptor of a file in which the generated S-records 
are to be stored. If not specified, the extension will be 
.MX. If an output field is not specified, the generated 
S-record file is stored on the default volume under the input 
field file name with extension of .MX. 


V 
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Build S~Record Utility Exanples 
-BUILDS PAY!H . LO ,PAYREJC.XY 

VERSAdos searches the default volume, user number, and catalog for PAYIN.LO. A 

file of S-records is then created from the load module cote. The file is stored 

cm th® default volume under the name PAYRBC and is given the specified 
extension .XY. 

-BUILDS PAYIN,PAYRBC 

VERSAdos searches the default volume, user number, and catalog for PAYIN, 

assuming an extension of ,L0. BUILDS then creates a file of S-records and stores 
it on the default volume under the specified name PAYSRBC, sullying a default 
extension of .MX. 

-BUILDS PAYIN 

VERSAdos searches the default volume, user number, and catalog for PAYIN, 

assuming an extension of .LO. BUILDS then creates a file of S-records and stores 
it on the default volume under .the default name PAYIN, supplying a default 
extrasion of .MX. 

If the input file is empty, the message 
LQMMQOOLE IS EMPTY 

is displayed. The resulting .MX file will have nothing in it. 

If a file by the sane name as the output file name already exists, the question 
PILE EXISTS - OK TO OVEWRITE (Y/N) ? 

is displayed. Entering Y will cause BUILDS to replace what is currently in the 
file with the usual S-record output. Entering N will cause BUILDS to step 
without changing the existing file. 
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4.2.3 Connect Utility (CONNECT) 


OMECT 


The CONNECT utility allows the user at a terminal ©n a VERSAdos system to 
cooraunicate with a second computer which is connected to a second port. It 
produces the sane effect as physically disconnecting the terminal from the 
VERSAdos system and connecting it to the second computer, without having to 
touch a iy cables. 

CONNECT Coraiiand Syntax 

CONNECT <device name>[,<exit character)*][;L[=<line #>]] 
where: 

specifies the device name of a second terminal port. 

specifies a character which, when entered, allows the 
user to discontinue the CONNECT mode. The default exit 
character is CTRL-V. TO select a different exit 
character, enter any alphabetic character (A to Z) in 
this field. The exit character then becomes the 
corresponding control character (CTRL-A to CTRL-Z). 

specifies the line on Which the aXMECT reminder message 
should be displayed. This option is functional only 
when CONNECT is invoked from an EXORterm 155 or VME/10. 
The default is line 25. A different line may be 
specified by entering the appropriate number, from 10 to 
25, in this field. 


EXORterm 155 and VME/10 users may utilize the L option to achieve a friendlier 
interface. When L==n is specified, QQIM3CT performs the following functions on 
the terminal from which it was invoked before connecting the terminal to the 
other port. 

a. Reset of the display screen. 

b. Set up of the virtual screen (i.e., the area which scrolls while in 
CONNECT mode) as lines 1 through 1-n. 

c. Display of the following message cm line ns 

CONNBCTed to #CNxx — type CTRL-x to exit. 

The CONNECT utility logically short circuits two ports — the port to which the 
user's terminal is attached and the port specified in the first argument on the 
conmand line. All characters and break signals entering the first port are sent 
to the second port instead of following normal VESSMos channels. Conversely, 
characters and break signals entering the second port are sent directly to the 
user's terminal port. 

To discontinue the COWECT mode of operation, enter the exit character from the 
terminal on which CONNECT was invoked. 


device name 
exit character 


line # 
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Only the system administrator (user 0) can invoke the CONNECT utility, because 
it uses privileged operating system calls. furthermore, CMH3Ct say be run only 
if both ports used fall into the following categories? 

\*®/10 keyboard and display screen 
VH02 local ports 
MMM00 ports 

OOtBIBCT is not supported for other serial ports. 

Conner my be invoked from a chain file. Because the computer ejects to 
receive input from a terminal whenever CXMS3CT mode is invoked, it continues to 
do so even when invoked from a chain file. Therefore, input is taken from the 
terminal from which the chain file was invoked, rather than from the chain file. 
GOm will not work when executed in batch mode. 


Ogjtggr Utility Examples 
Example 1 

■OOIWBCT #€U02 The; user's terminal is connected to the device 

attached to port #0102. CTRL-V will exit from 
CONNECT. 

Example 2 

®OMiBCT #0101,X The user's terminal is connected to the device 

attached to port #Q»1. CTRL-X will exit OOMf. 


Mamie 3 

■CONNECT #c»lfi>24 The user's teminal is connected to the device 

attached to peart #0101. CTRL-V will exit OOtBIBCT. 
The r em inder message is displayed on line 24 as 
follows: 

OQNNBCTed to #0101 — type CTRL-V to exit. 
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4.2.4 Copy Utility (OOPS) 


COPY 


The OOP! utility copies a file onto the same volume under a new file rmaa or 
onto another volume under the same or a new name. Mo data conversion is 
performed. Options to the basic ommni allow a file to be appended to the end 
of an existing file, packing of data in an indexed sequential file, character- 
by-character comparison of existing files with display of byte differences 
within records, and character-by-character comparison of a copied file and the 
original with display of byte differences within records. COPY output can be 
directed to the system printer. 


(DP! Qomnand Syntax 

OOPY <input field>,<output field>[,<list field>] [;<options>] 
where: 

input field May be any file name or device name. 

output field May be ary file name or device name. 

list field May be & file name or device name. 

options May be A, B, N, P, Y, V, or V and T, as follows: 

A - Append option. Causes the file specified in the 
input field to be appended to the end of the file 
specified in the output field. 

B - Copy Verify option. Cwses the output field file to 
be created from the input field file, and then 
compared against the input field file. 

N - This option will automatically bypass copying an 
input field file to an output field file if the 
output field file already exists. 

p - 'Pack option. Specifies that all unused space within 
an indexed sequential file is to be reclaimed, 
thereby generating tightly packed output files 
requiring less disk space. 

Y - This option will automatically overwrite output 

field file names that currently exist. 

V - Verify option. Verify-only function which causes 

the output field file to be compared against the 
input field file. Differences, when found, will be 
displayed. 

T - This optima, which can only be used with the V 
option, will output only the first difference 
encountered for a given record. 

Any copy request that contains an invalid option will result in display of the 
appropriate status message, task termination, and display of the HELP panel. 
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Copy Utility Beaties - Single Maae Operations 

Bcaapl© 1 - On the same volume, duplicate a file and give it a new name. 

-COSY V0L2: .. INDX.CFrNIiJDX 

When executing this command line, the operating system assumes default values 
for user number and catalog name and uses the default volume for the output 
field volume ID. If the default user owns INDX.CF (or is system administrator), 
the file is rewritten on the disk called ¥OL2 under the new name NIMDX. The 
extension of the input field file, .CP, is supplied. The input field file 
itself is unchanged. 

A comparison of the copied file with the original can be obtained by specifying 
option B. The command line would then be: 

=OOPY V0L2: .. IH)X.CP,NItiX;B 


If the output field file (the file mist exist) and input field file require 
comparison, but no copy function is desired, option V is used. A valid 
eosparisott is indicated by the return of the system prompt (*). Otherwise, 
differences between the two files are displayed as described below. 

A listing of differences can be obtained only by using the V or B option, with 
the output directed to the printer as follows: 

“COPY V0L2:. .Il«X.CF,NINDX,#PR;<option> 

Figure 4-1 shows a typical example. 
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OOPY 


Example 2 - to the default volume, append one file to a second under the name of 
the second file. 

»CM IM)E2C.CF f XREF.CF;A 

Default val as for volume name, user mater, and catalog name are ass»raed« If 
the proper file ownership exists, ltDEX.CF is affixed to the end of file 
XREF.CF, as requested by the specified A option. INDEX .OF is unchanged. 

Note that the append option requires that all files appended be of the sate type 
and attributes. 


Exaaple 3 - On the same volume, copy an existing indexed sequential file to a 
new file name, but pads the file. 

“COPY EESORMSG.SA,SAVE.ERRQBMSG.SA;P 

Default values for voltsae, catalog, and user meter are assumed. The system 
will search the default volume for the input field file and copy it to the 
output field file, packing it so that minimum disk space will be used for the 
output field file. 


Copy Utility temples - TWo Volume Operations 

Example 4 - Duplicate a file under the sane file nae on another volume. 

“COPY INDEX. SA,V0L2; 

Default volume ID, user renter, and catalog name are asstmed. The system 
searches the default volume for the specified file. If proper ownership exists, 
an identical file is created on VOL2 under the input field file name, INDEX.SA, 
which is itself unchanged. 


Exaaple 5 - Verify two files on different volumes, creating a file of 
differences to list and save. 

“COPY XREF1.L0,V0L1:. .XREF2.LO,P(XJT.SA;V 

Default values are assumed for volume ID, user raster, and catalog name. The 
system searches the default volume for the source file. VOLL is searched for 
the destination file. (taraeter-^sy-cbaraeter cosparisoo requested by the V 
option is performed and differences placed in a new file named POUT.SA on the 
default volume, user meter, and catalog. 

A listing of this file of differences can now be obtained. Although the COPY 
command could be used, a better method is to use the LISP command because it 
provides formatting and pagination, and skips perforated folds. The caaraand 
line wooM bes 

“LIST POOT.SA f #M 
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Copy Utility temples - Single ¥Qlurae (derations 

Example 1 - On the sane volume, duplicate a file and give it a new name. 

■COPY V0L2:..If©X.CF,NINDX 

Wien executing this command line, the operating systaa assures default values 
for user number and catalog name and uses the default volume for the output 
field volune ID. If the default user owns INDX.CF (or is system administrator), 
the file is rewritten on the disk called W0L2 under the new name NINDK. The 
extension of the input field file, .CF, is supplied. The input field file 
itself is unchanged. 

A comparison of the celled file with the original can be obtained by specifying 
option B. The command line would then be: 

"COPY V0L2:.. IftDX.CF,NIM)X;B 


If the output field file (the file must exist) and input field file require 
comparison, but no copy function is desired, option V is used. A valid 
comparison is indicated by the return of the system proapt (=). Otherwise, 
differences between the two files are displayed as described below. 

A listing of differences can be obtained only by using the V or B option, with 
the output directed to the printer as follows: 

“COPY VOL2:. .ItI2X.CF,NXtIK,#PR;<optian> 

Figure 4-1 shows a typical example. 
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Bxatnple 2 - CM the default volume, append one file to a second: under the name of 
the second file. 

“COPY I1®M.CF,XREF.CF|A 

Default values for volune name, user number, and catalog name are assumed. If 
the proper file ownership exists, IftDEX.CF is affixed to the end of file 
XREF.CF, as requested by the specified A option. IHJK.CP is unchanged. 

Note that the append option requires that all files appended be of the sane type 
and attributes. 


Example 3 - CM the same volume, copy an existing indexed sequential file to a 
new file name, but pack the file. 

•COPY ERROSa<SG.SA,SAVE.ERRORMSG.SA;P 

Default values for volume, catalog, and user number are assumed. The system 
will search the default volume for the input field file and copy it to the 
output field file, packing it so that minimum disk space will be used for the 
output field file. 


Copy Utility Examples - Two volume Operations 

Example 4 - Duplicate a file under the sane file name on another volume. 

•COPY IM>EX.SA,V0L2: 

Default volume ID, user mater, and catalog ograe are assumed. The system 
searches the default volume for the specified file. If proper ownership exists, 
an identical file is created on V0L2 under the input field file name, INDEX.SA, 
which is itself unchanged. 


Example 5 - Verify two files on different volumes, creating a file of 
differences to list and save. 

•COPY XRm.LO,VOLl:..XREE2.LO,POOT.SA;V 

Default values are assumed for volume ID, user number, and catalog name. The 
system searches the default volume for the source file. VOL1 is searched, for 
the destination file. Character-by-character comparison requested by the V 
option is performed and differences placed in a new file named POOT.SA on the 
default volume, user number, and catalog. 

A listing of this file of differences can now be obtained. Although the COPY 
OQHHand could be used, a better method is to use the LIST oonraand because it 
provides formatting and pagination, and skips perforated folds. The command 
line would be: 

•LIST POOT.SA,#PR 
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Example 6 - Copy an existing file to the specified output file# tat change the 
protect codes on the output file. 

=OOPY TEST.SH#TW.SACMBB) 

Default values for volune, user ranker# and catalog are assumed. The file 
TM?.SA will be identical to TESF.SA tat its protection code will have been 
changed. 


POPE Utility temples - Use of the * Character 

The * (sometimes referred to as the "•wildcard") can be used to represent one or 
more characters within a file descriptor field ©r to represent one or more 
entire fields. Its general meaning is "any" or "all" of the element it 
represents. As an entire field or fields# the asterisk can he used in the 
source or destination of both file descriptors. There must be a one-to-one 
source destination correspondence of asterisk-represented fields. When the 
asterisk is used to represent one or more characters within a field or fields, 
however, it must appear in corresponding character positions in like fields in 
the other file descriptor. If the asterisk appears at the end of a field, it 
can represent zero or more contiguous characters. If it does not appear at the 
end of the field, it may represent only one character. It is illegal to copy 
with family mode specified in the input field and a device in the output field. 
Only family type copy and/or verify request will output a status message as to 
the number of files copied and/or verified unless an error occurs. 


Example 7 - Asterisk used for catalog, file name, and extension fields. 

“COPY FIX:22.*.*.*,FIX:24.*.*.*;B 

All files on volume FIX: belonging to user 22 are copied to user 24 and then 
verified. Note that when copying between user numbers, the default user ranker 
(supplied at logon or with the USE conand (paragraph 2.3.1)) must be the 
destination user number. In other words, in the stove example, user 24 my copy 
user 22's files (unless protected); tat user 24 may not copy his files to user 
22. However, user 0 may copy files between any two user numbers. 


Example 8 - Asterisk used for extension fields. 

-COPY WORK.*,PAY.* 

Default values are assumed for volume ID, user number, and catalog name. All 
files named WORK with any extension are copied under the name PAY and given the 
corresponding extension. 
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Bsanple 9 - Asterisk used for non-specified following characters. 

*OQOT ST***,GO*.* 

Default values are assumed for volume ID, user number, and catalog nan®. Ml 
files of any extension whose names start with ST (regardless of following 
characters) are copied under corresponding new names starting with GO and having 
corresponding extensions. 


Example 10 - Asterisk used for beginning characters. 

*C0PY **CSBUG.*,**XBOG.* 

Default values are assumed for volume ID, user ntxnber, and catalog name. Ml 
source volume files of any extension with names beginning with any two 
characters and ending with CSBQG are copied to the destination file under names 
corresponding in the first two characters but ending in XBUG. Destination 
extensions also correspond to source extensions. 


Example 11 - Ose of asterisk to change catalog name. 

*€»PY CATM.*.*,CATA2.*.* 

Ml source files under the catalog name CATA1 are copied on the destination 
volume under the catalog narre CATA2. 


Use following dialog typifies use of the COPY command with the verify option: 

-COPY C*.*,F*.*;B 
COPY ALL OR SILBCT FILES (A/S) ? A 
SYS:24..FOBOL.LQ 
SW VERIFY 

FILE 1 SYS:24..COBOL.LO 
FILE 2 SYS:24..FOBOL.LQ 
SYS:24 .-.FVT.RO 
START VERIFY 

FILE 1 SYS:24..CVT.RO 
FILE 2 SYS:24.. FVT.RO 

FILES COPIED = 2 
FILES VERIFIED « 2 
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4.2.5 Delete Utility (DEL) 


DEL 


This utility removes a file name from a disk directory and frees all space 
allocated to that file. A single file, a list of files, or a family of files 
with the same file descriptor parameters can be deleted by executing a single 
oonmand. For later reference, a listing file containing displayed .messages as 
DEL executes can be created. 

DEL Gomnand Syntax 

DEL Cinput field>[,Coutput field>][;<option>] 


where: 


input field 


output field 


option 


May be any file name(s) or device name(s), such as 
NAME-1 [/NAME-2/NAME-N] . 

May be any file name or device name. The default value is 
the session terminal. If a f le is specified without 
extension, the default is .LS. 

Y, which automatically deletes all files in a family without 
prompting the user about each file. 


Delete Utility Examples 

Example 1 - Delete specified files. 

DEL TEST1.SA/TEST2,SA 

Default volume ID, user number, and catalog name values are used to find the 
files specified in the input field. A message is displayed indicating the 
deletion of the specified file when deletion is selected: 

DELETED V0L:21..TESTl.SA 
DELETED VOL:21..TEST2.SA 


Deletion involving the family notation allows the user to delete all files that 
satisfy the user family request. The user can request automatic deletion of all 
files or prompting of each individual file satisfying the family request by 
respectively selecting or not selecting the Y option. If the user requests 
prompting of each individual file, he will be given the opportunity to delete 
the existing file (Y), to bypass deleting the existing file (N), or to terminate 
the deletion process (Q). 

Unless otherwise specified, the default volume, user number, and catalog will be 
used in the deletion process. 
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Eixample 2 - Delete all *.SA files, requesting a prostpt for each file. 

DM. *.SA,#PR 

In this exanple, the user will be prompted for each file satisfying the family 
request. The confirmation message for each file selected for deletion will be 
directed to the printer. 

OK TO DELETE (Y/H/Q) VOL:21..TEST3.SA Y 

OK TO DELETE (Y/H/Q) V0L:21..TEST4.SA N 

The confirmation message "DELETED VOL:21..TEST3.SA" — where "VOL:21.." is the 
default volume, user nutter, and catalog — is then output to the printer. 


Example 3 - Automatically delete all *.LO files. 

DEL *.L0;Y 

In this example, automatic deletion of all *.LO files belonging to default user 
nutter 14 on the default volume SYS, under default catalog "blank", will occur, 
with the confirmation message being shown on the requesting device. For 
example: 


DELETED SYS:14..PATCH.LO 
DELETED SYS:14..TEST.LO 
DELETED SYS:14..LIB.LO 
DELETED SYS:14..DIRECT.LO 




4.2.6 Directory Utility (DIR) 


DIR 


Information describing the disk space allocation, location, and other attributes 
of each file in a volume are stored in the volume directory. Part or all 
information entered for a file can be obtained through use of the Directory 
utility. The basic command obtains complete file names under the default 
volume, user number, and catalog established at logon or with USE (paragraph 
2.3.1), and four options (used alone or in combination) provide greater file and 
volume detail. 

DIR Command Syntax 

DTP [<inpuc field>][,<output field>][;<options>] 
where: 

input field May be any file name or device name. 

output field May be any file name or device name. 

options Z - The Z option outputs the names of all files controlled 

by the default user ranter and user number 0. 

E - For any file name specified in the input field, the E 
option outputs all directory information (file type, 
data block and EAB sizes, update and access dates, and 
file's starting physical sector number). 

A - For any file name specified in the input field, the A 
option outputs all directory information, plus the 
physical sector numbers of all FAB's and data blocks of 
the file. Valid for volume owner or system 
administrator. 

NOTE 

Only the system administrator can use the DIR 
utility with the A option on a system volume. 

Others will get a PROTECT CODE ERROR and the 
E option will be used. 

S - The S option is provided as an aid to the user working 
with a large number of files on a volume. It arranges 
the DIR command output according to user number, catalog 
name, file name, and extension, and may be used alone or 
in combination with the A, Z, or E option. 

Sufficient memory is allocated to sort 200 (the default 
value) files. Should a ranter greater than this be 
encountered, the message FILE COUNT EXCEEDED - RETRY 
WITH LARGER "S' OPTION is displayed. The user nay 
respond by invoking the command as before, but with a 
specified number of files in the options field — for 
example, ;S=300 — in which case up to 300 files could 
be sorted. A number close to the actual number should be 
used since a larger risk of exceeding available memory 
exists with larger renters. 

The message NOT ENOUGH MEMORY FOR THIS 'S' OPTION might 
be encountered when using the S option. In this case, 
the user may reduce the number specified in the S 
option, or try again when memory is freed on completion 
of others tasks. 
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Directory Utility Baggies 

Example 1 - Display default catalog files alphabetically. 
-DIR ;S Hall input and output fields. 


01R VERSION 111 Fat 3 6/2S/82 39:50:37 

PIX:a021..eXAM»2.R0 
FIX:0021..EXANP2.SA 
FIX:0021..EXORSTAT.SX 
FIX:0021..F0RCE.R0 
fix:0021..frscxlis.ro 

FIX:0021•.PASPR06.L0 
FIX:0021••SCRT.R0 
FIX:0021..SORT.SR 


NUMBER FILES RETRIEYEO « 8 


Default user volume ID, user number, and catalog ions values are used for the 
corresponding null fields within the command line input field. Output defaults 
to the system terminal, which displays the complete descriptor of each file 
belonging to the default user, with the default catalog name, on the default 
volume. File names are arranged in alphanumeric order. 


Example 2 - Use of "wildcard" to obtain all catalogs. 
-DIR VOL2:,*,#PR1;S 


DIVERSION 111781 3 6/28/82 11:59:38 

VQL2:0G21..XFILE.SA 
VOL2:QQ21..MNEHOhS.TX 
V0'.2:0021 ..TEST2.L0 
V0L2:0321.FUSS.MNENONS.SX 
V0L2s0021.2I.SXNPLE.SX 
VCL2:0021.22.TEST,L0 


NUMBER FILES RETRIEVED « 6 


In this example, the "wildcard" asterisk {*1 is used in the catalog field to get 
a directory of all files belonging to the default user on all catalogs on volume 
V0L2. fhe S option causes alphabetic listing, and output is directed to printer 
#KL. 
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Exaggle 3 - Minimus couioand, Z option (obtains user 0 and logon user file names 
from default volume). 

*DIR 1 2 Mull input and output fields, Z option. 


CIS VERSION 111731 3 6/26/32 09:51:50 

FIX:QC3Q..IPl.SY 
FIX:0003..QU'*P.SY 
FIX:0C00..106.SR 
FIX:0000..VERSACCS.ST 
FIX:0C0Q..TASX3UNP.SY 
FIX:3030..ACCT.lO 
FIX:0000..asm.CO 


FIX:0000..SPLGUEUE.S0 
FIX:0021..PASCALIB. to 
FIX:0021..EXORSTAT.SA 
FIX:9021..EXAMP2.SA 
FIX:9021..SORT.SA 
FIX:0021..SORT.SO 
FIX:0021..FORCE.RO 
FIX:0021..PASPROG.LO 
FIX:0021..EXAMF2.R0 


NUMBER FILES RETRIEVED « 189 


Default volne ID, user mater, aid catalog name values established at session 
initiation or with USE are supplied fay VERSAdoe for the corresponding rail 
fields within the coranarri input field. Output defEmits to the system terminal, 
which displays the names of all files on the default volume controlled by the 
logon user and user raster 0. 


Exaragle 4 - Directory information for a specified file. 

®DIR SORT.SA,#PR;E File name input field, E option (contiguous file), 

device name output field. 


31R VERSION 111761 3 6/26/32 11:43:57 


FIX:0021..PASPROG.LO 
LOO 

START END EOF 
S1A4S2 51A52C 


• OF 

RECORDS toC RC FT 
PF PP C 


REC KEY FAB OB DATE DATE 

LEN LEN LEN LEN CHANGED ACCESSED 

- 6/26/32 6/23/82 


NUMBER FILES RETRIEVED ■ 1 
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■DIR PASPROG.LO;E File name input field, E option (sequential file) 


018 VERSION 111761 3 6/2S/S2 09:53:24 

FIX:0C21.•SORT.SA 

LOG * OF RFC RET FAS 03 DATE DATE 

START END EOF 8EC0R3S hC RC FT LEN LEN LEN LEN CHANGED ACCESSED 
S1A49B *1 A49B SA 101 PP PP S 0014 6/26/82 6/26/82 


NUMBER FILES RETRIEVED * 1 


In both examples, default values are used for volume, user number, and catalog. 
In the first example, output is directed to a printer. The E option results in 
the display or printout of the following information: 

START Starting and ending sectors of the specified file(s). 

EH) Useful only for contiguous files, as sequential and indexed 

sequential are shown with the sane sector ranter for start 
and end. 

LOG EOF Logical sector ranter in which the file ends (noncontiguous 

files). 


# OF RECORDS Number of records in the file (noncontiguous files). 


WC 

RC 

FT 

REC Em 

KM LEN 
FAB LEN 
DB LM 


Write protect code. 

Read protect code. 

File type: lD»indexed sequential, Ocontiguous, S=sequential 

Record length (noncontiguous files); if 0, then variable 
length records. 

Length of keys (noncontiguous files). 

Number of sectors in File Access Block (noncontiguous files). 
Data Block size in sectors (noncontiguous files). 


DATE CHANGED 
DATE ACCESSED 


NOTE: Refer to the VERSAdos Data Management Services and Programs Loafer User's 
Manual, RMS68KIO, for further description of key length, FAB's, and DB's. 
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Exaaple 5 - Directory and disk space allocation information for a specified 
file. 

-DIR VO[J:21.HJaS.MN£MONS.SA;A A cation {noncontiguous file). 


018 VERSION 3 t/U/12 13:03:*2 


¥QL2sOQ21* 

»URSeMiE*9NS 







DATE 


LOG 

• OF 

tic 

RET 

PIS 

m 

OATS 

START 

SHO 6CP 

ifCOtOS «C RC FT 

LEU 

LEU 

LEU 

LIU 

CHARGED 

ACCESSED 

$34 

134 $12 

144 pp p? 10 

C 

Q 

1 

a 

6/28/S2 

6/28/82 

MS P$« 

SATA 

START * iSC # SECT 

DATA 

START 

# KEG tf 

SECT 

$34 


S2C t 1 



S3S 


68 

8 



$m is 2 



$45 


n 

i 

SUi 

S5/S21 








TOTAL Sill 

3I/S21 








NUNiEK PILES RETRIEVES » 1 


For the specified noncontiguous file, option A provides the starting sector of 
each data block, the nuaber of records beM by each data block,.and thenatter 
of Motors used by each data bloc*, in addition to the information provided by 
the E option. Output defaults to the system terminal. 


Bxarcgle 6 - Volume ID display. 

-DIR #FD10 Device raster input field, null output and option fields. 


DEVICE F 310 IS VCLU*c VCL2 
USES NUK« 0021 0ESC« EXCRNRCS 


yiat»q>«v>« determines the voitjne ID, user number, and description of the diskette 
in the specified drive, and outputs this information to the default system 
terminal. 
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4.2.7 Disk Dismounting Utility (DISMOUNT) 


DISCOUNT 


This utility performs the carplementary function to the MOUNT utility. It 
forces the operating system to release control of a mounted VEKJAdos disk and 
sets the driver to reject all I/O requests for the device until a new MOUNT 
command is issued. Dismounting of a foreign disk also sets the driver to reject 
all I/O requests for the device. DISIOUNT is not functional on EXOftnacs 
Development Systems. 

NOTE 

The DISCOUNT utility is neither necessary nor allowed for disks connected 
to the I PC controllers — i.e., VERSAmodule Floppy Disk Controller (FDC), 
M68KVM20, and VERSAmodule Universal Disk Controller (UDC), M68KVM21. 


DISMOUNT Ccmrand Syntax 
DISMOUNT <input field> 
where: 

input field 1) Is a disk device mnemonic of the form #HDcd (hard disk) 

or 

fFDod (floppy disk) 

where c specifies a SYSGEN-specified controller ranter 
d specifies a SYSGEN-specified drive number 

or 

2) Is a VEKSMos volime nw consisting of one to four 
characters of the form xxxx: 

where the first character is alphabetic and the remaining 
characters are alphanumeric. 

For VERSAdos disks, the volume name and device mnemonic are interchangeable on 
he command line. For foreign disks, the device mnemonic must be specified. 

Dismounting Disks 

Follow the steps below to dismount a disk. 

a. Take the drive offline. For floppies, this is done by opening the drive 
door and removing the diskette. For hard disks, the procedure is 
drive-dependent. Consult the manufacturer's instructions. 

b. Invoke the DISMOUNT utility as described earlier. 

In normal operation, the only output that should be generated is the utility 
sign-on message. 

®Dia«Kr #ED02 
DISMOUNT Version xxxxxx x 

-DISMOUNT TEST: 

DISMCWT Version xxxxxx x 
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4.2.8 Dump Utility (DUMP) 


DUMP 


During program development ©r problem investigation, it is often useful to 
examine the contents of portions of a file or volume. The DIME 8 utility provides 
the user with this facility. 

Memory contents are "dumped" in compact hexadecimal form to the terminal or, 
optionally, are directed to the printer or to another file. Displayable ASCII 
characters are shown separately. 

The basic coomand provides display of the contents of all the logical sectors 
comprising a specified file. An option to the basic command allows the starting 
and ending logical sector numbers of a portion of a file to be specified. 
Instead of a file name, a physical device name or volume name can be specified 
in the command input field in order to dump from disk to console or, optionally, 
from disk to file or from disk to printer. 

Also provided is an interactive level under which the DUMP utility maintains 
control after execution of the initial command line. This level allows file 
portions to be dumped or (hanged one by one without entering the complete 
command line for each portion. 


DCUP Qaroand Syntax 

DUMP <input field>[,<output field>][;<option>] 
where: 

input field 


output field 
option 


starting sector. If S=nn is not specified, nn 
defaults to zero. 

mm represents the logical sector muter of the ending 
sector. If T=m® is not specified, mm defaults to the 
last sector number of the file. 

Bach logical sector mater (nn or mm) is an up to 
8-digit number expressed in decimal or, if preceded 
by a dollar sign, hexadecimal representation. 


May be (1) any file descriptor (minimum of file name and 
extension field required), (2) any device name, or (3) any 
volume name. 

May be any device or file naase. 

May be one of the following: 

S=nn,T=mm or I 

where: nn represents the logical sector ranter of the 


NOTE 

Sector numbers are physical when wily device 
or volume name is given as <input field> on 
the cenraancl line. 
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I causes entry into the DUMP utility interactive 
level. Mhen execution of the tXHP eonmand line is 
initiated and this level is entered, a greater-than 
symbol (>) prompt is displayed. Following the 
prompt, interactive level suboonroanas may be entered, 
as described in the following paragraphs. If the I 
(interactive) option is selected, all other normally 
valid options which were specified on the command 
line are invalid. If other valid options were 
specified, the following message is displayed: 

ONLY * I' OPTION PROCESSED 


Quit Dump Subcanroand Syntax (QUIT) 

>Q[UIT] 

where: 

Q or QUIT Is the subcommand for quitting the DUMP utility and returning 
control to VEBSAdos. 


Dual? Specified Sectors Subcommand Syntax (D) 
>D <starting sector>,[<ending sector>J 
where: 


D Is the subcommand mnemonic for dumping a specified portion of 

a file. 

starting sector Is a sector number within the file/device specified when the 
interactive level was entered. The renter may be expressed in 
decimal or, if preceded by a dollar sign ($), in hexadecimal 
representation. 


ending sector Is a sector number within the file/device specified when the 

interactive lew! was altered. The- number may he expressed in 
decimal or, if preceded by a dollar sign ($), in hexadecimal 
representation. 


Pomp Succeeding or Preceding Sector Sabeoaaaad Syntax Q 

>n <cr> 

where: 

(CJQ Carriage return only dumps the next succeeding sector. 

*(08) Circumflex (hex SB), followed by a carriage return, dumps the 

previous sector. 
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Provision has been made within the DUMP utility for changing a file. The 
contents of a specified sector may be read into a sector change buffer, 
modified, and written bade to disk. Modification is performed in a manner 
similar to the technique used in the PATCH utility except that DUMP does not 
recognize assembler mnemonics. The general procedure is: 

a. The I option is specified on the KMP conmaM line to enter the 
interactive level. 

b. The contents of a sector are read into the sector change buffer, using 
the R subcommand. 

c. The M subcommand is used to enter the change mode and display a 
particular starting byte. On the sane M subcommand line, the desired 
change is effected, using one of the PATCH utility change modes. 

d. When the buffer contents are correct, typing a period {.) returns to the 
DUMP prompt (>), and then the W subcommand is used to write out the 
sector to disk, thus making the actual change to that sector in the file. 


Two additional subcommands, S and F nn, are provided in the interactive level. 
S allows the sector change buffer contents to be displayed. F nn allows the 
buffer to be filled with any one byte value of the user's choice. 


Subcommand Syntax (R) 

>R nn 
where: 

R Is the Read subcommand mnemonic. 

nn Are one or more digits (decimal assigned unless preceded by $). 

Execution of this command causes the logical sector nn of the file, device, or 
volune specified on the DUMP command line to be read into the sector change 
buffer. 
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Fill gabeamand Syntax (F) 

>F nn 
where: 

F Is the Fill subcommand nnemonic. 

nn Are one or two digits (hexadecimal assumed). 

Execution of this command fills each byte in the sector change buffer with the 
hex digits nn. 


9kw MaccBraand Syntax (S) 

>S 

where: 

S Is the Show subconinand nnemonic. 

Execution of this command displays the contents of the sector change buffer. 


Better Change Mode Subcommand Syntax (M) 

>M rm 
where: 

M Is the Enter Change tote subcommand mnemonic. 

nn Are two digits (hexadecimal assured). 

Execution of this command causes entry into the change mode at the byte offset 
tm from the start of the sector change buffer. The specified byte is displayed 
and, at the same comrana line, changes to the buffer may be effected (starting 
at the byte displayed), exactly as described for the PATCH utility. Byte 
offsets are analogous to addresses as described in the PATCH utility. Changes 
ran be trade only within the boundaries of the current sector change buffer. The 
change is applied to disk oily after execution of the W subcommand. 
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Wcite Subcommand Syntax (W) 

>W [rm] 
where: 

W Is the Write subcommand mnemonic. 

nn Is a one-or-more digit sector number (decimal assumed unless 

preceded by $). 

Execution of the W command without a sector number may be performed only after a 
sector change buffer has been read. It will write the current contents of the 
sector change buffer back out to the sector from which it was originally read. 

Execution of the W nn command writes the current contents of the sector change 
buffer to sector nn. Unlike the W subcommand given without a sector number, 
W nn may be used even if the sector change buffer has not yet been read in. The 
initial content of the sector change buffer is all zeros. This may be modified 
by reading a sector into the change buffer, using the M nn subcommand to set 
specific bytes in the change buffers, or using the F nn subcommand to fill the 
change buffer with constant byte values. In every case, the W nn command may be 
used. This form of the W command may not be used on non-contiguous files. 


Out Subcommand Syntax (OUT) 

XXJT <name> 
where: 

OUT Is the Out subcommand mnemonic, 

name Is a file or device name. 

Execution of this subcommand directs the listing to the name specified. <name> 
may be a file or device. The listing will continue to be directed to <name> 
until another Out subcommand is executed. 


DUMP 


>HELP 

Execution of this subcommand causes the following display: 
Legal options in interactive mode are: 


•D S,T' 


To dump from sector S to sector T; a leading '$• implies hex. 

TO dump the next sector in succession. 

To dunp the previous sector. 

To read sector S into change buffer. 

To display the sector change buffer. 

To fill the sector change buffer with S; S is assumed to be 1-byte 
hex. 


'OUT HftME* 


•QUIT' 


To enter change mode at offset S; S in the range from 0 tc FF 
(always hex). 

To write the previously read sector change buffer. 

To write out to sector N a change buffer that has not previously 
been read in. Cannot be used with nan-contiguous files. 

To redirect listing to file or device name. 

To quit. 


The listing below resulted from the following procedure. 


“CHIP PATCH.LO,# 


•DUMP PATCH.LO/#PR;I 


Executing this line produces a scrolled display which 
may at any time be stopped by keying in CTRL-W. It 
may be restarted by pressing any other character. 

The interactive mode is called and the printer is 
attached. 


>D $C,$D Executing this line lists the specified sectors and 

(other file portions nay returns the interactive mode prompt, 
be daiped similarly) 


X2DIT 


DUMP is exited and control returned to VERSAdos. 



DIMP 


Had the sectors of interest teen known initially, the listing shown in Figure 
4-2 could also have been produced without entering the interactive note. The 
command line would be: 

=*DWSP PATCH .LO,#PR; S=$C , T=$D 


DUMP VERSION 1211 SI 3 2/24/82 13:24:42 DUMP CP FIX :C..PATCH.tc 

$N = SC 12 
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FIGURE 4-2. Typical OTP 
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4.2.9 DuBfi Analysis Utility (DUMPANAL) 


OWPMAL 


The DUHPANAL utility analyzes the contents of a system crash dump. It will list 
various system tables and any memory locations as they appear in the dump file. 

A system crash dump is saved on disk as a result of the firmware-resident debug 
monitor BD command, or by using the DUMP button on the front panel of an 
BCQltoacs. 

DUMPANAL is an interactive operating system debugging tool. Output can be 
directed to the user 9 s terminal or can be redirected to a printer. 


DCMPAMRL CasHtaod Syntax 

DUMPANAL [Cinput field>][,<output field>] 
where: 

input field Is the file descriptor of the dump file to be analyzed. If 

no file descriptor is supplied, then the user's default 
volume and user ID are assumed with a filename DUMP.SY. 

output field Is the name of the device where output will be listed. If no 
output field is given, the default is the user's interactive 
terminal. 

DUMPANAL responds by displaying a prompt for entry of subcommands: 

DMPA:> 

Quit Subcommand Syntax (QUIT) 

EMPA:>Q[UIT] 

where: 

Q or QUIT Is the subcommand for terminating the DUMPftNAL utility and 

returning control to VERSAdos. 


Address Dump Subcommand Syntax (AD) 

EMPA:>AD <addressl>[,<offset>] <address2> 
where: 


AD 

addressl 

offset 

address2 


Is the subcommand to dump a block of memory in hex format. 

Is the starting address of the block of memory to be dumped. 

Is a hex value that will be added to <addressl> to determine 
the starting address of the block of memory dumped. 

Is the ending address of the block of memory dumped. 


I 
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Channel Qsntrol Block Suboomand Syntax (OSS) 

dmpa:»cect6] 

where: 

CCBS or C Is the subeoomaind to dasp the contents of all Channel Control 

Blocks known to the system. 


Free Memory Subcommand Syntax (FREE) 

DMPA:>F[REE] <partition#> 
where: 

FREE or F Is the subcommand used to list the free memory list for any 

memory partition. 

partition # Is the memory partition number. 


Global Segment Table Subcommand Syntax (GST) 

MPAiXSEST] 

where: 

GST or G Is the subcommand to list all entries in the Global Segment 

Table. Each entry describes the size and attributes of a 
globally or locally shareable segment. 

See Appendix E, paragraph E.5, of the Real-Time Multitasking 
Software User's Manual, M68KRMS68K, for a description of the 
Global Segment Table. 


Map Subcommand Syntax (MAP) 

EMPA:>M[AP] 

where: 

MAP or M Is the subcommand for listing the limits and size of each 

memory partition and the free memory list for partition 0. 

See Appendix E, paragraph E.9, of the Real-Time Multitasking 
Software User's Manual for .a description of the Memory Map 
and Free Memory List. 
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Memory Dump Subcommand Syntax (MD) 

LMPA:>MD <addcess> [, <offset>j <# bytes> 
where: 

HD Is the subcommand used to dump a block of memory in hex 

|, format. 

address Is the starting address of the block of memory to be dumped. 

offset Is a hex value that will be added to <address> to determine 

the starting address of the block of memory dumped. 

# bytes Is the number (expressed in nex) of bytes to be dumped. 

Offset Subcommand Syntax (OFF) 

EMPA:>OFF <address> 
where: 

OFF Is the subcommand used to set a default memory address offset 

for use by the MD and AD subcommands. 

address Is a hex value to be used as a memory address offset. 


Output Subcommand Syntax (OUT) 

DMPA:>OUT <devioe> 
where: 

OUT Is the subcommand used to select an output device. 

device Is the output device. # selects the user's terminal; #PRn 

selects a printer. 


Periodic Activation Table Subcommand Syntax (PAT) 

EMPA:>P[AT] 

where: 

PAT or P Is the subcommand used to list all of tl>e tasks with entries 

in the Periodic Activation Table as a result of having 
delayed or requested periodic activation. 

See Appendix E, paragraph E.10, of the Real-Time Multitasking 
Software User's Manual for a description of the information 
found in the Periodic Activation table. 
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READY Subcommand Syntax (READY) 

DMPA:>R[EADY] 


where: 


READY or R 

Is the subcommand used to list selected information about 
each task currently on the 'Ready 8 list (these tasks are 
waiting to run). The information is taken from the Task 
Control Block associated with each task. 


See Appendix E, paragraph E.2, of the Real-Time Multitasking 
Software User's Manual for a description of a Task Control 
Block. 

Register Subcommand Syntax (REGS) 

DMPA:>RBGS 


where: 


REGS 

Is the subcotmand used to list the contents of the program 
counter, status register, and all address and data registers 
at the tine of the system crash. 

Stack Subcannand Syntax (STACK) 

DMPA:>STACK 


where: 


STACK 

Is the subcommand used to dump 200 (hex) bytes of the system 
stack area. 

System TCB Subccamand Syntax (STCB) 


EMPA:>S[TCB] 


where: 

SFCB or S Is the subcommand for listing selected informatics about each 

system task currently known to the system. The information 
listed is taken from the Task Control Block associated with 
each task. 

See Appendix E, paragraph E.2, of the Real-Time Multitasking 
Software User's Manual for a description of a Task Control 
Block. 
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System Parameters Subcorotsand Syntax (SYSP) 

EMPA:>SY[SP] 

where: 

SYSP or SY Is the subcoranand for listing the system parameters. 

fee Appendix E» paragraph E.l, of the Real-Time Multitasking 
Software User's Manual for a description of system 
parameters. 


Tables Subcommand Syntax (TABL) 

DMPA:>T[ABL] 

where: 

1ABL or T Is the subcommand for listing all of the tables recognized by 

DUMPANAL. The TABL subcommand is the equivalent of entering 
the following subcommands: 

SYSP 

REGS 

STACK 

TRAP 

MAP 

TCB 

READY 

PAT 

UST 

GST 

CCBS 

TRACE 
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Task Subconroand Syntax (TASK) 

DMPA:>TASK <task name>[ <sessior>] 
where: 

TASK Is the subcommand used to request a detailed list of 

information about one task. 

Hie information listed is found in the Task Control Block and 
Task Segment Table for the given task. 

See Appendix E, paragraphs E.2 and E.3, of the Real-Time 
Multitasking Software User's Manual for descriptions of the 
Task Control Block and Task Segment tables. 

task name Task name can be entered as a 4-character ASCII value or as 

an 8-diaracter hex value preceded by $. 

session Session can be entered as a 4-character ASCII value or as an 

8-character hex value preceded by $. If no session is 

entered/ the first task found with the given task name will 
be listed. 


Task Control Block Subeosroand Syntax (TCB) 

EMPA:>TCB 

where: 

TCB Is the subeomnand for listing selected information about each 

task currently known to the system. The information listed 
is taken from the Task Control Block associated with each 
task. 

See Appendix E, paragraph E.2, of the Real-Time Multitasking 
Software User's Manual for a description of a Task Control 
Block. 


Ttace Subccstroand Syntax (TRAC) 

MPA:>TR[AC] 

where: 

TRAC or TR Is the subcounand used, to list the System Trace Table 

entries. The entries are listed in chronological order from 
the oldest to the most recent. The time that each entry was 
built and the difference in tima between entries is also 
listed. 

See Appendix E, paragraph E.7, of the Real-Time Multitasking 
Software User's Manual for a description of Trace entries. 
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Trap Subeotigaand Syntax (TRAP) 

EMPA:>TRAP 

where: 

TRAP Is the subcommand for listing the Trap Instruction Assignment 

Table and the Trap Instruction Owner table. These tables 
indicate Which Trap instructions are currently owned by 
server tasks. 

See Appendix E, paragraph E.l, of the Real-Time Multitasking 
Software User's Manual for a description of the TIAT and TIOT 
tables. 


User Semaphore Table Subcommand ^mtax (UST) 

DMPA:>US[T] 

where: 

UST or US Is the subcommand to list all entries in the User Semaphore 

Table. 

See Appendix E, paragraph E.6, of the Real-Time Multitasking 
Software User's Manual for a description of the User 
Semaphore Table. 


User TCB Subcommand Syntax (UTCB) 

IHPA:>U[TCB] 

where: 

OTCB or U Is the subcomnand for listing selected information about each 

user task currently known to the system. The information 
listed is taken from the Task Control Block associated with 
each task. 

See Appendix E, paragraph E.2, of the Real-Time Multitasking 
Software User's Manual for a description of a Task Control 
Block. 
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DtMPMmL - Sunnary of SubcoBBtands 

Program Control Commands 


OUT <devioe> 

Send output to <device>. 

QUIT 

Terminate program. 

Msaory Dump Ctennds 



®F <address> 

Set default memory address offset to <address>. 

MD <addressl> [, <offset>} 

<# bytes> 

Dump <# bytes> starting at <addressl> + <offset> 

AD <addressl>[,<offset>] 

<addr@ss2> 

Ducegs memory <addressl> to <addr@ss2>. 

REGS 

List registers at time of crash. 

stack 

Dunp $200 bytes of system stack area. 

List System Ifeble Commands 

ass 

Channel Control Blocks. 

FREE n 

Free Memory List for memory partition n. 

GST 

Global Segpent able. 

HAP 

Maury Map. 

PAT 

Periodic Activation Table. 

READ! 

Task Ready List. 

STCB 

Syst«s Tasks. 

SYSP 

System Parameters. 

TABL 

All system tables. 

TASK <name>[ <sessien>] 

Detailed information about one task. 

TCB 

All tasks. 

me 

System Trace Table. 

WAP 

Trap Instruct ion Tables. 

UST 

User Semaphore Table. 

UTCB 

All user tasks. 
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4.2.10 Free Utility (FREE) 

Knowledge of unallocated space on a disk is often needed for file creation or 
editing, or before copying a file. The FREE utility determines and displays in 
dyiwwT and hexadecimal representation the total master of available sectors and 
the size of the largest available block of contiguous sectors in decimal and 
hexadecimal representation for a specified volume. 


FREE Gsmaand Syntax 

FREE [<volume ID>][,<list field>] 
where: 

volume ID is the ID of the volume from which allocation information is 

required. Device nasnes are not allowed. 

list field is the name of any file or physical device. If it is a file, 

the default extension is .LS. 


MOTE 

Only th? system administrator can use 
the FREE utility on a system volume. 
Others will get a PROTECT CODE ERROR. 


FREE Utility Example 

Exanple of minimum command line - null input and output fields. 


=FKEE 

VERSMos supplies the default volume ID established at session initiation (the 
null user number and catalog name fields are ignored) and directs the following 
message to the default system output device: 

VOLUME MM . 

DODDDDDD/HHHHHHHH TOTAL SECTORS AVAILABLE (decimsl/hex numbers with 
DDDODDDD/HHttfflHH LARGEST CMITIGUQUS SECTORS leading zeros blanked) 
DDD% OF SECTORS ARE AVAILABLE 
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4.2.11 Initialize Utility (INIT) 


INIT 


The Initialize utility, INIT, roust be used on all new disks. Additionally, new 
hard disks and double-sided diskettes roust be formatted — i.e., certain sector 
addressing information roust be written on them. (New single-sided diskettes 
must be initialized, but ordinarily do not require formatting.) 

INIT performs both of these tasks. Its interactive dialog permits the user to 
input information necessary for the Volume Identification Block (VID), including 
a volume ID of four alphanumeric characters (first character must be alphabetic) 
and a 20-character description (any ASCII characters). It will check user- 
specified configuration data against the actual disk configuration. If the disk 
is already formatted accordingly, it need not be reformatted. If an error 
occurs during this check, the first line of the configuration change request is 
output again. 

The INIT utility will write configuration information onto the disk. It will 
also generate a bootable disk from .SY files that require an absolute load 
address or that are position-independent, having a load address specified by the 
user at INIT time. During validation, the physical addresses of bad hard disk 
sectors are flagged in the Sector Allocation Table (SAT) and written in the 
Sector Lockout Table (SLT) by the INIT command. Detailed descriptions of 
logical disk and file structure, including the SAT and the SLT, are provided in 
the REPAIR utility discussion. 


CAUTION 

INIT MAY BE USED TO REINITIALIZE AND/OR REFORMAT A PREVIOUSLY USED 
DISK TO ALLOW ITS RE-USE. HOWEVER, IT IS RECOMMENDED THAT THE DIR 
UTILITY BE USED FIRST TO IDENTIFY THE CONTENTS OF THE DISK AND MAKE 
SURE NO WANTED FILES ARE PRESENT. FORMATTING WITH INIT DESTROYS ALL 
DATA ON THE DISK. INIT ALWAYS INITIALIZES THE DIRECTORY INFORMATION. 


NOTE 

Operation of the INIT utility differs slightly between IPC con¬ 
trollers (i.e., VERSAmodule Floppy Disk Controller (FDC), M6QKVM20, 
and VERSftnodule Universal Disk Controller (UDC), M68KVM21) and non- 
IPC disk controllers. 


INIT Caccmand Syntax 

INIT <device name>|<volume name>[;<option>] 
where: 

device name Is the drive in which the disk to be initialized is mounted; 
i.e., #FDQ0-#FD03 or #HD00-#HD03. 

volume name Is the name assigned to the volume; e.g., VOL1. 

NOTE : Vo lose names must not be the same as device names; 

e.g., FDO0-FDO3. 


option V, which allows the user to define load address of bootstrap. 

This option is ignored if 0 was not entered as user number. 
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Initialize Utility Example 
-INIT WINS: 

OK TO INITIALIZE #ED02 (Y/N) ? VOLUME WIN6 Y (The volume ID, if one 

exists, of the diskette 
in drive FD02 is dis¬ 
played after the ? as 
a reminder.) 


Data Density of media (S-single,D-double) D >(CR) 
Track Density of media (S-single,D-double)D >(CR) 
S-Single or D-Double sided diskette D >(CR) 

Media format (M-Motorola,I-IBM standard) I >(CR) 
Physical sectors/track on media(8 bits) 16 >(CR) 

Number of cylinders on media(16 bits) 80 >(CR) 

Interleave factor on media(8 bits) 1 >(CR) 

Bytes/physical sector on media(16 bits) 256 >C 


(Initializations done on 
non-IPC controllers allow 
the user to change the 
current configuration be¬ 
fore the disk is initial¬ 
ized. See discussion be¬ 
low for responses. These 
lines will not print out 
for initializations done 
on IPC controllers.) 


DO YOU KANT TO FORMAT DISK (Y/N) ? Y (If a new disk.) 

START FOIWAT 

ENTER NEW VOLUME NAME WIN6 

ENTER USER NUMBER 0 (Displayed for logon user 

0 only; user 0 will own 
volume.) 


ENTER DESCRIPTION (MAX 20 CHARACTERS) FLOYD’S WORK DISK 

DO YOU KANT THE BOOT STRAP (Y/N) ? N (Displayed only if user 0 

DO YOU mwr A DUMP AREA (Y/N) ? N was entered above.) 

DO YOU WANT TO VALIDATE SECTORS (Y/N)? N 


The following responses to the configuration information are recognized. 

(CR) - Retain current value and issue prompt for the next item. 

Q - Terminate. (If the initializer is terminated with the Q command, the 
disk is unusable because its VID has been cleared.) 

C - Configure device with current configuration information. This 
response must be entered before the configuration process can begin. 


CAUTION 

ON DISK CONTROLLER BOARDS THAT REQUIRE MOUNT, IF A FLOPPY DISK 
IS NOT MOUNTED WITH THE MOUNT UTILITY, IT IS CONSIDERED A 
FOREIGN DISK AND CAN BE REINITIALIZED WITHOUT USER NUffiER 
PROTECTION. 
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Initialize Utility Example - Hard Disk System 


=INIT #HD10;V 

OK TO INITIALIZE #HD10 (Y/N) ? Y 


Physical sectors/track on media(8 bits) 
Nutter of cylinders on media(16 bits) 
Interleave factor on media(8 bits) 
Bytes/physical sector on media(16 bits) 


DO YOU KANT TO FORMAT DISK (Y/N) ? Y 

START FORMAT 

TRACK BY TRACK FORMAT (Y/N) ? N 
ENTER NEW VOLUME NAME SASI 
ENTER USER NUMBER 0 


(The volume ID of the disk 
in drive HD10, if one 
exists, is displayed 
after ? as a reminder.) 

32 >(CR) (Initializations done on 

256 >(CR) non-IPC controllers allow 
8 >(CR) the user to change the 
256 > C current configuration be¬ 
fore the disk is initial¬ 
ized. See discussion be¬ 
low for responses. These 
lines will not print out 
for initializations done 
on IPC controllers.) 

(If a new disk.) 

(See discussion below.) 

(Displayed for logon user 
0 only; user 0 will own 
voltsne.) 


ENTER DESCRIPTION (MAX 20 CHARACTERS) TEST DISK 
DO YOU HAVE LOCKOUT TABLE ENTRIES (Y/N) ? N 
VALIDATING SECTORS.... 

0 BAD SECTORS ENCOUNTERS) 

DO YOU mm A DIAGNOSTIC TEST AREA (Y/N) ? N (See discussion below.) 

EX) YOU WANT THE BOOT STRAP (Y/N) ? Y 
FILE NAME IS: WINsOOOQ..IPL.SY 

ENTER NEW NAME IF NEEDED WIN:0. .VERSADQS.SY (V option) 

THE CURRENT LOAD ADDRESS IS $00040000 
ENTER NEW WAD ADDRESS $ (CR) 

DO YOU WANT A DUMP AREA (Y/N) ? N 


If a non-IPC hard disk is being formatted, the user must choose either the 
format track or the format disk option. (If a floppy is being formatted, a 
format track is always used.) Format track allows the user to read or write 
other devices on the same controller board while the hard disk is being 
formatted. If a format disk is requested, no other devices can be accessed 
until formatting is completed on the hard disk. 

Hard disks have an SLT for reserving sectors; floppies do not. The access to 
the SLT provided by the INIT command allows a user to reserve a nimber of 
sectors for special use. Reserved sectors are flagged (the corresponding bits 
are set) in the SAT, and the appropriate information is entered in the SLT. Bad 
sectors discovered during validation are also flagged in the SAT and entered in 
the SLT. Reference the REPAIR command for a description of SLT. 
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Another structure allowed on hard disk is the diagnostic test area. When a 
diagnostic test area is requested, two complete tracks are reserved on each 
recording surface — one on the inner and one on the outer portion of each 
recording surface. The reserved tracks are used to store diagnostic programs 
and test patterns used for determining disk system viability during periodic 
maintenance. Sectors in the diagnostic area are flagged in the SAT as 
unavailable. 

If the bootstrap is opted for, the specified file will be copied to the 
initialized disk. It will be set up so that the firmware-resident debug monitor 
BO command, if told to use this disk, will load the file and execute it. For 
EXOBmacs, VMC 68/2, and VME/10 systems, this file is a bootstrap program which 
loads the actual operating system from another file. The defaults for volume, 
user number, and catalog are the system volume, 0, and null, respectively. 

If option V was specified on the command line, and the bootstrap is to be copied 
to the intialized disk, then the user can specify the load address. For 
example, if the user wants the bootstrap to be loaded at address $1000 instead 
of $0000, then $1000 should be entered when asked for. For this option to be 
operable, the user must have entered 0 for user number at logon or with the USE 
conmand. 

The option of specifying a dump area allows an area of the desired size (of 
diskette capacity, for example) to be allocated under the file name DUMP.SY. 
Following a system crash, the resident debug monitor can then access the dump 
file via the pointer in the disk volume information directory installed by the 
INIT command. Note that rectors are always validated for hard disk 
initialization — a choice is njt offered. 


NOTES 

The file DUMP.SY is write protected. This is done so that the 
file cannot be deleted or overwritten during a BACKUP or COPY. 
If DUMP.SY is deleted or moved to another area on the disk, the 
dump area pointers in the VID (reference the PJ3PAIR utility for 
the format of VID) must also be changed because this is the 
information that the firmware-resident debug monitor uses when a 
memory dump is requested. If DUMP.SY does not reside where the 
VID pointers indicate, a memory dump may cause valid data 
(either files or system tables) to be destroyed. 

For VMC 68/2 and VME/10 systems, the V option must be used, and 
the load address is $E00. 
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Incorporating Manufacturer's Bad Sector Data into the SLT 

New hard disks are delivered with a list describing cylinder, head, and sector 
number for each sector known to be bad. These locations should be entered into 
the SLT to ensure that data will never be stored in them. 

Ihe following steps can be used to find the Physical Sector Numbers (PSN's) of 
these bad sectors for entry into the SLT using INIT: 

a. Find the sectors per track (SPT), spiral offset (SPO), and number of 
heads (HDS) for your drive type. Table 4-4 provides this information for 
initializations done on I PC controllers. For initializations done on 
non-IPC controllers, consult manufacturer's documentation. 

b. For each sector in the manufacturer's bad sector list, do the following: 

. Locate the cylinder number (C), head number (H), and sector number 
(S). 

. Compute the PSN, using the following formula: 

OFFSET » (S-SPO*(H-l)) MOD SPT 
IF OFFSET <0 THEN OFFSET « OFFSET + SPT 
PSN = (C*HDSfH-l) * SPT + OFFSET 
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4.2.12 Library Utility (LIB) 


LIB 


The purpose of the Library utility is to complete the process of making 
functionally related groups of proven routines, subprograms, and programs 
available for relocation and linking into executable load modules by the linkage 
editor. Since the Library command operates on files of relocatable object type 
produced by assembly or compilation of source ASCII (.SA extension) files, the 
creation of a library begins early in the software development process. Program 
parts that the user knows will be useful should be pulled together into .SA 
files through use of the CRT editor, and then assembled or compiled into .R0 
files. These can then be combined into a library file or files, using the 
library utility. At linkage time, both the user-created library files and those 
supplied with the system high-level languages can then be made available for the 
resolution of external references, relocation, and linking. 

The capability to manipulate individual modules within a library file is 
provided by the command set of the Library utility. 

Each copy of a file module added to a library file is given a name taken from 
the first record of the copied module. The user should ensure that each module 
name within a library file is unique, for two reasons: 


a. The linkage editor, in its first pass in which it searches for externally 
defined symbols, examines the modules in a library file for a symbol. 
Upon finding a symbol, it thereafter associates that symbol with the name 
of the module in which the symbol was found. On the relocation and 
linking pass, the '"ditor tries to access the module by name. An error 
will result • t =■>%/•:.aer module of the sane name resides within the same 
library file. 

b. As the number of modules increases, a descriptive name can be a valuable 
memory aid. 

Relocatable object module names come into existence through use of an assembler, 
compiler, or linkage editor. Use of the assembler directive, IDNT, allows a 
name to be given to the resulting .RO module. If the directive is not used, 
however, the default name ASM is assigned and will become the name of the 
library module made from that ,R0 module. Therefore, consistent use of the IDNT 
directive is recommended to eliminate this source of duplicate library module 
names. 

The Library utility is a language comprised of seven commands: ADD, REPLACE, 
DELE7TE, COPY, LIST, QUIT,. HELP, and CHANGE. When the utility is brought into 
memory, it also builds an internal directory of names of all modules in the .RO 
file cited on the command line. This directory is updated thereafter as the 
utility is used. 


LIB Oonmand Syntax 

LIB <libname>[,<output field>] 


LIB 


where: 

LIB 


libnsfse 


output field 


Is the command mnemonic. 

Is a standard VERSMos file descriptor. The descriptor can 
be fully specified or, as a minimum, the file name field 
specified with established default values assented. The 
default value for the file name extension field is .BO. 

May be any file name or device name. The default value is 
the session terminal. If a file is specified without 
extension, the default is .LS. Only the LIST command will 
cause output to be directed to the specified output field. 


The Library utility responds to the command entry by displaying a greater-than 
symbol (>), indicating that the subcommand set of the utility is now available 
for use. Following the > prompt, the user may quit the utility or construct a 
library through use of the following seven subcommands. If a file called 
<libname> exists, it is made available for modification. Otherwise, a file of 
that nans is created. 


Quit Subcommand Syntax (QUIT) 

>QUIT 

where: 

QUIT Is the subconmand mnemonic. 


* 
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Add Subcommand Syntax CAPO) 

>A[DO] <filename>[<option>] 
where: 

MO or A Is the subecraaand mnemonic. 

filename Is the file from which a copy of the first module therein is 

added to the library file in accordance with the option 
specified. The default file extension is .BO. 

option Will determine where in the library the new module is to be 

added. It nay be one of the two options which follow. 

If no option is selected, the module will be added at the end 
of the library. 

/ This option will cause the module to be added 

at the beginning of the library. 

/^®odnanie> This option will cause the module to be added 
after the file <modname> which is already in 
the library. 

Hiltiple modules may be added by specifying each module, with its option (if 
specified), separated from the next module by a comma. An attempt to ADD a 
module from a file containing multiple modules results in a display of the 
following message: 

WARNING! SOURCE CONTAINS MORE THAN ONE MODULE 


Example : 

>ADD FILE3,FILE2/,FILE1/FILE2 


The end result of this is that: 

FILE2 will be at the beginning of the library. 
FILE1 will follow FILE2 in the library. 

FILE3 will be at the end of the library. 
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Delete Sibccmnand Syntax (DELETE) 

>DEL[ETE] <modnarae>[,<modnarae2>...,<modnameN>] 
where: 

DELETE or Dtt Is the subcoRiaand mnemonic. 

nodname Causa the module called modname to be dieted from the 

library £ile. 

,modname2,modnaroeN Is an optional field in which the names of other modules 

to be deleted from the library file nay be entered. 


Replace Subcommand Syntax (REPLACE) 

>R[EPLACE] <filena«»>/<mo<taarae> [,<f ilename2>/<modname2>]... 
where: 


REPLACE or R 
filename 


nocinane 


Is the subcommand mnemonic. 

Is the file from which the first module will be taken to 
replace the module specified in the following field. The 
default extension is .RO. 

Is the module in the library which will be replaced by the 
first module from the file specified in the preceding 
field. 


i f i lename2/raodname2 Signifies that multiple module replacements can be 

specified on a single line, '£ desired. (NOTE: modules 
may be named to capacity of command line.) 


The module name in the replacement file can be identical to the name of the 
library module being replaced. If the module names are different, the name of 
the libarary module is replaced with the name of the replacement module. 
Identical module names are not allowed in a library file. 
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Copy Subconmnd Syntax (COPY) 

>O0[P¥] <filename>/<mo<kiame>[,<filmam®2>/<0ajdnMe>,<£ilenan»e3>/ 
<nnlnaa@>]... 


where: 

COPY or CO Is the subcommand mnemonic. 

filenarae Is the name of a VHISMos file which will be created to 

contain the module specified in the following field. The 
default extension is .HO. 

raodnara® Is the name of a module in the library file, a copy of 

which will b® made and placed in the created file called 
fil@nans.ra. 

f i lename2/modname , f i lenmeB/raodhane 

Signifies that copying of multiple modules can be 
specified on a single line, if desired. 

This command allows copies to be made of selected modules within a library file. 
Modules within a library file are unchanged. 


List Subcommand Syntax (LIST) 

>LIST [,<modname>]... 
where: 

LIST Is the subcommand mnemonic. If no module names are 

speciflibrary di “nf'ies for all modules in 

the library are listed. 

raodname Causes the directory entry for a specified module in the 

library to be listed. More than one module within a 
library can be specified. 


The LIST subcommand supplies the following directory information for each 
specified module: 


Module name 
Version muter 
Revision number 
Language processor type 


Description 

Name of source file from which .HO module 
was created 

Date and time the .RO file was created 


The above information is taken from the identification record of the .HO file. 
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>CHEMfGE] <modnane» 


LIB 


where: 

CHANGE or CH Is the subcommand mnemonic. 

modname Is the name of a module in the library file, toe or more 

items in the identification section of the first record in 
the module can be changed in response to displayed messages 
as follows: 


DISPLAY 

MODMME ENTER MM MODULE NAME 

OLD-nnn ENTER NEW VffiSION # 

OLD-nrm ENTER NEW REVISION # 

CXjD PISCMCTXCil 

ENTER DESCRIPTION UP TO nn CHARACTERS 


USER RESPON SE 

(CR) or <modnapn3l> (CR) 

(CR) or nnn(CR) 

(CR) or nnn(CR) 

(Note that nn is the length of the 
old description. Toe new 
description cannot exceed this 
length. If shorter, unused spaces 
are filled with blanks.) 


Help gjbcggaand Syntax (HELP) 

>HttP 

where HELP is the subeannand mnemonic. 

This subcommand will give the user a list of the subcommands and their 
corresponding command line syntax. 
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4.2.13 List Utility (LIST) 


LIST 


All or part of a file can be printed or displayed through use of the LIST 
utility. The command allows row and column page format, a heading, and line 
numbers to be specified. Portions of a file can be obtained by citing beginning 
and ending line numbers. The file should be sequential or indexed sequential 
and contain displayable ASCII characters. 


LIST Gomroand Syntax 

LIST Cinput field>[,<output field>][;<options>] 
where: 


input field 


output field 


options 


May be any file descriptor (minimum of file name field 
required; if not specified, default extension of .SA 
assumed). Multiple file names separated by "/" may be 
specified. File should be sequential or indexed sequential, 
containing only displayable ASCII characters. 

May be any physical device or file name. If output field is 
a file name with no extension specified, the extension will 
default to .LS. 

I - Go into interactive mode. If this option is 

specified, no other options specified on the comnand 
line will be processed. Interactive mode entry is 
indicated by display of a greater-than symbol (>). 

H - Prompt user for a heading before performing list. If 
the H option is not selected, the heading defaults to 
the input field exactly as it is keyed in. 

F - Prompt user for nonstandard page format. With this 
option, the user can select a nonstandard count for 
the number of rows and columns to appear on a single 
page. If this option is not selected, the default row 
count is 60 and the default column count is 80 for 
non-printer devices. If the output device is a 
printer, row and column count will default to the 
values defined for that device at system generation 
time. 

L=nn - Selecting the L* option will result in line numbers 
being placed on the output listing, nn is the first 
(base) line number assigned to the first record 
listed. Line numbers require eight characters at the 
beginning of the output record, nn can be up to six 
decimal digits. The minimum value for nn is 1. 

S=nn ~ Defines the beginning line to list, nn is hexadecimal 
if preceded by $; otherwise, decimal is assumed, nn 
can be up to five decimal digits. 
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T*nn - Df fines the ending line to list, nn is hexadecimal if 
r receded by ; otherwise, decimal is assumed, nn 
can be up to five decimal digits. 

MOTE ; If neither the S- nor T= option is selected, the 
default value (entire file) is assumed. If S= alone 
is specified, the T* default (end of file) is assumed. 
If T= alone is specified, the S* default (beginning of 
file) is assumed. 


LIST Utility Interactive Mode Subcommands 

With the exception of QUIT, all interactive subcommands will prompt the user for 
further input if he simply keys in the subcommand letter followed by a carriage 
return. However, entering the subcommand parameters on the same line as the 
subcommand letter eliminates further prompting for that subcommand. The 
folowing subcommands are provided: 

>BELP 

Causes the following list of available subcommands to be displayed: 

Legal options in interactive mode are: 

’H* - Define heading 

8 F* - Define nonstandard row and column counts 

1 L f - Put line numbers on listing output 
•D* - Display (list) a range of logical records 

•QUIT 1 - To quit 


>K <string of up to 60 characters> 

The heading subcommand is used to specify a new heading. If only H is entered, 
the user is prompted with the following line: 

Enter heading - 60 characters maximum: 


>F rai,itm 

The format subcommand sets the row count (nn) and column count (Kin) for the 
listing page, rm and mm can be up to six decimal digits. If only F is entered, 
the user is prompted with the following line: 

Enter row and cx>lum counts separated, by couraa: 



LIST 


>L nn 

toe Line subcommand specifies line numbers for the listing. The beginning line 
number is nn, which must be greater than 0 and may be up to six decimal digits 
long. If only L is entered, the user is prompted with the following line: 

Enter base line number: 


>D nn,nm 

The Display subcommand causes a range of lines from line number nn through line 
number mm to be listed. If only nn is specified, only line nn is displayed. If 
nn is greater than mm or greater than the last line in the file, then no lines 
are displayed. The smallest allowable value for nn is 1, which corresponds to 
the first record (line) in the file. If only D is entered, the user is prompted 
with the following line: 

Enter starting,ending line numbers: 


>QUIT 

This subcommand causes the list utility to terminate. 


List Utility Messages 

■fte VERSAdos Messages Reference Manual contains general error messages that may 
be output by the LIST utility. In addition to these messages, several 
special-purpose messages may be output by the LIST utility. 

If the output field of the command line is a file that already exists, the 
following message is displayed: 

Output file exists - OK to overwrite (Y/N) ? 

toe user can enter Y(CR) to overwrite the existing file. Any other response 
will terminate LIST. 


If the I (interactive) option is selected, all other normally valid options 
which were specified on the command line are ignored. Any option which could 
haw teen specified cm the command line can be invoked in interactive mode using 
subcommands. If any valid options are specified along with the I option on the 
command line, the following message is displayed: 

Only 'I' option processed 

Processing will then continue as if only the I option ted ton selected. 
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If a syntax error is detected while processing the D (Display) subcommand line, 
the following message is displayed: 

Enter range of lines as follows: 

"D S,T' to list from line S to line T 
A leading •$' implies hex input 
S and T must be larger than 0 


If a syntax error is detected while processing the F (Format) subcommand line, 
the following message is displayed: 

alter row and column counts as follows: 

'R,C' where R is the row count per page 
awl C is the column count. R must be 
greater than 9. C must be greater than 0. 

The user must then correctly enter the row and column counts before proceeding 
with any other interactive commands. 



MBt if 


4.2.14 Build Load Module Utility (MBLM) 


MBLM 


The Build Load Module utility can be used to create a load module from object 
code produced by the M680OO Family Cross Macro Assembler (refer to manual 
M68KXASM). For transporting ease, the cross assembler output is in Motorola 
S-record form, which cannot be transformed directly by the linkage editor into a 
load module. The module produced by executing MBLM is a loadable object file 
(of .LG extension), which can be called for loading and execution as any 
VERSAdos utility is invoked, by simply naming the file. MBLM is functional only 
with VERSAdos for EXORmacs and VME/10 systems. 

When a VERSAdos utility is invoked, a user task is created. The information 
needed for the loader information block of the .LO file is obtained through an 
interactive dialog with the MBLM utility. 

As a nodule is built, a pass is executed for each memory segment to be built. 
The first pass searches for S-records which lie in the bounds of the first 
segment. The second pass searches for S-records which lie in the bounds of the 
second segment, and so on. Consequently, S-records in the input files need not 
be in a particular order. 

Memory space required is equivalent to 5K (the size of MBEM), plus space for the 
largest specified segment. Since ffflLM dynamically allocates work space for a 
buffer work space segment, the required memory space need not be contiguous. 


MBEM Command Syntax 

MBLM Cinput field>[,Coutput field>] 
where: 

input field May be from one to four file descriptors (minimum of file 
name field required — see paragraph 1.4) separated by slash 
(/) characters as fiienamel/filename2, etc. 

output field May be any file descriptor. If no output field is specified, 
the ccmmand defaults to the last specified input field file 
descriptor, and supplies an .LO extension. If an existing 
file descriptor is specified in the output field, the user is 
given the choice of re-using the descriptor or terminating. 


Build load Module Utility Exatpie 

In the following example, values are shown for the task control parameter block 
(and loader information block) and memory segment parameters, which can be 
entered by the user as a general means of creating a load module. In addition, 
brief explanations of the various parameters are given. 


Task Mama - A 4-character alphanumeric string of the user's choice, beginning 
with an alphabetic. Serves as identification for inter-task communication. 
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Task Session - A 4-digit hexadecimal number that serves as an extension to the 
task name to uniquely identify a task and facilitate protection of inter-task 
directives issued by the executive. 


Task Priority - A 2-digit hexadecimal number which enables a user to assign 
relative task importance. The task priority becomes a factor in the allocation 
of system resources. 


Task Attributes - A 4-digit hexadecimal number which identifies the requested 
task as being a system task, a memory resident task, a combination of both, or 
neither. 

8000 = system 

4000 - memory resident 

0000 - neither 


Task Options - A 4-digit hexadecimal number. 

8000 - monitor specified 
4000 = monitor propagated 

Task Entry Point - The address in hexadecimal of the task entry point. 

Corots and Line Add ress - An address in hexadecimal of a read/write buffer into 
vSilch - ti : iiT’oa^r~wTTl move the command line characters. 


Conmand Line Length - A hexadecimal value may be entered here if some length 
less than the VERSMos 160-character maximum is desired. 


Segment Mane - A 4~character alphanumeric string. After parameters for the 
required number of memory segments have been entered, entering a carriage return 
alone or a slash and a carriage return instead of a segment name will begin the 
building of the load module. A maximum of four segments is allowed. 


Segment Attributes - A 4-digit hexadecimal number specifying the use of the 
corresponding segment: 


4000 * read only 

2000 * locally shareable 

1000 * globally shareable 


Segpnent Logical Address - A 4-digit hexadecimal address at which the segment 
will be located in the target task segment table. The address where search for 
S-records begins. 

Segment Length - A 4-digit hexadecimal number giving the length of a segment in 
multiples of 256 bytes. 
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-t©m BtfWEW.SA/PATCH .SA,XXXX.LO 
** MACS BOILD LOAD MODULE - VER x.xx** 

BITER mSK NAME {TOOT) > XXXX 

ENTER TASK SESSIONM) Task Control Block Parameters 

WER TASK PRIORITY>$00 
BITER TASK ATTRIBOTE§>?Q 
EOTER TASK OPTIQNS> $400Q 

nt mac am® point>$o 

EOTER COMMAND LINE M3DRESS>$000O Loader Information Block Data 

mrm cmw line length>^o 

ENTS SH'MENT MAME >SBGI 
BITER SIM ATTRIBUTES >$0000 

ENTER SBQfENT LOGICAL ADDRESS >$0 So^EBnt 1 Parameters 

MM SSM LENGTH>$1000 (or as required) 

MER SWMmT IW OSEG2 

BITER SEGMENT «TTRIBUTES>$0 Seqment 2 Parameters 

MER SBGMBSFT LOGICAL ADDRESS >$2000 
BUM swmms LBf@TH >$4Q0 (or as required) 

ENTER SEGMENT NAMED (CR) '' (Termination of command input and resunption 

of execution. Could also be /(CR)). 

** ERROR ** DUPLICATE FILE NAME ** (The file XOT.LO specified in the output 
REUSE FILE (Y/N)? Y field on the comnand line already exists). 

** THATS ALL FOLKS ** 
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4.2.15 Migrate Utility (MIGR) 


MIGR 


The Migrate utility allow any ASCII file cm an MDQS diskette t© be copied to a 
VKSMos file. Mo data conversion is performed during t^e copy. Binary files 
cannot be copied using this command. 


HIGH Command Syntax 

MIGR <#EDnn>/<f ilenamel> [,<£ilename2>] 
where: 

#FDnn Is the floppy disk drive unit on which the MDOS diskette is 

mounted. 

filenamel Is the input file name and is the name of the MDOS ASCII file 

to be copied, this name must be expressed in MDOS format 
which consists of the following fields: 

FILENAME * One to eight alphanumeric characters (first 
character must be alphabetic). Alphabetic characters are 
uppercase in all MDOS file name fields. 

SUFFIX (optional) ■ One or two alphanumeric characters 
(first character must be alphabetic). If a suffix is 
prescribed, it must he preceded by the period (.) field 
delimiter. If a suffix is not prescribed, the default 
suffix, source ASCII (.SA), is used. 

LOGICAL UNIT NUMBER « (not required). 

filename^ Is the output field and consists of the name VERSMos will 

assign to the copied MEWS ASCII file. This name mast comply 
with the rules for VERSAdos file names described in paragraph 
1.5. Except for the file name and extension fields, default 
values for permitted mall fields in the output file name will 
be those established at session initiation. Defaults for the 
output file name and extension fields are the MDOS input file 
name and suffix, respectively. 
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MIGR Command Execution 

Except in the case where an output file exists under the name specified on the 
command line, copying of the MDOS ASCII record proceeds automatically after the 
migrate command is properly entered. Where the output file name specified 
already exists, overwrite of the file may be requested by entering a "Y" in 
response to the following display: 

FILE EXISTS - OK TO OVERWRITE (Y/N)? 

Completed execution of the command is indicated by the following message: 
MIGRATION VERSION Aversion nbr>' COMPLETED 


Migrate Utility Examples 
“MIGR #ED01/TESTFILE 

The MDOS file TESTFILE.SA on device #11501 will ha copied to the VERSAdos default 
output volume and named TESTFILE.SA. 

“MIGR #FDQ1/NAMEFILE,TESTFILE 

The MDOS file NAMEFILE.SA on device #ED01 will be copied to the VERSAdos default 
output volume and named TESTFILE.SA. 

“MIGR #FD01/NAMEFILE,VOLO:1.CTLG0001.TESTFILE.AL 

The MDOS file NAMiSTLE.SA on device #ED01 will be copied to the specified 
VERSMos output volume and catalog. The full file name will be 
VOL0:01.CTLG0001.TESTFILE.M<. 
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4.2.16 Disk Mounting Utility (MOUNT) 


MOUNT 


Recent advances in disk storage technology have produced hard and floppy disk 
drives in a wide variety of physical configurations with very high storage 
capacities. Maty of these drives — floppies in particular — support many 
different media formats. The MOUNT utility, in conjunction with the INIT and 
DISMOUNT utilities, enables the user to access disks of different formats 
without a re-SYSGEN of VERSAdos and, in most cases, without knowledge of the 
media format of a particular disk or of the characteristics of the drive and 
controller that are being used. 

The MOUNT utility has several modes of operation, briefly described as follows: 

- Disks containing VERSAdos file directories are mounted with the invoking 
command line being the only required user input. All such disks are 
referred to as VERSAdos disks. 

- Disks containing VERSAdos directories that were initialized with older 
versions of the INIT utility can be mounted with a minimum of user 
interaction when first mounted and may be automatically mounted 
thereafter. 

- Disks not containing a VERSAdos file directory (foreign) that are used for 
user application-dependent data storage may be mounted with user-specified 
media format information. This information is solicited interactively 
with user-oriented input and output. 

- When executed from user 0 with the MOUNT Drive (D) option, the user may 
change the necessary configuration data to replace a drive with a 
different drive type than was specified in the VERSAdos SYSGEN. 

The MOUNT utility is not functional for EXORmacs. 

NOTE : The MOUNT utility is neither necessary nor allowed for disks connected to 
the I PC controllers — i.e., VERSAmodule Floppy Disk Controller (BTC), 
M68KVM20, and VERSAmodule Universal Disk Controller (UDC), M68KVM21. 


MOUNT Command Syntax 

MOUNT <input field>[;<option>) 
where: 

input field Is a disk device mnemonic of the form #HDcd (Hard Disk) 

or 

#FDcd (Floppy Disk) 

where c specifies a SYSGEN-specified controller lumber 
d specifies a SYSGEN-specified drive number 

option D specifies that MOUNT Drive mode is to be entered. This 

option may be specified only when the utility is executed 
by logon user 0. 
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Mounting VERSfldos Disks - Automatic Mode 

The following steps should be used to mount a disk initialized with a version of 
the INIT utility dated after January 16, 1983. (For the revision date, refer to 
the message displayed when INIT is invoked.) 

- Set the drive to online status. For floppies, this is done by inserting 
the diskette and closing the drive door. For hard disks, the procedure is 
drive-dependent. Consult the manufacturer's instructions. 

- Invoke the MOUNT utility with no options, as described earlier. 

The output of the utility is shown in the following examples. Hie volume name 
of the disk is displayed with the MOUNT confirmation message. The total number 
of VERSfldos sectors indicates the maximum capacity of the disk. 


- -MOUNT ♦FDQ2 

MOUNT Version xxxxxx x 

TEST has been mounted 

Total Vdos sectors 2552 

AMOUNT #FD22 

MOUNT Version xxxxxx x 

SYS2 has teen mounted 

Total Vdos sectors 1001 


NOTES: 

- If the logon user number is not user 0 and does not match the user number 
of the disk being mounted, the following message will be displayed: 

Only the owner of the disk or user zero may mount 

- If the configuration area of the disk becomes damaged, one of the 
following error messages may occur: 

Configuration Error Code $xx 

The disk cannot be accessed properly with the given configuration 

If this condition occurs, the disk may be accessed by mounting a good disk 
having the same configuration and replacing it with the damaged disk 
without executing DISMOUNT in between. Hie user may then attempt to 
restore the damaged area using the DUMP and/or REPAIR utility. 
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Mounting VERSMos Disks - User-Assisted Mode 

Disks initialized with earlier versions of the INIT utility do not contain media 
format information. All such disks consist of hard disk fixed media, hard disk 
removable media, and single- or double-sided floppy media initialized on an I PC 
controller. At present, only the floppy disk media is portable to a non-IPC 
controller. 

The following steps should be used to mount a disk initialized with a version of 
the INIT utility dated prior to November 12, 1982: 

- Put the drive online. For floppies, this is done by inserting the 
diskette and closing the drive door. For hard disks, the procedure is 
drive-dependent. Consult the manufacturer's instructions. 

- Invoke the MOUNT utility with no options, as described. The user will 
then be prompted with the following message: 

Is this an I PC format disk (CR or N-No,S-Singie sided,D-Double sided)? 

If the user responds with a (CR) or N, the utility will enter interactive 
mode as described for mounting foreign disks. Otherwise, the user 
identifies the disk as single- or double-sided. The volume name and total 
number of VERSMos sectors are then displayed as in automatic mode. An 
invalid response to the above prompt will cause the same prompt to be 
reissued. 

Prior to terminating, the MOUNT utility attempts to write to sector 0 of the 
disk a code that will allow automatic mode to be used for all subsequent mounts 
of that disk. If the disk is write protected, the following message will be 
displayed: 

The VID cannot be modified for automatic mount 

MOUNT Utility Examples - User-Assisted Mode 

Example 1 

AMOUNT #FD22 

MOUNT Version xxxxxx x 

Is this an IPC format disk (CR or N-No,S-Single sided,D-Double sided)?X (Invalid 

response) 

Is this an IPC format disk (CR or N-No,S-Single sided,D-Double sided) (CR) 


Data Density of media (S-s ingle ,D-double) D 
S-Single or D-Double sided diskette D 

F-Floppy diskette or H-Hard disk F 

Vdos sector size 256 

Total \Hos sectors 3991 

Physical sectors/track on media(8 bits) 26 

Nixrber of heads on drive (8 bits) 2 

Number of cylinders on media(16 bits) 77 

Interleave factor on media (8 bits) 13 

Bytes/physical sector on media(16 bits) 256 

No configuration data is available for this disk 

Data Density of media (S-single,D-double) D > (CR) 
S-Single or D-Double sided diskette D > (CR) 

Physical sectors/track on media (8 bits) 26 > ( CR) 

Number of cylinders on media (16 bits) 77 > Q 
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Example 2 

=MOUNT #FD22 

MOUNT Version xxxxxx x 

Is this an IPC format disk (CR or H-tlo , S-Single sided , D-Double sided)? S 
XYZ has teen mounted 

Total Vdos sectors 1001 

»DI3«3UNT #ED22 

DiaoUNT Version xxxxxx x 

a jjOUNT #FD22 

MOUNT Version xxxxxx x 

XYZ has been mounted 

Total V3os sectors 1001 


Example 3 

=MOUNT #FD22 

MOIIT Version xxxxxx x 

Is this an IPC format disk (CR or N-No,S-Single sided,D-Double sided)? S 
XYZ has been mounted 

Total V3os sectors 1001 

MOW $0003 $100000E4 EDOM IQS ** HRITE PROTECTS DEVICE 
□©“WRITE 0PT*$6000 L0=1 DEVICB*XSZ 
The VID cannot he modified for automatic mount 


Mounting Foreign Disks 

Follow the steps below to mount a foreign disk. 

- Set the drive to online status. For floppies, this is done by inserting 
the diskette and closing the drive door. For hard disks, the prooecbire is 
drive-dependent. Consult the ■aimfaeturer's instructions. 

- invoke the MOUNT utility with no options, as described. The utility then 
issues the following prompt: 

No configuration data is available for this disk 

- The utility enters interactive mode to allow changes to the media-related 
configuration attributes and psraaeters. The operation of interactive 
mode is described later. 

- Input a C to exit interactive mode. A configure request is then issued to 
the driver with the user-specified data. If an error is returned from the 
configure request, the utility displays the following: 

Configuration Error Code $xx 

where xx is a device-dependent error code describing the first error 
detected in the configuration data. Refer to the VBBSMm Data Management 
Services and Program Loader User's Manual, MS68KXO, for descriptions of 
the various Configuration Error Codes. 
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- after a successful configuration has been performed, the new configuration 
is validated fay attempting to read trade 0-1 boundary sectors and the last 
sector of the disk. If either attempt returns an I/O error, the error is 
displayed followed by the message: 

The disk cannot be accessed properly with tte given configuration 


Interactive mode is then reentered to allow changes to be made to the 
configuration data. 


MOUNT Utility Example - Foreign Disk 

A MOUNT #FDQ2 

MOUNT Version xxxxxx x 

Data Density of media (S-single,D-doiihle} S 
Track Density of media (S-s ingle ,D~double) S 


S-Single or D-Double sided diskette S 

Media format (M-Motorola, I-IBM standard) I 
F-Floppy diskette or H-Hard disk F 

Vdos Sector size 256 

Total V3os sectors 640 

Physical sectors/track on media(8 bits) 16 

Nmfeer of heads on drive (8 bits) 2 

later of cylinders on media (16 bits) 80 

Interleave factor on media (8 bits) 1 

Bytes/phys ical sector on media (16 bits) 128 


Max. matter of cylinders on drive(16 bits) 80 
Precamp, cylinder number an drive{16 bits) 40 

No configuration data is available for this disk 


S-Single or D-Double sided dinette S >(CR) 

Media format (M-Motorola, I-IBM standard) I >(CR) 
Physical sectors/track on media(8 bits) 16 >(CR) 

Natter of cylinders on media(16 bits) 80 >(CR) 

Interleave factor on media(8 bits) 1 >(CK) 

Bytes/phys ical sector on media (16 bits) IS > _0 

Data Density of media (S-single,D-double) S > C 
Gonf iguration Error Godie $0044 
Data Density of media (S-single,D-double) S >{CR) 

Track Density of madia (S-single,D-double}S >(C3t) 
S-Single or D-Double sided diskette S >(CR) 

Media format (M-Motorola, I-IBM standard) I >(CR) 
Physical sectors/tradc on media (8 bits) 16 >(CR) 

Number of cylinders on media (16 bits) 8Q > TjjD 

literleave factor on media (8 bits) 1 >(CR) 

Bytes/physical sector an media (16 bits) 0 > 128 

Data Density of media (S-single,D-double) S > C 
HOOKT $0003 $100000E7 FROM 106 ** INVALID SECTOR M®8ESS 

cm* mm opt«$ 6O0 O lu-i onncMno2 


(Invalid value) 


{too many cyliiters) 


The disk cannot be accessed properly with the given configuration 
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Total Vdos sectors 

Data Density of media (&*single r D-double) S 
Track Density of media (S-single,D-double) S 
S-Single or D-Double sided diskette S 

Media format (M-Motorola, I-IBH standard) I 
Physical sectors/track on media(8 bits) 
Neuter of cylinders on media(16 bits) 
Interleave factor on media(8 bits) 
Bytes/physical sector on media(16 bits) 

Data Density of media (S-single,D-double) D 
FDQ2 has teen mounted 
Total ¥dos sectors 


800 

> D 

> D 

> D 

X®) 

16 > (OR) 

100 > 80 
1 >(CR) ' 

128 > 256 

> C 

(Successful mount) 

2552 


MCXJNT Drive Mode (D Option) 

Use of the MOUNT Drive mode is restricted to logon user 0. If the D option is 
specified from a non-zero user ranter, the following message will be displayed: 

Only user zero can use D (mount drive) option 

The MOUNT Drive mode allows permanent changes to be made to all configuration 
attributes that are supported by the driver for the device. Changing the 
drive-related information allows a different type of drive to be used without 
requiring a new STS6EN. The default values for the media attributes and 
parameters nay also be changed without running a new SfSGES. 

The D option causes interactive wade to be entered so the user can view and 
change any of the configuration attributes and parameters, ffoen the user exits 
interactive mode by entering C, the utility issues a configure command to the 
driver to set the current configuration as specified, followed by a configure 
default coGuand to set the default configuration to match. If either 
configuration attempt results in an error, the following message is displayed: 

Configuration Error Code $xx 

where xx is a device-dependent error code describing the first error detected in 
the configuration data. Refer to the ViSMcs Data Management Services and 
Program Loader User's Manual, EMS68KIO, for descriptions of the various 
Configuration Error Codes. After the error is displayed, interactive mode is 
reentered. 

CAUTIOH 

DUE TO IMPLEMENTATION RESTRICTIONS IN ¥ERSMos 4.2, 

THE DEFAULT VALUES FOR MEDXA-KELKTBD ATTRIBUTE MO 
PftRIIl«ERS MUST BE SET TO AOOMMDtATE THE LARGEST 
CAPACITY DISK THAT SILL BE USED. IF A DISK IS USE) 

WAT HAS A TOTAL NUMBER OF ¥H6Me® SECTORS LARGER 
THAT OF THE DffiWJLT DISK TYPE, FILES MM BE 
REID MD WSITSM NORMALLY, SOT DELETING FIL ES COED 
RESULT IN A DAMAGED DIRECTOR*. 
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MOUNT Utility Examples - MOUNT Drive Mode 
Example 1 

♦FD03;D 

MOtfiJT Version xxxxxx x 

Data Density of media (S-single,D-double) D 
Track Density of media (S-single,D-double)D 


S-Single or D-Double sided diskette D 

Media format (M-Motorola, I-IBM starriard) I 
F-Floppy diskette or H-Hard disk F 

V3os sector size 256 

Total Vdos size 2552 

Physical sectors/track on media(8 bits) 16 

toamber of heads on drive(8 bits) 2 

Number of cylinders on media(16 bits) 80 

Interleave factor on media (8 bits) 1 

Bytes/physical sector on media(16 bits) 256 


Max. number of cylinders on drive(16 bits) 80 
Precorap. cylinder number on drive(16 bits) 40 
Data Density of media (S-single,D-double) D >(CR) 
Track Density of media (S-single,D-double) D > S 


S-Single or D-Double sided diskette D > S 

Media format (M-Motorola,I-IBM standard) I >(CR) 
F-Floppy diskette or H-Hard disk F >(CR) 

¥dos sector size 256 >(GR) 

Physical sectors/track on media (8 bits) 16 >(CR) 

Matter of heads on drive (8 bits) 2 > 1 

Ifember of cylinders on media (16 bits) 80 >(CR) 

Interleave factor on media(8 bits) 1 >(CR) 

Bytes/physical sector or, media (16 bits) 256 >(CR) 


Max. amber of cylinders on drive(16 bits) 80 >(CR) 
Precorap. cylinder numler on drive(16 bits) 40 >(CR) 
Data Density of media (S-single,D-double) D > C 


Semple 2 

-MOONT ♦FD03;D 
MOUNT Version xxxxxx x 

Data Density of media (S-single,D-double) S 
Track Density of media (S-single f D-double) S 
S-Single or D-Double sided diskette S 

Media format (M-Motorola, I-IBM standard) I 
F-Floppy diskette or H-Hard disk F 

mm sector size 
Total Vdos sectors 

Physical sectors/track on media (8 bits) 
Hunter of heads on drive (8 bits) 

Hooter of cylinders on media(16 bits) 
Interleave factor on media(8 bits) 
Bytes/phys ical sector on media (16 bits) 


256 

1280 

16 

1 

80 

1 

256 


(Valid configuration) 
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Max. number of cylinders on drive(16 bits) 
Preccrap. cylinder nurtfaer on drive(16 bits) 
Data Density of madia (S-single,D-double) S 
Track Density of media (S-single,D-double) S 
S-Single or D-Double sided diskette S 

Media format (M-Motorola, I-IBM standard) I 
F-Floppy diskette or H-Hard disk F 

Wdos sector size 
Configuration Error Gods $0042 
Data Density of media (S-single,D-double) S 


80 

40 

XCR) 

> D 

> D 

x®) 

> H (Double-sided hard invalid) 
256 > C 

> Q 


Interactive Mode 

Upon entry to interactive mode, the current values of all configuration 
attributes and parameters for the specified drive are displayed. For a detailed 
description of disk configuration attributes and parameters, consult the 
VEKSMos Data Management and Program Loader User's Manual, RMS68KIO. 

The user is prompted for changes to the current values of all configuration 
attributes. The prompt for each attribute contains a description of the 
attribute and its current value in mnemonic form. The user nay change the 
attribute by entering one of the mnemonics given in the prompt, or only a (CR) 
may be entered. If only a (CR) is altered, the current value of the attribute 
is retained and the prompt for the next attribute is issued. When either a 
(CR) nor a valid mnemonic is entered, the input is rejected and the &<xne prompt 
is reissued to obtain new data. 

Next, the user is prompted for changes to all configuration parameters in 
similar fashion. The prompt for each parameter contains a description of the 
parameter and its current valve in decimal. The user may enter a new value for 
the parameter, or only a (CR). If a new value is entered, it is assumed to be 
decimal unless preceded by a '$* for hexadecimal. If an invalid digit for the 
specified base is altered or the value contains more significant bits than the 
maximum number specified in the prompt, the same prompt is reissued to obtain 
new data. If only a (CR) is input, the current value for the parameter is 
retained and the prompt for the next parameter is issued. 

After the user has been prompted for all parameters, the user is prompted again 
for changes to the configuration attributes. 

Interactive mode may be exited only by entering one of the following in response 
to any of the prompts: 

'Q* or *q' - Exit interactive mode and terminate the utility without 
mounting the disk or changing the current or default 
configurations. 

*C* or 8 c* - Exit interactive mode and attempt to configure the drive with 
the user-specified configuration data. 
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~ Interactive Mode 


Data Density of media (S-single,D-double) D > X (Invalid attribute value) 
Data Eternity of media (S-single,D-double) D >(CR) 

Track Density of media (S-single,D-double) D > S (Valid attribute value) 
S-Single or D-Double sided diskette D >(CR) 

Media format (14-Motorola, I-IBM standard) I >(CR) 

Physical sectors/track on media(8 bits) 16 > 257 (Number too large) 

Physical sectors/track on media(8 bits) 16 > 2A0 (Invalid decimal digit) 

Physical sectors/track on medic. (8 bits) 16 > ^p8Z (Invalid hex digit) 

Physical sectors/track on media(8 bits) 16 > $F 

ttafoer of cylinders on media (16 bits) 80 > 25 

Interleave factor on media(8 bits) 1 >(CR) 

Dytes/physical sector on media(16 bits) 256 > 35768 

Data Density of media (S-single,D-double) D >(CR) 

Track Density of media (S-single,D-double)S >(CR) 

S-Single or D-Double sided diskette D >(GR) 

Media format (M-Motorola, I-IBM standard) I >(CR) 

Ptysical sectors/tradc on media (8 bits) 15 > 16 

&nber of cylinders on media (16 bits) 25 >(CR) 

Interleave factor on media (8 bits) 1 >(GR) 

Bytes/physical sector on media(16 bits) 35768 > 65539 (timber too large) 

Bytes/physical sector on media(16 bits) 35768 > 16 

Data Density of media (S-single,D-double) D > Q 
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PATCH 


The PATCH utility allows disk-resident files in executable form (load module 
files) to be changed without need for editing and reassembling the corresponding 
source files. Changes are accomplished by entering hexadecimal or ASCII literal 
information, or assembly language statements, into the appropriate memory 
locations. The versatility of the utility is enhanced by a command structure 
that offers several means by which memory location contents are displayed and 
changed. Checksums are also calculated over corresponding affected and 
unaffected memory ranges to aid verification of change accuracy. The utility 
may be used to modify any contiguous load module file. An example of PATCH use 
is shown in Figure 4-3. 

If the input to the PATCH utility is a chain file, the user may comment the 
chain file for documentation purposes by putting an asterisk (*) in the first 
column of any documentation input. 


PATCH Command Syntax 
PATCH <filename> 
where: 

filename Is the mane of the file to be changed. Extension ,L0 is default. 

The PATCH utility responds to the command entry by displaying a greater than (>) 
symbol, indicating that the user may either exit the utility or enter the 
display/change mode. Following the praapt, any of the subcommands described 
below my be entered. 


Quit Subcommand Syntax (QUIT) 

>Q[UIT] 

where: 

Q or QUIT Is the subcommand for quitting the PATCH utility and returning 
control to VERSAdos. 

Before returning to VERSAdos, PATCH displays the following message: 

CHBCKSEM ~ xxxxyyyy 

where xxxx and yyyy are each the sum of the values in all modified bytes in the 
patched load module; xxxx is the sum of the values as they were before 
modification, and yyyy is the sum of the values after modification. If the 
originator of a patch provides this checksum along with the patch, anyone who 
repesets the patch may verify that he has performed it correctly by checking that 
his checksum value matches the original. 
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Set Address Offset &tbcosroand Syntax (O) 

, >0 <offset> 

where: 

0 Is the Set Address Offset subcommand mnemonic. 

offset Is to eight digits (hexadecimal assumed; leading $ is 

optional). 

Ihe Set Address Offset subcommand is used to set or chaise an address offset or 
to display the current offset value. An offset supplied by this subcommand is 
automatically added to the address specified on the display/changs mode entry 
conmand line (described below) before execution of any subsequent display/change 
mode command. For change or debugging ease, displayed addresses will include 
both the user requested address and the offset address. 

Use of an offset is convenient when debugging a routine whose listing addresses 
do not match the logical machine addresses. An example would be a subroutine 
assembled with a listing address of zero and a logical starting address (found 
from the link map) of $546. Debugging this routine would be facilitated by 
setting an offset address of $546, using the command "0 546". Now, for example, 
keying in the Patch subcommand "M 100" opens the byte at location $100 plus 
$546, or $646. The displayed address will include the listing address of $100 
and the actual address of $646. The dollar sign ($) is optional when entering 
the offset value, since hexadecimal is automatically assigned. 

Once set, an offset remains effective until changed by execution of another Set 
Address Offset command. To obtain display of the current value, simply key in 
the command "0". The offset value is not changed. 


Display/Change Mode Ehfery Subcxnmand Syntax (M) 

>M <hhhh>[;DI] 
where: 

M Is the Display/Cbange Mode Batry subcommand mnemonic. 

hhhh Are hexadecimal digits representing the address of a memory 

location whose contents are to be displayed and/or changed. Hie 
dollar sign ($) preceding hexadecimal data is optional. 

DI Is required when invoking the assembler and disassembler option. 


Display/Change Mode without Assembly/DisasssEfcly 

Following entry of the M subcommand, the specified location address is displayed 
on the next screen line followed, after a space, by the location contents in 
hexadecimal and, again after a space, by the ASCII character representing the 
contents, if displayable. The latter display is provided as an aid in 
visualization when text such as a message is being modified or added to a 
program. Undisplayable codes are represented by a single quotation mark, a 
period, and another single quotation mark: The user should note that the 
cursor remains on the same line a space apart from the preceding character. Any 
of the display/change nodes my now be used, as follows: 
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Mode 1 - Sequential Display/Change. Hexadecimal Entry with Continue. 

<h...h> 

where: h.. .h is a string of up to 50 hexadecimal digits to be entered into 

sequentially higher memory locations starting at the address displayed at left. 
Execution is initiated automatically by entering the fiftieth digit or, at any 
point in the string, by a (CR). The address one higher than that of the last 
changed location is displayed on the next line of the screen. Further use of 
the display/change mode can now be made. 

Mode 2 - Sequential Display/Change. Hexadecimal Entry with Return. 

<h...h>~ 

where: h.. .h is a string of up to 50 hexadecimal digits, and is a circumflex 
(hex 5E). Action is similar to that of Mode 1 except that following execution, 
the address one lower than that of the first changed location is displayed on 
the next line. Further use of the display/change mode can new be made. 


Mode 3 - Sequential Display/Change. ASCII Ehtry with Continue. 

•<c...c>' 

where: 'c.. .c' is a string of up to 50 MCI I characters directly preceded by a 
single quotation mark (hex 27) and directly followed by a single quotation mark 
(hex 27). Action is similar to that of Mode 1 except that codes for the 
specified ASCII characters are entered into sequentially higher memory locations 
starting at the displayed address at left on the command line. In order to 
sited an apostrophe within a string, two consecutive apostrophes mast be 
entered. 


Mode 4 - Sequential Display. ASCII Bitry with Return. 
, <c...c>'~ 


where: 'c.. .c' is a string of vqo to 50 ASCII characters directly preceded by a 
single quotation mark (hex 27) and directly followed by a single quotation mark 
(hex 27), and ‘ is a circumflex (hex 5E). Action is similar to that of Mode 3 
except that following execution, the address one lower than that of the first 
changed location is displayed cm the next line. Further use of the display/ 
change mode can now be made. 


Mode 5 - Sequential Display. Single Step or Continuous Scroll. 

(CR) 

A carriage return keystroke can be used alone to display the address and 
contents of the next higher location in hexadecimal and ASCII representation on 
the next screen line. For quick review of the contents of a memory range, the 
return key can be held down to cause a scroll upward display of addresses and 
co n tents. 
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Mode 6 - PATCH Utility Prompt Recapture. 

.(CR) 

Entering a period followed by a carriage return at any time while in the 
display/change mode causes the PATCH prompt to be displayed on the next screen 
line. The display/change node can new be reentered or the QUIT command used to 
exit the utility. 


« P A T C H_WO R JKJF i_ _L j! < C R > - 

> M iH£<CR>----- 

• •E F 44 ‘ D ' A23BA4A<CR> 


• « E E 4 E 

t f E F A 2 
§ f F • 3 B 

• •FI A 4 

• 1 • • B 5 


‘ N ’ < C R >-1- 

1 . ' <£_R >-- 

* ; ’ <C_R >- 

' • ‘ liO®±CAJ._UNJ_T_#1_J_<CR> 

• . * < C R >- 


> n @ x f command 


Call PATCH. 

Enter display/change mode. 

PATCH mode 2 command entry for 
return to Cocation immediately prior 
to first byt® changed, 

Chang© data in three successive 
locations. 

Display address and contents of 
next memory location. 


Enter character string. 

A period/CR entry returns the > 
prompt. Further PATCH commands 
can now be entered. 


FIGURE 4-3. PATCH Utility Exartple 


Display/Change Mode with Assanbly/Disassembly 

When the optional ;DI argument is included on the M subcommand line, assembly 
language can be used in a patch. The code at the specified address is 
disassembled and displayed, and a prompt appears to allow entry of replacement 
code. 

An offset may be utilize! with this instruction as follows: 

a. It is automatically added to the address in the subcommand M <hhhh>;DI. 

b. It may be aided to any address within an instruction by including a '+0' 
in the instruction. For example, to patch the following code in at 
location $300: 


BLIP 


LEA TABLB,AG 

ADD.L #7, AO 

CMP.B #$0D, (AO) 

» BLIP 
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Assuming TABLE is at address $50, the following code could be entered to 
PATCH; 


0 300 


(Set the offset to $300.) 

0;DI 


(Start modifying at the offset.) 

LEA 

$50(PC),A0 

(Note (PC) specified explicitly.) 

ADDQ.L 

#7, A0 

(Note quick form (Q) specified explicitly.) 

CMP.B 

#$0D,(A0) 


BNE 

04-4 

(Branch to the value of offset +4.) 


Because the offset was used in the BNE instruction, the code may be entered 
anywhere in memory just by using a different offset. 

The following points should be considered when using the assembly/disassembly 
option; 

Disassembler ; 

a. If what lies at a particular location in memory is a valid form of some 
instruction, the disassembler will return that instruction. This may 
happen even if the location contains 'data'. If it is not a valid 
instruction, the disassembler returns a DC.W $xxxx (always hex), 
regardless of whether the data was defined in bytes, words, or long 
words. 

b. The disassembler makes the decision whether to represent a numeric value 
within a disassembled instruction in decimal or hex based upon wtv cher or 
not it thinks the value represents an address. Would-be addresses are 
displayed in hex; everything else is in decimal. For example, 

MOVE.L #$1234,$5678 
disassembles to; 

21PC000012345678 MOVE.L #4660,$5678 

Note that the hexadecimal form of decimal 4650 can still be readily found 
by looking at the hex for the instruction. 


c. The disassembler returns BT for BRA (BRA and BT are both valid mnemonics 
for the same opcode). Similarly, DBF is returned for DBRA. 

d. For some instructions, there is more than one assembly language 
equivalent. The disassembler may choose a form different from the one 
which generated the code originally. For example, 

MOVE.L #10,A1 
and MOVEI.L #10,A1 

generate the same code. In this case, the former would be chosen as the 
disassembled form. 
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Assembler : 

a. The one-line assembler is not symbolic, and does not support macros or 
structured constructs. Instructions such as BT'STW and BCLM, which 
existed in those MC68000 processors with RSM and prior mask sets but do 
not exist in current mask sets, are not supported. Users not dealing 
with software written for the experimental versions of the MC68000 need 
not be concerned with this restriction. 

b. If the "quick" form of an instruction is wanted, it must be specified. 
For example, 

MOVE.L #3,DO is a 6-byte instruction, whereas 

MOVBQ.L #3,DO is a 2-byte instruction. 

c. If the PC-relative addressing mode is wanted, it must be specified. For 
example, 

LEA $3F0,AQ encodes $3F0 as an absolute address, whereas 

LEA $3F0(PC),A0 encodes $3F0 as a PC-relative value. 

d. Operand expressions may include references to the current location 
(character "*") and the current PATCH offset (letter "0"). Members may 
be expressed in hex (precede with a character) or decimal, which is 
the default in all cases . ASCII strings are also supported. The only 
valid operators in an expression are + and -. The following are examples 
of valid statements for the one-line assembler in PATCH: 


BRA.S *+$24 

MOVE.L #255-32,$1F0+G 

CMP.W #*SA',24(AO) 


e. The offset is NEVER applied automatically to an address in an 
instruction. If you wish it applied, you must specify "+0". 


f. The BBS and BLO instructions are not supported. Use BOC for BHS, and BCS 
for BLO. 


g. Comments may be put at the end of a line, or on a line that begins with 
an asterisk. 

h. The only pseudo-op accepted is DC.W, and the operand must fit into 16 
bits. 
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4.2.18 Print Duap Utility (PRTDUHP) 


HODCMP 


The Print Dwap utility is an adjunct to a system function coomonly referred to 
as "post mortem dump", tat note accurately termed "task dump". Task step is 
called by the system when a task aborts and either the I option is set for fete 
session (OPT I — refer to Chapter 3) or the task dump attribute is set in the 
task's loader information block. (The task dump attribute is incorporated in a 
load module by linking with the linker's D attribute option set.) Task dump 
provides the capability which gives the user the choice of dumping (or not) his 
memory space to a file on disk for examination. All or portions of the Amp 
file can then be displayed or printed by using the PBTDUMP utility. 

When an abort occurs, a display of the contents of the processor registers will 
appear, followed by an interactive dialog: 

a. TDMP: DO YOU IfifflT A DOME? (Y/N) > 

Keying in an N returns control to VEBSAdos; a Y causes a second and 
third display: 


b. TEMP: DEFAULT DUMP FILE IS (VOLUME ID): (user no.) .TASKDUMP.DUMFmmss.DU 
where: 


volume ID 
user no. 
rasraup 

DfMftfflSS 

.DU 


Is the user's default volume ID. 

Is the user's logon number. 

Is the default catalog name. 

Is the default file name road© up of ttMP plus the 
minutes and seconds of the sysbsn clock at time of 
abort. 

Is the default file name extension. 


C. TDMP: BITER NEW FILENAME OR HIT CR > 

Use of a file descriptor for the dump file comprised of all default 
values of b. above is obtained by keying in a (CR), or the user may 
specify the desired values in any fields in the file descriptor. 


d. TDMP: DUMP FILE IS (vol. ID): (user no.). (catalog). (filename). (extension) 

This is the descriptor under which the clasp is created, and she 1 '! be 
noted for later access. 


tfeing the Print tamp Utility 

Once the display in d. above is reached and the durap file descriptor noted, the 
utility can be invoked to print all or portions of the dimp file. 


4-81 


PKEDUMP 


PRTDCHF Cmsmnd Syntax 

PMO* <fil«w> 1 » <devioe>] [; <options>] 
where: 

filename Is the dtrap file descriptor established in c. above. Note that 
except for the file name field (which is required) in the file 
descriptor. Print Dump will use the following default values 
for unspecified fieldss 

voImb ID « user's default volume ID 
user Matac * user's default (not logon) rawsber 
catalog * TASKDUMP 

extension ■ .DO 

Ml file descriptor fields, whether specified or obtained 
from default nines, must match those of the dap file 
descriptor in order for the Print Dump utility to access the 
drop file. 

device Is #PR for printed output or # for output displayed on the 

user's logon terminal. If the device field is not specified, 
# is used. 


options May be one of the following: 

A - Outputs all of the d»^a task's memozf space plus the 
Task Control Mode information (i.e., all the 
information retained by the dump). 

R - Outputs all of the cfasp task's read/wtite memory 
space plus the Task Control Block information. Does 
not output memory segments with the read-only 
attribute. 

If the A or R option is specified, the requirements of the 
centancl line are provided, and control is returned to 
VERSfidoc. 

No option - Specifying no options results in the Print Dusip 
utility entering the interactive mode. 
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The Print Daap Interactive Mode 

Display of the prosit PRTO:> indicates that the Print Duep interactive node has 
been entered. Any of several interactive mode ootwenels described below can now 
be used. 

PR®D:>ALL Provides the same output as the A option. 

PRTD;>RAM Provides the sa«e output as the R option. 

PEH):>TCB Outputs Task Control Block information. 


PKTO:>SBGM <segname> Outputs the contents of the specified segment, 
where: 

segname Is written as one to four characters of which the first 

character nust be alphabetic and the remaining characters 
alphanumeric. Alphabetic includes the characters "A" through 
"Z", (period), "_J* (underscore), and (ampersand). 

Alphanumeric includes all of those, plus B 0" through "9" and 
(dollar sign). Safer to the K68O0O Easily Linage Editor 
User's Manual, ifSiSIK; for aore segment name information. 


PR1D:>MBGS 


(tatputs the contents of the diMpeci task's registers. 


PRTD:>MD <address> [,<offset>] [<spXlength>] Outputs the contents of a block 

of menory. 

where: 

address Is the point at which output is begun. 

offset Is a hexadec imal value that is added to <address». 

sp Is a space and is required if a length is specified. 

length Is a hexadecimal value defining the size of the memory Mode 

to be output. If not specified, the default value 16 is 
used. 
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PKK>s>M) <addrl>[,<o£fset>] [<sp><addr2>] Outputs the contents of a block of 

H*2HDEy. 

where: 

addrl Is the address at tftiefe output is begun (subject to 

modification by any offset specified). 

offset Is a hexadecimal value that is added to <addrl> to determine 

the starting address. 

sp Is a space and is required if <addr2> is specified. 

addr2 Is the address at which output is stopped. If not 

specified, 16 bytes are output. 


PRUDsXJEfS <offset> Specifies a hexadecimal value that is added to <address> 

or <addrl>, respectively, for all subsequent HD or AD 
command lines. This value is ignored if an offset is 
specified on an MD or AD eoenand line. 


PfQD:>OUTP <device> Changes a previously specified output device to the 

device specified in the device field. 


PR3D:>H3jP Prints a sunrary of command line format and interactive 

mode coranands for PKHXS®. 


mms>QOIT Ttenainates execution of any PREKMP command and returns 

control to ¥Eados. 
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4.2.19 Rename Utility (RENAME) 


RENAME 


The RENAME utility is used to give a file a new tne, a new catalog name, or 
both and, if desired, assign a new protect key. The user umber may also be 
changed if MKMffi is executed while logged on as user 0. 

RENAME Command Syntax 

RENAME Cinput field>,<output field>[,<list ctevice>] 
where: 

input field May be any file name, 

output field May be any file name. 

list device May be any file name or device name. The default value 

is the session terminal. If a file is specified without 
extension, the default is .LS. 

The "wildcard" asterisk (*) may be used as described under the COPY utility. 
RENAME Utility Examples 
Example 1 - 

=B£H T1ST.S&,PAYIN.S&(AABB) 

The file name of the input field file and its file protection code (the public 
read code PPPP need not be specified) are Ranged to PAYIN.S& and AABB, 
respectively. The defaults are used for volume ID, user nuofcer, and catalog. 


Example 2 - 

^RENAME HOBK.apBCC} ,USEIT.SA(PPPP) 

The file name of the input field file and its file protection code are changed 
to USEIT.SA and PPPP (owner only can write; any user can read), respectively. 
The defaults are used for volisae ID, user number, and catalog. 


fegple 3 - 

^RENAME *.SA,*.FT 

Default values are used for the volume ID, user nuober, and catalog fields. Any 
file having the extension .SA is given the extension .FT. 

Btaeple 4 - 

-RMMB CAtTl.*.*,PAY.*.* 

The default value for the volume ID and usec raefosr fields are used. The 
catalog field for all files of catalog name CAT1 is changed to PAY. 
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Bjggjgle 5 “ 

*.* (AftBB) ,(OCDD) 

Default values are used for volume ID, user renter, and catalog name. The 
protection field of those files belonging to the default user and having the 
value Mm is changed to the value OCDD. The output file name cannot be 
specified if only the protection codes are being changed. 


Example 6 - 

-KBWffi TEST .SACW®ftl , (PBPP) 

Default values are used for volume ID, user number, and catalog fields. The 
protection field of the file is changed to public write/read. The output file 
name cannot be specified if only the protection codes are being changed. 


Example 7 - 

=RH«fE T*.*,&*.* 

Default values are used for volume ID, user renter, and catalog fields. All 
files belonging to the default user which have a file name beginning with T have 
that character changed to A. 


Example 8 - 

=»RMME TEST. SA, PAYIN . SA, LIST 

The file name of the input field file is changed to PA2IH.SA. All displayed 
messages are directed to the file LIST.LS. DefauT: values are used for volume 
ID, user number, and catalog fields. 
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4.2.20 Repair Utility (REPAIR) 


REPAIR 


The REPAIR utility detects errors in a VHISMos disk or diskette which has ted 
disk control table information. Errors are found and identified and an attempt 
is made to correct errors with minimal loss of data. REPAIR may also be run to 
change disk contents or to dump sectors or disk structures. REPAIR can be run 
to process the entire volume or only a particular file on the volune. REPAIR 
may also be executed to recover deleted files, unless the files' Data Blocks 
(DB's) and File Allocation Blocks (FAB's) have been reallocated to other uses 
after the files were deleted. 


REPAIR Oaroaod Syntax 

REPAIR <device>[,#PRn] [;<option>] 


REPAIR <vol>:[<user no>] [.<cat.filename.ext>] [,#PRn] [;<option>] 
where: 

device Is a device mnemonic representing the device on which the 

disk resides, volume repair is performed — i.e., all the 
structures on the disk are checked and processed by REPAIR. 

vol:user no Is a volam name followed by a colon and optionally by a user 
nianber. volume repair is done only if a <cat.filename.ext> 
is rot specified. If <vol>: only is specified (no <user no> 
or filename), the default <user no> is that assigned to the 
disk when initialized. 

cat.filename.ext Is an optional field consisting of a catalog name, a file 

naae, and ae extension, ea<di preceded by a period. If 
specified, file repair is done. Only the SAT, primary block 
entry, and the file's DB's and EAB's, if any, are checked and 
processed. Other structures on the disk are assumed to be 
correct. 


#PRn Is the listing device; if omitted, default is # (display on 

CRT screen). 

options May be omitted for default processing in the interactive 

mode, or nay be one of the following characters: 

N - Mon-Interactive Mode (NIM). In this mode, no disk 
structures are displayed, and the user caor»t make 
changes unless an error is found since execution proceeds 
automatically. If an error is found, one of three 
actions is taken: 

a. For a critical error, execution terminates. The 
user should then enter the interactive mode 
(default; no options) to make the appropriate 
correction. 
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b. The messages "ER: <problem>" and "R: <corrective 
action>" are displayed, followed by the request 
"REPAIR CV»)?"* 

. The user may enter Y to obtain the indicated 
change. 


. The user may enter N to terminate or obtain 
display of an alternative course of action, 
according to the nature of the error. 

c. The message "R: Corrective action>" is displayed, 
with the utility automatically making the indicated 
change. 


C - Check only mode {not valid with R option). In this node, 
the utility proceeds as in the nan-interactive mode, 
displaying a message and terminating when an error is 
encountered. Mien both the C and N options are 
specified, the C option takes precedence. Any I/O error 
causes termination. Cheek only mode should be tried 
first if disk errors are suspected. 

R - File recovery mode (not valid with the C option). In the 
file recovery mode, when only a volume name is specified 
on the REPAIR command line, the PDE of each deleted file 
is shown and the user is given the choice of asking the 
utility to attempt recovery or of skipping to the next 
file. ftien the optional field <user no> <.cat.file 
name.ext> is fully specified on the REPAIR command line, 
attempted recovery of the ^*ecifi@d file is automatic. 
In such cases where deleted files of the same name exist 
(possible because the first character of the name of a 
file is zeroed on deletion), the utility offers the 
choices of skipping or of asking for a recovery attenpt. 
If REPAIR with the R option is invoked for a file which 
is found (i.e., which has not been deleted), no action is 
taken. 

(No option) - Default Processing - Mien no option is specified, the 
utility operates in the Interactive Mode (M) under user 
control. All deleted files are skipped. Darps of 
actors or structures may fee made in this mode. 
Considerable knowledge of VERSAdos disk and file 
structure is required to use this mode effectively; 
therefore, its use is not recommended for first-time 
users. If #PR is specified in the command line, it is 
ignored in this mode. 

After the oaamtA line has been correctly altered, REPAIR identifies itself with 

the massage: 


VERSAdos REPAIR UTILITY - VERSION X 



REPAIR 


Suggestions for Using the REPAIR Utility 

Four diagrams shewing disk and file structure (Figures 4-4 through 4-7) and a 
list of field names are given in this section for the user's reference. It is 
recommended that the N option be used in the beginning until the disk and file 
structures are learned. 

If allocation conflicts are detected on the disk and it is not clear to which 
other disk structure(s) the sectors have also teen allocated, execution should 
be terminated and a note made about the Physical Sector Number (PSN) of sectors 
with allocation conflict. The utility should be run again in interactive mode, 
and the given sectors marked allocated (A $<psn>,n) in the Sector Allocation 
Table (SAT) during the UPDATE SAT loop, described later in this section. Then 
an error message will be given at the first reference to the same sector(s). It 
is then up to the user to determine to which structures the sector (s) actually 
belong. Note that REPAIR assumes that the first association is correct — see 
following paragraph. 

The utility will not recognize a space allocation conflict until a second 
structure tries to claim the same space. The assumption is made that the first 
association is correct and there is no allocation error because no information 
exists for structures not yet processed. If multiple allocation errors are 
suspected, the structures should be examined as they are displayed to discover 
such errors. The utility will normally give error messages about content errors 
when multiply allocated sectors do not belong to the disk structure at hand, but 
it is possible for the wrong sectors to pass the tests for the structure being 
examined. 

Any severe disk problems should be analyzed by an adequate dump of the problem 
area. Since the main purpose of the utility is to detect errors, the repair 
process is improved if the user can supply corrections (often the utility 
deletes or truncates some structure to clear an error unless directed to do 
otherwise). 

A particular REPAIR utility version should correspond to the version of VERSAdos 
in use, since the utility assumes certain reserved fields in the disk 
structures. If a reserved field error is discovered, the user is given the 
choice of inhibiting (or not) the utility from zeroing out the field (then 
terminating or skipping the file if doing file check). The version 
incompatibility must then be resolved before the disk can be processed. 

If file structures are deleted during file repair, some of the sectors may not 
be deallocated in the disk SAT because the utility did not process than. 
Therefore, it is recommended that a disk check be run to check the SAT after 
file repair involving extensive truncation or deletion of data. 
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Disk Structures 

Listed below are mnemonics representing various disk structures. 

VID Volume identification block, always sector 0, length of one sector. 

SAT Sector allocation table, or map, variable length. 

CFGA Configuration area (media format information), variable length. 

SDB Secondary directory block (list of catalogs), length of one sector. 

SDE Secondary directory block entry (catalog entry). 

PDB Primary directory block (list of file names), length of four sectors. 
PDE Primary directory block entry (file entry). 

FAB File allocation block (list of data blocks), variable length. 

IB Data block (block of sequential records), variable length. 

HDR Header (first few bytes of each SDB, KB, or SAB); contains linkage 
information to next structure of same type. FAB's have forward and 
backward links; other structures have only forward links. 

SLT Sector lockout table. 

OTA Diagnostic test areas. 


Several separate test routines are performed during REPAIR processing. They 

are: 

VID CHECK Performed unless file repair only is selected. During this 

test, the volume identification block sector is checked. All 

remaining structures are reachable only if the VID is intact and 
readable. A segment is allocated to accommodate two SAT buffers 
for the disk and allocation SAT's. 

SAT CHECK Performed unless file repair only, in HIM (M option), is 

selected. The SAT on disk is referred to as "disk SAT" — it 
contains the sector allocation map for the disk. Under normal 
circumstances, the disk SAT is checked and updated as necessary 
and at the end of REPAIR, it is written back to disk if changed. 
If the SAT is in poor shape, the user has the option to have 
REPAIR re-create it; then the disk SAT is ignored and the 

allocation SAT is written to disk at end of REPAIR. (The SAT 
cannot be re-created if only file repair is done in NIM because 
then only the file's sectors are checked and processed for 
allocation — the resulting allocation SAT is not complete). 

Another SAT-type map is built by REPAIR to keep track of sectors 
that have teen processed and have been allocated so far. This 
SAT is checked for multiple allocation errors. It is referred 
to as "allocation SAT". Note that in NIM if file repair only is 
done, then REPAIR will not be able to detect multiple allocation 
errors except among the sectors associated with the file. 
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CFGA OfBCX 
SDR CHECK 
PDB CHEEK 
FILE CHICK 


Update Loop 

In the interactive mode, an "update loop" is entered for file structures VID, 
SAT, SDB, PDB, PDE, DB, and FAB as they are checked during the applicable 
sections of the REPAIR process. The update loop is usually preceded by a dump 
of the structure, an error message, and/or a REPAIR action message ("R:..."). 
The query UPDATE xxx? is displayed, where xxx is the appropriate disk structure 
mnemonics. 

The user must give one of the following responses to each UPDATE xxx? request 
(note that for each particular structure, there is some variation in allowed 
response): 

Q - Always terminates REPAIR with the message REPAIR TERMINATED. Any 

sectors updated in memory are written to disk. If I/O error, then 
error message is given ("10 ERROR, DO * x FROM WRITE xxx, PSN - x", 
where xxx is a disk structure mnemonic); otherwise, the error is 
ignored. 

R - If given as response to a proposed action for error ("R: ... "), 

then the indicated repair is enabled and the update loop is 
terminated; otherwise, WHAT? is sent. 

D - Deletes the current structure and terminates the loop. If the 

structure contains a link to the next structure of the same type, 
the link is used to continue processing (the user may have changed 
this field from its original value — the sectors of the current 
structure are not written to disk no matter how much they were 
changed.) 

A - Allocate - used only in final SAT CHECK when SAT is not to be 

recreated by REPAIR. 

D $<psn>[,n] - 

Delete or deallocate sectors from SAT, where <psn> is a physical 
sector number (in hexadecimal) within the SAT, and where n (if 
given) is the decimal number of consecutive sectors affected, n 
defaults to 1. 

A $<psn>[,n] - 

Allocate sectors in SAT, where <psn>[,n] are as above. 

$[,n] - Dump the structure or, if n (decimal) is given, dump nth sector of 
the structure (if n is greater than the length of the structure, 
then n * 1 is used; in PDE update loop, n is ignored). Display to 
listing default (LDP), usually console screen. 
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$<psn>[,n] [#PR] - 

tap any sector (s) to the listing device, where n is the decimal 
muter of consecutive sectors to be dunped (default is 1). 

$<psn> <offset> xx[,xx]... - 

Update a sector of the structure, where <psn> is as above, <offset> 
is a hexadecimal value (0-$FF), and xx is either a hexadecimal value 
(Q~$FF) or a period (.) followed by an ASCII character. Hie new 
values specified (xx[,xx]...) replace consecutive bytes starting 
with the byte at the given <offset> in the specified sector. 

<offset> xx[,xx] - 

Same as imnediately above, but changes are always made to the first 
sector of the structure. Here <offset> must start with a numeric 
character (its value must still be Q-ffF). Not allowed in VID check. 

N - 'terminates loop and turns off interactive mode until a later 
structure is processed or until an error is discovered. 

C - 'terminates loop and continues as if in the check only mode until an 
error is encountered or until execution is completed. 

(CR) (Carriage return only.) 'terminates loop. 

NOTES 

This version of the REPAIR utility drops sectors directly from disk; 
only the current structure is drafted as it appears in memory. There¬ 
fore, other structures having changes made by the utility that are 
also memory resident may not be displayed. 

If REPAIR is used to update the structure of the disk, REPAIR should 
be performed on the entire volume with the C option. This will 
ensure the integrity of the new disk structure. 


Error messages to invalid UPDATE xxx? responses are: 


WHAT? 

SSN ERROR 

VALUE ERROR 


If syntax error, or unallowed response. 

If PSN is out of range, only the current structure can be 
updated. 

If byte value for sector change is invalid. 


QETfSET ERROR - If offset is past sector boundary or too many new byte values 
are given — updates are allowed only within the specified 
sector. 


The BREAK key will abort REPAIR with "BREAK! - REPAIR ABORTS/*. Sectors changes 
in memory are not written to disk. 
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In IM during final SAT CHOCK, all unused sectors marked allocated are listed. 
If some structure ted to be deleted or truncated because of ted links or other 
problems, then by dumping the unused allocated sectors the user may recognize 
sectors that belong to the deleted or truncated structure, The utility can then 
be r©executed to reconstruct the structure. 

During REPAIR processing, if the volume name in the VID or a file name or an 
extension in the PDE is in error, the utility will request entry of a 
correction. The erroneous name or extension will be displayed with periods (.) 
replacing any non-alphansxneric characters. When making the new entry, only the 
exact number of characters input will be replaced in the erroneous name or 
extension, with characters beyond those input remaining unchanged. For example, 
if a file name should be PROGRAM and it appears as PR....M, at least the 
characters PKOGRA must be entered. If only the missing characters OGRA are 
entered, the name would become OGRA..M and would still be in error. 


Disk and File Structure Tables 

The tables below contain the name (syn&ol), offset in bytes, length in bytes, 
and description of each field within the VERSAdos disk and file structures. 


VOLUME ID BLOCK (VID) - always Sector 0 


Symbol Offset Length 


VIOTOL 

0 

4 

wimm 

4 

2 

VIDS&T 

6 

4 

mmm 

10 ($A) 

2 

wmsBS 

12 ($C) 

4 

VIDPDL* 

16 (§10) 

4 

VIDOSS 

20 ($14) 

4 

mmm. 

24 (§18) 

2 

VIOQGB 

26 ($1A) 

4 

mmm. 

30 ($1E) 

4 

ViDOTB 

34 ($22) 

4 

wmm 

38 ($26) 

20 ($14) 

VIWHO 

58 ($3A) 

4 

wrnrn 

62 ($3E) 

2 

VIBOTP 

64 ($40) 

64 ($40) 

mmm 

128 ($80) 

4 

vi mm 

132 ($84) 

4 

Vieras 

136 ($88) 

2 

vioat 

138 ($8A) 

4 

vmsa* 

142 ($81) 

2 

¥10015 

144 ($90) 

4 

VIBCMi 

148 ($94) 

1 

viduc 

149 ($95) 

1 

VXDRS1 

150 ($96) 

98 ($62) 

vicmc 

248 ($F8) 

8 


♦Currently not implemented; *0 


Field contains 

Ifolurae ASCII identifier 

User number 

Start of SM 

Length of SAT 

Secondary directory start 

Primary directory PSH list start 

Start of Initial Program Load (IK.) file 

IM. length 

IPL execution address 

IPL load address 

Generation date 

Mne descriptor 

Initial version/revision 

VID checksum 

Diagnostic test pattern 

Diagpostic test area directory 

Start of area 

Length of dump area 

Start of SLT 

Length of SLT 

Configuration area starting sector 
Configuration area length 
IPC format disk type code 

VERSAdos disk (ASCII string "EXQ8MACS") 
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Configuration Area (CE&j) 

The configuration area contains a disk configuration parameter Mods identical 
to the disk configuration IOCB used for Configure, Configure Default, and 
Configuration/Status requests (see VQISRdos Data Management Services and Program 
Loader User's Manual), This Mods contains the configuration in effect when the 
disk was initialized. This information is used to set up the current 
configuration when the disk is mounted to allow data access. 


DISK COtBTIGURATIOH BLOCK. 


SSKBOL 

QEFSET 

raisra 

OQUTQfTS 

IOSDST 

OR 

IOSCBC 

0 

l 

DEVICE STATUS 

OR 

CONFIGURATION ERROR CODE 

IOSCTP 

1 

l 

CHANNEL TIPS 

I06DTP 

2 

i 

DEVICE TfPE 

IOSDRC 

3 

i 

EMW CODE 

iosatm 

4 

2 

mraiK mac 

I0SP8M 

6 

2 

PJHWffifESS MAS 

IOSATW 

8 

2 

ATTKEBtfEK SD8D 

IOSRBC 

10 ($A) 

2 

radios SECTOR. SIZE 

IOSRSZ 

12 ($Q 

4 

TOTAL VIKSAdos SECTORS 

IOSWTO 

16($10) 

4 

WRITE TIW-QOT (HUSO) 

IOSRTO 

20($14) 

4 

READ TIME-OUT (UNUSED) 

IQSSPT 

24($18) 

1 

PHYSICAL fflCTORS PER TRMX CM MEDIA 

IOSCS 

25($19) 

1 

NO. OP HEADS m DRIVE 

IOSTRK 

26($1A) 

2 

NO. OF CSLIMM1S ON (SDIA 

IOSILV 

28{$1Q 

1 

msblk now m mtoia 

IOSSOF 

29{$1D) 

1 

SPIRAL QSfSsT ON E©JIA 

IOSPSf 

30($1E) 

2 

PHYSICAL SECTOR SIZE OF TOIA 

I06PS) 

32($20) 

2 

HffSICM. SECTOR SIZE OF DRIVE 

IOSTRKD 

34($22) 

2 

IKK m CTLISDHS CM DRIVE 

ICSSOQM 

36($24) 

2 

PRBOQMPKSATION CXUNDER # (usually .5 total eyl) 

IOSSPTD 

38($26) 

1 

PHTSICAL SBCTOiS PER TBMSL ON DRIVE 

IDS>BSV 

39 ($27) 

7 

RESERVED 


40($28) 

60($D6) 

UNUSED 
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Sector Lockout Table (SLT) 

The SLT is a contiguous segment of disk feat describes the sectors as the disk 
which have been locked out. The rax&ec of sectors in the SLT is maintained in 
the VID and is determined by the number of sectors on the disk. Bach entry (six 
bytes) in the SLT consists of two fields. The first field is four bytes and 
contains the physical sector neater (KM) of the start of a lockout range. The 
second field is two bytes and contains the mter of contiguous sectors to be 
locked out. The first zero entry terminates the list. If no SLT exists, the 
PSN of the SLT in the VID is set to zero. 


Diagnostic Test Areas (DTA) 

The OTA is one sector that describes the areas on the disk available to 
diagnostic programs as read/Write test areas. Each entry (six bytes) in the DTA 
consists of two fields. The first field is four bytes aid contains the physical 
sector iH^er (PSN) of the start of a test area. The second field is two bytes 
and contains the length of the test area. The first zero entry terminates tie 
list. If no DTA exists, the PSN of the DTA in the VID is set to zero. 


SBCOtBftRY DIRECTOR? BLOCK (SDB) HEfiDER 



Offset 


Field contains 

SDBFPT 

0 

4 

PS of text SIS (zero if none) 


4 

12 ($C) 

Reserved (0) 

SDBSTR 

16 ($10) 


Start of first secondary directory entry 

smmif DIRECTORY EtffElf 

(SDQ 



Offset 


Field contains 

SDBOSN 

0 

2 

Iter aster 

SDBCLG 

2 

8 

Catalog cage 

SDVPDP 

10 ($A) 

4 

PSN of first PC8 for catalog 
(zero * empty entry) 

SDBRCf 

14 ($E) 

1 

Beserwed 

SDBRS1 

15 ($F) 

1 

Reserved 

PRIMARY DIRECTORY BLOCK (PDB) HEADER 


Syuibol 

Offset 

Length 

Field contains 

BUfFY 

0 

4 

BSi of next HS (zero if none) 

mwm 

4 

2 

User number 

BUtGLS 

6 

8 

Catalog name 


i4 m 

2 

Reserved 

DIRSTR 

16 ($10) 


Start of first primary directory entry 
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FRIM&Ig DIITOOW EMI CMS 


Sptel 

Offset 

Length 

Field contains 

DIRFIL 

0 

8 

File me 

DIRECT 

8 

2 

Extension 

DIRRSI 

10 CSA) 

2 

Reserved 

BIKFS 

12 ($C) 

4 

File starting PSN (contiguous) or first 

EAB pointer (noncontiguous) 

DISEE 

16 C$10) 

4 

Physical EOF Logical Sector Hunter (LSi) 
(contiguous) or last SB pointer 
(noncontiguous) 

DIREOF 

20 C$14) 

4 

Bad of file LSK (zero if contiguous) 

DIREOR 

24 C$18) 

4 

fid of file Logical Record lister (LRN) 

(zero if contiguous) 

DIRWCD 

28 ($1C) 

1 

write access code 

DIRKS 

29 ($1D) 

1 

Read access code 

DIRKFT 

30 ($1E) 

1 

File attributes 

DIRLBZ* 

31 ($1F) 

1 

Last data bloc* size (zero if contiguous) 

DIRLRL 

32 ($20) 

2 

Record size (zero if variable record 
length or contiguous) 

DXRRSZ 

34 C$22) 

1 

Reserved 

DIRKEY 

35 ($23) 

1 

Key size (zero if null keys or non- 

tadexed Sequential Access Mode (non-ISAM)) 

DXRFAB 

36 ($24) 

1 

FAB size (zero if contiguous) 

DIFDAT 

3? ($25) 

1 

Data bloc* size (zero if contiguous) 

DIRDTBC 

38 C$26) 

2 

Bate file created or updated 

DIHDTEA 

40 ($28) 

2 

Last date file assigned 

DIRRS3 

42 f$2&) 

8 

Reserved 

- File attributes (DIRATT) (bits 4- 

-7 user defined) 

Symbol 

Value 

Meaning 


Dfi35CON 

0 

Contiguous 

DATSSQ 

1 

Sequential (variable or fixed record length) 

OATISK 

2 

Rayed ISAM - Ho duplicate keys 

maim 

3 

Keyed ISAM - Duplicate keys allowed; mil keys allowed 


* In current iraplesnentation, DIHLBZ-DISDAX 
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FILE ACCESS BLOCK (FAB) 



Symbol 

Offset 

Length 

Field eso.ta.ins 

FABFLK 

0 

4 

Pointer to next FAB (zero if none) 

FABBLK 

4 

4 

Pointer to previous FAB (zero if none) 


8 

1 

Fraction of FAB in use 

FABPK2** 

9 

1 

Length of previous FAB's last key 


10 ($A) 

MOT 

Last key in previous FAB (zero if this 
is first FAB) 

FABSEG 

io+fabot 


Start of first segment descriptor 


* Divided into 16 parts. 0 -—> empty FAB - 16 —-> full FAB 

** Current ioplenentation always has FKffKSMMlKEf. Eater inplesentations my 
use partial key. 


FAB SBM1T DESCRIPTOR 


SjBfcol Offset Length 

FABPSN 0 4 

FABRBC 4 2 

FABSSS 6 1 

FABKET* 7 1 


Field contains 

FSS of data Mode start (zero if rest 
of FAB empty) 

&mber of records in data Mode 
Axte: of sectors in use in data Mode 
Hay of last record in data Mode ** 


* Current inplenentation always ins ESKES-DlKSf 

** The key fflay not be ecpial to the last key in tie data Mock, but it is always 
less than the first key of next feta block «tless duplicate keys are 
allowed. If in first FAB, EABFKT for first FAB has byte for byte 
correspondence with length of k^s established for file and values of bytes 
are zeros. > 


seta Blocks (EB) 

Data Modes can contain three different record types, none of which allows a 
record to be split between data Modes? 

FIXED LENGTH 
VARIABLE LENGTH 
CXWTIGOajS 


Fixed Length Records : The feta content of the fixed length record is specified 
by the user. There are no ee bedded control characters generated by File 
Management Service (FMS). Any unused locations in the feta Mode will be zeroed 
out. 
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Variable Length Records ; Variable length records have a 2-byte field, preceding 
each record, which contains the maS>er of data bytes, followed by the data. The 
data partial of the record can be binary or ASCII. With ASCII specification and 
a formatted write request, EMS will eospress spaces. A space compression 
character is indicated by a data byte having the sign bit (bit 7) set, while the 
remaining bits (6-0) contain a binary ouster representing the mater of spaces 
to be inserted in place of the coapressed character. H® will automatically 
expand these compressed characters into spaces when such files are read, using 
formatted ASCII I/O. A zero filler byte is stored at the end of the data 
portion of a record if the record length is odd. Any unused locations in the 
data block will be zeroed out. 

Contiguous Records ; Records for contiguous files (load modules) are 256 bytes 
in length. The data content, completely specified by the user, contains no 
embedded control characters generated by FMS. 


Example 1 - Recovering a Deleted File 

A file named TESF2.L0 was inadvertently deleted from volume V0L2. Assuming no 
files have been allocated in its space, the file is recovered as follows: 


^REPAIR V0L2:21..TEST2.LO 

VERSADOS REPAIR UTILITY -VEKSI0K 032282 3 
*** FILE CHECK *** 


00 45 53 54 32 20 20 20 
10 00 00 7A 00 00 00 00 
20 00 00 00 00 00 00 00 
30 00 00 00 00 00 03 8E 
OTDATEPDE? 

00 54 

UPDATEPDE? 

0 

REPAIR TERMINATE) 


4C 4F 00 00 00 00 00 DO .EST2 LO. 

00 00 00 00 00 00 00 00 ...z....... 

00 00 00 00 00 00 00 00 ........... 

03 8E 00 00 00 00 00 00 .. 


Since "deleting a file" destroys only the first character of the file name, 
entering offset 00 and the ASCII character 54 restores the letter **T H to the 
file raise. 
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FIGURE 4-5. Primary Directory Block - Four Sectors 
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4.2.21 Scratch Utility (SCRATCH) 


SCRATCH 


The SCRATCH utility allows the owner of a disk or the system administrator (user 
0) to erase the volume identification directory (sector 0) of a disk so that the 
disk may be reused. Optionally, a disk my also be fons^tted. 


SCRATCH Command Syntax 
SCRATCH <input field> 
where: 

input field Is the device name of the drive in which the disk to be 
scratched is mounted (e.g., #FD00, #ED01, or #HD01), or the 
volume name of the disk to be scratched. 


Scratch Utility Bscarapl.es 
■SCRATCH #FD01 

OK TO SCRATCH (Y/N) PD01? Y (Displayed if volume ID does not 

DO YOU HAST TO FORMAT DISKETTE (Y/N)? Y exist.) 

or 


OK TO SCRATCH (Y/N) EDG1 VOLUME VOLN? Y (Displayed if volume ID exists.) 

DO YOU MNT TO FQ1WAT DISKETTE (Y/N) ? Y 

i 

(The I NIT ccumand my now be used to 
set up the VID of the diskette, as 
desired.) 
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4.2.22 Snapshot Utility (SNAPSHOT) 


SNAPSHOT 


Hie SNAPSHOT utility will copy the contents of an EXORterro 155 screen co a file 
or device. It is useful in saving transient information displayed on the screen 
Which cannot be conveniently directed to a file or device by a more direct 
method. 


SNAPSHOT Command Syntax 

SNAPSHOT [<terminal to copy>][,<file/device for ©ufcput>] 
where: 

terminal to copy Is the optional device name of the terminal on 

which the information to be copied is displayed. 
If this field is not specified, the default value 
will be the terminal from which SNAPSHOT was 
invoked. 

file/device for output Is the optional name of the device or file to which 

the screen contents should be copied. The default 
value for this field is #PR, the consnon device name 
for the first system printer. If a file name is 
specified, an extension of .SA and the current 
default volume, user ramber, and catalog are 
applied where the file name is not fully qualified. 
The file thus created is an indexed sequential file 
of the type used by the editor, simplifying 
subsequent modification. 


When SNAPSHOT is invoked on a terminal, several thousand characters are sent 
from the terminal to the computer. This causes a delay of several seconds, even 
over a 9600-baud port. When transmission speeds of less than 9600 baud are 
used, more time is required to copy screen contents. 

It is important to note that the SNAPSHOT utility will work only with EXORterm 
155 terminals. Attempts to use it with other terminal types will cause the 
receiving terminal to lode up and display garbage until its RETURN key is 
pressed. 


MUPSHOT Utility Examples 
Example 1 

-SNAPSHOT The contents of the screen cm the terminal from 

which aiAPSIOT was invoked are copied to device 
#PR. 


Bjcarngle 2 

-SNAPSHOT #CM12, SH0M5BUG The contents of the screen of terminal #0112 are 

copied to file SK3WSBUG.SA under the user's default 
volone, user number, and catalog. 
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4.2.23 System Analysis Utility (SYSAKAL) 


SfSMffi, 


fhe SXSKHAL utility provides a means of looking at MS68R syssta® tables ana at 
any part of memory while VERSAdos is running. SYSANAL is an interactive 
operating system debugging tool. Output can be directed to the user's terminal 
or can be redirected to a printer. 


SYS&NM. Canaand Syntax 

SfSH [<autput field>J 
where: 

output field Is the name of the device Where output will be listed. If no 
output field is given, the default is # {user's interactive 
terminal}. 

SfSAUIL responds by displaying a pr«pt for entry of stornds: 

SYSA:> 


Quit Subcommand Syntax (QUIT) 

SYSA:>Q[UIT] 

where: 

QUIT or Q is the sabcomaoi for terBsinatirej the SYSASIL utility and 

returning control to IHSMos. 

Address Dump Subccmand Syntax (AD) 

SYSA:>AD <addressl>[,<offset>J <address2> 

Were: 

AD Is the subcommand to dkmp a block of memory in hex format. 

addressl Is the starting address of the block of memory to be dumped. 

offset • Is a hex value that will be added to <addressl> to determine 

the starting address of the block of aeeory dumped. 

address2 Is the ending address of the hlodc of mea»Ey daeped. 
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Channel Control Block SdboamBand Syntax fOCBSI 
SfSA:»C|CBSJ 
where: 

OCBS or C Is the subeeanana to dump the contents of all OmbrcI Control 
Modes known to tie system. 

Free Memory Subcommand Syntax (EBEg) 

SZSA:>F[REE] <partition #> 
where: 

FREE or F Is the subearaBand used 

memory partition. 

partition # Is the memory partition 


to list the free memory list for any 
number. 


Global Sgcgngnt ‘fable Sabcsma^ Syntax (GOT} 

SfS&:>G|STj 

where: 

GST or G Is the subcooraand to list all entries in the Global Segment 

Table. Each entry describes the size and attributes of a 
globally or locally shareable segment. 

See Appendix E, paragraph E.5, of the Real-Time Multitasking 
Software User's Manual, M68KM568K, for a description of the 
Global S«peat Table. 


Map SubcairrtaaS Syntax (MAPI 
SfSA:>M[AP] 
where: 

MAP or M Is the subcaonmnd for listing the limits and size of each 

memory partition and the free memory list for partition 0. 

See Appendix E, paragraph E.9, of the Real-Time Multitasking 
Software User's Manual for a description of the Memory Map 
and Free Manory List. 
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tesory top Subcommand Syntax ffCj 

&ES&:>MD Caddress> [ , <offset>] <# byt®s> 
where: 

I® Is the subcommand used to dcnp a block of memory in lex 

Scnat. 

address Is the starting address of the Mods of memory to be dumped. 

offset Is a hex value that will be added to <acBress> to determine 

the starting address of the block of meaQry ctaped. 

# bytes Is the number (expressed in hex) of bytes to be dump<id. 

Offset Subcommand Syntax CQEE1 
SKSA:>0£F <address> 
where: 

df Is the subco mma nd used to set a default aaory address offset 

for use by tie (O aid H3 sufaooHiffiaois. 

adiress Is a hex value to be used as a memory address offset. 

Output &tboaaaand ^ntax (OUTI 
STSA:>QOT <devioe> 
where: 

OCT Is the subooiMaai used to select an output device. 

device Is the output device. # selects the user's terminal; #Kta 

selects a printer. 


Periodic Activation Table ajbeonnsand Syntax (KB 
SYS&.:>P[AT] 
where: 

WMS or P Is the subcommand used to list all of the tasks with entries 

in the Periodic Activation fable as a result of having 
delayed or requested periodic activation. 

See Appendix E, paragraph E.10, of the Real-Time Multitasking 
Software User's Manual for a description of the information 
found in the Periodic Activation table. 
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Beady StoboagMiag Syntax (RBaoao 

sms>i|raDYi 


SIMM, 


where: 

READY or R Is the subcoraBand used to list selected information about 

eat* task currently on the 'Ready' list (these tasks are 
waiting to run). The information is taken from the Task 
Control Block associated with each task. 

See Appendix E, paragraph E.2, of the Real-Time Multitasking 
Software Iter's Manual for a description of a Task Control 
Bic 


System TCB Subcommand syntax (STCB) 

SYSA:>S[TCB} 

where: 

SK3B or S Is the subcommand for listing selected information about each 

system task currently tax® to the systaa. The information 
listed is taken from the Task Control Block associated with 
each task. 

See Appendix E, paragraph E.2, of the leal-liae Multitasking 
Software User's Manual for a description of a Task Control 
Block. 


Systaa Parameters Subcommand (SYSffl 
SfS&:>SY[SPJ 
where: 

SI® 1 or SI Is the subcommand for listing the system parameters. 

See Ippendix E, paragraph E.l, of the Real-Time Multitasking 
Software User's Manual for a description of systaa 
parameters. 
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'Babies Subcommand Syntax (TMBL) 

S*SA:>T[ABL] 

where: 

TRBL or T 'Is fete subconraand for listing all of the tables recognized by 

SZSMOL. The SBL subcowanci is fete equivalent of entering 
the following subcommands: 

SYSP 

w 

MAP 

DCS 

RESOY 

P*T 

UST 

GST 

ocas 

Ti»CB 


Task Subcommand syntax CTR3Q 

S£SA:>TASK <task name>[ <session>] 
where: 

TASK Is the subcommand used to request a detailed list of 

information about one task* 

The information listed is found in the Task Control Block and 
Task Seepent Table for the given task. 

See Appendix E, paragraphs E.2 and E.3, of the Real-Tune 
Multitasking Software User's Manual for descriptions of the 
Task Control Block and Task Secant tables. 

task Mae Task nane can be entered as a 4-character ASCII value or as 

an 8-charaeter hex value preceded by S. 

session Session an be entered as a 4-character ASCII value or as an 

8-<i»aracter hex value preceded by $. If no session is 
altered, the first task found with the given task name will 
be listed. 
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Task Control Block Subcommand Syntax (TCB) 

SfSAs>KB 

where: 

TCB Is the subooraoand for listing selected informatics about each 

task currently town to the system. The infennatioo listed 
is taken fro* the Task Control Block associated with each 
task. 

See Appendix E, paragraph E.2, of the Beal-Time Multitasking 
Software User's Manual for a description of a Task Control 
Blodc. 


Race SahcoBgaand Syntax (TggC) 

SXSA:>TR[AC1 

where: 

TRAC or TR Is the stibcoanani used to list the System Trace Table 

entries. The entries are listed in chronological order from 
the oldest to the most recent. The time that each entry was 
built and the difference in time between entries is also 
listed. 

See Appendix E, paragraph E.7, of the Baal-Tirae Multitasking 
Software User's Manual for a description of Trace entries. 


Trap Subcanngnd Syntax (TRAP) 

STSA:>TRAP 

where: 

TRAP Is the suboonraand for listing tbs Trap Instruction Assignment 

Table and the Trap Instruction Owier table. These tables 
indicate which Trap instructions are currently owned by 
server tasks. 

See Appendix E, paragraph E.l, of the Real-Time Multitasking 
Software User's Manual for a description of the TIAT and TIOT 
tables. 
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teer Semaphore table Subcommand Syntax COST) 

SfSA:>0S[T3 

where; 

OCT or OS Is the subcoranand to list all entries in the User Semaphore 
Table. 

See Appendix B» paragraph E.6, ©f the Real-Time Multitasking 
Software User's Manual for a description of the User 
Semaphore Table. 


User TCP- Sakxammrid %ntax (UTCB) 

SXSA:>0[TCB] 

where; 

UTCB or 0 Is the subcommand for listing selected information about each 
user task currently know to the system. Hie information 
listed is taken from the Task Control Block associated with 
each task. 

See Appendix E, paragraph E.2, of the Real-Time Multitasking 
Software User's Manual for a description of a Task Control 
Block. 
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SK3MAL - Summary of Stonmands 
Program Control CoaBao as 

OUT <3evioe> Send output to <devioe>. 

QUIT ‘terminate program. 

ttanory Di^p Commands 

OBF <a&ess> Set default naaoty assess offset to <address>. 

I® <addressl> [ # <offset>] <# byt@s> 

Du^» <# byt®s> starting at <addressl> + <offset>. 

AD <ad(3ressl»f»<0££set»] <ad<itess2> 

D»p mesaory <a5elrms i> to <aMress2>. 


List System teble Qgnancls 

OGBS Channel Control Blocks, 

m n Free 1ternary List for Benorj partition n. 


GST 

Global Segment Table. 

MAP 

Mssny Map. 

PAT 

Periodic Activation Table. 

READY 

Task Ready List. 

STCB 

System Tasks. 

SYSP 

System Parameters. 

TABL 

Ml systea tables. 

TASK ^nase>| <session>] 

Detailed information about one task 

TCB 

Ml tasks. 

TRAC 

System Trace Table. 

trap 

Trap InstractioB Tables. 

1ST 

User Semaphore Table. 

OTCB 

All user tasks. 
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4.2.24 Transfer ASCII File Utility (TRANSFER) 


TRANSFER 


The ASCII file transfer utility is provided go that files comprised ©f printable 
ASCII characters in the range $20-$?E, such as source programs or S-reeord files 
(Appendix A), can be transported between a host ccaaputer aystem and one of the 
VBlSMoa systems C<3aaile»d) or in the otter direction (upload). The 
communication link can be a direct connection between serial ports (RS-232) on 
the two or voice grade phone lines using a ^ppe 103 modem. Data can be 
transferred at 300 baud via the raodem/phone line link, or at rates up to 9600 
baud using a direct connection. 

When transferring a file via modem, connection is made through a port on a 
Multi-Channel Communication Module (MOCK). For direct connection file transfer, 
an M0CM port or a port cm the DEfoug Module or the second port on the VMQ2 can be 
used. 

The ASCII file transfer utility differs somewhat from the usual VERSAdos utility 
in that three separate programs are involved. TWO of these are Pascal programs 
installed ©n the remote host system, and the third is an assembly language 
program installed cm the VERSAdos system. The two host programs, DLQAD and 
UtGAD, run on the host in coordination with the TRANSFER program running on the 
VElSMos system. TRftNSFBl uses the standard VEIBMos file handling and 
input/output services. 

Source code for the three programs is supplied so that modifications can be made 
to accommodate any differences in Pascal implementation. Most of the 
modifications will be required in the DLQAD and CJLOAD programs. As a 
familiarization aid, two example sets of these Pascal programs are also 
supplied. One will run on the VERSAdos system. The other has been run on an 
IBM 370 after compilation by the Pascal/VS program. 

to VERSAdos versions prior to 2.0, a patch must be made to the TRMSFER.LO 
module for ULQftD to work properly. The patch and associated change to the 
source file is presented below: 

TRANSFER.LO TRANSEER.SA 

Address, Old value. New value Line number. Old contents, Kto# contents 
$1ABE $53DA $5388 1295 SJB.L #1,A2 SUB.L #1,A0 


The utility operates in three modes: 

a. The download mote, during which the file is actually transferred from the 
test system to the VHMdos system. 

b. The tpload mode, during which the file is actually transferred from the 
VMSftdos system to the host system. 

c. The transparent mode, in which the EXQRterm or other terminal functions 
as a simple terminal and appears to be oorasunicating directly with the 
host sysbea. 

The general operating sequence is to enter the transparent mote; initiate upload 
or download, following completion of whicii the transparent mode is automatically 
reentered; then initiate another file transfer or terminate. 
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Use of the ASCII file transfer utility to conmunicate data between two computer 
systems — either by direct connection between serial ports or via phone lines 
using modems -- places certain constraints on the process which must be 
accornnodatad. Namely, both systems must be configured for the same baud rate, 
type of modem, and character makeup. 

VERSAdos, as shipped, contains default values which set up the serial ports on 
the DEbug and MOCM Modules as follows: 9600 baud, one start bit, eight data 
bits, no parity bit, and one stop bit. If the host computer supports this 
protocol, file transfer is possible by direct connection through port 2 on the 
DEbug Module or an MOCM port. However, the user should note that the bit time 
is about one millisecond; therefore, the processor should be dedicated solely to 
the data transfer else overrun is likely. Successful data transfer at this rate 
in a multiuser environment is possible through an MOCM port, but may not succeed 
when port 2 on the DEbug Module is used. 

To use the ASCII file transfer utility for data transfer via modem using an MCCM 
port, for example, the following considerations should be observed prior to 
invoking the utility. 

First, the VERSAdos system hardware must be configured. 

a. Select an MOCM port for the file transfer. 

b. On the terminal/modem configuration header corresponding to the selected 
port, ensure that the configuring jcarpers are installed in the B-C 
position (MOD). Ibis causes the VERSAdos system to appear like a 
terminal to the modem. Refer to the following chart for correspondences 
between MCCM header, I/O panel port, and VERSAdos nomenclature. Note 
that the I/O port designators differ from the VERSMos designators. In 
the System Generation Facility User’s Manual, M68KSYSGE25, these ports are 
called terminals. 


MCCM 

FOOT DESIGNATOR 

VERSMos 

HEADER 

I/O PANEL 

VERSMos 

MNEMONIC 

K8 

1 

0 

0510 

K7 

2 

1 

0511 

K10 

3 

2 

0512 

K9 

4 

3 

CN13 


The mnemonics (device names) given above are for the first (or only) MCCM. 

Next, a new operating system mist be generated which reflects the new hardware 
configuration and supports a laud rate of 300 and a type 103 modem. The 
configuration can be changed by modifying parameters in the SYSGEN ccwrraand file. 
Refer to the System Generation Facility User's Manual. 

A special step must be taken when using ASCII file transfer between two VMC 
systems with the connection made between local ports. When operating in this 
mode, upload will not function properly unless the type-ahead feature on the 
local (home) port is deconfigured. To deconfigure the type-ahead feature, it is 
necessary to set bit 7 of the attributes word in the associated device control 
block (DCB) to 1. The standard value for the attributes word is $0100. ibis 
must be changed to $0180 to deconfigure type-ahead. The device control block is 
contained in module IOC.SA which is assembled at SYSGEN time.. 
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After the user has configured the VERSAdos system hardware and operating system, 
he should ensure that the host system supports the just-established data 
communications protocol. As mentioned, because the Pascal nodules are 
implementation-dependent, it is highly likely that some slight adjustment for 
the user's environment will be necessary. The best approach is to acquire an 
understanding of each program so that the part that needs to be changed can be 
isolated and the precise change determined. To aid you in this endeavor, source 
listings are extensively annotated. 

The following example typifies use of the utility to download an ASCII file via 
modem from a host IBM 370 system running under TSO to a VERSAdos system. The 
source file is HOST .DATA; the destination file name is HOME.SA. Note that 
syntax appropriate to the system executing the command must be observed when a 
command is entered. For clarity, user input is underlined, while utility 
displays are not. The dialog begins after the user has initiated a session on 
the VERSAdos system. 


Step 1. “TRANSFER #CN20;HD 

ASCII FILE TRANSFER - VERSION 1.00 

^TRANSPARENT MODE - TOPE CTRL-A TO TERMINATE TRANSFER PROGRAM 


Step 2. The user now establishes a phone line link with the host and initiates 
a session on that system. 


Step 3. EX DLOftD 'HOST.DATA* (sent from VERSAdos system to host and executed 

there) 

ENTER RECEIVING FILE NAME OR 'Q' TO RESUME TRANSPARENT MODE 


Step 4. HCME.SA 

DOWNLOAD INITIATED 

KEY IN 'T' TO TERMINATE TRANSFER AND RESUME TRANSPARENT MODE 
'D' TO TOGGLE RECORD DISPLAY 
(records are displayed as they are downloaded) 

DOWJLQAD COMPLETED 000312 RECORDS TRANSFERRED 

**TRANSPARENT MODE - TOPE CTRL-A TO TEIWINATE TRANSFER PROGRAM 
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Step 5. (CTRL-A) 

The command line in Step 1 invokes the assembly language program on the VERSAdos 
system and specifies the port through which data is to be sent* Options H and D 
select half duplex communication and request display of records as they are 
downloaded, respectively. 

Step 3 shows a command line sent to TSO, specifying a command on the TSO CLIST 
that will invoke the Pascal download program. The name of the source file is 
also specified. TSO syntax is used on this command line. 

Entering the name of the receiving file in Step 4 initiates the download. The 
user is given the options of viewing the file records as they are received and 
of stopping the transfer. (At present, the process cannot be restarted at the 
stopping point but must begin again from Step 1.) 

An upload file transfer is quite similar to the above download example except 
that upload messages are provided and the command line sent to TSO (Step 3) 
would be; 


EX ULOAD 'HOST.DATA' 

ENTER SENDING FILE NAME OR 'Q 8 TO RESUME TRANSPARENT MODE 

This command specifies the command on the TSO CLIST that will invoke the upload 
program. 

The capability of transferring ASCII files in either direction between a 
VERSAdos system and a remote system was developed using a data communications 
link between an EXORmacs and a system comprised of an IBM 3033 (or the AMDAHL 
equivalent) running under the MVS operating system equipped with the TSO option. 
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4.2.24.1 ASCII File Transfer Command Format . Commands specified to the file 
transfer utility are interpreted by the VERSMos operating system and, if the 
host is a not an applicable VERSAdos system, by the operating system of the 
host. Those eonsnarals specified to VEKSAdos must be expressed in the syntax 
required for the command, file descriptor, device name, and option fields within 
the standard cotnmaM line. Commands specified to a non-VERSMos system are 
expressed in the format of that system. 

TRANSFER Cemtand Syntax 

TRANSFER <device name>[;<options>] 

where: 

device name Is the VERSAdos mnemonic for the port through which file transfer 
is to be made. 

NOTE 

The as-shipped default value for the device name field is CN20. 

Hie user can install his own default by altering the value of 
the DEFPORT equate in the source file TRANSFER.SA, then re¬ 
assembling and relinking the file. 


options may be one or more of the following options: 

B - Remove trailing blanks from record prior to transmission. 
Hie default is B; -B may be specified when trailing blanks 
are desired. 

C - Transmit checksums with records. On checksum verification 
failure, make three additional transmission attempts. The 
default value (3) can be changed using the form C=n in 
place of the character C alone. This form must be 
followed by a comma if an additional option is specified. 
Hie default is C; -C may be used when checksums are not to 
be transmitted with records. 

D - Display records on hone terminal when transmitted. This 
option must be specified when it is desired. The default 
is -D, which causes transmitted records not to be 
displayed. 

H - Set half duplex communication for transparent mode 
(assumes no characters are echoed from host). H causes 
data to be transferred a line at a time, with a carriage 
return signifying the end of each line. -H causes data to 
be transmitted a character at a time. The default is H. 
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4.2.24.2 

protocol 


Transfer Protocol . The following diagram depicts the data transfer 
used during the download process. 


HOME 


preamble <— 
acknowledge-—■—-> 


f Mock <- 

; 

IjMoc 


frame 

1 

block < 
acknowledge 

f Mock <• 

frame 


: . 

I^block < - 

acknowledge 


H£BT 


< 


block <■ 


frame- 


block <- 


acknowledge 


(last frame) 


■> 
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The following diagram depicts the data transfer protocol used during the upload 
process. 


HOC 


HOST 


preamble 


-> bloclcj 

. >frarae 
.ockj 


--—> blockj 

<——■— - acknowledge 


———> blocltj 
. . /-frame 

—-—> blockj 


acknowledge 


(last frame) 


-> blockl 

. /-frame 


--> blockj 


acknowledge 


fbllowing are definitions of the terms used in the data transfer protocol 
diagrams: 

Preamble - The preamble is a string of characters which identify parameters of 
the ensuing process. Preamble contents can be modified by altering 
constants in the Pascal source host programs and recompiling. 
Parameters identified in the preamble include: 

. upload or download 

. block size expressed as number of characters 
. number of blocks per frame 
. communication option 
. character conversion option 
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Mode - A block is a single burst of transmitted characters. It consists 
of packed* compressed records from the sour® file plus other 
control information. 


Frame - A frame is a transmitted sequence of from one to nine blocks 
containing a checks™ calculated over the group. to 
acknowledgement is transmitted back to the sender after each frame 
is received. 


Rreanble Format 

to actual file transfer is initiated by the invoked Pascal program sending a 
preanble record that alerts the TRANSFIR program running mi the VERSAdos systen 
so that special requirements of the host/home oonmunication link can be 
accommodated. This first record or preanble is comprised of the following 
fields: 


CHARACTER 
POSITION FIBU3 

1-8 Preamble 

9 Process Type 

10 Gommunication 

Option 


11 Character 

Conversion 
Option 

12-14 Blodc Length 


15 Number of 

Blocks 


DESCRIPTION 

The character string "PREAMBLE" occupies this field. 

The character "0" or "D" identifies the upload or 
download process, respectively. 

Identifies the nature of the ensuing communications. 
As released, the options characters are "A" (host is 
VERSMos system), and "B" (IBM 370 is host). 

The character "A" (VERSMos system is host) or "B" 
(IBM is host) avoids or selects a special con¬ 
version, respectively. 

Three ASCII decimal digits (blanks represent 
non-significant preceding digits) identify the 
number of characters per block. 

One ASCII decimal digit identifies the nuetber of 
blocks per frame. 


All characters in the preanble are encoded as ASCII characters. Fields 10 and 
11 require additional discussion. 

The eamwnication option, if A, informs the TRANSFER program that the host is a 
VERSMos system. If option B is sent, TRANSFER recognizes that the host is an 
IBM 370 system. The protocol differs between the two. For example, if the 
tost is an IBM, an acknowledgement is not sent immediately after receipt of data 
as it is if the tost is a VERSMos system, but only after a $11 (DC1) control 
character is received indicating that the tost port is ready to receive. 
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The character conversion option, if an A, informs TRANSFER that, since the host 
is a VEISAdos system, no conversion is needed. A *B' character, on the other 
hand, causes TRANSFER to accomodate the different I/O required fay the IBM host. 

In particular, lowercase characters are automatically converted to uppercase 
before calculation of the checks®® for a frame prior to the data being uploaded. 
Conversion is not required for downloading, but two IBM 370 idiosyncrasies are 
accommodated. The first results from the fact that the IBM Pascal runtime 
package automatically forces an end of line when it recognizes the $5E (“) code. 
This restriction is accomodated by having the host download program edit the 
source file data and change all $5E's to $7E's {”) before sending the record. 
The second arises from the fact that the IBM Pascal runtime package interprets 
the character (ASCII code $7E) differently if it is passed as a character 
constant than if it is read from a file. This restriction is accommodated in 
the lookup tables in both the upload and download Pascal programs on the host by 
using the $7E code in Loth the $7E and $5F positions. 

It can be seen from the above that a certain customizing of the Pascal upload 
are3 download — and perhaps the TRANSFER — programs my be necessary before 
successful ASCII file transfer is achieved on a particular home/host system 
configuration. 


Frame Format 

A frame is comprised of one to nine blocks and can be considered to be a single 
character string formed of packed, compressed ASCII records. Although a frame 
is of a fixed length, records are variable length and may cross frame 
boundaries, thus conserving space. Due to encoding restrictions, an ASCII 
record is limited to a maxim®® of 255 bytes. 

A frame is comprised of two control fields and a data stream, as follows: 


CHARACTER 

POSITION FIELD 

1-2 Checksum 


3 Last Frame 


4~N Data 


DESCRIPTION 

The checks®®, in ASCII hex, calculated over the 
data field only. The wildcard value 00 ($3030) is 
always accepted. Checks®® value is (sum mod 255) + 
1, where sun is the stzn of the ASCII codes from 
byte position 3 to the end of the frame. 

The character "A" indicates not last frame. 
Character "Z" identifies the last frame in an 
upload or download transmission. 

Data encoded as raw data and compression packets 
(explained on following page) and contained in 
records of variable length, where N is the number 
of characters in a frane as computed front the 
preamble. 
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The data stream is a contiguous succession of records, each of a length defined 
by a preceding length field and containing raw data and/or compression packets. 
Records are encoded using the following format: 


Preceding 

Record 



Next 

Record 


Record Encoding Diagram 


The length field is encoded from a 2-byte value, thereby limiting the maximum 
record length to FF or 255 characters, not including the record length field. 

A record body is made up from raw data and compression packets in any order 
required. It is unlikely that a record would comprise a single compression 
packet or raw data only, but this is permitted subject to a maximum length of 
255 characters. 

The compression packet is a device to increase transmission efficiency in the 
presence of data containing characters that are repeated four or more times in 
succession. Packets are encoded using the leading sentinel $7C (the symbol 
"I"), followed by the character whose repetitions are being compressed, followed 
by the compression factor or the number of times that character is to be 
repeated in the destination file. The compression factor value is conveyed by a 
single character from the alphanumeric sequence 4,5,...9,A,8,...Z, in which A 
has the value 10, B has the value 11, etc., through Z which has the value 35. 
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Fbr example, the string QQQQQQQ would be encoded |Q7 ($7C5137 in ASCII hex). A 
further example of the use of a compression jacket would be the encoding of the 
short record: ABOCCCDEF. Ihis would be represented as: 


record length field 


raw data- ^,-raw data 

08AB|C4DEF 

r 



compression packet 


From the above, it can be concluded that any data not encoded in a compression 
packet is represented as raw data - i.e., as one ASCII character per byte of 
source file data. 


Acknowledge Format 

In the download mode, the home system sends a two-character acknowledgement to 
the host system following successful reception of the preamble and each frame. 
If the B option was specified (trailing blanks suppression) when TRANSFER was 
invoked, NB is sent. If the B option was not selected, is sent. 

Similarly, RB or R$ sent on detection of a frame checksun mismatch; TB or 1# 
sent to terminate the download program following the last frame in a 
transmission. 

In the upload mode, the host system sends a one-character acknowledgement. 
Following successful reception of the preamble and each frame, an N is sent. On 
detection of a checksun mismatch, an R (for retransmit) is sent and a T for 
acknowledge and terminate after the last frame. 

In the upload mode only, detection of a T in the first character position causes 
unconditional termination of the process. 

4.2.24.3 File Transfer Reliability . Transfer of ASCII files is affected by 
some factors over which the utility has no control. Because the interval 
required to perform I/O differs on a VERSMos system versus that required by an 
IBM system, and because, in a multiuser environment, processor reliability is 
not precisely predictable, a format of one block per frame is recommended. ‘Ihis 
allows the interleaved acknowledgements to synchronize block transmission, thus 
assuring reliable data transfer. 

In applications where experimentation for the purpose of maximizing the rate of 
data transfer is desired, the number of blocks per frame can be adjusted. This 
is done by modifying the constant section of the download Pascal program running 
on the host and recompiling the program. Since baud rate and concurrent user 
activity on the VERSMos system can also affect I/O synchronization, the user 
may wish to experiment with these factors also. 
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As mentioned earlier, data can be transferred at higher rates by direct 
connection. In one instance on a single-user system, a rate of 9600 baud was 
achieved using direct connection through port 2 on an EXGRmacs debug nodule. 

When a new VERSMos operating system is generated for data transfer by direct 
connection, standard RS-232 protocol is observed at the serial port. However, 
when VERSMos is generated for data transfer via modem, the clear-to-send line 
is not asserted by the new code because this could cause loss of carrier. 


4.2.24.4 Transfer Programs and Files . The following programs and files are 
supplied with the current release of the ASCII File Transfer utility: 


(1) TRANSFER. SA - 

(2) ULOAD.SA 

(3) DLOAD.SA 

(4) TRAHSFER.LQ - 

(5) TRANSFER.LF - 

(6) TSO.ULOAD.SA - 

(7) TSO.DLOAD.SA - 

(8) TSO.DLOAD.CF - 

(9) TSO.ULOAD.CF - 


source for VERSMos system program 

source for VERSMos system host upload program 

source for VERSMos system host download program 

load module from TRANSFER,SA 

chain file to link TRANSFER 

source for IBM host upload program 

soiree for IB! host download program 

example CLIST for IBM (host) download 

exanple CLIST for IBM (host) upload 


fete on Communication between Two EXQRnacs Systems 

When establishing communication between two VERSMos systems, a problem arises 
when trying to log onto the host system in transparent mode. Entering a 'break' 
from the heme system will sinply terminate the transfer program. The break is 
not sent to the host system to initiate a logon sequence. At the present time, 
there is no mechanism to send a break out from either a DEbug or M0CM serial 
port. 

To overcome this problem, a utility called BREAK can be used. To use the BREAK 
utility, perform the following steps: 

a. Bring the TRANSFER utility up on the home system but do not attempt to 
initiate a logon sequence from the home system. 

b. On the host system, log on as user 0 and enter the following cammed : 
“BREAK #CNxx 

Where #CNxx is the device name for the port on the host system which is 
connected to the home system. The effect of this utility is to queue an 
attention event to $EET indicating that a break has occurred on the 
indicated port. The entry exit task will then initiate a logon 
sequence to that port. The logon message should appear at the home 
terminal where the transfer utility has been invoked. The normal logon 
dialog can then be followed. 
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The MOOt firmware and the local terminal driver will always wait for a 
carriage return to terminate an input request from the TRANSFER utility 
on the home system. For this reason, only messages that are sent from 
the host system that are terminated with a carriage return will appear 
on the home terminal. The user at the home terminal will thus see the 
first line of the logon message but the line "ENTER USER NO. =” will 
not appear since it is not terminated with a carriage return. The user 
nur&er should be entered even though the second line of the logon 
message did not appear. The sane can be said for the security word and 
password if they are active. Note also the system pronpt {=) will never 
appear at the home terminal since it too is not terminated by a 
carriage return. 

Because all incoming characters are ignored between VEKSMos I/O 
requests, characters at the beginning of a line may be dropped. For 
example, if only a carriage retum/line feed is sent, both may be missed 
and TRMBFER nay appear to hang. 

TRAtBFER does not support a "true" transparent mode of operation. The 
transparent mode of the TRANSFER utility simply provides a mechanism for 
entering the upload or download note. It is not a general-purpose mode 
and does not allow other types of dialog between, hate and host system. 




4.2.25 Upload S-Records Utility (UKfflDS) 


UPLOADS 


UPLOADS is a VSRSAdos utility vbich is used to migrate S-reoords (see 
Appendix A) frail same external source to a VERSAdos system. Hie S-records roust 
be received through a port of a Multi-Channel Ccmnunications Module (MCCM) which 
is connected to the source system via a direct RS-232 hardware configuration. 

MOTE 

Modems cannot be used because direct connection of the 
CPS line is required to provide the source system with 
the information needed to prevent buffer overrun. 

The VERSAdos file which will contain the received S-records is specified as an 
operand when the UPLOADS command is entered. UPLOADS either "allocates" this 
output file if it is new, or "positions” the file following the first existing 
S9 record, for appending, if the file already exists. 

MOTE 

There cannot be embedded S9 trailer records within an 
S-record file. UPLOADS prevents this by using a 
positioning technique and changing any previously 
existing S8/S9 records to nulls. Also, if several 
S-record files are sent to UPLOADS, any S8 or S9 
records received will be ignored unless at the end 
of the file (the processing of the QUIT directive 
will transfer a pending S8 or S9 record to the file). 


UPLOADS Oomnand Syntax 

UPLOADS Coutput field> 

where <output field> may be ary file name (default extension is .MX). 


UPLOADS Subeonroands 

STATUS This subcommand allows the remote user to see if there were any 
errors while transmitting the S-records. Only the last error will 
be displayed. 

QUIT The QUIT subcommand is entered to terminate the UPLOADS program 

and cause the newly created S-record file to be saved. 
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UPLOADS Command Example 

Using an EXOBmaes Development System, allocate a new file arid receive S-records 
from a Remote Hardware Development Station (MDS). 

NOTE 


In the following example, information that was entered 
by the user is underlined. All otter information can 
be assisted to be responses to user commands (in this 
case, MACSbug or VERSAdos). 


After connecting port 2 of the RHDS to the MCCM of the EXORonacs, apply power and 
RESOT to start the following interactive sequences 


TERMINAL DISPLAY 


BRIEF EXPLANATION 


POOOOOOO SR*2700=.S7. US=B238B238 SS=0000055C 

DQ-FEFFFFFF Dl-FEFFEFFF D2=FFFFFFEF D3=FFFFFFFF 
D4 as FFFFFFFF D5=FFFFFHPF D6=FFFFFEFF D7-FFFPFEFF 
AO=FFFFFFFF A1=FFFFFFFF A2-FFFFFFFF A3-FFFFFFFF 
A4^FFFFFfW A5*FFFFFFFF A6=FFFFFFFF A7=0QQ0055C 


MACSbug 3.x* 

MACSbug 3.x* TM 
♦TRANSPARENT* EXIT»$01* CTRL A 


<BRERK key> 

VMSAdos VERSION? nm.nn, am/dd/yy 
BITER USER MO. »FIX:<user nunter> 

“UPLOADS FILE01 


"RfES" MACSbug prompt. 

Enter transparent mode. (Hold CTRL key 
down and press A.) Transparent node 
allows the terminal (connected to port 1 
of the RHDS) to be virtually connected to 
whatever is connected to port 2 of the 
Kire (which is connected via a direct 
line to an MOCM on an EXORmacs system 
operating under VERSMos). 

The next step is to initiate a user 
session under VEKMos to enable the 
EXOIfea.cs system to receive the S-records 
and have them saved on disk. 

Begin VERSMos logon procedure. 


Enter default drive and user raster. 

Vten the prompt (*) appears, the UPLOADS 
program can be invoked, and the name of 
the file it will use to store any 
S-records that are received from this 
point on can be entered. 
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UPLOADS will respond with: 

UPLOAD "S" RECORDS 
Version x.y 

Copyrighted 1981 by MOTOROLA, INC. 


volume==FlX 

catlg® 

£il@*FILE01 

ext-tiX 

UPLOADS Allocating new file 
Ready for "S" records,... 


By now, the UPLOADS program has verified 
the name of the output file which was 
entered, found that it did not exist 
previously, and allocated such a file. 
Also, as the last line indicates, the 
UPLOADS program is ready to receive 
S-records (via the MCCM communication 
link). 

The next step is to "DISCONNECT" the 
"virtual" terminal connection with 
VERSAdos, and communicate with MACSbug in 
order to construct and transmit the 
S-records. This is done by exiting the 
transparent mode. 

(CTRL A) (Hold CTRL key down and press A.) The 

link through port 2 to EXORmacs (via the 
MOCM) has now become one-way. Data can 
be transmitted out of port 2, but 
VERSAdos cannot send messages to port 2. 
(This is why any error status message 
must be saved and sent only when the link 
can receive again.) 

MACSbug 3.n* DU2 700 7FC MACSbug has been instructed to create 

S-records from memory, starting at 
location $700, and transmit them through 
port 2 until the ending address of $7FC 
has been reached. 

MAC&xjg 3.n*TM Having transmitted the memory images 

desired, the UPLOADS session can be 
terminated within VERSAdos and it can be 
verified that there were no errors. 

It is now necessary to reconnect the 
terminal (on port 1) with the MOM to 
KGtaacs (on port 2). 
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QUIT Hie QUIT directive is entered to check 

for any errors, save the new file, and 
terminate the UPLOADS program. Hie 

program should respond with the 
following: 

volurae-FIX 

catlg= 

file=FILE01 

ext=MX 

*STATUS* No error since start of program 

Upload of S-Records complete. 


-OFF The program is now complete but the 

VERSAdos session is still active. Typing 
the OFF consnand frees the port on 
EXORmacs for another user. ( BYE is also 
acceptable.) 

The file FIX:<user number>..FILE01.MX has 
been released and is now ready for any 
future requirements. 
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4.2.26 Error Message File Generator Pregram (EMFGEN) 


EMTGEN 


The Error Message File Generator program (EMFGEN) reads sequential records from 
ERRORMSG.SA (the input file) and generates indexed sequential records in 
ERRORMSG.SY (the output file). Upon execution, the current ERRORMSG.SY file is 
deleted and a new one created. This program enables the user to add his own 
error messages and/or reformat existing messages. New messages should be added 
at the end of the ERRORMSG.SA file, rather than at the beginning. A description 
of the ERRORMSG.SA file can be found in the VERS Ados Messages Reference Manual, 
Appendix E. 

This program uses the error message handler program for any errors it might 
encounter, and the error message handler program requires the ERROPMSG.SY file 
to execute properly. Since the error message file generator program is bulding 
a new ERRQRMSG.SY file, the error message handler program is not able to access 
it. Consequently, it is recommended that the ERRORMSG.SA file be copied to 
another user number to generate the new ERROPMSG.SY file. When this function 
has been successfully completed, the new ERRORMSG.SY file can then be copied 
back to user 0. 

When EMFGEN is initiated, the input file ERRORMSG.SA must be available under 
default user volume and user number. 


4.2.26.1 EMFGEN Command Syntax . EMFGEN is called from VERSAdos as follows: 
EMFGEN 


4.2.26.2 Error Message File Format for ERRORMSG.SA . The ERRORMSG.SA format can 
have two kinds of records: comment and data input. Continent records give the 
user the flexibility of documenting pertinent information, while data input 
records are used as input to create keyed records for the output file, 
ERRORMSG.SY. 

General Record Formats 


a. Comment record 



COLUMN 

REMARKS 


01 

Contains the identifier (*) which will denote this as a 
comment record. 

02-80 

Contains user comments* 


b. Data input record 



COLUMN 

REMARKS 


01-08 

The hex notation of these eight bytes will 
to four binary bytes and used as the key 
error message in the output file. 

be converted 
value of the 

09 

Contains a delimiter which must be a space 

character. 

10-80 

Contains the error message text and 
sentinels. 

substitution 
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Data Input Record Key Value Format 

The basic format of the key value field is the same as the format of register DO 
following a trap call. The subfield definition is as follows: 

BITS CONTENT 

00-15 Error status code 

16-26 Directive number 

27-30 Trap narber 

31 Reserved for internal error classification 

a. Error status code - This is a unique hex value identifying the type of 
error. 

b. Directive number - This is a unique number within a trap call that 
identifies for the trap logic the appropriate path of execution to be 
followed. 

c. Trap number - This number identifies the type of trap to execute. A trap 
number of zero (0) is used for non-trap-related messages to be displayed 
by the error message handler program. 


Substitution Sentinel Format 

The basic substitution sentinel can have one of the three following formats: 

a. \Soo 

b. \Sooxx 

c. \Syyyy 

where: 

\ Is a flag identifying this as a substitution sentinel. 

S Is a substitution sentinel code. 

oo Is a decimal offset to be added to a base register address 

supplied to the error message handler program. The information at 
the offset will be processed according to the substitution code 
and inserted into the error message. 

xx Is a length value identifying the number of characters to move. 

This is used only with substitution sentinel code C. 

yyyy Is a key value that is required only for substitution sentinel 
code K. 

Except for sentinel I and K, the decimal offset (oo) plus the number of bytes 

involved processing the sentinel cannot exceed 48. 
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Substitution Sentinel Codes 

The following substitution sentinel codes and their interpretations are used to 
construct error messages that are displayed by the error message handler 
program. 

a. Substitution sentinel codes \Boo, \Woo, \Loo 

For each of these codes, the offset is added to the base address supplied 
to the error message handler program and respectively one, two, or four 
bytes of data specified by the resultant address are converted to decimal 
ASCII. 

b. Substitution sentinel code \Xoo, \Yoo, \Zoo 

For each of these codes, the offset is added to the base address supplied 
to the error message handler program and respectively one, two, or four 
bytes of data specified by the resultant address are converted to hex 
ASCII. 

c. Substitution sentinel code \Cooxx 

The offset is added to the base address supplied to the error message 
handler program, and xx bytes of data from this address are transferred 
to the error message. 

d. Substitution sentinel code \Kyyyy 

The record containing the hex key value yyyy will be retrieved from the 
RRROEMSG.SY file. This part of the error message will be preceded by a 
carriage return, a line feed, and have all embedded sentinels expanded 
before continuing the interpretation of the message. For example, if the 
key value yyyy contained the message "CMD*\TQ0 OPT=\T02 LU=\B05", then 
the embedded sentinels would be interpreted and this part of the message 
would be preceded by a carriage return and line feed prior to being 
inserted into the error message being built. Nested K sentinels are 
invalid. 

e. Substitution sentinel code \Too 

This sentinel requires that a code be translated into its ASCII prose 
equivalent. To accomplish this, a dynamic key value will be built by the 
error message handler program, the corresponding record will be read from 
ERRQRMSG.SY, and the ASCII prose equivalent will be inserted into the 
error message being built. The format for the dynamic key value is 
"ttoocccc". 

where: tt 


oo 

ceec 


Is the original trap number plus the bit setting 
required to indicate a trap four (bit number 29). 

Is the original offset in this substitution sentinel. 

This value is determined by using the contents of the 
address determined by adding the offset to the base 
address supplied to the error message handler program. 
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f. Substitution sentinel \Aoo 

Part of the required information that is passed to the error message 
handler program is register AO. If the user wishes to have the address 
specified by this register converted into hex ASCII and displayed in the 
error message being built, then this sentinel should be used. The offset 
used with this sentinel must be zero (00). 

g. Substitution sentinal \Ioo 

The user may pass to the error message handler program the address of a 
message plug pool which contains multiple strings of text separated by 
the hex delimiter "FF"This sentinel will result in the deblocked text 
being inserted into the basic error message, thus providing the caller 
with a way to include variable message content from a source external to 
the parameter blocked that is passed to the error message handler 
program. Plugs within the plug pool are numbered beginning with one, so 
"\I02" will access the text following the first hex delimiter "FF". The 
plug pool always starts with a text string, never with the delimiter 
"FF". 

h. Substitution sentinel \Doo 

The standard error message displayed by the error message handler will 
include the task name, session number, binary key value requested, 
caller, and a message delimiter. If the user wishes to eliminate this 
part of the error message, he should use this sentinel. It is 
recommended that this sentinel be the last one in the error message. The 
offset used with this sentinel must be zero (00). 


Key Values Used with Substitution Sentinel Code \Kyyyy 

The following hex key values are examples of sentinel codes that can be used: 


KEY VALUE 

MESSAGE 

00000000 

\I01 


oooooooc 

CMD=\TQ0 OPT=\T02 

O000000D 

CMD»\T00 QPT=\T02 

0000000E 

CMD=\T00 OPT=\TQ2 

0000000F 

FILE*\C0604 :\W10 

00000010 

C14i>\TQ0 OPT-\T02 


LU=\B05 

LU=\B05 DEVICE=\C0604 
LU=\B05 PSN=\Z08 DEVICB=\C0604 
.\C1208 .\C20Q8 .\C2802 
LU=\B05 PSN~\Z36 
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Error Message Key Values 

The following will define the key values currently associated with a given error 
message set. Non-trap-related error message key values from hex 00008000 
through 0Q00FFFF are reserved for customer use. 


UTILITIES 

SESSION MANAGEMENT 

SYMBUG 

PASCAL RUN TIME 


00000000 - 000002FF 
0000,0300 - 000004FF 
00000500 - 000006FF 
00001000 - 00002FFF 


Record Examples 

The following will illustrate some of the types of error message records that 
could exist. 


* 


* 


* Any record with an asterisk (*) in column one is a comment record. 

* 

* 


0000010C Invalid entry 
08010006 Duplicate segment name (GTSEG) 
10000084 Invalid data buffer \K000C BUFF=\Z12 
18000017 Nonexistent file name \K000C \K000F 
* 

* 


* 


MESSAGE KEY VALUE 


TYPE ERROR MESSAGE 


00000100 

08010006 

10000084 

18000017 


Non-trap-related 
Trap 1 related 
Trap 2 related (IOS) 
Trap 3 related (FHS) 


4.2.26.3 EMFGEN Output . Upon completion, the program outputs the new 
ERRORMSG.SY file under default user volume and user number, along with the 
following message: 

"XXXXXX X NNNN RECORDS NOW IN ERROIWSG.SY FILE' 

where: XXXXXX X Represents the program revision code. 

bttINN Represents the number of records in the file. 

All errors encountered by this program will be processed via the error message 
handler program. The potential errors that can occur are as follows: 

a. An assign error via the file handling system on ERRORMSG.SA 

b. An assign error via the file handling system on ERR0RMSG.SY 

c. A read error via the I/O system on ERRORMSG.SA 

d. A write error via the I/O system on ERR0RMSG.SY 

e. Key value XXXXXXXX will not be added to file ** input error 

f. Key value XXXXXXXX error message added but truncated to 84 bytes 
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The error message handler program is a system server task that will provide 
standardized error message displays in response to exception conditions, thus 
relieving the user task from the responsibility of maintaining his own error 
message list. 

The program will retrieve the key value of the message to be displayed from the 
ERRORMSG.SY file, which must reside on the system volume, expanding any embedded 
sentinels, and then present the error message to the user-specified output 
device. The expansion of sentinels C, I, and T will replace nondisplayable 
characters, except null, with a period (.). 


4.2.27.1 Program Requirements . The following must be true at program input: 

a. The error message file ERRORMSG.SY on system volume, user number 0. 

b. Register AO equals the address of the error message parameter block. 

c. Register DO equals the directive 2, to initiate the error message handler 
program. 

Program output consists of the display of an error message. 


4.2.27.2 Error Message Parameter Block Format . The error message parameter 
block is the mechanism by which the user and the error message handler program 
communicate. Its format is as follows: 

FIELD BYTE SIZE FIELD DESCRIPTION 

Four Contains the binary key value of the error message to be 

displayed. 

Four Address of the parameter block for trap-related calls. 

One Available for future use. 

One Logical unit number, assigned to the user, of the device 

or file to which the output error message is 
transmitted. 

Two Available for future use. 

Four Contains the start address of the user message plug pool 

if one exists. 

Four Contains the end address of the user message plug pool 

if one exists. 
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In the case of trap-related calls, the contents of register DO, as it is 
returned to the user task, must be stored in this field since it will contain 
the binary key value of the error message to be displayed. For non-trap-related 
error messages, this field needs to be set to the appropriate binary key value 
for the desired error message. 


Address of Parameter Block for Trap-Related Calls 

If the error message to be displayed is the result of a trap call, this field 
contains the address of the trap parameter block associated with the call. 
Pertinent information from this parameter block can then be extracted and used 
to build the resultant error message. If the error message is non-trap-related, 
this field should be set to zero. 


Error Message Plug Pool 

Hie error message plug pool contains multiple strings of text separated by the 
hex delimiter 'FF*. The user may specify not only which plug text he would like 
inserted into the error message, but also where he would want it inserted. This 
flexibility allows the user to include variable message content and can be 
accomplished via the substitution sentinel code \Ioo. The maximum plug pool 
length for a given plug pool is 96 bytes. 


4.2.27.3 Program Initiation . The error message handler program is initiated 
via a trap 4, directive 2 system service request. 

Example for a trap-related call 


LEA 

IOSBLK,AO 

AO-address of IOS parameter block 


TRAP 

#2 

Initiate the IOS trap call 


BEQ 

CONTINUE 

Jump if the trap was successful 


mm%»h 

DO/AO,EMHPBLK 

Initialize the error message handler parameter 
block with the binary key value and the address of 
the IOS parameter block 

LEA 

EMHPBLK,AO 

AO-address of error message handler 
block 

parameter 

MOVE.L 

#2,DO 

D0=directive 2 


TRAP 

#4 

Initiate call to error message handler program 
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Example of a non-trap-related call 


IWB.L 

#Q«BKV,MHPBLK 

Initialize the error message handler parameter 
block with the binary key value 

La 

EMHPBLK,AG 

AG=address of error message handler parameter block 

MOVE.L 

#2,DO 

DO=dir@ctive 2 

TRIP 

& 

#4 

Initiate call to error message handler program 


4.2.27.4 E rror Message Format . All error messages displayed from the error 
message handler program will display a standard error message format which will 
consist of the following, unless requested otherwise: 

Task name 
Session number 

The binary key value requested 

Hie type of call — user, ICS, FHS, service request, loader 
Message delimiter "**" 

User message 


4.2.27.5 Errors . Errors internal to the error message handler program will 
have the same basic format as all other error messages. Hie user message part 
of the total error message will be standard in all cases with "EMH ERROR #n" as 
the message, where n represents the internal error number. The message "EMH 
ERROR #n" is followed by a hex value which is the contents of DO. This value 
normally represents the error code that the message handler encountered when 
trying to output the requestor's original message. 

The value of n and its interpretation are as follows: 

ERROR NUMBER MEANING 

0 Available for future use. 

1 Error encountered changing the user's output logical unit 
number. 

2 Error encountered trying to assign ERRORMSG.SY. This will 
occur if an exclusive read or write assignment exists on the 
system volume. 

3 Error encountered trying to read the user's binary key value. 

4 Error encountered trying to read the binary key value of 
sentinel code \K. 

5 Available for future use. 
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6 Error enoounteEed attempting to write to the user's output 
device. 

7 Eeeoe due to nested K sentinels. 

8 Error message being built expanded sue* that the source 
creating the message was destroyed. 

9 Eeeoe encountered receiving logical unit number from user. 

10 Eeeoe encountered sending logical unit number back to user. 

11 Error encountered trying to move the caller's AO parameter 
block or the caller's plug pool. 

12 An error has occurred because the plug pool size specified by 
the caller exceeds the maximum allowed size of 96. The DO 
value displayed after the error message handler number will 
contain the plug pool size requested. 

13 An error has occurred because upon examination of the plug 
pool/ an insufficient number of plug pool delimiters was 
discovered. The DO value displayed after the error message 
hardier number will contain the raanber of delimiters 
originally requested. 


If a user is executing multiple tasks from a given terminal/ it is potentially 
possible that an error message will not be displayed. This will occur when one 
task has the output device in a busy state, requesting input, and another task 
would like to output an error message to that device. 
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4.3 HARD DISK SYSTEM UTILITIES 


Beginning with revision 3.0, VERSAdos supports several utilities which are 
supplied for use with hard-disk based systems only, these are the Dispatch 
utility (DISPATCH), the Account utility (AOCT), the Validate Password utility 
(VALID), the Invalidate Password utility (HOVALID), the SESSIONS utility, and 
the Spooling utilities (SPL and SPOOL). DISPATCH is used in batch mode and is 
described in Chapter 3. AOCT, VALID, and NOVALID are part of the security 
subsession and are described in Chapter 5. Detailed explanations of SPL, SPOOL, 
and SESSIONS are provided in the following paragraphs. 


4.3.1 Spooler Task Utility (SPL) 

The purpose of a spooling capability is to increase the overall throughput of a 
given system by increasing the amount of time the processor and terminals are 
available during I/O with the slower peripherals, usually the printer(s). The 
general approach requires that input be read from and output be written to 
auxiliary storage concurrently with job execution. The form of the input/output 
should be suitable for later processing or output operations. 

VEKSAdos provides a spooling function by means of a system task which is 
installed by the system administrator (user 0) when the function is desired. To 
provide control, this spooler task — named SPL — utilizes a spooler queue file 
of the name and extension SPLQUEUE.SQ. SPLQUEUE.SQ contains a description of 
the name, size, location, and queue position of each spooler file. The latter 
is a file created by the spooler task on a volume designated the ‘'spooler" 
volume, whose function is to contain all spooler files. 

Once SPL is resident, interface with any peripherals designated spooling devices 
is under control of the task. Interface with the spooler queue file is made via 
the utility SPOOL, which permits the user to view the queue file and effect 
certain changes in his queue file status and requirements as described below. 
The SPOOL utility also allows the user to request output of non-spooler files on 
designated spooling devices. (Non-spooler files are those for which output, at 
creation, was not directed to a spooling device and for which, consequently, the 
spooling task did not create a copy on the spooler volume and a corresponding 
entry in the spooler queue file.) Hie spooling function can be removed from the 
system by the administrator, when required. 

Hie operating system VERSAdos has been tailored so that all printers are 
designated as Centronics-compatible spooling devices. To remove the spooling 
device status from a printer, or to add a printer and designate it as a spooling 
device, the user's operating system file — VERSADOS.SY —> must be regenerated 
using the SYSGEN process. This permits the appropriate descriptions to be 
installed in the Device Control Blocks. Refer to the section describing SYSGEN 
for details. 


I 
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Installing th e Spooling Ut ility 


SPL 

The task SPL must be installed by the system administrator (user 0) at the time 
the system is brought up. At that tine, the administrator designates the volume 
to hold the spooler queue file and all spooler files subsequently created by the 
task. 

SPL Qatmand Syntax 

SPL <spooler volume name> 
where: 

spooler volume name Is the volume to use for spooler files. 

Examples: 

=SPL SYSO Designate volume SYSG as the spooling volume. 

*SPL SYSO: Designate volume SYSO as the spooling volume. 


If the spooling loader is called again after spooling is active, the message 
"ER. DUPLICATE TASK" will appear. 

Once installed, the spooling function remains in force until discontinued by the 
system achninistrator or the system is rebooted. To remove the function in mid¬ 
session, the session control command TEEM is used in conjunction with the 
spooling task name and a special session number as follows: 

TEEM .SPL &1 


If the disk device containing the spooler queue file is to be taken offline, SPL 
mast be terminated and restarted as follows: 

EFFECT 


Terminate spooler task utility to 
close spooler quec ' file. 

Remove current spooling device. 

Install new spooling device. 


Install spooler utility. 


ACTION 
TEEM .SPL &1 

Take device offline. 

Put new device online 
and ready device. 

SPL <spooler volume naras> 
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4.3.2 Spooling Utility (SPOOL) 


SPOOL 


In general, user interface with the spooling function merely requires requesting 
that the; output of sane process be made to a designated spooling device with the 
spooling task handling the user's requirements from that point on. To 
accommodate the normal exigencies of computer use, a utility named SPOOL is 
provided which offers a repertoire of nine commands that allow limited 
manipulation of the spooling function with respect to the user's own jobs. 
Provided capabilities include starting, stopping, continuing, cancelling, adding 
and viewing jobs, changing the forms ID of a spooler device, and changing the 
raster of desired copies. Details of the syntax and use of these commands are 
provided below. 

Spooling Utility Commands 

The following table lists the SPOOL utility commands and gives a brief 
description of the general functions they provide. Full descriptions are 
provided in the following pages. 


OOMAM5 ACTION 


CANCEL 

CONTINUE 

COPIES 

FORMS 

HELP 

PRINT 

QUEUE 

QUIT 

START 


Cancel a spooler job 

Continue a spooler job 

Change raster of copies of a job output 

Change forms ID for a spooler device 

List the commands and command syntax 

Add a non-spooler file to the spooler queue 

View the spooler queue file 

Terminate SPOOL (interactive mode only) 

Output a spooler file now 


General Cororand Notation 

Any command may be entered by using the first four characters of the command. 
Also, PRINT may be entered as "P", FORMS as "F", START as "S", and QUEUE as "Q". 
The delimiter preceding <argunent> may be either a blank space or a conxta. The 
interactive mode protrpt is In interactive mode, the user is prompted for a 
new command until "QUIT" is entered or SPOOL terminates because of an error. 
Both upper- and lowercase letters are valid. 


Specifying SPOOL and one of the utility's nine commands and its arguments, if 
any, on the command line causes execution of the command and return to VERSAdos 
control. Specifying SPOOL alone causes entry into the utility's interactive 
mode, which is indicated by display of a greater than symbol (>) at screen left. 
Any SPOOL utility command can then be used. 


SPOOL Cownand Syntax 


»SPOOL [<command>[,<argument>]] 


or 


“SPOOL [<cotamand> [<space><arguwent>] ] 
where: 

coBmarici Is any SPOOL utility command. 

space or , Is a required delimiter if an argument follows. 

argument Is a value on which the specified coranand operates. 
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QUEUE 




SPOOL 


4.3.2.1 Help Contaand Syntax (HELP) . The HELP cormand is used to view the 

available commands and their syntax: 

HELP 


HELP Qomaand Example 
-SPOOL 

>HELP (this outputs the list of commands) 

> Center any command here) 

4.3.2.2 Queue Gonroand Syntax (QUEUE) . The QUEUE command is used to display 

spooler queue file information. 

Q[UEU[E]] [<argument>] 

where: 

Q, QUEU, or QUEUE Is the command. 

argument May be one of the following: 

. user miter 
. "S” for session 
. device name 
. "F" or "FOFM" 


Information in the queue file for each job includes: 

a. A pooler device designation such as PR1 that shows to which device the 
job file will be sent for output. 

b. A 4-character forms ID - either the default ID "STND" if the job file is 
a spooler file or one of the user's choice (via the PRINT command) if a 
non-spooler file. 

c. A job ID consisting of the user's user mater plus four digits added by 
the spooling task to provide unique identification for each user job. 

d. The volume ID, catalog name, file name and extension of the file to be 
output by that job. 

e. The name of the utility which generated the job file. 

f. The current status of that job. 

Any user may invoke the QUEUE coosanel at any time. If a spooler device has 
never had an assignment made to it, the device name will not be in the 
form-device listing. 
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SPOOL 


The following table lists the various forms the QUEUE command argument may take 
ana the corresponding function provided. 


SPECIFY 
NO ARGUMENT 
USER NUMBER 
S 

DEVICE NAME 
FORM 


ACTION 

List all spooler queue file entries. 

List all entries for that user. 

List all entries for the current session. 

List all entries for the specified device. 

List the spooler device names, the current forms 
ID setting and current status. 


QUEUE CartTand Examples 


MON-INTERACTIVE 
MODE 


-SPOOL Q 
-SPOOL QUEUE 313 
-SPOOL QUEUE S 
-SPOOL QUEUE #PR 
-SPOOL QUEUE F 


INTERACTIVE 
_ MODE _ 

“SPOOL 

>QUEUE 

>QUEUE 313 

>QUEUE S 

>Q #PR 

>q worn 


ACTION 

List the entire queue. 

List all entries for user #313. 

List all entries for the current session. 

List all entries for specified device. 

List all spooler device names and their 
current forms ID and current status. 


>QOIT (or any other comnand) 


Example of listing the entire queue 


DEV 

POEM 

JOBID 

VOL 

CATALOG 

FILENAME 

TMK 

COPY 

STATUS 

PR 

STND 

3130100 

SPOL 


@1234567.89 

1ASM 

1 

WAIT-FORMS 

PR1 

ABCD 

3130413 

V0L3 

TESTFILE 

TEST3.SA 

SPQL 

2 

OUTPUT NOW 

PR2 

STND 

440003 

SPQL 


0A3CDEFG.34 

him 

1 

miT-GQNT 
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The following table explains the messages displayed in the Status column. 

STATUS MEANING 

READY Ready to output. 

ACTIVE File not closed, being built. 

OUTPUT NOW File being output to a spooler device. 

WAIT—OONT File cannot be output until a CONTINUE is issued. 

EOnns ID for the device matches the entry forms ID. 

WAIT-FORMS File cannot be output until the forms ID is changed 

to match the entry forms ID and a CONTINUE is issued. 

10 ERR DO*zz File was being output but encountered an I/O error. 

The file cannot be output until the reason for the error 
has been corrected and a G3OTINUE is issued. 

CANCEL The file is currently being output and a CANCEL was issued 

for it. The file will be canceled as soon as the next file 
record is output. 

The following type of display results when a list of device names and their 
forms ID's are requested. 

DEVICE POMS ID STATUS (OK * OK TO OUTPUT! HUT - WAITING FOR CONTINUE) 

PR 1234 OK 

PR1 ABCD (X 

PR2 sn© WAIT 
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4.3.2.3 Caracal. Cammni Syntax (CANC) . Hie GANCH. command is used to cancel 

spooler output aind'clelete the spooler file. 

GANG [ a] [ <arganent> ] 


where: 

Is the command* 

Is an optional value which may be a job ID or a file name. 
A non-spooler file name may be specified if it exists in 
the spooler queue file. Non-spooler file name default 
values for volume, catalog, and user nuroker are the 
standard default values. 

The CANCEL command may be specified at any time. Both th© spooler file and the 
corresponding queue file entry are deleted. Only the queue file entry is 
deleted for a non-spooler file. User 0 may cancel any job; otherwise, only the 
file owner may cancel a job. User 0 must specify either a file name or a job 
ID. Failure to do so will result in an error message. Present versions of 
VIKMos do not allow us© of the CANCEL subcommand to cancel all spooler jobs. 
Future versions will allow user 0 to either cancel all spooler jobs or output a 
message. 

The following table lists the CANCEL command argument' forms and the general 
functions provided. 


CMC or CANCEL 
argument 


SPECIFY ACTION 


NO ARGUMENT 
FILENAME 
J OB ID 


Cancel all jobs for the logged on user number 
Cancel the specified file 
Cancel the specified spooler job 


CANCEL Command Examples 

MON-INTERACTIVE IMPS INTBIACTIVE MODE ACTION 

■SPOOL 

“Spool ewea xasca 

OK TO CANCEL ALL YOUR FILES (Y/N)? OK TO CANCEL ALL YOUR FILES (Y/N)? 

Cancel all user jobs 
if a Y response is 
given. 

Cancel this job. 

Cancel this spooler 
file. 

Cancel this non- 
spooler file. 

>Q(JIT (or ary other eoRraand) 


■SPOOL CANCEL 3130049 
■SPOOL QUICK, 0ABCDEFG.34 


X2ANCEL 3130049 
>CWfCK, 0ABCDEFG.34 


-SPOOL CAMC VOL3:313..0UTFILE.SA >€MC QUTFILE.SA 
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When no argtsnent is specified, the spooler prompts with the message: 

OK TO CANCEL ALL YOUR FILES (Y/N)? 

and waits for entry of Y (yes) or N (no). If Y is entered, all files for the 
logged-on user number are removed from the queue; if N, the spool prompt (>) is 
returned to. 


4.3.2.4 Continue Command Syntax (GQNT) . The CONTINUE command is used to 

restart spooler output to a spooler device. 

ODNT[INUE] <device narae> 

where: 

OONT or CONTINUE Is the amend. 

device name Is the name of a spooler device. 

CONTINUE is used to start output to the device after the forms ID associated 
with the device is changed, or to restart output after an I/O error is 
encountered on the specified device. CONTINUE is ignored if the device is busy, 
toy user may issue the CONTINUE command. 

CONTINUE Command Samples 

NON-INTERACTIVE MODE INTERACTIVE mode action 

-SPOOL 

-SPOOL CONTINUE #PR >CONT #PR Start output on this device. 

-SPOOL GOUT #PR1 >Q0NT #PM Start output on this device. 

>QUIT (or any otter cotmand) 
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4.3.2.5 Forms Ooramajnd Synta x (EMM). The FOBMS command is used to step spooler 
output when the current job is completed f and to change forms ID for the 
specifies spooler device. 

F[ORM[S]] <device name>,<forms ID> 

where: 

BOWS, FORM, or '£ Is the command, 
device name Is the name of a spooler device, 

form ID Is a name formed of four alphanumeric characters. 


Execution of the FORMS command steps output to the specified device (the current 
job is first completed) and marks that device with the specified foots ID. Then 
the spooling task will send only jobs with the matching forms ID to the device 
for output. The spooling utility etranjind CONTINUE must be used to start output, 
to a device following change of that device's forms ID. The forms ID is 
similarly changed back to the standard default value by specifying ’STM)' in the 
forms ID field of the Forms eemnand. toy user can issue the Forms cosmaand. 


FORMS Command Examples 


MQIMOTERACTIVE MODE 

INTERACTIVE MODE 

■SPOOL 

ACTION 

■SPOOL FORMS #PR»ABCD 

>FOMS #PR,ABCD 

Change the forms ID to "ABCD" for 
this device; suspend output until a 
iXOTinue command is issued. 

■SPOOL CUT #PR 

X30OT #PR 

Output spooler files to this device 
which have a forms ID of "ABCD". 

■SPOOL F #PR f STND 

>F #PR,STOD 

Change forms ID to "STM)" (standard) 
and suspend output until a GONTinue 
command is issued. 

■SPOOL 008T #FR 

>OONT #PR 

Output standard forms ID spooler 
files. 


>QOIT (or any other 

cwsmand) 
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4.3.2.6 Print OaroaM Syntax (PRIM) . The PRINT carmand is used to add a 
non-spooler file name to the spooler qpsue file, 

P[RIN[T] ] <argun*nt> 
where: 

PRINT, PRIN, or P Is the eooraand. 

argument Is specified as follows: 

<non-spooler filename>,<device name> [ ,<forms ID>] 

[,<f of copies>] 

where: 

non-^>ooler filename Is the descriptor of a VERSAdos 

file. A minimum of the file name 
and extension fields is required. 
Standard default values are used 
for unspecified fields in the 
descriptor. 

device name Is the name of a cooler device. 

forms ID Is a name formed of four alpha- 

ntxnsrie characters. 

# of copies Is a decimal number from 1 

through 255. 

The default values for the optional "forms ID* 8 and "# of copies® fields are 
"STND" and 1, respectively. A specified neo-spooler file must exist at the time 
the PRINT command is issued — i.e., the file cannot he in the process of being 
created through use of the Off editor or by assembly, etc. Execution of the 
PRINT corauard immediately creates an entry in the spooler queue file for the 
specified file. On completion of output, the queue entry (only) is deleted. 


PRINT Command Examples 


MON-IMl SRACriVE MODE 


imOM MODE 


ACTION 


-SPOOL 

«SPOOL PRINT TEST.S&,tPR >PRINT TEST.SA,#M Add this non-spooler filename 

to the spooler queue file. 
Device oaae-PR, forms IEHSTH3, 

# of copies®! 

-SPOOL PRINT TEST1.SA, >PRItlT 1BST1.SA, 

#PEL,ABCD,4 #PR1,ABCD,4 Add this non-spooler filename 

to the spooler queue file. 
Device name-PRl, forms ID® 
IKS), # of oqpies*4 

-SPOOL P SXS:313..TEST2.LS, >P SXS:313..T^T2.LS, 

§m,,2 #PR,,2 Add this non-spooler filename 

“' to the spooler queue file. 

# of copias-2 

>QUIT (or any other ooBtasand) 
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4.3.2.7 Start Qaa ri Syntax jSM) . The SOTffi command starts immediate output 
of a job file, regardless of existing spooler task priority. 

S[TAR[T]] <argumant> 

where: 

START, STAR, or S Is the aMraand. 

argument Is specified in either of two forms: 

<job ID>[,<# of copies>] 
or 

<spooler filenarae>[,<# of copies>] 
where: 

job ID Is the 5- to 8-digit number in the 

queue file for that job. 

# of copies Is a decimal lumber from 1 through 

255. 

spooler filename Is the name of a spooler file. 


START Command Exa 


NOtf-UfTTOCTIVE MODE imWMJITWE MODE SOTICtl 

-SPOOL 

“SPOOL START 3130149,4 >START 3130149,4 Ctatput four copies of this job 

next. 

-SPOOL START 3130035 >SmHT 3130035 Output this job next using the 

number of copies already in the 
Qaem entry. 

-SPOOL START #1234567.89 >START §1234567.89 Output this spooler file next 

using the nuaber of copies 
already in the Queue entry. 

XUIT Cor any otter command) 
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4.3.2.8 Copies Qaagand Syntax (GOPI) . The COPIES conraand syntax is used to 

change the desired number of cities. 

C[OPI[ES]] <argument>,<# of copies> 
where: 

COPIES r OOPI, or C Is the command. 

argument Is the 5- to 8-digit job ID existing in the queue file 

for that job, or the name of a spooler file (or 
non-spooler file if an entry for the file exists in the 
spooler queue file). 

# of copies Is a decimal number from 1 through 255. 


The COPIES cooraand may be used at any time. User 0 can specify any file name. 
Other users can specify only their own files. A minimum of the file name and 
extension fields is required when specifying a non-spooler file. Standard 
default values are used for other fields in the descriptor, if not specified. 

COPIES Command temples 

MOH-INTEfaCTIVE MODE INTERACTIVE MOPE ACTIOS 

-SPOOL 

-SPOOL COPIES 3130010,4 XJOPIES 3130049,4 Output four copies of this job. 

-SPOOL COPIES TEST.SA,! X20PIES TESF.SA,! Output one copy of this file nama. 

>Q0IT (or ary other c»an3; 


4.3.2.9 Spooling Utility Error Messages 

Syntax errors found before any oanaand is executed result in a list of the 
canraands and their basic syntax, followed by the prompt (>) for correct input. 
For any other errors, refer to the VERSAdos Messag es Reference Manual. 
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4.3.3 Sessions Utility (SESSIONS) 


SESSIONS 


The SESSIONS utility is used to determine the current online sessions and the 
batch jobs in queue for execution. Information is displayed by device ntxnber 
(terminal) and sessions nunber for online sessions and by user master and 
session nuaber for bate* jobs. 


SESSIONS Qroand Syntax 
SESSIONS 


SESSIONS Utility Example 
-SESSIONS 


ONLINE SESSIONS (TEIMINAL/SESSION): 

Qil2 

0043 

OHIO 

0068 

CN11 

006B 

CN21 

0040 

Q»0 

006? 

0113 

006D 

BATCH. JOBS (USER/SESSI OKS) : 

212 

007C 
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CHAPTER 5 


SECURITY ADMINISTRATION 


5.1 INTRODUCTION 

This chapter provides information on the system security capability, as well as 
procedures for modifying the security facilities to suit the user's purposes. 
The security package can be excluded from or included in the system at SYSGEN 
time. 


5.2 VERSMos SECURITY ADMINISTRATION 

Four levels of system and user security are provided for multiuser hard-disk 
M680OO family VERSAdos systems. (Security can be established for single-user 
systems by modifying the SYSGEN camnand file.) VERSAdos security is attained 
using a security level flag, a system security word residing in the system 
memory space, and a user password file on disk. Interfacing with these are 
three system control commands whidi allow the ackninistrator and users to 
establish and observe the desired system and personal security. Two system 
utilities provide further interface between administrator and password file to 
permit control of system access by user ranter. The system security level is 
established —usually at the time the system is initially brought up — by the 
administrator (user 0). Personal security is established by tie users for 
themselves. 

The four security levels are discriminated according to the state of eight bits 
representing a cotabination of user 0 or not and session 1 or not established in 
the security level flag partly by the administrator and partly by the boot load 
file. According to the level, a user will be granted access to the system at 
logon only if he matches the systen security word, his password, both, or if no 
match is required. The levels are: 

Level 0 - No security. Any user niraber is given logon access in all 
sessions. 

Level 1 - An adtainistrator-^peeified system security word exists. To log 
on, each user must rate* the system security word on request. 

Level 2 - A password file exists which contains a list of user numbers 
validated by the administrator and a user-specified password (or 
not) corresponding to each valid user nunber. If a password 
exists for a valid user, a Batch is requested at logon. If no 
password exists, no match is needed and, therefore, is not 
requested. 

Level 3 - Both a system security word and a password file exist. The logon 
requirasents of both level 1 and level 2 must be met by a user. 


The diagram in Figure 5-1 shows how the security level flag is set to reflect 
the four levels of security. 
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VERSMos Security Level Flag 


5.2.1 Hie Initial Use of VERSMos Security 

Hie bootload file, VERSADOS.SY, as supplied, writes all zeros into the system 
security level flag when the system is booted. Therefore, level 0 security 
exists before session 1 is initiated. For the system to cane up in another 
level requires that the bootload file be changed using the PATCH utility, since 
no provision is made in the security program for such a change. (Paragraph 5.3 
provides instructions for making this change.) 

Vfoen the administrator initially establishes level 1 security through use of the 
SECURE command, he must supply the word that all users will subsequently be 
require} to match for access to the system. This system security word, or 
S-word, is established in system memory by means of the SWORD command, aM 
remains in force until the security level is changed to 0 or 2 or the S-word is 
changed through execution of another SW3I© ootonand. 

When the administrator initially establishes level 2 security, he must execute a 
VALID command (paragraph 5.2.5) to create a password file on the default system 
volume which must then and subsequently be available to the security program. 
The VALID command uses the list of user numbers supplied by the administrator to 
build an indexed sequential file in which each user number is the key to a 
corresponding password record. Hie password record created for each user number 
specified on a VALID coomand line is set to zero (nulled) so that (1) no 
password match is required for a user's initial access to the system, and (2) 
the a dm inistrator can remove the match password requirement for a user who has 
forgotten his password. 

Subsequent to the administrator's validation of a user's number, the user may, 
if he chooses, install his personal password in the password file through use of 
the Password (PASS) command (paragraph 5.2.4). A match will then be requested 
when that user number is supplied at the initiation of subsequent sessions until 
the password is set to zero or security level 0 or 1 is placed in force. 

The initial establishment of level 3 security by the administrator requires that 
both a system security word (S-word) is supplied and a password file is created, 
as described above. 
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5.2.2 Secure System Control Command (SECURE) 


SECURE 


The SECURE command is for use by the system administrator (user 0) to specify a 
desired level of system security for subsequent sessions, to appropriate level 
for the administrator himself and an appropriate level for all other users are 
communicated to the SECURE command. Upon execution, the state of the system 
security flag is changed to correspond to the prescribed conditions. This 
correspondence is shown in the security level flag diagram shown earlier. Note 
that the SECURE command can only affect the flag bits for sessions other than 
session 1. The state of the other bits is set during bootload, as previously 
mentioned. This means that only the running system is altered by the SECURE 
command. The bootload file is not affected. 


SECURE Command Syntax 
SECURE 

The following dialog is initiated with the SECURE command: 

LEVELS ARE O/NONE, 1/SWORD, 2/PWORD, 3/BOTH 

USER * 0: (The administrator specifies a security level for himself) 

USER NOT 0: (The administrator specifies a security level for all other 
users) 


The specified security levels are echoed to the terminal. 

If BREAK is entered, the existing level of security is displayed and remains 
unchanged. Likewise, if a non-digit or (CR) without a digit is entered, the 
existing level is displayed and remains unchanged. 


5.2.3 S-Word System Control Command (SWORD) SWORD 

The SWORD command is for use by the system administrator (user 0) to change the 
system security word in a running system (the boot load file is not affected). 
to S-word is comprised of up to eight ASCII characters. 


SWORD Command Syntax 
SWORD 

The following dialog is initiated with the SWORD command: 

ENTER NEW SECURITY WORD ('the administrator specifies a security word. The 

entry is not echoed to the terminal.) 


A response of (CR) clears the current S-word, effectively removing the match 
S-word requirement for all users. Thus, although the system security flag might 
reflect level 1 or level 3, the security program on finding a null S-word, does 
not request a match when a user logs on. The administrator must subsequently 
enter an S-word through use of the SWORD command to restore the match S-word 
requirement. 

A response of BREAK causes the input to be ignored and the existing security 
word to remain unchanged. 
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5.2.4 Pas word System Control Command (PISS) 


PASS 


The PASS command can be used by all users to enter characters into or clear the 
password portion of their own password record. & password entry will only be 
accepted for a user mnber subsequent to validation of that user number by the 
administrator, using the VALID utility. 

The PASS command is used in two circumstances: 1) a null password exists, or 2) 
an actual password exists. In the first case, the security program on finding a 
null password does not request a match and immediately allows the user to 
specify a password. In the second case, the user must match his password before 
being allowed to change or clear his password, A password is comprised of from 
one to 12 ASCII characters. 


PASS Command Syntax 
PASS 
there: 


The following dialog is initiated with the PASS command: 

INTER EXISTING PASSWORD (This message is displayed only if a non-null 

password exists. The user responds with his 
password, which is not echoed to the terminal. 
Failure to enter the password within the number 
of tries specified in SYSGEN results in being 
logged off.) 

ENTER NEW PASSWORD (The user enters (CR) to clear his password or 

specifies a password, which is not echoed to the 
terminal. Entry of BREAK causes the existing 
password to be retained.) 


Should the user desire to eliminate the requirement of matching his password to 
log on, he nay respond to the INTER MW PASSKI© message with only a carriage 
return, which clears his password but does not invalidate his user ntxnber. 
Should a user not know his password, the administrator must clear the password 
through use of the VALID command to remove the match password requirement for 
the user. If the user enters BREAK when a new password is requested, the input 
is ignored and the password remains unchanged. 
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5.2.5 Valid System Utility (VALID) 


VALID 


VALID is a system utility for use by the administrator to control access to the 
system by user number for security levels 2 and 3. Control is achieved by means 
of an indexed sequential file on the default volume that is eonprised of 
password records to which user nutters are the keys. Specifying a user number 
to the VALID command results in the creation in the file of a record containing 
a null password entry for that user ouster. The null value can be replaced by 
an actual password supplied to the PASS ccraraand by the user. The security 
program then requires, for security levels 2 and 3, that the password be matched 
before allowing a session to be initiated for that user ranter. 

Password match is not required for null passwords. A user can clear his own 
password record using the PISS command (but only after matching his password). 
The administrator can clear the password record for any user ranter using the 
VALID command. 

A single user ranter or a range of user ranters can be specified to the VALID 
command. (A user ranter is ary decimal ranter from 0 through 9999.) Specifying 
a non-valid user ranter creates a record containing the user ranter and a mill 
password in the password file. Specifying a valid user ranter clears the 
password portion of the record for that ranter. Specifying a valid user ranter 
with the V option will create a record if not existing, but will not reset the 
password in an existing record. The V option allows the systect administrator to 
maintain a chain file of VALID (and NOVALID) coamands. Without the V option, 
the chain file would reset all of the existing passwords. 


VALID Compand Syntax 

VALID <user no.>[<separator><last user no.>][;Coption>j 
where: 

Is a user rater. 

Is a space, comma, or dash separator. 

Is the final ranter in a range of user ranters. 

V, which maintains chain file of VALID and iKMALID ccmnands 
(user 0 only). 


user no. 
separator 
last user no. 
option 


VALID Oomand Example (ccratBiicSs entered in the sequence shown) 

•VALID 11 (A record containing a null password is created in the 

password file for user ranter 11.) 

•VALID 1-12 . (Records containing null passwords are created in the password 
file for user ranters 1 through 10 and 12. User ranter 11 is 
ignored.) 


•VALID 19 20 (Records containing null passwords are created in the password 

file for user ranters 19 and 20. A space separator may be 
used between user ranters in a sequence.) 


5-5 



NOVAL 



5.2.6 Hwaliet Systea Utility (EKWXLID) 


NOtfALID 


NOWALID is a system utility for use by the administrator to delete records from 
the password file. Jta entire record is deleted ■— both the user mater key and 
the password. Access to the systas is subsequently not granted to the user of 
that matter when the security level requires a password match. 

A single user number or a range of user maters can be specified to the UOVALID 
command. Invalid ousters within a range of valid roasters are ignored. The 
record for user 0 cararmofc be deleted through use of the NCWALID ccnuand. 


MOVALID OOBgaand syntax 

NQVALID <user no.>[<sepazatoc><last user no.>] 
where: 

user no. Is a user amber., 

separator Is a space or cotmaa or dash separator. 

last user no. Is the final rater in a range of user maters. 


HGWALID Oammand Bianple Ccaomaads entered in the sequence shown) 

®NWftLID 256 (ibe record, including user aster key and password, is 

delete! from the password file for user mater 256.) 

-NCVALID 250,260 (Rm records, including user numter key and password, are 

deleted from the password file for user maters 250 
through 255 and 257 through 260, since user miter 256 
was previously deleted). 



5.2.7 Account System Utility (AOCT) 


ACCT 


The Account utility allows the administrator t© monitor individual and 
collective utilization of the system, the administrator can create a file of 
user inter records in each of which the utility will automatically maintain the 
following data: 

a. The time and date of last logoff. 

b. A count of the miter of sessions. 

c. A running total of the hours, minutes, and seconds of system use. 

A running total of the aggregate system use is also kept. To ease association 
of user with user number and for further classification, provision is made for 
user name and department mater in each user mater record. 

The facility offered by the Account utility is derived through use of two files. 
One, PRIV.AOCOTNT.EW, is an indexed sequential file of password records on the 
default system volume. This file is established by the administrator to allow 
users to control access to their individual files. When the system user 
accounting function is desired, the adninistrator can open the file 
P1IV. ACCOUNT.GW to contain the feta described above, which the systaa 
subsequently supplies. (The accounting function is available, but is not 
externally accessible until the .CM file is opened.) 

The PRIV.ACCOUNT.OW file can be opened in either of two ways. When a password 
file exists, invoking the AOCT command with the ;U option creates a record for 
each valid user mater (and deletes existing records for nutters that are no 
longer valid). Alternatively, ftCCf executed with the ;N option set opens the 
file and allows a record to be created for a user miter on an individual basis. 

Record data is entered and updated in several ways. The MCT ;C option permits 
the user name and department fields to be changed in an existing record. The ;N 
option allows a new record to be created for a user number. The ;U option, in 
addition to creating and deleting records as explained above, causes data in all 
fields other than user miter, department, and name to be updated for existing 
records or initiated in records created by execution of the command. A password 
file must exist for the ;U option to be functional. 

The record for a user mater can be deleted by specifying the jX option on the 
MX3 comoand line. 

System usage information in the BEW*MXXKMT.(M file ran be displayed by several 
categories. These include: 

a. User muter for which name, department, time of last logoff, accumulated 
usage time, total muter of sessions, and date of last reset are 
displayed. 

b. Department for which each user muter is listed giving data as in item 
a., plus total department usage time. 

c. All records in the .OW file. 

The latter displays data as in item a. for each user mater plus the total usage 
time accumulated by all user nutters in the file. Usage totals are calculated 
only at time of request. Therefore, consumed system time credited to a user 
timber that is deleted prior to a total usage request does not contribute to the 
total. 
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Another display provided by the ACCT utility is the password corresponding to a 
user number. Hie ;P option provides this function. 

If desired, updatable information in an individual user number record can be 
reset. The ;R option nulls data in the cumulative time, session count and, of 
course, data/time of reset fields. The ;Z option provides the sane function for 
all records in the .GW file. 

The table below summarizes the functions supplied by execution of the ACCT 
utility and its 10 options. 


ACCT CcBmand Syntax 

(1) ACCT [;<option>] 

or 

(2) ACCT <user no.>[;<option>] 

or 

(3) ACCT <user no.>.<department>.<name>[?<option>] 

or 

(4) ACCT <departraent>[;<option>] 
where: 


user no. 

is one 

to 

department 

is one 

to 

name 

is one 

to 

option 

is one 

or 


Corresponding Options 
A, U, Z 

B, P, R, X 

C, N 


is one to 20 alphanumeric characters. 

is one or more of the following: A, B, C, D, N, P, R, U, X, Z. 


Binary of option functions 

A - Display all records; show cumulative usage. 

B - Display individual record. 

C - Change record field(s): user no., name, department. 

D - Display all records for department; show cumulative usage. 
U - Create new record from console. 

P - Display user reMser password. 

R - Reset usage in individual record. 

U - Update all records from password file. 

X, - Expunge individual record. 

Z - Reset usage in all records. 
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fiMpie 1 Pil® creation/update 

■VALID 313 
■tWWLID S 
«*CCT |U 

or 

■AOCT 5;X 

■IICCT 313.DEPTX.R0N WOODjN 

Example 2 Individual record reset 

-AGCT 22fR 

Example 3 Complete usage data reset 

-ACCT ;Z 


Exaaple 4 

Single user display 





«*0CT 212 




USER-DEFT— 

-0S«ffiR »ME- 

-LAST LOG OFF— 

■USAGE—-- 

—#S-RESET 

0212 DOC 

KEN 

00/00/00 00:00:00 

00:00:00 

00 801219119 



MOT 1BHJ SINCE 

MO 

mm reset 

DePMWtfflJT 

USER'S MME 

CREATED) ACCUMULATED 

12/19/80 

NAME/NO. 



USAGE 

11:19 




SESSION 





eot»T 

Example 5 

Display all users 





■AOCT ;A 




tBEK-GgPT— 

—-OWNER -—■— 

-LAST LOG OFF-USAGE——-#S-RESET 

0000 10554 

STSTM AD«*llSmM«12/22/80 10:50:59 

08:47:57 

39 8012191119 

0001 LMC 

J0»* 

12/19/80 16:09:50 

00:23:23 

02 8012191119 


9999 OPERATION CH94 RELEASE 000/00/00 00:0:00 00:00:00 00 8012191119 

USM3E- 39:30:24 

nsras 

TOTAL USAGE FOR Mi USERS 
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Display users for a specified department 


Example 6 

-ACCT SYSTfD 

cser-dept—— cmsm mm— 
0004 SfSf STEVE 

0011 SYST ASSCHJ 

7616 SYST BON 

USAGE* 00:00:10 


•LAST LOG OFF-USAGE- 

12/16/80 16:42:06 00:00:80 
12/19/80 11:20:54 00:00:00 
12/22/80 07:42:11 00:00:10 


#S-RESET 
00 8012191119 
01 8012191119 
01 8012191119 


5.3 MODIFYING THE OPERATION OF USER SESSION MANAGEMENT 

The value of certain parameters in VESSMos may he altered by the user to modify 
the operation of User Session, ffenagaaenfc. The parameters are in the CMDLIST 
module of the &EET task. 

The VQ@M10S.SY boot file may be patched using the PATCH utility. 


&EET 


6EST + $51 


&eet + $53 


si®t + $54 


*EET + $5C 


This block of memory holds the identification message which is 
minted in m^oise to a request for service BREAK. The 
identification message is limited to 80 ASCII characters, and is 
terminated by a byte with binary zero value. A return or line 
feed is not required. 

Two bytes which told the ossiber of concurrent batch jobs to run. 
The number is initialized to 1 in the system as delivered. Note 
that if more than one job is allowed to execute concurrently, a 
job which depends on the consist ion of another batch job may not 
be queued until the first is completed. 

The security flag byte which sets the initial logon security 
level. If it is desired to require password and/or system 
security word protection for session 0001, this byte may be 
patched. Once VZRSAdos is naming, the security say be changed, 
using the SBOlffi cometnd. The binary configuration of the 
security flag byte is illustrated in Figure 5—2 (refer also to 
paragraph 5.2). 

Eight bytes which contain the initial system word. The NOTE 
following Figure 5-2 also applies with respect to execution of 
the SWORD command after start-up. 

This Mods holds the %staa Default volume name (four ASCII 
bytes). VERSAdos is delivered with this initialized to' "SYS ". 
If the volume name is 1ms than four characters, the remainder 
of the field must be filled with trailing spaces. Wien this 
field contains the actual %stea Default Volume name, the user 
may enter ":<user nuafaeO" in response to "ENTER DEFAULT 
NUMBER". 
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It is not necessary for user * 0 to start SESSION 0001; however, 
only user * 0 can initiate the printer spooling task from the 
terminal. Upon completion of session 0001 logon (if the $EETf$72 
bit =1), the chain file, O.PRIV.UPSYSTEM.NW, is initiated as if 
logged on under user = 0. The printer spooling task may be 
initiated from this chain file as well as security commands, 
regardless of the user starting session 0001. 

&EET + $69 This byte governs the number of attempts to log on or enter 

system security word or password before the logon is rejected. 

&EET + $6A,6B Low limit priority, high limit priority of user/utility tasks 
created by the session control task in the online/interactive 
mode. 


&EET + $6C,6D As above for chain file mode. 
&EET + $6E,6F As above for the batch mode. 


I I i I I I I I I 



FIGURE 5-2. Security Flag Byte 


NOTE 

This byte is in read only memory, and is used only to initialize the 
operating security level. Display of this location during operation 
will not subsequently indicate the current security level after a 
SECURE command has been executed. Likewise, changing this location 
after start-up initialization will not affect the operating security 
level. 
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Each task created is given a lew and high limit priority. The high limit is 
constrained to the high limit of the creating task. When a task is started, the 
high limit is used as the run priority. Each time the task is dispatched, the 
run priority is decremented by one. When the low limit has been reached, 
(compute bound task), or each time a call to a server task (trap) is 
acknowledged, the run priority is restored to the high limit. The current high 
limit for the Session Control Task is $C8 which is, therefore, the absolute 
maximum for a user task. 


&EET + $71 This byte contains the number of times input time-out (no respr ise 
to a command input pronpt) may occur before the session is 
automatically terminated. 

&EET + $72 This byte governs system options on a bit-oriented basis as 
follows: 

BIT FUNCTION 

0 Provision for enforcing usage of batch mode for the 

utilities ASM, PASCAL, PASCAL2, and LINK; not yet 
implemented. 

1 Executes the chain file PRIV.UPSySTEM.NW, upon 

completion of session 0001 logon. 

2-7 Unassigned. 

&EET + $74 This long word is the millisecond delay to retry loading a user 
task in batch mode when memory is not available. A count of 256 
is decremented before aborting the batch job. As supplied, the 
delay is 16 seconds (initial value) x 256 = 68 minutes 

(approximately). 
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CHAPTER 6 


LIBRARY OF EXECUTABLE FUNCTIONS, MACROS, CONSTANTS, 
AMD DATA STRUCTURE CONFIGURATORS 


6.1 INTRODUCTION 

Relocatable object file module and source files which offer cannon functions of 
use to the progrt-isner exist under user 0 on the system volute (or the ASM: 
diskette for floppy systems). Included are executable functions, macros, system 
constants (equates), and structures containing data used by the executive to 
configure larger structures. Executable functions are contained in modules in 
the library file UTILIB.RO. File tFILIB.KO was assembled into section 14 for 
linking. The remainder are contained in source files (.SA extension). 

Successful use of these functions generally requires that several processor 
registers be supplied with particular values, such as pointers, prior to a call. 
The entire machine context might also have to be saved and restored on return 
from a call. To aid in this endeavor, entry and exit conditions are described 
for each routine. 

In the following discussion, the terms input field, output field, and options 
field refer to the corresponding fields in a command line. Character class 
refers to the codes (constants) discussed in paragraph 6.4. Dividing command 
line characters into classes aids in minimizing the code required for parsing. 
Unless otherwise noted, register values are given in hexadecimal. 


6.2 EXECUTABLE FUNCTIONS 

The .RO modules in the library file UTILIB.RO offer commonly used functions, 
which are listed below.- A call to any of these functions can be included in a 
source program, provided the required XREF declaration is included and UTILIB.RO 
is available to the linkage editor so that its modules can be searched for the 
corresponding XDEF and the proper module reserved for the final linking process. 


IDENTIFIER 

PARSE 

EDITFILE 


FUNCTION 

Resolve command line into fields; check syntax. 

Transfer file descriptor or device name to FHS parameter 
block. 


OPTION Determine option field value (s). 

TIMBOONV Convert internal time to ASCII representation of hours, 

minutes, and seconds. 

GDATOOW Convert ordinal date fro® binary to ASCII. 
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IDENTIFIER 

GQMC£HV 

DKFEOG 

DATBGO 

bdodwf 

MOTT 

BHLOT 

ASCVAL 

am 

SBARG 


RUCTION 

Convert Gregorian date frost binary to ASCII. 

Convert ordinal date to Gregorian date. 

Convert Gregorian date to ordinal date. 

Convert binary value to ASCII decimal. 

Convert 2-byte binary value to string of ASCII hex digits. 

Convert 4-byte binary value to string of ASCII hex digits. 

Gonvert ASCII hex or ASCII decimal string to a binary value. 

Convert two ASCII decimal digits to a binary value. 

1) Perform argument substitution from chain file or 
console cotmand input. 

2) Convert lowercase characters front command line to 
uppercase (disabled when user session management option 
K is set). 

3) Insert carriage return in byte appended to end of 
command line for this purpose by user (required for 
SEMIS call) and echo command line to output device. 
The echo is disabled when user session management 
option U is set. 

4) Overwrite with a carriage return the command line 
comprised of a single space character. 


6.2.1 PARSE 


The purpose of PARSE is the resolution of command line characters into fields 
and validation of field syntax. Error-free execution of this routine is a 
prerequisite for successful calls to the EDITFILE and OPTION functions. 


PARSE Coraaand Line Routine 

iNSTTOCTION IDENTIFIER 
CALL: BSR PARSE 


REGISTER 

WIRY D6 

CONDITIONS: AO 

EXIT 

CONDITIONS: DO 


D1 

D2 

D6 

m 

A1 

A2 

A3 


COtTOITS 

Command line length (number of characters) 
Goranand line starting address 


Returned Status: 


HEX HEBE 

mmim 

8X XX XY XX 

Call error 

4X XX XI XX 

No return character 

2X XX XY XX 

Invalid character 

8X XI XX 

Error in input field 

4X XI XX 

Null input field 

2X XY XX 

Invalid character in input field 

8Y XX 

Error in output field 

4Y XX 

Null output field 

2Y XX 

Invalid character in output field 

8X 

Error in option field 

4X 

Null option field 

Y 

Number of commas in output field 


Qsrrent character 

Class c«de of current character 

Remaining character count 

Pointer to current character 
Output field starting address 
Options field starting address 
Last field starting address 


REGISTER 

ALTERS) 


01234567 

D * * * * 

ft * * * * 
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6.2.2 HttTFlLE 


The purpose of B3ITFILE is to resolve an input or output field of a command line 
into its respective subfields* validate subfield syntax, and install the 
validated field values in the corresponding areas in an EHS parameter block 
which the user has previously created. Notification of the effect of EDITFILE 
on each subfield is provided by the state of appropriate bits in the long word 
returned in data register rare (DO). A value of 1 in a returned DO bit 
signifies that the result described for that bit has occurred. 


SUBROUTINE EDITFILE - EDIT FJEVICE/FILOBSME 



IHSIROCTION 

mmnwim 

GALLS 

BSR 

MHTBTLB 


REGISTER 

OOSfBffS 


amx 

AO 

Pointer 

to starting address of file descriptor or 

CONDITIONS £ 


device name field. 


A6 

Address 

output. 

of EHS parameter block to receive edit 

EXIT 




CONDITIONS: 

DO 

Returned Status: 



BIT |S) 

MEANING 



31 

Call error 



30 

volume field error 



29 

User no. field error 



28 

Catalog field error 



27 

File name field error 



26 

Extension field error 



25 

{kite protection key field error 



24 

Read protection key field error 



23 

Error occurred during pass 1 pre-edit 



22 

volume field found, EHS block modified 



21 

Iter no. field found, FIB block modified 



20 

Catalog field found, MS block modified 



19 

File name field found, EHS block modified 



18 

Bttensioo field found, FIB block modified 



17 

Write protection key found, EHS block 
modified 



16 

ted protection key found, EHS Mode 
modified 



15 

Null field (s) found 



14 

Volume field mill 

EHS Mock not modified 



13 

User no. field null 

EHS Mock net modified 



12 

Catalog field null 

US block not modified 



11 

File name field null 

US Mode not modified 



10 

Extension field null 


MS Mode not modified 
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9 & 8 Error code 

00 Syntax error 
01 Field count error 

10 Invalid character 

11 Naming convention error 

7 Bound in field (s) 

6 Bound in volume field 

5 Bound in user no. field 

(A -2 will be inserted in the EHS 
parameter blodc user nuaber field) 

4 Bound in catalog field 

3 Boon! in file name field 

2 ■** Bound in extension field 

10® File nans 

1 = Device nae ("# H found) 

0 0“ ’terminated by field terminator 

F1HO TEFMIiSSJOSS 

Qaace 

ferriage istum 

Semicolon 

Ooma 

1 = Terminated by slash continuation 
cSiaracter 

D1 

m 


o i 

REGISTERS D * * 

ALTERED A * 


Last daraeter processed 
Address of terminator character + 1 

2 3 4 5 6 7 

* * * 

* * * 


note 


NUL is not recognized as a valid field terminator 



6.2.3 OPTION 


The purpose ©f OPTION is to process one option character within a command line 
option field. The status return indicates (1) whether the character was 
preceded by (used to disable a previously set option), (2) whether the 

character was followed by an (3) whether a numeric value (also returned) 

followed the or an alphabetic character followed the "=" (file name 

assumed), or (4) whether a carriage return was found (end of line). This 
subroutine is repeatedly called until the status returned in DO indicates a 
carriage return was found instead of an option. 


OPTION PROCESSOR 

PARSE Goronaod Line Routine 


INSTRUCTION IDENTIFIER 

CALL: BSR OPTION 

REGISTER OQNTBgS 

ENTRY 

CONDITIONS: A2 Address of location containing option field 

character to be examined (the current character) 


EXIT 

CONDITIONS: DO Returned Status: 

BIT(S) MEANING 

7 Error 

6 Carriage return found (end of option 

field) 

5 Invalid character 

4 Equal sign found 

D3 if numeral follows equal sign, con¬ 
tains binary equivalent of numeric 
value; otherwise, contains ASCII 
character value truncated to five 
bits 

A3 if alphabetical character follows 
equal sign, contains starting 
address of character 


3 Current character following equal sign is 

alphabetical 

2 Minus sign (not option indicator) found 

1 Number conversion error 
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> o 


D1 Contains the current option character 

Bit 31 will be set if the disable option (-) was 
found 

D2 Contains the class code- of the current character 

03 If bit 4 is reset# then D3 contains the binary 

equivalent of the character following the equal 
sign 

If bit 4 is set, then D3 contains the current 
option character value truncated to five bits 

A2 Address of next cation character to examine 

A3 If bit 3 is set, then A3 contains the starting 

address of the non-rKmeric character following the 
equal sign 

If bit 4 is set, then A3 contains the starting 
address if value converted and stored in D3 


0 12 3 
* * * * 

* * 


4 

* 


5 6 


7 
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6.2.4 Argument Substitution and Associated Functions - fflSBG 

The main benefit derived from an argument substitution capability is the 
elimination, of the need to completely specify a oorasand line When a new 
parameter is to be passed or of the need to write an entire chain file when new 
arguments are to be processed in the same manner. For this latter reason, 
argument subetituion finds its greatest use in chain mode processing. 

Argument substitution capability is provided by the segment .ARG and, 
consequently, is similar to that provided by session management under the 
VERSMos operating sysb®. 

A call to the SBARG routine will provide these functions: 
a. Substitution of specified arguments. 

b„ Conversion of lowercase to uppercase (provided option K is not set). 

c. The appending of a carriage return to end of data in the data buffer (for 
compatibility with the Input/Output Service (IOS)). 

d. Echo input from the terminal to the output device (unless option J is 
set). 

e. Overwrite with a carriage return the command line comprised of a single 
space character. 


The following source lines represent a generalized, typical sequence for calling 
SBARG. Note that the input buffer must always be one byte larger than that 
specified for the I/O call to accomodate the carriage return appended to end of 
data. Also, since SBARG attaches to the segment .ARG, the calling task cannot 
have more than three segments attached at the time of call. About 70 bytes of 
stack space are required by SBARG for the saving, use, and restoration of 
registers Dl through D3 and A1 through A5. 

Galling Sequence 


LEA <IOSBLK>,AO 
TRAP #2 

BNE <error processing> 
BSR SBARG 


AO = Normal I/O parameter block address 
The I/O call 

Refer to the Data Management Services 

and Program Loader User's Manual, PMS68KIO, 
for a description of the standard IGSBLK form. 


Bitry Conditions (following I/O call) 

&0 * Contains address of I/O parameter block 
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Exit Conditions 


DO * Zero indicate successful call (or .MG segment non-existent) 

DO * $00000101 - Substitution caused buffer overflow 
DO * $00000102 - Argument not found 
DO * $080400XX - Attach secpaent error 

M * Contain I/O parameter block addressj the record length in the 
paraaeter block has teen adjusted to reflect the length of the 
substituted argument 

In the case of a non-exiscant .ARG segment, no argument substitution is 
performed, lowercase is not translated to uppercase', and DO is set to zero. 


6.2.5 TIMEC0NV 

A call to the routine TIMBOONV will result in the conversion of the binary 
representation of a number of milliseconds to the ASCII representation of the 
equivalent value expressed in hours, minutes, and seconds. The number of 
milliseconds passed to the function can be obtained from an arbitrary source but 
often would be obtained from the system clock via execution of the executive 
directive GTDTIM. 


CALL: 


INSTRUCT!® IDQITIFIER 


BSR 


TTMEGOW 


RBGISTBt 0£KMS 

HSHW 

CONDITIONS: DO Number of milliseconds to be converted. 


EXIT 

COWmONS: DO 

D1 


n where: HK = minutes 
—SS I» - hours 

SS ~ seconds 
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6.2.6 Binary-to-ASCII Date Conversion - CXMOIW and GDATCQNV 


A call to one of these functions will provide conversion from the binary 
representation of the ordinal date to its ASCII equivalent, or conversion of the 
binary representation of the Gregorian date to its ASCII equivalent. Ordinal 
date is the nuesber of days elapsed since January 1 of the current year, and can 
be obtained via execution of the executive directive GTDTIM. The Gregorian date 
is the current calendar day expressed in a binary representation as shown below. 


INSTRUCTION 

leaiTiPiM 

GALL: 

BSE 

odatcgnv 

or 

BSR 

GDATCQNV 


REGISTER 

CONTENTS 

ENTR5T 

CONDITIONS: 



OEWTCQNV 

DO 

Ordinal day number (binary). 

GDMCONV 

DO 

Gregorian date as YYYYMCD in which YYN is a 
16-bit binary field, !#f an 8-bit binary field, and 
GD an 8-bit binary field. 

EXIT 

CONDITIONS: 



Both functions DO 

D1 

DOM 

Y¥Y¥ 
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6.2.7 Binary-to-Binary Date Conversion - DATBGO and DATESG 


The DATEOG and DATBGO functions provide conversion from the binary 
representation of the ordinal date to the Gregorian date, or vice versa, 
respectively. Ordinal date is the number of days elapsed since January 1 of the 
current year, expressed in binary. Gregorian date is the current calendar day 
expressed as shown below. The ordinal date can be obtained by executing the 
executive directive GTOTIM. This directive is described in the M68000 Family 
Real-Time Multitasking Software User's Manual. 


INSTRUCTION IDENTIFIER 

CULLS BSR DtATBQO 

or BSR DATEOG 

REGISTER OQOTMTS 

ENTRY 

commons; 

DATBGO DO Gregorian date as YYYYMt® in which YYYY is a 

16-bit binary field, EM is an 8-bit binary field, 
and DD is an 8-bit binary field. 

DATEOG DO Ordinal day ruxnber (binary). 


EXIT 

CONDITIONS: 

DATBGO DO 


DATEOG 


Dl 


Ordinal day amber (binary). 
Gregorian date (as above). 


6.2.8 Bimary-~to--ASCII Decimal Conversion - BDCOW 

This function provides conversion of binary value in the range 0-9999 to a 
decimal value expressed in ASCII representation. Leading zeros are suppressed. 

INSTROCTIQN IDENTIFIER 

CAUL: BSR BDOONV 

REGISTER CONTENTS 


ENTRY 

CONDITIONS: DO Binary value to converted ASCII decimal equivalent 

of input value. 


EXIT 

CONDITIONS: DO ASCII decimal equivalent of input value. 


6.2.9 Binary-to-Hexadecimal Conversion - BHWCVT and BHLCVT 


These functions perform conversion of a binary value to a hexadecimal value 
expressed as an ASCII character string. Leading zeros are suppressed. BHWCVT, 
in addition to converting a binary word to four hexadecimal digits, stores the 
digits beginning at a specified address. BHLCVT converts a long binary word to 
eight hexadecimal digits but has no storage provision. 


INSTRUCTION 

IDENTIFIER 

CALL: 

BSR 

BHWCVT 

or 

BSR 

BHLCVT 

ENTRY 

CONDITIONS: 

REGISTER 

a»Qns 

BHWCVT 

DO.W 

AO 

Binary value to be converted. 

Starting address to store converted value. 

BHLCVT 

DO.L 

Binary value t© be converted. 

EXIT 

CONDITIONS: 



BHWCVT 

DO 

AO 

Destroyed. 

Starting address of converted value plus four. 

BEfiXVT 

D2 

D3 

Four high order bytes of converted value. 

Four low order bytes of converted value. 


6-12 



6.2.10 ASCII Decimal/ASCII Hexadecimal-to-Binary Conversion - ASCVAL 

A call to function ASCVAL will convert an ASCII character string representing a 
decimal or hexadecimal value to the equivalent binary value. The function 
examines the first character to determine the conversion type wanted. If a 
dollar sign ($) is encountered, hexadecimal conversion is performed; otherwise, 
decimal conversion is performed. An empty character string field passed to this 
function in AO produces a zero binary value. Conversion terminates when the 
first invalid character is encountered. 

INSTRUCTION IDENTIFIER 

CALL: BSR ASCVAL 

REGISTER CONTENTS 


ENTRY 

CONDITIONS: AO Starting address of ASCII character string to be 

converted. 


EXIT 

CONDITIONS: D1 The character which caused termination. 


D2 The class code of the terminating character (refer 

to Table 6-2). 

D3 The binary result of the conversion. 

AO The address of the character following the 

terminating character. 


6.2.11 ASCII Decimal-to-Binary Conversion - CVT2 

Conversion of two ASCII decimal digits to the equivalent binary value is 
provided by the function CVT2. An empty character string field passed to this 
function in AO produces a zero binary value. Conversion terminates when a 
non-decimal digit is encountered. 

INSTRUCTION IDENTIFIER 

CALL: BSR CVT2 

REGISTER CONTENTS 


ENTRY 

CONDITIONS: AO The address of the most significant ASCII decimal 

digit. 


EXIT 

CONDITIONS: DO The binary result of the conversion. 

AO The address of the terminating character. 
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6.3 MACROS, SYSTEM CONSTANTS, AND DATA STRUCTURE CONFIGURATORS 

Several text files are supplied on the system volume which hold data of possible 
use to the application programmer. File contents include system constants, data 
structure configurators (blocks of parameters for the fields of data 
structures), and macros. The files are all of extension .SA and belong to 
user 0. In a floppy-diskette-based system, that diskette with a volume ID of 
DIAG contains these files. 

The usefuless offered by these files is generally that of convenience. The 
degree of usefulness is determined to a large extent by the programmer's style 
— whether he expresses offsets numerically or symbolically, whether he prefers 
to code an executive call or utilize a macro for that purpose, or whether he has 
an excellent memory or must refer often to listings and manuals until the 
often-used symbols and values are learned. In the latter regard, listings of 
these files can provide quick reference to the mnemonic symbols for offsets from 
the various parameter blocks. 


6.3.1 Constants and Configurators for Executive Calls 

The data structure configurators and the constants used to invoke the various 
executive directives are provided in the file SYSTiO. .EXE.SA (hard) or 
DIAG:0..EXE.SA (floppy). Full descriptors of the directives are given in the 
M68000 Family Real-Time Multitasking Software User's Manual, M68KRMS68K. 


6.3.2 Disk Structure Configurators and Constants 

The configurators for the Volume ID (VID), the Secondary Directory Block (SDB), 
the Primary Directory Block (PDB), and the File Access Block (FAB) disk 
structures, plus related constants, are provided in the file SYST:0. .FME.SA 
(hard) or DIAGsO..FME.SA (floppy). Descriptions of these data structures are 
given with the REPAIR utility description in this manual. 


6.3.3 Macros, Constants, and Configurators for IOS and FHS Calls 

Configurators for the data structures by means of which I OS and FHS calls are 
executed are provided in the file SYST:0. .IOE.SA (hard) or DIAG:0. .IOE.SA 
(floppy). Also included are error message handler constants for non-trap- 
related messages, and five necros for constructing IOS and FHS parameter blocks 
and generating the code for I OS and FHS calls. Full information on the 
Input/Output and File Handling Services is provided in the VERSAdos I/O and File 
Management Services Manual, RMS68KIO. 


6.3.4 Constants and Configurators for Task Control Blocks 

The configurator and related constants for a task control block are provided in 
the file SYST:0..TCB.SA (hard) or DIAG:0. .TCB.SA (floppy). The create task 
control block executive directive is described in the M68000 Family Real-Time 
Multitasking Software User's Manual. 


6-14 




6.3.5 Executive Request Macro and Constants for the Requested Directive 

A macro for setting up and calling often used Trap #1 routines and the required 
constants plus related error codes and messages are provided in the file 
SYST:0..TR1.SA (hard) or DIAG:0. .TRl.SA (floppy). The requirements for each 
executive directive that can be called by executing a Trap #1 instruction are 
more fully described in the M68000 Family Real-Time Multitasking Software User's 
Manual. 


6.3.6 Constants and Configurators for Task Segment Tables 

The configurators and related constants for a task segment table are provided in 
the file SYffT:0. .TST.SA (hard) or DIAGtO. .TST.SA (floppy). A description of a 
task segment table can be found in Appendix E of the M68000 Family Beal-Time 
Multitasking Software User's Manual. 


6.4 CHARACTER CLASSIFICATION ODES 

As mentioned briefly in the introduction to this chapter, a character class code 
is a constant serving as a classifying device for reducing the amount of code 
required for determining the attributes of characters comprising a VERSMos 
command line. Such attributes include, for example, the position of a character 
with respect to a preceding delimiter, whether it bounds or lies within a field, 
its validity in that field, and so on. 

In the VERSMos operating system, 53 ASCII characters are used in the various 
fields of a comnand line. Many of them are used in several fields, which 
cotplicates the task of determining their validity. To minimize this job, the 
characters are divided into eight natural groups. The groups are given eight 
different weightings, which further allows characters to be assigned a constant 
value determined by summing the weights of each field in which a character 
appears. For exarcple. Table 6-1 shows that the character "A" appears in (1) the 
file descriptor group (wt.=$10), (2) the alphabetical group (wt.=$8), (3) the 
alphanumeric group (wt.=$4), and (4) the hexadecimal digit group (wt.=$2). 
Thus, "A" is assigned a constant value of $1S, as shown in the character class 
code chart. Table 6-2. Assigning such codes (constant values) to character 
groups and subgroups allows greater discrimination of a character than its 
expected membership in a valid group such as a ooramand line field. The codes 
also allow advantage to be taken of the MC68000 microprocessor' s address 
register indirect with index addressing mode. This, essentially, is a double 
indexing mode that facilitates scanning the data in a memory buffer relative to 
its beginning. 

Note that Figure 6-1, the listing of the XDEF CLASQODE DC.B values for the code 
constants, maps directly into the familiar ASCII code conversion table shown in 
Figure 6-2. The left-most colam of characters in Figure 6-2 corresponds to the 
first line of DC.B values. (Oily the CR and LF characters from this column are 
used in a VISSMos ©onraand line.) Table 6-2 demonstrates this mapping. 
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1MLE 6-1. Cosraand Line Character Gasses 


class hami 

class members 

SYMBOLS 

WEIGHT/ 

C0HSTANT 

: Field Terminator 

Carriage Return* Lino Feed, Comma, 
Semicolon, Space 

[CR] ILF). 

; [SPJ 

80/180 

Special Flag 

Pound Sign, Dollar Sign, Equals Sign, 
Dash, Asterisk 

# $ = 

* 

40/$40 

Descriptor Punctuator 

Cofoft* Parioct, Left Parenthesis, 

Right Parenthesis* Slash 

: - ( 

) / 

2O/S20 

Fife Descriptor 

Alphabetical A-Z, Digits 0-9, 

Asterisk, At Sign, Ampersand 

A-Z 0-9 
* @ & 

10/S10 

Alphabetical 

Alphabet Characters A through Z 

A-Z 

8/$8 

Alphanumeric 

Alphabetical® A-Z s Digits 0-9 

A-Z 

0-9 

4/$4 | 

HmMemmml Digit 

Alphabetical® A-F, Digits 0-9 

A-F 

0-9 

2/$2 

Decimal Digit 

Digits 0-9 

0-9 

1/$1 

MOTS t: Value of constant for cha«€t«r that is a membar of emm than one class 
determined by addins weights of all classes in which character appeers- 
Example: Asterisk constant = 40 ♦ 1© - $5® 

MOTE 2: MOL and all other ASCII character cafes nm Snctudstf m mm of mbmm 
clasps are invalid command tina code®. 
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TABLE 6-2. Character Class Code Chart 





































































SECTION 14 
XDSP CLASCCXK 

clascqec xncr o,o character classification cot table 
************************************************************************ 

* CHARACTER CLASSIFICATION CODE TABLE 
************************************************************************ 

CLA3C0DE BQU * 

DC.B 0f0f0f0f0r0|0|0f0r0|$80f0|0|$80r0r0 
DC.B Of Of Of Of OjrOf Of Of 0^ OfOf OfOfO# 0#0 

DC.B $80f0f0f$40f$40f0,$10f0f$20f$20,$50f0,$80f$40,$20f$20 

DC.B $17,$17,$17,$17,$17,$17f$17,$17.$17,$17,$20f$80,0,$40f0,0 

DC.B $10,$lE,$lE,$lE,$lE,$lE,$lE,$lCf$lC,$lCf$lC,$lC,$lC,$lC,$lC,$lC 

DC.B $lC,$lCf$lC,$lC,$lC,$lCf$lCf$lCf$lCf$lC,$lC,0,0,0f0,0 

DC.B OfOfOfOfOfOfOfOfQfOf@tOfOfOfOf0 

DC.B 0,0,OfOfOf0,0,OfOfOfOfOfOfOfOf0 

O® 


FIGURE 6-1. Assignment of Character Class Code Values 
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CHAPTER 7 


BIE BOQTLOftD FILE — IPL.SY 


7.1 RESIDHIT DEBOG MONITOR BO <30MMS) EMOTION 

The general function of the resident debug monitor toot (BO) command is to 
access a program on disk, move it into memory space, and transfer control to 
that program. If the program itself can load and transfer control to a second 
program, the BO command can be used to bring in an operating system or to 
implement system tests and diagnostics. Paragraph 1.1 lists the resident 
debugger furnished with each VERSAdos system, and paragraph 7.4 describes the BO 
oostnand execution sequence. 


7.2 HJNCTIQtS OF IPL.SY 

In roost VERSAdos environments, the file IPL.SY is the program accessed and given 
control by the BO command. (This does not apply to VMOl-based systems. See 
paragraph 7.3.1 for modifications required to boot VERSAdos in VMOl-based 
systans using the TO command.) Usually, IPL.SY loads the VERSAdos operating 
system. However, IPL can - be used to load otter programs such as test or 
diagnostic programs. A review of the BO command line syntax shows that the 
final command line field can contain a string of up to 249 ASCII characters. 

IPL.SY examines the passed string looking for the syntax given below. If 
<filename> is not found, VERSADOS.SY is loaded. 

BO command syntax: 

BO [<devioe>][,<controller}[,<filename>[;<option>]] 


where: 

device Are specified as described in the appropriate firmware- 

controller resident debug monitor user's manual. Defaults for both are 0. 

filename Is an ASCII character string with a leading alphabetic 

character. The user number, catalog, and extension of the 
specified file may be specified; defaults are 0, blank, and 
SY, respectively. The volurae cannot be specified. Default 
<filename> is VERSADQS.3Y. 


option Is one or both of the following: 

L*$n Will cause <filename> to be loaded beginning at the 
specified hexadecimal address (preceding $ is 
required). 

H Will cause control to be returned to the debug monitor 
after <filename> is loaded. (Default: control is 
given to <filename>). 

MOTE 

Delimiting space between options is not 
allowed when both options are specified. 
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Examples of string subfields, BO command line: 

,TESra*ILl;H>$7F00 

,0 .GAT2.TESTPlLl.SYf L=$7F00 ,H 

Upon encountering TESTFILl, IPL.SY attempts to access and load this file using 
the device and controller previously specified in the corresponding fields on 
the BO command line. (In the first example, user 0, a default catalog name of 
eight blanks, and a default extension of .SY are assisted.) If the atteopt is 
successful, TESTFILl is loaded beginning at the specified address 7FOO, and 
control is returned to the firmware-resident debugger in coopliarwe with the 
specified H option. 

In this example, since the firaware-resident debugger is given control when the 
load is completed and execution halts, the user can take further action by 
utilizing any of the various alternatives afforded him by the command set. He 
can, for example, GO to a point other than the start of TESTFILl to begin 
execution. 

Where control is transferred on completion of the execution of TESTFILl would be 
determined by the program itself. For example, a diagnostic program might 
display the result of a test on the EXQftnacs Control Panel Status Display and 
then halt, giving the user the choice of returning to the test program, or 
returning to the firmware debugger, or of same other option. The disk-resident 
diagnostics describee' in the EXORmacs Development System Maintenance Manual, 
M68KB#f, illustrate the latter alternative. 


7.3 IPL.SY MODIFICATION FOR WINCHESTER/SASI DRIVERS 

Each bootable target disk should be initialized, using the INIT utility and the 
V option. The user should always respond with a Y when asked if a bootstrap is 
wanted. The INIT utility will identify the file name it will use by default; 
however, the user will be given the opportunity to enter a new name if so 
desired. The user's response, as defined in the table below, should be to 
accept the default value by pressing carriage return or to enter the name of the 
file that should replace the default file. The current load address will be 
displayed and the user will be given an opportunity to enter a new load address. 
The user should respond in accordance with the load addresses defined in the 
following table. 


TARGET SYSTEM 

BOOTSTRAP 

NB9 NME 

mm jot 

EXORmacs 

Yes 

(CR) 

§0 

W®1 64K version 

Yes 

File name 

$10100 

VM01 32K version 

Yes 

File name 

$10E00 

VMG2 

Yes 

(CR) 

$E00 

VMC 68/2 

Yes 

CCS) 

$E00 

MVME110 

Yes 

(CR) 

$40000 

VM^/10 

Yes 

(CR) 

$E0Q 


File name should identify the bootable operating system that was created at 
SYSGEN time for the specific target system (i.e., SYST:9100..VERSADOS.SY). 
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7.3.1 VID Modification for VMOl-Based Systems 

Ho IPL.SY file is supplied with VMOl-based systems. Modifications shorn below 
must be made to the media Vblutne Identification Directory so that the VERSAbug 
BO command can toot VERSAdos without the IPL.SY program. The PATCH utility must 
be used for these changes. 

a. VM01 64K version 

The long word at $E00 in the VID should be changed to the STACK value 
used to create the EXEC process (refer to the appropriate SYSCMD.SA 
file). 

The long word at $E04 should be changed according to the calculations of 
the following formula: 

WHERLQAD + START-UP ADDRESS - STARTUPS 

The values of WHEMXMD and STARTRMS can be obtained from the appropriate 
SYSCMD.SA, file, and the value of START-UP ADDRESS can be obtained from 
the SYSGQi listing, SYSGHfl.LS. 

b. VM01 32K version 

The long word at $10E0O of the VID should be changed to the STACK value 
used to create the EXEC process. 

When booting an alternate, untested VERSAdos program, the location of the 
formerly used VERSAdos program should be noted. This information will be 
required if the new program fails and the old one mist be retooted for 
troubleshooting. 


7.4 TO COMMA® EXECUTION SEQOfflCE 

The following sequence of events takes place when the TO command is executed: 

a. Sector 0 (the volume ID) on the disk corresponding to the valid device 
and controller is accessed and transferred into the f irnware-res ident 
debugger scratchpad RAM. 

b. Locations $F8-$EF of sector 0 are checked to ensure that they contain 
the string "EXQRMACS". If they do not, an error occurs and execution 
stops. For EXORaacs systems, a "BS" error is displayed cm the EXORnacs 
front panel. 

c. The disk sectors containing the IPL.SY load module are identified by 
examining the data locations in sector 0, as shown: 

OFFSET (bytes) CONTBITS 

$14 - $17 First sector to transfer (first sector of 

IPL.SY load module). 

$18 - $19 Bfcater of sectors to transfer. 

The firmware-resident debugger then reads the IPL.SY load module into 
memory. Control is passed to the address specified in location $4 of the 
load module, giving the IPL program control. 
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d. IPL will search fete directory for the requested file. Wien fete file is 
found, the program sectors are accessed and transferred into memory 
starting at the address specified with the L-$n option on the BO command 
line, if given, or the value supplied to te loader Information Block 
when the program was linked, if the L=$ri option was not specified. 

e. If a string field was not specified, register A5 is set equal to 
register A6. 

f. The status register is updated to reflect supervisor mode and interrupt 
level seven. 

g. The supervisor stack pointer is loaded with address specified in location 
0 of sector 1 of the load module, plus a "bias" if the L=$n option was 
specified. 

h. The program counter is loaded with the execution start address specified 
in location 4 of sector 1 of the load module, plus a "bias" if the L=$n 
option was specified. 

The program just loaded new has control of execution. 

If an error occurs during any processing from step d. on, IPL will display an 
error status on the panel lights, if operating on an EXORmacs system. 

When an error occurs on a VMC 68/2 system, press SOFTWARE ABORT ate display the 
long word pointed to by A7. This long word contains the address of a message 
describing the problem. 


7.5 RESETTING SECTOR 0 POINTERS TO IPL.SY LOCATION 

For VEHSMos 4.2 and subsequent versions, the user may upgrade an old IPL.SY 
file by copying the new version onto the old disk with the INIT, COPY, or BACKUP 
command. Because the new file is larger than previous revisions, adjustments 
must be KBde to the pointers in sector 0 which tell the TO connate where to find 
the IPL.SY file. The INIT utility will copy the current version over the old 
ate adjust sector 0 so that it points to the new file location. The Q)PY ate 
BACKUP utilities will successfully replace the old file with the new, but will 
not adjust sector 0. In such cases, the following procedure may be used to 
change sector 0 so that it points to the new address of the IPL.SY file. 


a. Display the directory of IPL.SY to find its location on the disk: 

=DIR 0.&.IPL.SY;A 

DIR VERSION 111781 3 3/22/83 15:20:20 

SXS:0GOO.. IPL.SY 

LOG # OF REC KEY FAB DB DATE DATE 

START END EOF RBQQiOS 1C RC FT LEN LEM LEM LEN CHANGED AOCESSH) 

$42AC $42CD - - PPPPC - - - - 3/ 2/83 3/ 7/83 

SIZE 34/$22 

TOTAL SIZE 34$22 

HOME OF FILES RETRIWffi * 1 
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b. Locate the start field and the total nuatoer of sectors for this version 
of IPL.SY. In. the example above, IEL.SY starts at $42ftC and is $22 
sectors long. 

c. Do an interactive DUMP on the volume to change sector 0 of the disk. The 
spooler and any printer casks may have to be terminated before the volume 
can be accessed. 


=DWP #HDOO;I 
>R 0 
>M 1 6 
00 
00 
00 
00 

00 1 . 1 ?. (CR) 
>D 

S»=$0 


.'?42 
,'?W 
.' ? (CR) 

. '?2l 


(Read sector 0 into the change buffer) 

(Begin changing at offset $16 in the change buffer) 
(Change the Physical Sector ifasber to the one found in 
step 2, plus 1, bypassing Loader Information Block) 
(Skip the next byte) 

(Enter the length of IPL.SY, found in step 2, minus 1) 
(Enter a period to terminate the interaction) 

(Display the changes) 


00 

53 

59 

53 

20 

00 

00 

00 

00 

00 

01 

00 

81 

00 

00 

00 

8A 

SYS ... 

10 

00 

00 

00 

00 

00 

00 

42 

m 

00 

21 

00 

00 

00 

00 

00 

00 

__.B..1. 

20 

00 

00 

00 

00 

03 

m 

20 

20 

20 

20 

20 

20 

20 

20 

20 

20 


30 

20 

20 

20 

20 

20 

20 

20 

20 

20 

20 

30 

33 

30 

30 

F4 

F7 

0300.. 

40 

OF 

IE 

2) 

3C 

4E 

5A 

69 

78 

87 

96 

A5 

B4 

C3 

D2 

El 

F0 

. .-<KZix. 

50 

OF 

IE 

2D 

3C 

4B 

5A 

69 

78 

87 

96 

A5 

B4 

C3 

Dl 

El 

F0 


60 

FI 

F2 

F4 

F8 

F9 

FA 

EC 

FE 

IF 

7F 

BP 

DF 

EF 

6F 

AF 

CP 

.O*. 

70 

4F 

8F 

OF 

07 

0B 

0D 

0E 

06 

0A 

QC 

04 

03 

04 

02 

01 

00 

O . 

80 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

82 

00 

08 


90 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 


A0 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

GO 

00 

00 

00 

00 

00 


BQ 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

CO 

00 

00 

00 


CO 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 


DQ 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 


ED 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 


F0 

00 
>W 0 

00 

00 

00 

00 

00 

00 00 45 58 

(Write sector 

4F 52 4D 41 43 53 ....EXOKMACS 

0 back out to the disk) 


>G 


(Quit DUO? and try to boot up) 


d. If the starting Physical Sector Nuo&er of the IPL.SY file ($42AC in the 
exanple above) is too large to fit in a word value, then place it into a 
long word value starting at offset $14 in sector 0. If the length of the 
IPL.SY file should ever be larger than one byte, use the word which 
begins at offset $18. (The example above uses only part of the actual 
fields.) 


For more information on file structure, refer to the description of the REPAIR 
utility. 
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APPENDIX A 


S-RECORD OUTPUT FORMAT 


The S-record format for output modules was devised for the purpose of encoding 
programs or data files in a printable format for transportation between computer 
systems. The transportation process can thus be visually monitored and the 
S-reeords can be more easily edited. 


S-RBOORP CONTEST 

When viewed by the user, S-records are essentially character strings made of 
several fields which identify the record type, record length, memory address, 
code/data, and checksum. Each byte of binary data is encoded as a 2-character 
hexadecimal number: the first character representing the high-order four bits, 
and the second the low-order four bits of the byte. 

The five fields which comprise an S-record are shown below: 


| type j record length j address j code/data | checksum | 

+-+-———--—t—————-— ---h--—— -1 

where the fields are composed as follows: 

PRINTABLE 

FIELD CHARACTERS CONTENTS 

type 2 S-record type — SO, SI, etc. 

record length 2 The count of the character pairs in the record, 

excluding the type and record length. 

address 4, 6, or 3 The 2-, 3-, or 4-byte address at which the data 

field is to be loaded into memory. 

code/data 0-2n From 0 to n bytes of executable code, memory- 


loadable data, or descriptive information. For 
compatibility with teletypewriters, some programs 
may limit the number of bytes to as few as 28 (56 
printable characters in the S-record). 

checksum 2 The least significant byte of the one's complement 

of the sum of the values represented by the pairs 
of characters making up the record length, address, 
and the code/data fields. 


Each record may be terminated with a CK/LF/MUL. Additionally, an S-record nay 
have am initial field to accommodate other data such as line numbers generated 
by some time-sharing systems. 

Accuracy of transmission is ensured by the record length (byte count) and 
checksum fields. 
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S"RECORD TYPES 


Eight types of S-records have been defined to accommodate the several needs of 
the encoding, transportation, and decoding functions. The various Motorola 
upload, download, and other record transportation control programs, as well as 
cross assemblers, linkers, and other file-creating or debugging programs, 
utilize only those S-records which serve the purpose of the program. For 
specific information on which S-records are supported by a particular program, 
the user's manual for that program must be consulted. 


An S-record-format module may contain S-records of the following types: 

SO The header record for each block of S-records. The code/data field may 
contain any descriptive information identifying the following block of 
S-records. Under VERSAdos, the resident linker's IDENT command can be 



used to designate module name 
description information which 
address field is normally zeros 

, version 
will make 

• 

number, 
up the 

revision number, 
header record. 

and 

The 

SI 

A record containing code/data 
code/data is to reside. 

and 

the 

2-byte 

address 

at 

which 

the 

S2 

A record containing code/data 
code/data is to reside. 

and 

the 

3-byte 

address 

at 

which 

the 

S3 

A record containing code/data 

and 

the 

4-byte 

address 

at 

which 

the 


code/data is to reside. 

S5 A record containing the number of SI, S2, and S3 records transmitted in 
a particular block. This count appears in the address field. There is 
no code/data field. 

SI A termination record for a block of S3 records. The address field may 
optionally contain the 4-byte address of the instruction to which 

control is to be passed. There is no code/data field. 

58 A termination record for a block of S2 records. The address field may 

optionally contain the 3-byte address of the instruction to which 

control is to be passed. There is no code/data field. 

59 A termination record for a block of SI records. The address field may 

optionally contain the 2-byte address of the instruction to which 

control is to be passed. Under VERSAdos, the resident linker's ENTRY 
command can be used to specify this address. If not specified, the 
first entry point specification encountered in the object module input 
will be used. There is no code/data field. 


Only one termination record is used for each block of S-records. SI and S3 
records are usually used only when control is to be passed to a 3- or 4-byte 
address. Otherwise, an S3 record is used for termination. Normally, only one 
header record is used, although it is possible for multiple header records to 
occur. 
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CREATION OF S-RECORDS 


S-record-format programs may be produced by several dump utilities, debuggers, 
the VERSAdos resident linkage editor, or several cross assemblers or cross 
linkers. On EXOEtaacs and WE/10, the Build Load Module (MBLM) utility allows an 
executable load module to be built from S-records. MBLM has a counterpart 
utility in BUILDS, which allows an S-record file to be created from a load 
module on any VERSAdos system. 

Programs are available for downloading or uploading a file in S-record format 
from a host system to an 8-bit microprocessor-based or a 16-bit 
microprocessor-based system. 


EXAMPLE 

Shown below is a typical S-record-format module, as printed or displayed: 


S006000G4844521B 

S1130000285F245F2212226A000424290008237C2A 

S11300100002000800082629001853812341001813 

S113002041E900084E42234300182342000824A952 

S107003000144ED492 

S9030000PC 


The module consists of one SO record, four SI records, and an S9 record. 

The SO record is comprised of the following character pairs: 

SO S-record type SO, indicating that it is a header record. 

06 Hexadecimal 06 (decimal 6), indicating that six character pairs (or 
ASCII bytes) follow. 

| A 4-character, 2-byte address field; zeros in this example. 

48 ) 

44 \ ASCII H, D, and R - "HDR". 

52 J 

IB The checksum. 


The first SI record is explained as follows: 

SI S-record type SI, indicating that it is a code/data record to be 

loaded/verified at a 2-byte address. 

13 Hexadecimal 13 (decimal 19), indicating that 19 character pairs, 

representing 19 bytes of binary data, follow. 

00 1 A 4-character, 2-byte address field; hexadecimal address 0000; where 
00 J the data which follows is to be loaded. 
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The next 16 character pairs of the first SI record are the ASCII byte of the 
actual program code/data. In this assembly language example, the hexadecimal 
opcodes of the program are written in sequence in the code/data fields of the SI 
records: 


OPCODE 

INSTRUCTION 

285F 

MDVE.L 

(A7)+,A4 

245F 

MGWE.L 

(A7)+,A2 

2212 

H0VE.L 

(A2),D1 

226A0004 

M0VE.L 

4(A2) ,A1 

24290008 

MUVE.L 

FUNCTION(Al) ,D2 

237C 

M0VE.L 

fFORCEFUNC , FUNCTION (Al) 


. (Use balance of this code is continued in the 
. code/data fields of the remaining SI records, 

. and stored in memory location 0010, etc.) 

2A The checksum of the first SI record. 

The second and third SI records each also contain $13 (19) character pairs and 
are ended with checksums 13 and 52, respectively. The fourth SI record contains 
07 character pairs and has a checksum of 92. 

The S9 record is explained as follows: 

S9 S-reeord type S9, indicating that it is a termination record. 

03 Hexadecimal 03, indicating that three character pairs (3 bytes) follow. 

q® | The address field, zeros. 

PC The checksum of the S9 record. 

Each printable character in an S-record is encoded in hexadecimal (ASCII in this 
example) representation of the binary bits which are actually transmitted. For 
example, the first SI record above is sent as: 


1 se 

length 



fiMcknai 

ft l 

1 3 

@ § © e 

■II 

2 A 

m 

mm 

m 

H 

IB 

3 § 

3 0 

3 i 

3 2 

Bl 

Bl 

4 § 

B 

3 2 

Bl 

a 

55 

55 

gj 

3 

a 

MU 

mu 

Mil MM 

Mil MM 

Mil 

— 

Mil 

MM 

— 

MU 

zu 

mm 

mu 

mm 

mn mu 

•1M 

Ml® 

B 

S 

§31® 

MM 

@Ni 
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